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National foreword

This British Standard reproduces verbatim IEC 60325:2002 and implements it
as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
NCE/2, Health physics instrumentation, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the IEC title page,
pages 2 to 40, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

RADIATION PROTECTION INSTRUMENTATION -
ALPHA, BETA AND ALPHA/BETA (BETA ENERGY >60 keV)
CONTAMINATION METERS AND MONITORS

FOREWORD

1) The IEC (International Electrotechnical Commission) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of the IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, the IEC publishes International Standards. Their preparation is
entrusted to technical committees; any IEC National Committee interested in the subject dealt with may
participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the |EC also participate in this preparation. The IEC collaborates closely with the International
Organization for Standardization (ISO) in accordance with conditions determined by agreement between the
two organizations.

2) The formal decisions or agreements of the IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested National Committees.

3) The documents produced have the form of recommendations for international use and are published in the form
of standards, technical specifications, technical reports or guides and they are accepted by the National
Committees in that sense.

4) In order to promote international unification, IEC National Committees undertake to apply IEC International
Standards transparently to the maximum extent possible in their national and regional standards. Any
divergence between the IEC Standard and the corresponding national or regional standard shall be clearly
indicated in the latter.

5) The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with one of its standards.

6) Attention is drawn to the possibility that some of the elements of this International Standard may be the subject
of patent rights. The IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60325 has been prepared by subcommittee 45B: Radiation
protection instrumentation, of IEC technical committee 45: Nuclear instrumentation.

This third edition cancels and replaces the second edition published in 1981. This third edition
constitutes a technical revision.

The text of this standard is based on the following documents:

FDIS Report on voting
45B/354/FDIS 45B/363/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 3.

The committee has decided that the contents of this publication will remain unchanged until
2007. At this date, the publication will be

+ reconfirmed;
+ withdrawn;
+ replaced by a revised edition, or

. amended. Documents

4 Document Sharing Hub

Full document details: BS IEC 60325:2002


http://www.avadocuments.com/doc/bs-iec-60325-2002
http://www.avadocuments.com/doc/bs-iec-60325-2002

BS IEC 60325:2002

RADIATION PROTECTION INSTRUMENTATION -
ALPHA, BETA AND ALPHA/BETA (BETA ENERGY >60 keV)
CONTAMINATION METERS AND MONITORS

1 Scope and object

This International Standard is applicable to radiation meters and monitors designed for the
direct measurement or the direct detection of surface contamination by alpha and/or beta
radiation emitting nuclides and which comprise at least:

— a detection assembly (comprising y counter tube, scintillation detector or semiconductor
detector, etc), which may be connected either rigidly or by means of a flexible cable or
incorporated into a single assembly.

— a measurement assembly.
Some meters and monitors consist of detection assemblies and measurement assemblies

where it is possible to separate the detector assembly and use alternative detection
assemblies. Conformity with the standard can either be achieved by:

All combinations of the detection assembly and the measurement assembly conforming to the
requirements of this standard.

or

The detection assembly and the measurement assembly separately conforming to the
relevant parts of this standard in isolation.

NOTE The use of the latter criteria verifies conformance with this standard but does not infer that calibration of a
particular combination of instruments is interchangeable with any other combination.

The use of the latter criteria could allow a purchaser to use combinations of assemblies from different
manufacturers with confidence.

The standard is applicable to:

— alpha surface contamination meters;

— alpha surface contamination monitors;

— beta surface contamination meters;

— beta surface contamination monitors;

— alpha/beta surface contamination meters;

— alpha/beta surface contamination monitors.

The latter two are equipment capable of determining alpha and beta contamination
simultaneously and displaying the measurement of either:

— Alpha (beta, alpha/beta) surface contamination meter

An assembly including one or more radiation detectors and associated assemblies or
basic function units, designed to measure alpha (beta, alpha/beta) surface emission rate
associated with the contamination of the surface under examination.

— Alpha (beta, alpha/beta) surface contamination monitor.
This standard is also applicable to special purpose assemblies and to assemblies specifically
designed for a surface of a particular nature. However, some of the requirements may need to

be amended or supplemented according to the particular requirements applicable to such
assembilies.
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If an assembly has been designed to carry out combined functions, it must comply with the
requirements pertaining to these different functions. If, on the other hand, it has been
designed to perform one function, and, in addition, it is also capable of carrying out other
functions, then it must comply with the requirements for the first function, and it would be
desirable for it to comply with requirements pertaining to the others.

This standard is not applicable to radiation monitors or meters designed to measure or detect
beta particles with £, < 60 keV.

The object of this standard is to lay down standard requirements and to give examples of
acceptable methods, and also to specify general characteristics, general test conditions,
radiation characteristics, electrical safety, environmental characteristics, and the requirements
of the identification certificate for alpha, beta and alpha-beta contamination meters and
monitors.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60038:1983, IEC standard voltages

IEC 60050-151:2001, International Electrotechnical Vocabulary — Part 151: Electrical and
magnetic devices

IEC 60050(393):1996, International Electrotechnical Vocabulary (IEV) — Chapter 393: Nuclear
instrumentation: Physical phenomena and basic concepts

IEC 60050(394):1995, International Electrotechnical Vocabulary (IEV) — Chapter 394: Nuclear
instrumentation: Instruments

IEC 60068 (all parts): Environmental testing

IEC 61000-4-2:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measuring
techniques — Section 2: Electrostatic discharge immunity test

IEC 61000-4-3:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 3: Radiated, radio-frequency, electromagnetic field immunity test

IEC 61000-4-4:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 4: Electrical fast transient/burst immunity test

IEC 61000-4-5:1995, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 5: Surge immunity test

IEC 61000-4-6:1996, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 6: Immunity to conducted disturbances, induced by radio-frequency
fields

IEC 61000-4-11:1994, Electromagnetic compatibility (EMC) — Part 4: Testing and measurement
techniques — Section 11: Voltage dips, short interruptions and voltage variations immunity
tests
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IEC 61187:1993, Electrical and electronic measuring equipment — Documentation
ISO 7503 (all parts), Evaluation of surface contamination

ISO 8769:1988, Reference sources for the calibration or surface contamination monitors —
Beta-emitters (maximum beta energy greater than 0,15 MeV) and alpha-emitters

ISO 11929-1:2000, Determination of the detection limit and decision threshold for ionizing
radiation measurements — Part 1. Fundamentals and application to counting measurements
without the influence of sample treatment

3 Terms and definitions

The general terminology concerning the detection and measurement of ionizing radiation and
nuclear instrumentation is given in IEC 60050(393) and IEC 60050(394).

For the purposes of this International Standard, the following definitions apply:

3.1

effective range of measurement

range of values of the quantity to be measured over which the performance of a meter or
monitor meets the requirements of this standard

3.2

surface emission rate of a source, ¢/2xn

number of particles of a given type above a given energy emerging from the front face of the
source per unit time.

3.3

source efficiency, &

ratio between the number of particles of a given type above a given energy emerging from the
front face of a source or its window per unit time (surface emission rate) and the number of
particles of the same type created or released within the source (for a thin source) or its
saturation layer thickness (for a thick source) per unit time

3.4

high efficiency source

source in which the efficiency for particles with an energy greater than 5,9 keV is greater than
0,25, including backscattered particles. (This definition applies to beta emitters with a
maximum energy >150 keV).

3.5
small area source
source whose active surface area has a maximum linear dimension not exceeding 1 cm

3.6

surface emission rate response (instrument efficiency)

under stated conditions specified by the manufacturer (sensitive area of the detector,
sensitive area of the source and the distance between source and detector), the surface
emission rate response (efficiency) of the detector used in conjunction with the assemblies is
the ratio of the number of detected particles (for instance counts per unit time, corrected for
background) to the number of particles of the same type emitted by the radiation source in the
same interval of time (conventionally true surface emission rate)
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3.7

response time (of a measuring assembly)

the time required after a step variation in the measured quantity for the output signal variation
to reach a given percentage, usually 90 %, of its final value for the first time

[IEV 394-19-09]

NOTE For integrating measuring assemblies the response time is 90 % of the equilibrium value of the first
derivative or slope of the indication.

3.8

sensitive area of the detector:

the area of the detector, defined by the manufacturer, where the efficiency for a small area
source is greater than 50 % of the maximum efficiency

3.9

total equivalent thickness

the thickness, generally expressed in mass per unit area that a particle (alpha or beta),
emitted normally from the contaminated surface crosses in order to reach the sensitive
volume of the detector

NOTE The thickness is generally expressed in terms of mass per unit area.

NOTE This thickness includes the distance in the air plus the detector window thickness and, sometimes, the
thickness of any screen fitted over the detector window which protects it from contamination.

3.10

indication error

the difference between the indicated value of a quantity, A4, and the conventionally true value
of that quantity, A, at the point of measurement. It is expressed as M, — A,

3.11
response R
the ratio of the indicated value of a monitor or meter is to the conventional true value

po M
My

3.12

relative error of indication 7

the quotient of the error of indication of a measured quantity by the conventionally true value
of the quantity. It may be expressed as a percentage

_ M - M,
t

1 x 100

3.13

relative intrinsic error

relative error of indication of an assembly with respect to a quantity when subjected to a
specified reference radiation under specified reference conditions

3.14
coefficient of variation V

the ratio () of the standard deviation (s) to the value of the arithmetic mean (x) of a set of n
measurements (x;) given by the following formula:

G Zn:(x-—)_c)z
¥ x\n-1&""

Documents

3 Document Sharing Hub

Full document details: BS IEC 60325:2002


http://www.avadocuments.com/doc/bs-iec-60325-2002
http://www.avadocuments.com/doc/bs-iec-60325-2002

BS IEC 60325:2002

3.15

detection limit of the surface emission rate per unit area

surface emission rate per unit area derived according to the procedure given in ISO 11929-1
NOTE With values of counting rates and counting times of an adequate size, a simplified formula for the counting

rate at the lower limit of detection should be used. In the case of time preselection and known background counting
rate, the following simplified formula applies:

Rn = (k»]_a +k1—ﬁ)

where

R, is the net counting rate at the lower limit of detection;

Rg is the background counting rate;

tq is the preselected time for background counting;

ty is the preselected time for measurement;

kq_, is the quantile of the normal law for a risk of errors of the first kind;
kq_g is the quantile of the normal law for a risk of errors of the second kind.
For instance, for ¢ = #=0,05 (K1_o) = (kq_p) = 1,645

R, = (1645 +1645) Ro[l + ij
h b

The detection limit of the surface emission rate for a specified radionuclide becomes

DL = R—n
S(nuclide)4
where
S(nuclide) is the surface emission response (see 3.2);
A is the sensitive area of the detection assembly.

The surface emission rate per unit area shall be expressed in s=1.cm—2,

3.16
conventionally true value of a quantity
the best estimate of the value of that quantity

NOTE This will usually be the value determined by, or traceable to, a secondary or primary standard or by a
reference instrument which has been calibrated against a secondary or primary standard.

3.17
detection assembly
assembly containing at least the detector

3.18
measurement assembly
an assembly displaying the level of contamination detected

3.19

alpha, beta or alpha/beta surface contamination meter

an assembly including one or more radiation detectors and associated assemblies or basic
function units that is designed to measure respectively alpha (beta, alpha/beta) surface
emission rate associated with the contamination of the surface under examination
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3.20

alpha beta or alpha/beta surface contamination monitor

respectively an alpha (beta, alpha/beta) activity meter provided with means for giving
perceptible warning (generally visual and/or audible) that the indicated surface emission rate
per unit surface area associated with the contamination of the surface under examination
exceeds some adjustable predetermined value

4 Units

In this standard, the units are the multiples and sub multiples of units of the International
System of Units (SI)1. The following non-Sl units are also used:

Time: years, days, hours (h), minutes (min)

For energy: electron-volt (eV) (1 eV = 1,602 x 10-19 J)

NOTE Definitions of the radiation quantities and dosimetric terms are given in IEC 60050(393) and
|IEC 60050(394).

5 Classification of assemblies

Assemblies are classified according to their status as:

detection assemblies;

measurement assemblies;

complete contamination meters or monitors.
For measurement assemblies and complete contamination meters or monitors, according to
their use as:

transportable assemblies;

portable assemblies.
For measurement assemblies and complete contamination meters or monitors, according to
their power supplies as:

mains;

primary or secondary batteries.
For detection assemblies and complete contamination meters or monitors, according to the
type of radiation as:

alpha contamination meters or monitors,

beta contamination meters or monitors,

alpha/beta contamination meters or monitors.

" International Bureau of Weights and Measures: The International System of Units (SI), 7th adition 1Jaaocument8
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6 General characteristics

6.1 Detection assemblies

Detection assemblies shall be designed so that the sensitive area of the detector can be
placed less than 5 mm, in the case of alpha detectors, and less than 10 mm, in the case of
beta detectors, from the surface under examination.

If the sensitive surface of the detector is provided with a protective grille, the nominal
obscurity of this grille shall be stated by the manufacturer. The thickness of this protective
grille shall be such that shielding effect at all entry angles should be minimised (a collimation
effect is to be avoided.)

Both the total area and the sensitive area of the detection assembly shall be stated.

If the detector requires a supply of counting gas, the manufacturer shall state the type of gas
supply and the flow rate required.

Where the instrument efficiency is stored within a memory, checks shall be made with more
than one appropriate measurement assembly to ensure the factors are not affected by the
measurement assembly.

6.2 Ease of decontamination

The assembly shall be constructed so as to permit easy decontamination. It is recommended
that it be provided, for example, with a smooth non-porous external surface which is free from
crevices. Alternatively, it shall be possible to use at least the measurement assembly when

placed in a thin flexible envelope which is either disposable or easy to decontaminate and
which is provided with transparent parts to permit the instrument scale to be read.

6.3 Sealing

For assemblies intended for outdoor use, the manufacturer shall state the precautions that
have been taken to prevent the ingress of moisture.

6.4 Alarm threshold
This clause is applicable to monitors only.

A monitor shall include circuits necessary for tripping an alarm at one or more thresholds.

The number of tripping levels shall be subject to agreement between manufacturer and
purchaser.

Alarm threshold values shall be given either as percentages of ranges of adjustment or in
terms of units of the display.

Each alarm threshold shall be designed to allow convenient operational verification by means
of test signals, radioactive sources or signal input circuitry.

The range of adjustment shall be specified and the value of the alarm threshold shall be
adjustable to any point within this range. It shall not be possible to incapacitate the alarm by
any means such as setting the alarm thresholds beyond range limits. If a mute facility is
provided, it shall automatically reset when the alarm condition ceases.
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Alarm threshold adjustments shall not be easily accessible to the operator (for example
keyswitch operated or protected password). For transportable and installed assemblies, there
shall be at least one set of electrical contacts available, operated by the trip unit, for external
alarm purposes. They shall be operational under normal operating conditions. For portable
assemblies, this facility may be provided by agreement between the purchaser and the
manufacturer.

6.5 Instrument indication
6.5.1 For contamination meters

In addition to the visual indication of count rate, an audible indication of count rate shall be
provided. There shall be a facility for muting this indication. Where the equipment has been
designed for use where noise levels could be high, provision shall be made for the use of a
head set.

Where an instrument has a digital display, it shall be possible to check that all segments of
the display are operational.

Calibration controls shall be protected against unauthorised adjustment.

6.5.2 For monitors

In addition to the above-mentioned audible indication of count rate, there shall be either an
audible indication of contamination above a certain preset value or a visual indication.
Although the audible indication may be produced by the same transducer as the indication of
count rate, it shall be distinctly different from this indication.

6.5.3 Indications in terms of activity

Where the indication is in terms of activity or activity per unit area, there shall be clear
indication of the energy range or radionuclide for which this indication is valid. It is likely that
where the indication is given in activity or activity per unit area, this is given on the assump-
tion that the ratio between surface emission rate and activity is 0,5. This in practice will not
always be so because of backscatter, or, more likely self-absorption will be different between
reference source and the sample. A good practice solution is to use a reference source
representative of the contaminated surfaces to be monitored. (Similar self-absorption and
backscatter.) Where this is not possible, the ratio between the response for the type of
surface assumed and the reference shall be in conformity with 1ISO 7503 and shall be
specified by the manufacturer.

6.6 Effective range of measurement

For linearly scaled assemblies, the effective range of measurement shall be from 10 % to
100 % of each range.

For logarithmically scaled assemblies, the effective range of measurement shall be from
below one third of the least significant decade to the full scale.

For digitally scaled assemblies, the effective range of measurement shall be from the start of
the second least significant digit to the full scale.

The manufacturer shall state the effective range of measurement of each scale range. For
assemblies with more than one scale range, the effective range of measurement for each
range shall overlap.
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