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National foreword

This British Standard is the UK implementation of IEC 61156-8:2023.

The UK participation in its preparation was entrusted to Technical
Committee EPL/46, Cables, wires and waveguides, radio frequency
connectors and accessories for communication and signalling.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 26010 6
ICS 33.120.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2023.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -

Part 8: Symmetrical pair cables with transmission
characteristics up to 1 200 MHz -
Work area wiring — Sectional specification

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

IEC 61156-8 has been prepared by subcommittee 46C: Wires and symmetrical cables, of IEC
technical committee 46: Cables, wires, waveguides, RF connectors, RF and microwave passive
components and accessories. It is an International Standard.

This part of IEC 61156 is to be read in conjunction with IEC 61156-1:2023 and
IEC 61156-7:2023.

This second edition cancels and replaces the first edition published in 2009, and
Amendment 1:2013. This edition constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) align clauses with IEC 61156-1:2023;
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b) additional reference to IEC 62153-4-9 test method (triaxial) for coupling attenuation
measurement to be consistent with all other parts of the IEC 61156 series;

c) incorporation of blank detail specification.

The text of this International Standard is based on the following documents:

Draft Report on voting

46C/1229/CDV 46C/1234/RVC

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

A list of all parts in the IEC 61156 series, published under the general title Multicore and
symmetrical pair/quad cables for digital communications, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.
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MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -

Part 8: Symmetrical pair cables with transmission
characteristics up to 1 200 MHz -
Work area wiring — Sectional specification

1 Scope

This part of IEC 61156 relates to IEC 61156-1 and IEC 61156-7. The cables described herein
are specified up to 1 200 MHz and are specifically designed to build work area cords.

It covers a cable having four individually screened (S/FTP) pairs. The cable can be provided
with a common screen over the cable core.

The transmission characteristics are specified up to a frequency of 1200 MHz and at a
temperature of 20 °C.

The cables covered by this sectional specification are intended to operate with voltages and
currents normally encountered in communication systems and support the delivery of DC low
voltage remote powering applications. These cables are not intended to be used in conjunction
with low impedance sources, for example the electric power supply of public utility mains.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60304, Standard colours for insulation for low-frequency cables and wires

IEC 61156-1:2023, Multicore and symmetrical pair/quad cables for digital communications —
Part 1: Generic specification

EC 62153-4-3, Metallic communication cable test methods — Part 4-3: Electromagnetic
compatibility (EMC) — Surface transfer impedance — Triaxial method

IEC 62153-4-5, Metallic communication cable test methods — Part 4-5: Electromagnetic
compatibility (EMC) —Screening or coupling attenuation — Absorbing clamp method

IEC 62153-4-9, Metallic communication cable test methods — Part 4-9: Electromagnetic
compatibility (EMC) — Coupling attenuation of screened balanced cables, triaxial method

IEC 61156-7, Multicore and symmetrical pair/quad cables for digital communications — Part 7:
Symmetrical pair cables with transmission characteristics up to 1 200 MHz — Sectional
specification for digital and analogue communication cables

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 61156-1 Bét-:uments
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ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

o |EC Electropedia: available at https://www.electropedia.org/
e |SO Online browsing platform: available at https://www.iso.org/obp

4 Installation consideration

4.1 General remarks

Installation considerations are defined in IEC 61156-1.

4.2 Bending radius of installed cable

The bending radius of the installed cable shall not be less than 4 times the outside diameter of
the cable.

4.3 Climatic conditions

Under static conditions, the cables shall operate in the temperature range from -20 °C to
+60 °C. The temperature dependence of the cables is specified for screened cables and should
be taken into account for the design of actual cabling systems.

The recommended temperature range during installation should be indicated in the relevant
detail specification.

When applications demand remote powering, the maximum temperature of the conductor shall
not exceed the maximum operating temperature of the cable. Dielectric performance can be
changed permanently due to over exposure of high temperatures.

5 Material and cable construction

5.1 General remarks

The choice of materials and cable construction shall be suitable for the intended application
and installation of the cable. Particular care should be taken to meet any special requirements
for fire performance (such as burning properties, smoke generation, evolution of halogen gas,
etc.) and remote powering.

5.2 Cable construction
5.2.1 General

The cable construction shall be in accordance with the materials, dimensions and assembly
details given in the relevant detail specification.

5.2.2 Conductor

The conductor shall be a solid or stranded annealed copper conductor, in accordance with
IEC 61156-1, and should have a nominal diameter between 0,4 mm and 0,65 mm. The stranded
conductor should have preferably seven strands. Higher conductor diameters may be used if
compatible with the connecting hardware.
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