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PRINTED BOARD ASSEMBLY PRODUCTS -
MANUFACTURING DESCRIPTION DATA AND
TRANSFER METHODOLOGY -

Part 2: Generic requirements

1 Scope and object

This part of IEC 61182 specifies the XML Schema that represents the intelligent data file
format used to describe printed board and printed board assembly products with details
sufficient for tooling, manufacturing, assembly, and inspection requirements. This format may
be used for transmitting information between a printed board designer and a manufacturing or
assembly facility. The data is most useful when the manufacturing cycle includes computer-
aided processes and numerical control machines.

The data can be defined in either English or International System of Units (Sl) units.

1.1 Focus and intent

The generic format requirements are provided in a series of standards focused on printed
board manufacturing, assembly, and inspection testing. This standard series consists of a
generic standard ( that contains all the general requirements. There are four
sectional standards that are focused on the XML details necessary to accumulate information

in the single file, that addresses the needs of the design, fabrication, assembly and test
disciplines producing a particular product.

The sectional standards (IEC 61182-2-1 through IEC 61182-2-4) paraphrase the important
requirements and provide suggested usage and examples for the topic covered by the
sectional standard.

1.2 Notation

Although the data would be contained in a single file, the file can have different purposes as
described in Clause 4. The XML Schema used for this standard follows the notations set forth
by the W3C and is as follows:

element — Element appears exactly one time

element? — element may appear 0 or 1 times

element* — element may appear 0 or more times

element+ — element may appear 1 or more times
Any file is composed of a high level element that contains up to six
sub-elements:

Content — information about the contents of the 258X file

LogisticHeader — information pertaining to the order and supply data

HistoryRec — change information of the file

Bom — Bill of Materials (Material List) information

Ecad — Computer Aided Design (engineering) information

Avl — Approved Vendors List information
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2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EC 60194, Printed board design, manufacture and assembly — Terms and definitions

EC 61188-5-1|, Printed boards and printed board assemblies — Design and use — Part 5-1:
Attachment (land/joint) considerations — Generic requirements

EC 61188-5-4, Printed boards and printed board assemblies — Design and use — Part 5-2:
Attachment (land/joint) considerations — Discrete components

EC 61188-5-3, Printed boards and printed board assemblies — Part 5-3: Sectional design and
use requirements — Attachment (land/joint) considerations — Components with Gull-wing leads
on two sides?

EC 61188-5-4, Printed boards and printed board assemblies — Design and use — Part 5-4:
Sectional requirements — Attachment (land/joint) consideration — Components with J leads on
two sides?

EC 61188-5-5, Printed boards and printed board assemblies — Design and use — Part 5-5:
Sectional requirements — Attachment (land/joint) considerations — Components with Gull-wing
leads on four sides?

EC 61188-5-6, Printed boards and printed board assemblies — Design and use — Part 5-6:
Attachment (land/joint) considerations — Chip carriers with J-leads on four sides

EC 61188-5-8, Printed boards and printed board assemblies — Design and use — Part 5-8 :
Sectional Requirement — Attachment (land/joint) considerations — Area array components

(BGA, FBGA, CGA, LGA)?

3 Documentation conventions

The XML file format standard and the XML Schema definition language standard, as defined
by the World Wide Web Consortium (W3C), have been adopted by IEC for use in the
IEC 61182 series of standards.

In addition to the text based schema notation, this document provides graphical
representation of the structure of the file format. The XML diagrams are designed to
effectively illustrate the structure and cardinality of elements and attributes that make up any
file. The notation in the graphics does not provide a complete visualization of the
schema definition for the file format, but it does provide a good top down overview. Should

there be any conflict between the graphical notation and the schema notation, the
authoritative definition is the schema notation.

Table 1 provides an overview of the graphical notation used in the document.

1 To be published. Documents
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Table 1- Graphical notation overview

This diagram depicts an element named i : | -
AnElement that is of type TypeB. There is one *AnElement *anAttribute |
attribute, named anAttribute, that is of type TypeB double

double. The attribute is required. [

Example:
<AnElement anAttribute="14.44e-3"/>

Note that all attribute values must be enclosed in quotes, regardless of type.

This diagram depicts an element with two z = . z = =
attributes. The attribute anAttribute is required. AnotherElement { anAttribute, 5 -anOptionalAttribute,

The “?” in the circle indicates that the second FypeA $iring ~ etiing
attribute, anOptionalAttribute, is optional. Both
attributes are of type string.

Examples:
<AnotherElement anAttribute="red” anOptionalAttribute="a string” />

<AnotherElement anAttribute="blue” />

The element OneToManyOrElements is the ‘AnEIementE

parent of an unordered list of one or more TypeB

instances of the elements AnElement and UneleManyQrElementsy

AnothertElement. The “+” indicates the + AnotherElement

occurrence is one to many and the angled lines TypeA

indicate this is a choice relationship (“|”)

between the children elements.

< OneToManyOrParentElement>...

The absence of an occurrence bubble declares + AnElement

that one and only one occurrence are allowed. F TypeB B

The AnOrParentElement can have one of AnOrParentElement

AnElement or AnotherElement as a child +AnotherElement

element. TypeA

The “* in the occurrence bubble indicates the + AnElement

choice is from 0 to many. TypeB §

*ZeroToManyOrElements | o ¢ AnotherElement

TypeA
*AThirdElement_
TypeB

This diagram depicts an element, [-AnElement

From2to3Elements. The element has no type -From2to3Elements 2 TypeA

and no attributes. It can have from 2 to 3 sub- i &

elements of either AnElement or 3 +AnotherElement,

AnotherElement. TypeB

This diagram depicts an element, o |

AParentElement, of type AParentElementType. string ]

This element has one attribute,

attributeOfParent, which is optional. The lines » “AnElement "anAttribure,

with square corners indicate that occurrences of | -AParentElement, |  T/PeB quakfecdiese

AnElement and AnotherElement must appear in AParentElementType . AnotherElement -anAttribute, -anOptionalAttribute |

the order by the illustration on the right where ? ryper string string

the top element is addressed first and

AnotherElement is addressed secondly.
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This diagram depicts a type, - -
AParentElementType, that contains a sequence @[ att”bUteOfParent%
starting with one of AThirdElement or AFourth string
element followed by 0-n AnElement and an
optional final AnotherElement. *AThirdElement

TypeB

+*AFourthElement

TypeA

+ AnElement
AParentElementT e% O
® ®TypeB
o +* AnotherElement

TypeA

4 Requirements

The XML Schema contained in this document describes the structure of a generic computer-
aided manufacturing exchange format. The document specifies data elements
specifically designed to establish the information exchange related to the data needed by
printed board manufacturing, and assembly including inspection of those products.

The XML Schema defines the configuration of mandatory and optional elements, as well as
mandatory and optional attributes. The Top Level (TopElement) of the schema contains six
major elements. The schema notation specifies that the 6 top-level elements are required to
appear in the order shown in Figure 1. The order of appearance in the file is significant. For
instance, the appearance of graphics on a layer is dependent on the order of appearance in
the file. The order is also important because elements often reference information that is
defined elsewhere in the file in order to eliminate redundancy within the file. The file is
structured to allow all references to be resolved in one pass.

An implementation of the XML Schema must be able to facilitate the reading and/or writing of
all characteristics defined within the requirements stated in the Mode function of this standard.
Some tools may have only read capability; some may have only write capability. Some tools
may have both read/write capability. All schema defined in the standard as mandatory (1-1, 1-
n occurrences) shall be executed as appropriate. Tool providers shall identify their capability
by Mode Level (Full, Design 1, 2 or 3, Fabrication 1, 2, or 3, etc.) plus 2581R (read-only);
2581W (write-only); or 2581RW (read and write).

Each element has a specific function or task. Accordingly, the information interchange for a
specific purpose is possible only if that element is populated. The ability to select those
characteristics that are appropriate for a given task makes the schema a robust methodology

for defining only those areas and characteristics that are necessary to produce a given
product. Figure 1 shows the children elements of the Top Element |EC 61182-2.
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+ Content ;
ContentTvpe

* LogisticHeader
LogisticHeader Twpe

+ HistoryRecord g

+ JECG1182-2 ]
IECE1182-2Type

HistoryRecordTyvpe

@ + Bom
EomTvpe

+ Ecad &
EcadTvpe

+ Avl -
AylTwpe 5

Attribute/
Element Name

Attribute/
Element Type

Description

Occur-
rence

JEC 61182-2

[EC 61182-4 Type

The generic name of the file used to describe design,
fabrication, assembly, and test information in accordance

with JEC 61182-2 .

1-1

Content

ContentType

The Cont ent element defines the function of the file, and

1-1

references the major sections of the product description (i.e.
Step, Layer, Bom and Avl). In addition, there are six
dictionaries indicated in Content that would contain the pre-
descibed information needed for the file details.

LogisticHeader | LogisticHeaderType | The Logi sti cHeader describes information pertaining to 11
ordering and delivery, by identifying individuals and locations

responsible for these functions.

HistoryRecord HistoryRecordType The Hi st oryRecor d element provides a sequential change 11

number for the |EC 61182-4 file. The number is changed
every time the controlled version of the |EC 61182-4 file is

modified. Also identified are the change approval conditions.

The Bill of Materials forthe board is a list of all the 1-n
different components to be used for the assembly of the
board, arranged by their OEM Design Number (ODN) and the
materials used to fabricate the printed board.

Bom BomType

Ecad EcadType The Ecad section describes the Computer Aided Design data 1-1
of the job, including all the graphical description of the layers,

component location, panel design, etc.

Avl AvITYpe The AVL element contains the list of matching manufacturer’s 1-1
part numbers (MPNs) and vendor information of certain
component parts. Approved vendors of printed board

materials may also be included.

Figure 1 — The |[EC 61182-2 children element

IEC 1669/06

4.1 Rules concerning the use of XML and XML Schema

The rules required to define syntax and semantics of the 61182-2-X file format notation have
been simplified by the adoption of the W3C standards for XML Schema and XML file formats.
These two standards are well-specified by the W3C. The popularity of these standards has
lead to the development of many commercial and open source software tools and libraries
that conform to the W3C standards.

A IEC 61182-2 file begins with the <61182-2-X revision = ”"1.0"> tag and end with the
</61182-2-X> tag. The content between these tags must match the .xsd definition of the
61182-2-X element as defined by the IEC 61182-2-1 through IEC 61182-2-4 XML Schema.
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4.1.1 File readability and uniformity

A valid IEC 61182-2-1 through IEC 61182-2-4 file must conform to the W3C Canonical XML
format. The format is defined by the http://www.w3.org/TR/xml-c14n specification. Software
tools exist that will take malformed XML and automatically generate Canonical XML.

4.1.2 File markers

An optional checksum can be appended following the </61182-2-X > tag. The checksum is an
MD5 message digest algorithm (see Internet RFC 1321: http://www.ietf.org/rfc/rfc1321.txt)
that is base64 encoded. The checksum starts with the “<” character of the <258X> tag and
ending with the “>” character of the closing </61182-2-X > tag. The checksum follows
immediately after the “>” character of the closing </61182-2-X > tag.

The digest provides a 128-bit checksum of the 61182-2-X file contents. The MD5 signature
must be base64 encoded (see IETF RFC 1421 for the base64 algorithm) to convert the MD5
signature to a US-ASCII, base64 string. An end of line character will indicate the end of the
base64 encoded MD5 signature.

4.1.3 File extension

The file extension for a 61182-2-X file is .cvg.

4.1.4 File remarks

The 61182-2-X format permits file remarks using the standard XML commenting notation.
They are only to be used to support debugging software. A parser may ignore and discard
remarks when reading a 61182-2-X file. File remarks are never to be used to represent design
or manufacturing information.

4.1.5 Character set definition

The XML standard uses the Unicode character set. This character set covers the characters
used in hundreds of written languages. The XML standard allows several of the Unicode
encoding formats to be used in an XML file. IEC 61182-2-1 through |IEC 61182-2-4 requires
the use of the UTF-8 character encoding of the Unicode character set. Although comments
and user assigned names may be in any language of choice, all qualified names or
enumerated string names shall be in English only.

4.2 Data organization and identification rules

The 61182-2-X standards use a namespace mechanism for XML instance files that is similar
to the XML namespace mechanism that was created for managing XML meta-data
namespaces. The instance file namespace mechanism prevents collisions between the names
used by the different products within a single file. This partitioning of namespaces is
necessary because any of the 61182-2-X files may contain information describing an arbitrary
collection of products. (Boards, assemblies, or panels that are products allowed in an
IEC 61182-2-X file.) For example, a file could contain descriptions for building multiple
electronic assemblies that are manufactured on separate panels. This mechanism also
prepares the way for a distributed database of 61182-2-X design data in which the data can
be trusted to be universally unambiguous.

4.2.1 Naming elements within a 61182-2-X file

The capability of Unique namespaces was created to allow a panel to be defined in the single
61182-2-X file that contains multiple unique boards. Since two boards may reuse the same
identifier, for example “U1”, “R1”, it must be possible to separate names in the file into
namespaces. The 61182-2-X namespace implementation borrows the notation used by XML
namespaces and makes the 61182-2-X standard format consistent with conventional XML
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There are two types of names used to name top-level objects (element instances) in a 61182-
2-X file. The first type of name is a qual i fi edNane type. This type includes a prefix in the
name that corresponds to a namespace within the 61182-2-X file. The prefix and the globally
unique identity of the Nanespace are declared in the Nanespace element. The second type
of name is a short Nanme type. This type is required to be unique within the 61182-2-X file.
The syntax restrictions on short names and qualified names assure that all names will be
unique as top-level names within 61182-2-X file.

4.2.2 The use of XML elements and types

A comprehensive overview of XML Schema can be found in the W3C XML Schema Primer.
This section briefly describes the decisions that were made in the development of the 61182-
2-X schema. Reviewing the Primer is recommended prior to reading this section.

The XML Schema defines a namespace mechanism that can be used when defining element
names. The W3C also provides a set of general purpose element and attribute types, such as
xsd:string, xsd:double, and xsd:datetime. The 61182-2-X format uses these standard types,
however the documentation of the 61182-2-X standard has been defined without the use of a
namespace prefix for element names within a 61182-2-X file.

Each of the schema elements has a prefix, “xsd:”, which is associated with the XML
Schema namespace through the declaration, xm ns: xsd= " http://www.w3.0rg/2000/08/
XMLSchema”, that appears in the schema element. The prefix xsd: is used by convention to
denote the XML Schema namespace, although any prefix can be used. The same prefix, and
hence the same association, also appears on the names of built-in simple types, for example
xsd: string. The purpose of the association is to identify the elements and simple types as
belonging to the vocabulary of the XML Schema language rather than the vocabulary of the
schema author.

In XML Schema, there is a basic difference between complex types that allow elements in
their content and may carry attributes, and simple types that cannot have element content and
cannot carry attributes. There is also a major distinction between definitions that create new
types (both simple and complex), and declarations that enable elements and attributes with
specific names and types (both simple and complex) to appear in document instances.

New complex types are defined using the conpl exType element and such definitions
typically contain a set of element declarations, element references, and attribute declarations.
The declarations are not themselves types, but rather an association between a name and
constraints that govern the appearance of that name in documents governed by the
associated schema. Elements are declared using the “element,” and attributes are declared
using the “attribute.”

4.2.3 Attribute base types (governing templates)

The attribute basic types (SimpleTypes) provided by XML Schema are defined by the W3C.
They are easy to distinguish from the 61182-2-X types because the W3C type is always
prefixed with “xsd:”. The W3C datatypes are defined in http://www.w3.0rg/2000/10/
XMLSchema (XML Schema Part 2).

Table 2 defines those W3C basic types that are used to define attributes in the 61182-2-X
schema. The xsd:string type is constrained to create specific base types for special purpose
strings, such as qual i fi edName and short Nane. The rules for special number types and
the date format are also defined. Table 3 defines those basic types that have been
standardized for use within the 61182-2-X format.
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Table 2 — Governing template basic types defined by W3C

xsd:string A W3C standard data type for a Unicode character string. The characters are from
the UTF-8 character set as defined in http://www.ietf.org/rfc/rfc2279.txt.

xsd:double A W3C standard data type for a binary floating-point number. The W3C definition of
xsd:double is in http://www.w3.org/TR/xmlschema-2/.

The xsd:double is a number where the value can be positive, negative, integer or
floating point, with at least 7 digits of precision. Numbers are assumed to be
positive but can be explicitly designated as positive by preceding the number with a
‘+’ (ASCII decimal 43) character. Negative numbers must be explicitly designated as
negative by a preceding ‘- (ASCIl decimal 45) character. An internal representation
of an IEEE double precision floating-point number is assumed. This range of values
for IEEE doubles is defined as 3.4x10-38 < value < 3.4x10+38. The format for
representing a double is the same as the format used in the computer languages C,
Perl, Python, or TCL. For example, all the following are legal numbers:

1.005; 0.01; .01; -2.334e-33; .224e-2

xsd:nonNegativelnteger | A W3C standard data type for non-negative integer numbers. The W3C definition of
xsd:nonNegativelnteger is in http://www.w3.org/TR/xmlschema-2/.

The range of values allowed are 0 < value < 2147483647 (the non-negative values
that fit in a 32 bit signed integer).

xsd:positivelnteger A W3C standard data type for positive integer numbers. The W3C definition of
xsd:positivelnteger is in http://www.w3.org/TR/xmlschema-2/.

The range of values allowed are 1 < value < 2147483647 (the positive values that fit
in a 32 bit signed integer).

xsd:dateTime The W3C standard data type for the current date and time is xsd:dateTime. (See
http://www.w3.0rg/TR/NOTE-datetime-970915.html.) The following formats from the
W3C specification are recommended for 61182-2-X files:

Complete date plus hours, minutes and seconds:
YYYY-MM-DDThh:mm:ssTZD (e.g. 1997-07-16T719:20:30.4536+01:00)
Complete date plus hours, minutes, seconds and a decimal fraction of a
Second:

YYYY-MM-DDThh:mm:ss.sTZD (e.g. 1997-07-16T719:20:30.45+01:00)
where:
YYYY = four-digit year

MM = two-digit month (01=January, etc.)
DD = two-digit day of month (01 through 31)
Hh = two digits of hour (00 through 23) (am/pm NOT allowed)
Mm = two digits of minute (00 through 59)
Ss = two digits of second (00 through 59)
S = one or more digits representing a decimal fraction of a second
TZD = time zone designator (Z or +hh:mm or —hh:mm)
xsd:anyURI A W3C standard data type for hyperlinks. The W3C definition of xsd:anyURI is in

http://www.w3.org/TR/xmilschema-2/.

xsd:unsignedByte The W3C standard for an unsigned byte (an unsigned 8 bit integer with a value
between 0-255.) The W3C definition of xsd:unsignedByte is in
http://www.w3.org/TR/xmilschema-2/.

xsd:base64Binary The data is encoded using base64. (see IETF RFC 1421 for the base64 algorithm and
http://www.w3.org/TR/xmlschema-2/#base64Binary)
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Table 3 — Governing template basic types defined by IEC 61182-2-X

qualifiedName The qual i fi edNane data type is a data type defined for the 61182-2-X series. The
type is a restricted xsd:string data type where the pattern of the string must match the
regular expression “[a-zA-Z][a-zA-Z0-9_-]*:.+".

The definition of the qualifiedName data type is:
<xsd:simpleType name = “qualifiedName”>
<xsd:restriction base = “xsd:string”>
<xsd:pattern value = “[a-zA-Z][a-zA-Z0-9_-]*:.+"/>
</xsd:restriction>
</xsd:simpleType>

An example of a string that matches the pattern is: “prefix:name”. The “prefix” is a
Namespace name. The “name” is the name of an object within the Namespace.

nonNegativeDouble The nonNegat i veDoubl e data type is defined for the 61182-2-X series. The type
restricts an xsd:double to positive numbers, inclusive of 0. The non-negative range of
values for IEEE doubles is defined as 0.0 < value < 3. 4x10%.

pinName The pi nNane data type is a data type defined for the 61182-2-X series. The type is a
restricted xsd:string.

The definition of the pinName data type is:
<xsd:simpleType name = “pinName”>
<xsd:restriction base = “xsd:string”/>

</xsd:simpleType>

xpath The xpath data type is a data type defined for the 61182-2-X series. The type is a
restricted xsd:string data type where the pattern of the string must be a legal Xpath as
defined in W3C http://www.w3.org/TR/xpath.

shortName The short Nane data type is a data type defined for the 61182-2-X series. The type is a
restricted xsd:string data type where the pattern of the string must match the regular
expression “[a-zA-Z][a-zA-Z0-9_-]*".

The xsd definition of the shortName data type is:
<xsd:simpleType name = “shortName”>
<xsd:restriction base = “xsd:string”>
<xsd:pattern value = “[a-zA-Z][a-zA-Z0-9_-]*"/>
</xsd:restriction>
</xsd:simpleType>

An example of a string that matches the pattern is “bob_24"

mimeType The m meType data type is a restricted xsd:string type that matches IETF MIME type
definitions. (e.g. text/html, application/postscript).

The 61182-2-X file supports two types of qualified names. One is a basic qualifiedName; the
second is a complete qualifiedName as shown in Table 3.

A basic qualifiedName is composed of at least one letter, followed by any number of letters,
numbers, underscores, or hyphens. To form a complete qualifiedName, one can optionally
prefix a basic qualifiedName with a colon delimited path, where each step along the path is
constructed the same way as the basic qualified name. This permits sorting of sort names into
a hierarchy (see Table 3).

Examples of basic qualified names are:

“KarenSingleBoard”
“MultilayerStrategy”
“StandardPrimitiveShapes”

Examples of complete qualified names are:
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“Set1:KarenSingleBoard”
“Set1:MultilayerStrategy”
“Set1:StandardPrimitiveShapes”

4.2.4 Coordinate system and transformation rules

Any geometry defined in a 61182-2-X file is defined in a Cartesian coordinate system. The x
coordinates become more positive going from left to right (west to east). The y coordinates
become more positive going from bottom to top (south to north). The primary side (TOP) of
the board, coupon, or panel is in the x-y plane of the coordinate system with the primary side
facing up.

The illustration in Figure 2 provides a perspective drawing of a board and a coordinate
system. Each product in a 61182-2-X file is defined relative to a local coordinate system for
the product. The point of origin of the product is located at (0,0) in the local coordinate
system.

Viewing Primary Side

Conductive Layer 1

Single Sided Board

Viewing Primary Side

+Y Conductive
— Layer 1

2-Sided Board

Viewing Primary Side

Multilayer Board

Note: For those printed board assemblies that have
components on both sides, any side may be
designated as the primary side and used to
define Conductive Layer 1

IEC 1670/06

Figure 2 — Printed board viewing
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4.3 Transformation characteristics (Xform)

The Xf or melement defines a transformation that may be used throughout this specification to
define a modification of the original stored data in the Dictionaries, the location and
orientation of physical features. Feat ur es, Shapes, Pri mi ti ves or other graphics in the
file may be manipulated relative to their local Cartesian coordinate system by the values set
in the transform. The Xf or m element can define a modification of the pre-defined feature's
point of origin, and then apply rotation, mirroring, scaling and location (x and y) of the image.

The units of measure are defined in the CadHeader as an attribute that describes the details
of all the features in the Ecad section.In addition, units of measure are also defined in each of
the Dictionaries that contain graphical information. These are Di cti onaryStandard,
Di ctionaryUser, DictionaryFont, and DictionaryLi neDesc. When a pre-defined
image from one of the dictionaries is used in the Ecad section, the units of measure must
match.

The order of the transformation shall always follow the order of the fields in the description.
This would be to 1) modify the origin; 2) apply rotation; 3) mirror image; and 4) scale. See
Table 4.

Table 4 — Xform characteristics

7 :n:D @{ '-,rDﬂEsetl% @*ﬂ rotation I% @ mirror
+ Xform ~ du:uul:ule double nonkegativeDoublaTvpe boolean
wformTwpe ™ 5CEI|E
scaIeT e
Attribute/ Attribute/ Description Occur-
Element Element Type rence
Name
Xform XformType An element that provides the ability to reset the point of 0-1
origin of a predefined target that can be scaled, mirror
imaged or rotated.
xOffset double The x offset of a previously defined shape relative to its 0-1
original point of origin in order to define a new origin used for
rotation, mirroring, scaling and location. The CadHeader
defines the units of measure.
yOffset double The y offset of a previously defined shape relative to its 0-1
original point of origin in order to define a new origin used for
rotation, mirroring, scaling and location. The CadHeader
defines the units of measure.
rotation nonNegativeDouble | Defines the rotation of a shape about the local origin in 0-1
Type degrees. Positive rotation is always counter-clockwise as
viewed from the board TOP (primary side). Degree accuracy
is expressed as a two place decimal i.e. 45.15; 62.34
mirror boolean An enumerated string as either TRUE or FALSE (part of the 0-1
3WC standard). TRUE equals that the image is mirrored;
FALSE indicates that it is not.
scale scaleType An attribute that defines a “double” dimension whose 0-1
minExclusiveValue=0.0 representing the multiplication factor
of all x and y dimensions. The scale factor does not apply to
angular values.

4.31 The x and y Offset attributes
The xOf f set and yOf f set attributes are of type xsd:double. They define the x and y offset
of a shape relative to the origin of a Cartesian coordinate system. The definition of shapes

can be nested and the x and y attributes are always interpreted relative to the local coordinate
system of the shape to which the transformation applies. The default value for x an i
y P PP botlinents
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4.3.2 The rotation attribute

The r ot at i on attribute is of type nonNegat i veDoubl e that defines the rotation of a shape
about the local origin. The interpretation of the value is set globally in the file to units of
degrees. The Uni ts element in the Ecad Header element specifies the units of measure.
The range of the rotation parameter for DEGREES is 0.00 to 360.00 expressed as a
nonNegat i veDoubl e with an accuracy of a two place decimal. Positive rotation is always
counter-clockwise as viewed from the board TOP (primary side), even if the component that is
being rotated is on the board BOTTOM (secondary side). Rotation defaults to 0.0, and can be
applied to text, or any physical shape.

4.3.3 The mirror attribute

The mi rror attribute is of data type bool ean. This type is an enumerated string indicating
TRUE or FALSE. The default value for MIRROR is FALSE. When mirror is set to TRUE it
indicates that all x dimensions are set to a —x value. The proper interpretation of the mirror
and rotate attributes are shown in Figure 3. The example shows a unique artwork (14-pin DIP
device) placed on the top and bottom of a board at 90.00° rotations.

4.3.4 The scale attribute

The scal e attribute is of data type scal eType. The scal e attribute is a “double” that must
have a value greater than zero. All x and y dimensions of a geometry are multiplied by the
scale attribute. The scale factor does not apply to angular values. The default value is 1.0.

4.3.5 The x and y Location attributes

The xLocation and yLocati on attributes are of type xsd:double. They define the x and y
position where a feature, component, text or other shape is placed. The xLocati on and
yLocati on coordinate positions a shape by its original origin or its modified origin (x and y
Offset) relative to the origin of the image upon which the feature, component etc. is to be
located. Mirroring, rotating, and scaling may all apply to the location of the shape as indicated
by the Xf orm
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IEC 1671/06
Figure 3 — Mirror and rotation diagram

4.4 Substitution groups

The IEC 61182-2-X uses the concept of substitution within the XML Schema. Various groups
of elements have been identified in the body of the standard and have been designated as
having a specific focus or purpose. Within the schema, these substitution groups are provided
with a name. When a group exists and if they are required according to the instances of the
schema, it is mandatory that the substitution name be replaced by one of the acceptable
descriptions identified within the group.

Often a schema needs to specify that one of several different XML Elements can be used with
equal validity. For example, in every case where a Triangl e can be used, it is also
permissible to use a Di anond, Hexagon, Oct agon, Oval , or one of several others: even
though these shapes are quite different, they are equivalent as far as the schema is
concerned. IEC 61182-2-X handles this by using “substitution groups.”

A substitution group consists of two types of elements: a “head”, and elements which may
substitute for the head. Furthermore, when the head is denoted as ABSTRACT, the
substitution is required, rather than optional. In IEC 61182-2-X, the heads of all substitution
groups are ABSTRACT. Thus, it means that a valid instance document is not allowed to
contain a St andar dPri m ti ve element, but instead, (where St andardPri m ti ve is called
for in the schema) a Tri angl e, Di anond, Hexagon, etc. must be used.

It should be noted that the head of one substitution group may be used within a different
substitution group. As an example, the StandardPrimtive element is part of the
St andar dShape substitution group, which in turn is part of the Feat ur e substitution group.
This means that a Tri angl e, Di anond, Hexagon, etc may be used wherever a Feat ure or
St andar dShape is called for, as well as wherever a St andardPrimi ti ve is called for.
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61182-2-X features several dictionaries that permit specifying some type of information (such
as a StandardPrimtive or alLi neDesc) one time, and to reuse that definition as often as
necessary. Some substitution groups in IEC 61182-2-X are present to enable specifying either
a dictionary entry or the same kind of information defined in specific detail within the body of
the file. Any predefined image contained in the Dictionaries must have a unique “id”. It is the
“id” name that is used to instantiate information from any of the dictionaries.

There are 13 substitution groups within the 61182-2-X schema. These are shown in Table 5.

Table 5 — Substitution groups

+[1 Attribute

+ (&3 Coloriaroup

+ [:I Feature

+ [ Fiducial

+ |:| Firrwarearoup
+ [ FontDef

+ (23 LineDesciroup
+ (23 PolyStep

+ (E3 Simple

+ [0 standardPrimitive
+ (3 Standardshape
+ |:| IserPrimitive

3 | IUserShape

Attribute/
Element Name

Attribute/
Element Type

Description

Occur-
rence

Attribute ABSTRACT

A substitution group that permits the substitution of the
Attri bute element whenitis a child of the parent
Component, Logi cal Net, Set, or St ep elements.

ColorGroup ABSTRACT

A substitution group that permits the substitution of the
Col or element when it is a child of the parent
Fi ni shType, Set, or Text Elements.

Feature ABSTRACT

A substitution group that permits the substitution of the
Feat ur e element when it is a child of the parent Set
element.

Fiducial ABSTRACT

A substitution group that permits the substitution of the
Fi duci al element when it is a child of the parent Set
element.

FirmwareGroup ABSTRACT

A substitution group that permits the substitution of the
Fi r mvar eGr oup element when it is a child of the parent
Fi r mvar e element.

FontDef ABSTRACT

A substitution group that permits the substitution of the
Font Def element when it is a child of the parent
Ent r yFont element.

LineDescGroup ABSTRACT

A substitution group that permits the substitution of the
Li neDescGr oup element when it is a child of the parent
Qutline, Polyline, or Set elements.

PolyStep ABSTRACT

A substitution group that permits the substitution of the
Pol ySt ep element when it is a child of the parent
Pol yl i ne or Pol ygon elements.

Simple ABSTRACT

A substitution group that permits the substitution of the
Si mpl e element when it is a child of the parent
Df xMeasurenment, G yph, or Slot elements.

StandardPrimitive ABSTRACT

A substitution group that permits the substitution of the
St andar dPrim tive element when it is a child of the
parent Ent r ySt andar d element.

Full document details: BS IEC 61182-2:2006

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-iec-61182-2-2006
http://www.avadocuments.com/doc/bs-iec-61182-2-2006

-21- BS IEC 61182-2:2006

StandardShape ABSTRACT A substitution group that permits the substitution of the 2
St andar dShape element when it is a child of the parent
Layer Pad or Pad elements.

UserPrimitive ABSTRACT A substitution group that permits the substitution of the 1
User Pri m tive element when it is a child of the parent
EntryUser element.

UserShape ABSTRACT A substitution group that permits the substitution or 0
classification of a higher level substitution group. The

User Shape element may be used to further classify

Feat ure. In so doing, User Shape can be substituted by a
UserPrimtive orUserPrimtiveRef.

4.41 Attribute

The At tri but e substitution group consists of various attributes that may be used within the
body of the 61182-2-X standard. Attributes are optional and are used within the Conponent ,
Logi cal Net, Set, and Step elements. Attributes contain legacy data that has not yet
become a more formal part of 61182-2-X. The long range intention is to deprecate all
Attributes and to incorporate their information elsewhere in 61182-2-X files. There are five
kinds of standard Attributes that hold different types of data, and a Nonst andar dAttri bute
which can contain any type of data. The standard attributes are constrained to have specific
names. See Table 6.

Table 6 — At t ri but e substitution group

=1L Attribute
Booleanattribute
Doubledttribute
Inkeqer Akkribute
Monskandardattribube
OptionAttribute
TextAttribute

[ [0 [T (9 (9 [

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence

BooleanAttribute ABSTRACT A substitution for At t ri but e identified as an enumerated 0-n
string that may be any of the following:

smd | gold_plating | n_electric | nomenclature | tear_drop |
pattern_fill | drill_noopt | foot_down | et_align | full_plane |
out_orig | net_point | test_point | imp_line | non_tp | patch |
shave | mount_hole | tooling_hole | is_capped | Ipol_surf |
critical_net | critical_tp | orbotech_plot_stamp | skip_indicator
| out_mirror | Ipol_done | cu_base | out_drill_full |
out_drill_optional | out_rout_optional | array_with_rotation |
out_break | out_scale | break_away | center_fiducial |
comp_ign_spacing | no_tp_under | no_hole_under |
no_trace_under | no_copper_shape_under |
no_uncap_via_under | no_text_under | no_fiducial_check |
thvpad_required | label_clearance | guard_comp |
needs_guarding | ind_orient_req | is_burried | is_shadowed |
is_wirebonded | spo_shape_stretch | toep_nochk_o_side |
no_pop | comp_ignore | hp3070_test | drc_bend_keepout |
drc_board | drc_mech | drc_etch_lyrs_all | drc_comp_keepin |
drc_tp_keepin | drc_route_keepin | drc_comp_keepout |
drc_tp_keepout | drc_trace_keepout | drc_pad_keepout |
drc_plane_keepout | drc_via_keepout | drc_route_keepout |
drc_comp_height | vcut | hatch | hatch_border |
hatch_serrated_border | dxf_dimension
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DoubleAttribute

ABSTRACT

A substitution for At t ri but e identified as an enumerated
string that may be any of the following:

pitch | string_angle | spacing_req | board_thickness |
out_x_scale | out_y_scale | out_comp | eda_layers |
et_adjacency | layer_dielectric | fill_dx | fill_dy | image_dx |
image_dy | local_fiducial_dist | comp_height | comp_htol_plus
| comp_htol_minus | comp_weight | spo_shape_rotate |
spo_move_center | spo_w_val | spo_w_fact | spo_h_val |
spo_h_fact | spo_s_val | spo_s_fact | spo_p_val | spo_p_fact
| toep_spacing_req | hp3070_tol_pos | hp3070_tol_neg |
hp3070_hi_value | hp3070_lo_value | hp3070_seriesr |
gencad_device_ptol | gencad_device_ntol | drc_max_height |
drc_min_height | net_length_min | net_length_max |
dpair_gap | eclass_voltage_swing | eclass_impedance |
eclass_rise_time | eclass_min_stub_length |
eclass_max_stub_length | min_line_width |
ar_pad_drill_top_min | ar_pad_drill_top_max |
ar_pad_drill_inner_min | ar_pad_drill_inner_max |
ar_pad_drill_bottom_min | ar_pad_drill_bottom_max |
ar_sm_pad_top_min | ar_sm_pad_top_max |
ar_sm_pad_bottom_min | ar_sm_pad_bottom_max |
ar_sm_drill_top_min | ar_sm_drill_top_max |
ar_sm_drill_bottom_min | ar_sm_drill_bottom_max

IntegerAttribute

ABSTRACT

A substitution for At t ri but e identified as an enumerated
string that may be any of the following:

drill_flag | rout_chain | rout_flag | pilot_hole | out_flag |
extended | feed | speed | cut_line | aoi_drcu | aoi_drbm |
aoi_cpcu | aoi_cpbm | aoi_value | orig_surf |
eda_dimension_id | output_dcode | design_origin_x |
design_origin_y | out_drill_order | out_rout_order |
num_local_fiducials | src_orientation | rot_correction |
drc_min_space | drc_min_width | drc_add_rad |
eclass_max_via_count | testpoint_count

NonstandardAttrib
ute

ABSTRACT

A substitution for At t ri but e identified as string data that
may be any characteristics that the owner or user of the file
deems necessary to help clarify the issues of the
Component, Logical Net, Set or Step elements.

OptionAttribute

ABSTRACT

A substitution for At t ri but e identified as an enumerated
string that may be any of the following:

drill | via_type | comp | drill_stage | drill_sr_zero | pad_usage
| primary_side | out_angle | out_polarity | layer_hdi_type |
fs_direction_top | fs_direction_bottom | smt_direction_top |
smt_direction_bottom | viacap_layer | wheel_type |
comp_type | comp_type2 | comp_mount_type | comp_polarity
| otherside_keepout | spo_w_mode | spo_h_mode |
spo_s_mode | spo_p_mode | drc_assembly_lyrs | sip

TextAttribute

ABSTRACT

A substitution for At t ri but e identified as an enumerated
string that may be any of the following:

bit | geometry | fiducial_rdlist | area_name | source_llayer |
fiducial_name | string | color | customer | comment |
technology | global_camtek_aoiset | drc_route_keepin_lyr |
drc_comp_keepin_lyr | drc_tp_keepin_lyr |
drc_route_keepout_lyr | drc_via_keepout_lyr |
drc_trace_keepout_lyr | drc_plane_keepout_lyr |
drc_pad_keepout_lyr | drc_comp_keepout_lyr |
drc_comp_height_lyr | drc_tp_keepout_lyr | inp_file |
eda_layers | out_name | assembly_proc_top |
assembly_proc_bottom | all_eda_layers | fab_drc | hdi_drc |
hdi_drc | spo_shape | user_bom_rev | machine_pkg |
hp3070_device | hp3070_value | hp3070_type |
hp3070_fail_msg | hp3070_common_pin |
hp3070_contact_pin | hp3070_contact_pin | hp3070_comment
| gencad_device_type | gencad_device_style |
gencad_device_value | drc_ref_des | drc_etch_lyrs |
drc_etch_lyrs_bit | cad_part_override | diff_pair | net_type |
electrical_class | eclass_individual_parallel_min_jog_list |
eclass_individual_parallel_max_length_list |
eclass_individual_parallel_dist_list |
eclass_accumulative_parallel_max_length_list |
eclass_accumulative_parallel_dist_list | station | variant_list |
comp_variant_list | current_variant

Documents

Full document details: BS IEC 61182-2:2006

Document Sharing Hub


http://www.avadocuments.com/doc/bs-iec-61182-2-2006
http://www.avadocuments.com/doc/bs-iec-61182-2-2006

—23-— BS IEC 61182-2:2006

4.4.2 ColorGroup

The Col or Group substitution group consists of various colors that may be used within the
body of the 61182-2-X standard. Color may be predefined and named in the
Di cti onaryCol or. Col or is used by the Fi ni shType, Set, or Text elements. It is
referred to in the body of the file by its “Color ID” or by the three attributes that make up color
(red, green, blue). See Table 7.

Table 7 — Col or Gr oup substitution group

-[E3 ColorGraup

Colar
ColorRef
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
Color ColorType The description of a specific color using the three attributes of 0-n
red, green, and blue.
ColorRef ColorRefType The id of a previously defined color stored in the 0-n
DictionaryColor.
4.4.3 Feature

The Feat ur e substitution consists of two major substitution groups. Where Feat ur e is called
for, an instance must substitute a graphic allowed by either the StandardShape or
User Shape substitution groups. See Table 8

Table 8 — Feat ur e substitution group

= [:I Feature
+ Standardshape
+ Izershape
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
StandardShape ABSTRACT A substitution group that occurs in the 61182-2-X schema and 0-n
permits the substitution of the St andar dShape element when
it is a child of the parent Layer Pad or Pad elements.
UserShape ABSTRACT A substitution group that occurs in the 61182-2-X schema and 0-n
permits the substitution or classification of a higher level
substitution group. The User Shape element may be used to
further classify Feat ure. In so doing User Shape can be
substituted by a User Prim ti ve or UserPrim tiveRef.
4.4.4 Fiducial

The Fi duci al substitution group consists of three elements that may be used to replace the
Fi duci al element. When the Fi duci al element is substituted, it shall be by either a
BadBoar dMar k, G obal Fi duci al , GoodPanel Mar k, or Local Fi duci al pad type. The
Fi duci al elements contain an Xform and a substitution capability to a St andar dShape. An
optional Pi n attribute allows reference to a component pin. See Table 9
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Table 9 — Fi duci al substitution group

-3 Fiducial
BadBoardMark.
GlobalFiducial
GoodPanelMark,
LocalFiducial

Attribute/
Element Name

Attribute/
Element Type

Occur-
rence

Description

BadBoardMark PadType A set of Standard Shapes used as an aid to the board 0-n
assembler by defining those boards in a panel that did not
pass inspection or electrical test. The fiducial shape is
positioned near each board in the assembly panel array and

covered over to signify that the board is defective.

GlobalFiducial PadType A set of Standard Shapes used in the description,
arrangement or positioning of a group of features on an

individual board, assembly, or panel.

GoodPanelMark PadType A single Standard Shape used to define a panel where all
boards on the panel are good. The fiducial is positioned once

on the panel and enables reduction in inspection time.

LocalFiducial PadType A set of fiducials (usually a pair) used in the description and
arrangement of features related to a specific component on a
board, assembly, or panel which aide in the

location/positioning process.

4.4.5 FirmwareGroup

The Fi r mwar eGr oup substitution group consists of the description element for the firmware
that defines the data to be added to a component through the Ref Des element of a particular
Bom t em The information may be provided as a CachedFi r mnwar e element or as a reference

to the firmware which has been stored and identified with an “id” in the
Di ctionaryFirmvare. See Table 10.
Table 10 — Fi r mvar eGr oup substitution group
= I:I FirmwareGroup
CachedFirmware
FirmwareRef
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
CachedFirmware | CachedFirmwar An element that identifies the firmware needed for a particular 0-n
eType component in the Bill of Material. The information is in a
hexEncodeBi nary format.
FirmwareRef FirmwareType An element that references CachedFi r nwar e stored in the 0-n
Di cti onaryFi r mvar e through the callout of the firmware
“ig”

4.4.6 FontDef

The Font Def substitution group consists of the description of a font that is different than the
standard Helvetica and which is contained in the Di cti onaryFont . Fonts in the dictionary
have an “id” which is called out when a Font Ref is instantiated. Font Ref is used by the
element Text, which is called for in Si | kScr een and Assenbl yDr awi ng. Text can also be
substituted whenever a UserPrimtive, User Shape or Feature is called for. See
Table 11.
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Table 11 — Font Def substitution group

=1L FontDef
FontDefEmbedded
FontDefExternal

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
FontDefEmbedded | FontDef A description of a font using individual characters that are 0-n
Embedded defined in accordance with the Gl yph element and are
Type contained in the Di ct i onar yFont . Fonts must be predefined
and may not be instantiated as part of the data in the file.
FontDefExternal FontDef A reference to an external font description through the 0-n
ExternalType instantiation of a URN. The font is named and the reference is

contained in the Di cti onaryFont. The appropriate
character set is defined by the URN. External Fonts must be
predefined and may not be instantiated as part of the data in
the file.

The term "Uniform Resource Name" (URN) refers to the subset of URI that are required to
remain globally unique and persistent even when the resource ceases to exist or becomes
unavailable. A URI can be further classified as a locator, a name, or both. The term "Uniform
Resource Locator" (URL) refers to the subset of URI that identify resources via a
representation of their primary access mechanism (e.g. their network "location"), rather than
identifying the resource by name or by some other attribute(s) of that resource.

4.4.7 LineDescGroup

The Li neDescGr oup substitution specifies the Li neW dt h and Li neEnd characteristics of
any feature that requires that definition. Line descriptions are a part of the Qutli ne,
Polyline and Set element definitions. The substitution is also instantiated by the
substitution group Si npl e which calls for Arc, Line, OQutline and Polyline. See

Table 12.
Table 12 — Li neDescGr oup substitution group
= I:I Linebesciaroup
LineDesc
LineDescRef
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
LineDesc LineDescType An element that identifies the Li neEnd and Li neW dt h 0-n
characteristics
LineDescRef LineDescRef A reference to a Li neDesc that is contained in the 0-n
Type Di ctionaryLi neDesc and identified by its unique “id”. The
units for the dictionary are defined and must be consistent
with the units of the CadHeader when referenced from the
Ecad section.

4.4.8 PolyStep

The Pol yst ep substitution consists of defining either a Li ne or an Ar ¢ as the continuation
of a Pol yl i ne or Pol ygon description. The location information is interpreted as being the
point to which the curve (Arc), or segment (Li ne) is drawn. The substitution may take place
anywhere within the file where the elements Pol yl i ne and Qutli ne occur. This action
includes the dictionaries where graphic descriptions are predefined. The Unit s of measure
must be consistent with the Uni t s parameter of the three dictionaries where this substitution
can take place; Di cti onarySt andard, DictionaryUser, and DictionaryFont. See

Table 13.
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Table 13 — Pol yst ep substitution group

S | PolyStep
PalyStepCurve
PalyStepSegment

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
PolyStepCurve PolyStepCurve | The continuation of the linear description of a Pol yl i ne or 0-n
Type Pol ygon if the next portion to be defined is an arc. The end
point of the arc is defined as well as the location of the
radius. Count er Cl ockwi se is the default direction
PolyStepSegment | PolyStep The continuation of the linear description of a Pol yl i ne or 0-n
SegmentType Pol ygon if the next portion to be defined is a line segment.
The end point of the line is defined.
4.4.9 Simple

The Si mpl e substitution consists of defining an Ar c,
Si npl e substitution is called for in the Df xMeasur ement,
Si npl e is also identified as a UserPrimtive,

Qutline or
G yph,

Li ne,

Pol yl i ne. The
and Sl ot elements.
User Shape, or Feat ure and the four

elements may be substituted when called for in conjunction with those descriptions. When
predefined in the Di cti onaryUser, or DictionaryFont the Units must match those of
the dictionary. See Table 14.

Table 14 — Si npl e substitution group

= sSimple
Arc
Line
Cutline
Palyline

Attribute/
Element Name

Attribute/
Element Type

Description

Occur-
rence

Arc

ArcType

Ar c elements are curves (defined by three sets of
coordinates: start X, startY,endX, endY and

cent er X, cent er Y. The width of the arc is applied when
the arc is instantiated or predefined.

0-n

Line

LineType

Li ne elements are individual line segments. The | i neW dt h
and | i neEnd conditions are defined when the line is
instantiated or pre-defined. The | i neEnd default is ROUND.

Outline

OutlineType

Qutline has Pol ygon and Li neDesc as children elements.

The characteristics of the Pol ygon must be a closed shape.
The point of origin of the shape is identified as the 0:0
coordinate. The element includes the start of the polygon
definition (Pol yBegi n) and the appropriate number of
PolySteps to complete the closed shape. The | i neW dt h is
defined at a time when the Qut | i ne is instantiated or
predefined.

Polyline

PolylineType

The Pol yl i ne element consists of a series of lines that
define a particular grouping configuration. These line
segments do NOT result in a closed shape, however they can
be pre-defined and re-used as needed. The | i neW dt h and
I'i neEnd of the Pol yl i ne are defined at the time the

Pol yl i ne is instantiated or predefined.
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There are sixteen Standard Primitives defined in the 61182-2-X structure. Any of the primitive
shapes may be a candidate for substitution when St andardPrim ti ve is called for in the
schema. The names of the various shapes indicate their type; each has its attributes that
identify the physical requirements. Any St andar dPri m ti ve may be predefined, provided a
unique “id”, and contained in the Di cti onarySt andard. All StandardPri m tive shapes
are developed in accordance with their description requirements in the preferred orientation of
this standard. See Table 15.

Table 15 — Standard primitive substitution group

-1 standardPrimitive

Full document details: BS IEC 61182-2:2006

Butterfly
Circle
Cankour
Diarmond
Danuk
Ellipse
Hexagon
Maire
Octagon
Crval
RectCenter
ReckCham
RectCorner
ReckRound
Thermal
Triangle
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
Butterfly ButterflyType A primitive shape (either ROUND or SQUARE) that has two 0-n
quadrants of the Cartesian coordinate system removed (0° to
90° and 180° to 270°).
Circle CircleType A primitive shape that defines a round object where the 0-n
circular shape consists of a diameter.
Contour ContourType A closed primitive shape that has as its children a polygon 0-n
and optional cutout(s) The sequence of connected edges that
form the polygon may be straight or circular.
Diamond DiamondType A primitive shape with four equal sides that are extended from 0-n
its horizontal center to its vertical center. The lines converge
into a point both horizontally and vertically. The overall
description of the shape is controlled by the width (distance
between vertical point) and the height (distance between
horizontal point).
Donut DonutType A round, square, hexagon, or octagon shaped primitive 0-n
consisting of an outer diamer and inner diameter that define
physical characteristics of the donut.
Ellipse EllipseType An elliptical primitive shape that follows the standard ellipse 0-n
characteristics and is defined by a width and height
dimension, establishing the overall limits of the feature.
Hexagon HexagonType A six-sided primitive shape with all sides being equal in 0-n
length and with all angles between adjacent sides being
equal. The orientation of the Hexagon is with one of its points
facing North. Only the dimension across the points is
required.
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Moire MoireType A series of circles, each consisting of a smaller diameter than 0-n
the previous.The details of the Moi r e is defined by the
number of rings, their center line spacing, and the ring width.
The pattern may also contain a crosshair representing its
point of origin. Restrictions apply so that ri ngW dt h is
smaller than ri ngGap.

Octagon OctagonType An eight-sided primitive shape with all sides being equal in 0-n
length and with all angles between adjacent sides being
equal. The orientation of the Oct agon is with one of its points
facing north. Only the dimension across the points is
required.

Oval OvalType A rectangular primitive shape with a complete radius (180° 0-n
arc) at each end. The limits of the feature are controlled by
the length and width of the oval across the outer extremities.

RectCenter RectCenterType | The characteristics of a rectangle defined by a width and 0-n
height dimension consistent with a horizontal position on the
Cartesian coordinate system. The center point is the point of
origin and is used to locate the Rect Center. A “square” is a
Rect Cent er with the width and height equal.

RectCham RectChamType A rectangle with one or more corners chamfered. The user 0-n
has the option to define any of the corners as containing the
chamfer as well as the chamfered dimensions. All chamfers
(or opportunities for chamfers) must be identical in size.

RectCorner RectCornerType | A constraining rectangular area (bounding box) that describes 0-n
a rectangle consistent with a horizontal position on the
Cartesian coordinate system. The point of origin is the lower
left corner. A Square positioned by its corners is a

Rect Cor ner that is defined by having the X and Y offset be
equal.

RectRound RectRoundType | A rectangle with one or more corners rounded. The user has 0-n
the option to define any of the corners as containing the
radius as well as the radiused dimensions. All corners (or
opportunities for corners) must be identical in size.

Thermal ThermalType A primitive shape consisting either of ROUND, SQUARE, 0-n
HEXAGON, or OCTAGON configuration that historically
defines the removal of material from a plane or conductive fill
area in accordance to the shape attribute description.

Triangle TriangleType A primitive isosceles triangular shape that has two equal 0-n
sides and a base. The feature is defined by a base and height
dimension.

4.4.11 StandardShape

The St andar dShape substitution group permits the substitution of any of the St andard
Primtive shapes in accordance with their individual descriptions. A predefined
StandardPrim tive may also be instantiated by its unique “i d” when the feature is
contained in the DictionaryStandard. When a reference is made to the dictionary
predefined primitive, the Uni t s must match. See Table 16.
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Table 16 — StandardShape substitution group

=] standardshape
+ [ standardPrimitive
StandardPrimitiveref

Attribute/ Attribute/ Description Occur-

Element Name Element Type rence
Standard ABSTRACT A substitution group that permits the substitution of the 0-n
Primitive St andar dPri m ti ve element with any of the sixteen

standard primitive types.
StandardPrimitive| StandardPrimitiv | A reference to a predefined St andardPri m ti ve, contained 0-n
Ref e in the Di cti onaryPrim tive. The reference is by its

RefType unique “id”. The units of the referenced predefined primitive
and the Ecad section where it is to be instantiated must
match.

4.4.12 UserPrimitive

The User Prim ti ve substitution group consists of any simple graphic feature (Arc, Line,
Qutline or Polyline), as well as text or User Speci al shapes. The User Speci al
element is a collection of Feat ures (which are any of the permitted graphics used in the
61182-2-X file). User Speci al permits the definition of logos, special targets, drawing
formats or other graphics needed by a particular design. UserPrinitives can be
predefined, assigned a unique “id” and contained in the DictionaryUser. The
Di cti onaryUser defines the Units used to describe the graphic shapes. See Table 17.

Table 17 — User Pri mi ti ve substitution group

= [;I UserPrimnitive

+ &3 Simple
Text
serspecial
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
Simple ABSTRACT A substitution consists of defining an Arc, Line, Outline 0-n

or Pol yline. The Si npl e substitution is called for in the
schema in Df xMeasur ement, G yph, and S| ot elements
and may be defined in any other graphics.

Text TextType The text element defines text strings, fonts, and the bounding 0-n
box containing the text. Also included are Xform to position,
mirror or rotate the text.

UserSpecial UserSpecial The User Speci al element has all the capabilities allowed by 0-n
Type the standard. The characteristic uses the substitution group
“Feature” and may develop any combination of graphical
shapes.

4.4.13 UserShape

The User Shape substitution group permits the substitution of any of the UserPrinmitive
shapes in accordance with their individual descriptions. A predefined UserPri m tive may
also be instantiated by its unique “id” when the feature is contained in the Di cti onaryUser .
When a reference is made to the dictionary predefined primitive, the Uni t s must match. See
Table 18.
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Table 18 — UserShape substitution group

-1E3 sershape
+ |:| dsetPrimitive
IserPrimitiveRef

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
UserPrimitive ABSTRACT A substitution group that occurs in the 61182-2-X schema and 0-n
permits the substitution of the User Pri mi ti ve element with
any of the user primitive description or types.
UserPrimitiveRef UserPrimitive A reference to a predefined User Pri m ti ve, contained in 0-n
RefType the Di cti onaryUser . The reference is by its unique “id”.
The units of the referenced predefined primitive and the Ecad
section where it is to be instantiated must match.

5 Content

The Cont ent

sub-element provides the information about the contents of the IEC 61182-2-X

file. See Table 19. The Cont ent schema identifies the depth and breadth of information in

the file. The Content
Dictionaries:

Di ctionaryLi neDesc,

sub-elements
St epsLi st Ref, Layer sDescRef, BonRef, and Avl Ref
Di cti onarySt andard,

Di cti onarycCol or,

references to the
included
Di cti onaryUser,

and Di cti onaryFi r mnar e.

include

Table 19 — Cont ent sub-element

in the file,
Di cti onaryFont,

Functi onMode,

plus six

+ FunctionMode
FunctionModeTvpe

+ StepListRef
qualifiediameType

+ LayerDescRef
qualifiedMameTwpe

+ BomRef %
qualifiediameTvpe

+ AviRef %
qualifiediameTvpe

+ Content o
ContentType

* DictionaryStandard
DictionaryStandard Tvpe

* DictionaryUser
DictionaryUser Type

* DictionaryFont g
DictionaryFontType

* DictionaryLineDesc g
DictionaryLineDescType

* DictionaryColor
DictionaryColorType

G © & 6 6 0 6 6 6 6

* DictionaryFirmware
DictionaryFirmaareType
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Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
Content ContentType The Cont ent element defines the function of the file, and 11
references the major sections of the product description
(i.e. Step, Layer, Bom and Avl). In addition, there are six
dictionaries indicated in Content that would contain the pre-
descibed information needed for the file details.
FunctionMode FunctionModeT The function that the file is intended to perform between 1-1
ype trading partners.
StepListRef qualifiedNameT | A reference to all the St epLi st s that are included in the 1-n
ype 61182-2-X file.
LayerDescRef qualifiedNameT | A reference to all the LayerLists that are included in the 1-n
ype IPC-61182-2-X file.
BomRef qualifiedNameT | A reference to all the BonDat a included in the file. There 0-n
ype may be several Bomelements.
AvIRef qualifiedNameT | A reference to the Avl portion of the file. This file contains 0-1
ype the approved vendor list for all items contained in the
BonDat a.
DictionaryStandard | Dictionary An element that contains substitution group information 0-1
StandardType using predefined descriptions of standard primitives
identified by the 61182-2-X standard and described by the
user for reuse in the file.
DictionaryUser DictionaryUser An element that contains substitution group information 0-1
Type using predefined descriptions of user primitives identified by
the 61182-2-X standard and described by the user for reuse
in the file.
DictionaryFont DictionaryFont An element that contains substitution group information 0-1
Type regarding font descriptions as predefined Glyphs or
references to external URN'’s for character sets that differ
from the Helvetica standard.
DictionaryLineDesc | DictionaryLine An element that contains substitution group information 0-1
DescType using line description criteria, predefined by the user for
reuse in the file.
DictionaryColor DictionaryColor | An element that contains substitution group information 0-1
Type using color description criteria, predefined by the user for
reuse in the file.
DictionaryFirmware | DictionaryFirm An element that contains substitution group information 0-1
wareType using firmware description criteria, predefined by the user
for reuse in the file.

5.1

Content: FunctionMode

The Functi onMode element defines the global mode of the file (see Table 20). There are
five valid values for the node attribute. These are:

FULL — everything in the standard job is included

DESIGN (IEC 61182-2-1) — file carries mostly Design start or complete description
FABRICATION (IEC 61182-2-) - file carries mostly Fabrication information
ASSEMBLY (IEC 61182-2-3) — file carries mostly Assembly information

TEST (IEC 61182-2-4) — file carries mostly testing information for bare board or assembly
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Table 20 - File segmentation and function apportionment

Name Full Design Fabrication Assembly Test

1 2 3 1 2 3 1 2 3 1 2 3

_Hierarchic_al layer/stack v N Y N N N N N N N N N N
instance files

Hierarchical conductor
routing files

BOM (Components and
Materials)

AVL (Components and
Materials)

<
z
<
<
b4
<
<
<
<
<
b4
z
<

Component Packages

Land Patterns

Device Descriptions

<|=<|=<|=
<|=<|z|=<
<|=<|=<]|=
<|=<|=<|=<
z|lz|z|=z
Z|lZ2|Z2|Z2
z|z|=<|=<
<|lz|lz|<
<|z|=<]|=<
<|=<|=<]|=
z|lz|z|=z
<|z|=<]|=<
<|=<|=<]|=
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Each Functi onMode has a specific purpose defined for the industry. The Functi onMode
element has three attributes. The first is mode, which can be the enumerated strings of
DESIGN, FABRICATION, ASSEMBLY, TEST and FULL. In many instances, the testing
function is already included in fabrication and assembly modes consisting of bare board
testing for fabrication, and in-circuit testing for assembly. Nevertheless, there are times when
companies wish to outsource the testing activity. Therefore it is important to identify the
various testing modes.

In order to define additional granularity, Functi onMode has a second attribute, | evel , that
defines the data complexity needed for each of the mode condition. The attribute | evel is a
positive integer however only the numbers 1, 2 or 3 are presently allowed since each mode
has only three levels. When identifying FULL as the mode, the level should be set at 1. The
levels encompass their own file details in order to identify that they are associated with an
individual mode. Thus, the required file content for level 1 of the DESIGN mode is not the
same as a level 1 for the ASSEMBLY mode.

The Functi onMode element has a third attribute. The attribute is conment which, as string
data, permits the users of the 61182-2-X file to enhance the Functi onMode descriptions
with additional information. See Table 21.

Documents

Document Sharing Hub

Full document details: BS IEC 61182-2:2006


http://www.avadocuments.com/doc/bs-iec-61182-2-2006
http://www.avadocuments.com/doc/bs-iec-61182-2-2006

-33- BS IEC 61182-2:2006

5.1.1 FULL mode

The FULL mode identifier incorporates a total of fifteen functions. Each function is
represented and available in the file. The order of the details in the file is not significant as
several elements may be used to address any given function. Hierarchical padstack and route
information reflects original design intent that may be altered in the representation of the
flattened fabrication data. For FABRICATION and ASSEMBLY, flattened data shall be used.

5.1.2 DESIGN mode

The DESI GN mode consists of three levels of complexity. Each level performs a different
function consisting of an original design starting from scratch to completed design that had
already been converted to manufacturing data, or a completed design that is still in the CAD
format structure.

5.1.3 FABRICATION mode

The FABRI CATI ON mode consists of three levels of complexity. Each level describes
information in a layered format, from very simplistic data to that where the customer has
dictated very specific materials and material stack-up structures.

5.1.4 ASSEMBLY mode

The ASSEMBLY mode consists of three levels of complexity. Each level describes a concept of
more complete information. The simplest level is mainly bill of material data as well as
external copper layers. In its most complete form, the assembly information describes the
component approved vendor listing for aliases and substitution in sufficient detail to ensure
proper assembly.

5.1.5 TEST mode

The Test mode consists of three levels of complexity. Each level describes a specific
function for testing information that must be contained within a file. In its simplest mode, the
data describes information to allow bare board testing. In its most complex mode, there is
information on in-circuit test, impedance control, and dielectric withstanding voltage
conditions.

5.2 Function levels

The |EC 61182-4 is limited to be organized as one of thirteen function levels. The | evel
attribute, when associated with the node attribute, defines the complexity and detail of the file
content.

The | evel attribute consists of a positive integer and identifies complexity with respect to
the characteristics for mode-DESIGN, mode-FABRICATION, mode-ASSEMBLY, and mode-
TEXT. A mode-FULL consists of all the elements for an 61182-2 file and has only one (1)
level value. For all other modes, the | evel attribute relates to the type of mode and is
apportioned as one of three levels.
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Table 21 — Content — FunctionMode

+ FunctionMode [' mnde% 0 level q # comment
FunctionModeType modeType pDSltweInteger sErin

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
FunctionMode FunctionMode The function that the file is intended to perform between 1-1
Type trading partners.
mode modeType Defines type of mode that the file is intended to serve. 1-1
level positivelnteger | A numerical value of 1, 2, or 3 used to define the complexity 1-1
of the mode.
comment string Any appropriate comment to help clarify the intended use of 0-1
the file.

5.2.1 FULL Mode Level 1

The FULL mode level 1 requirements are shown as follows. The characteristics represent the
most complete state possible.

Layer Stack: Instances of multilayer structure at a single point site defining the
characteristics that exist at a particular point including land description or reference, non-pad
description or reference, thermal connections or reference, and holes (through-hole, buried,
blind, and microvias). LayerStacks are for reference to the construction of the original design.

Conductor Route: Original CAD data files describing conductive patterns and features used
to interconnect electronic components in accordance with the original schematic capture file
and component library descriptions.

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a specific land pattern, a component package style, and a
device if the component is electronic.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.
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Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing (DFM) processes run
against it. The results of these are referenced in the Anal ysi s element.

5.2.2 Design Levels

The Design Level requirements have a variety of element combinations. Each combination is
identified by its node and | evel in combination. There are three Design Level descriptions
starting with Design Level 1, Design Level 2 and Design Level 3. The following subclauses
show the content of each of the three design levels. It should be noted that when the
elements that represent the design mode are available in any of the fabrication or assembly
file structures, the information should be treated as original input and reference and can be
used for analysis and checking, however ASSEMBLY and FABRICATION elements take
precedence.

5.2.21 Design Level 1

This level represents the original OEM design as was used to lay out a PCB from the design
schematic, layout design rules, and component information. The characteristics represent
designing from scratch, taking OEM input and developing the board. Design Level 1
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components and their relation to their logical net description.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a specific land pattern, a component package style, and a
device if the component is electronic.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or asseﬁbly.
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Net List: A list of logical nets that includes the physical net points of the components, the
location, side, as well as additional information required for bare board electrical testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Analysis element.

5.2.2.2 Design Level 2

This level provides information that is used to modify an existing design using the original
CAD data information since the changes impact the electrical characteristics that should be
maintained. The characteristics represent modifying a design where the Fabrication and
Assembly file has been archived by the OEM. Design Level 2 requirements are shown as
follows:

Layer Stack: Instances of multilayer structure at a single point site defining the
characteristics that exist at a particular point including land description or reference, non-pad
description or reference, thermal connections or reference, and holes (through-hole, buried,
blind, and microvias). LayerStacks are for reference to the construction of the original design.

Conductor Route: Original CAD data files describing conductive patterns and features used
to interconnect electronic components in accordance with the original schematic capture file
and component library descriptions.

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a specific land pattern, a component package style, and a
device if the component is electronic.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Documents

Document Sharing Hub

Full document details: BS IEC 61182-2:2006


http://www.avadocuments.com/doc/bs-iec-61182-2-2006
http://www.avadocuments.com/doc/bs-iec-61182-2-2006

- 37— BS IEC 61182-2:2006

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.2.3 Design Level 3

This information is used to modify an existing or archived design where the original
hierarchical information was not maintained or may not be compatible with the design system.
The characteristics represent modifying a design using the original CAD data information
since the changes impact the electrical characteristics that should be maintained. Design
Level 3 requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a specific land pattern, a component package style, and a
device if the component is electronic.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed

circuit board assembly processes and testing. Documents
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Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.3 Fabrication Levels

The Fabrication Level requirements have a variety of element combinations. Each
combination is identified by its node and | evel in combination. There are three Fabrication
Level descriptions starting with Fabrication Level 1, Fabrication Level 2 and Fabrication
Level 3. The following sections show the content of each of the three fabrication levels.

5.2.3.1 Fabrication Level 1

This information represents single, double-sided, or multilayer PCB graphical data. There is
no electrical connectivity or performance data included. This level replaces PCB fabrication
Gerber data. This level presents the fabrication print notes and material construction
information in a machine-readable ASCII file format. The level is for build to documentation
instructions. Electrical testing is derived from the conductive images. The characteristics
represent single or double sided boards, built to documentation. Fabrication Level 1
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.3.2 Fabrication Level 2

This information represents single, double-sided, or multilayer PCB’s where electrical
connectivity or performance data is included. This replaces the PCB Gerber and .
This level presents the fabrication print notes and material construction information in a
machine-readable ASCII file format. The boards defined may include buried and blind vias
with electrical opens and shorts testing and complete stack up definition. Fabrication Level 2
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.
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Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.3.3 Fabrication Level 3

This information represents single, double-sided, or multilayer PCB’s where electrical
connectivity, performance data, and embedded passive information is included. This file level
replaces the existing PCB fabrication Gerber and data. This level presents the
fabrication print notes and material construction information in a machine-readable ASCII file
format. These descriptions represent complex printed boards intended to perform a circuit
function. Also included is a complete description of core, prepreg and sometimes
reinforcement. Fabrication Level 3 requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.
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Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive (resistive or capacitive)
material layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.24 Assembly Levels

The Assembly Level requirements have a variety of element combinations. Each combination
is identified by its nmode and |evel in combination. There are three Assembly
Level descriptions starting with Assembly Level 1, Assembly Level 2 and Assemblyy Level 3.
The following sections show the content of each of the three assembly levels.

5.2.41 Assembly Level 1

This information represents pure assembly. There is no Design for Manufacturing (DFM)
analysis of the bare board only assembly functions. Parts are provided on a consignment
basis, however an Approved Vendor List (AVL) is still required that includes the part number
of parts in the consignment. There is no analysis of the data to improve the design. There are
no added value services. The requirements are to build to print. Assembly Level 1
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, assembly, and test information.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a component package style, and a Bom item.

Masking Layer: Images for soldermask on external layers of a printed circuit boap
bottom) as well as legend marking to be incorporated on top of soldermask in«tarial. 6%9“":3
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Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.4.2 Assembly Level 2

The information provided represents assemblies that are to be built to print. Parts are
procured by Electronic Manufacturing Services (EMS) companies. There is limited DFM
analysis, Automated Optical Inspection (AOI), and Flying probe testing. Assembly Level 2
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a component package style, and a Bom item.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers. Documents
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Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.24.3 Assembly Level 3

This level of information represents a full service assembly process. This includes full Design
for Excellence (DFX) and customer feed back. Procurement of parts is required as well as an
analysis of component substitution. Customer contact provides design improvement
recommendations. Full testing, including in-circuit, automatic optical inspection (AOI),
Automatic X-ray Inspection (AXI), functional testing and some stress or burn-in testing is a
part of this level. DFA can include assignment of parts to specific machines. Assembly Level 3
requirements are shown as follows.

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a component package style, and a Bom item.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.
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Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.5 Test Levels

TheTest Level requirements have a variety of element combinations. Each combination is
identified by its node and | evel in combination. There are three Test Level descriptions
starting with Test Level 1, Test Level 2 and Test Level 3. The following sections show the
content of each of the three test levels.

5.2.51 Test Level 1

This information provides testing of the bare board only. It includes opens and shorts,
impedance control and dielectric withstanding voltage testing. Test Level 1 requirements are
shown as follows:

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.2.5.2 Test Level 2

The information provided includes capability for inspection, manual or using automated
equipment such as AOIl and AXI. It does not include electrical testing. Test Level 2
requirements are shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Component Packages: Physical outlines of mechanical dimensions for electronic and

mechanical components, their pins, (lands), and their relation to their logical net description.
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Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a component package style, and a Bom item.

Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Analysis element.

5.2.5.3 Test Level 3

The information available is for full electrical testing. It includes in-circuit as well as functional
testing requirements and boundary scan (self test) analysis. Test Level 3 requirements are
shown as follows:

Bom: Bill of Material information that describes, in sufficient detail, the component
descriptions of the printed board, as well as the materials used for board fabrication,
assembly, and test.

Avl: An approved vendor list for each item as defined by the OEM and modified accordingly
by the board fabricator and the board assembler to reflect the materials and components used
in the final electronic assembly.

Component Packages: Physical outlines of mechanical dimensions for electronic and
mechanical components, their pins, (lands), and their relation to their logical net description.

Land Patterns: Combinations of lands used on outer layers that are grouped into a pattern so
that they coincide with the mounting pins (IO’s) of electronic or electromechanical
components. The information is through a reference to the individual land for each pin of a
device. Land patterns are for reference only to provide a grouping of lands related to a
particular component.

Device Descriptions: Device characterization including the electronic or electromechanical
part number, as well as its value, tolerance, and pin ID consisting of a name and function.

Component Descriptions: Consists of the components and their instances on the electronic
assembly, including a reference to a component package style, and a Bom item.
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Masking Layer: Images for soldermask on external layers of a printed circuit board (top and
bottom) as well as legend marking to be incorporated on top of soldermask material.

Drilling Routing: Information on hole forming, either through mechanical drilling, laser
ablation, or chemical mechanism and the relationship of the conductor routing layer.

Documentation Layers: Information on the details for finishes, tolerances, and other details
necessary to complete the full disclosure of the printed board structure and/or assembly.

Net List: A list of physical nets that includes the physical net points, the location, side, as
well as additional information required for bare board electrical testing.

Outer Conductive: External copper geometries and features used for electronic probing or
component attachment. They may be defined as positive or negative.

Inner Layers: Image description for innerlayers of multilayered PCB’s where the description
indicates the conductive pattern as well as plated-through holes contained within a layerset.
These characteristics are also used to describe embedded passive layers.

Image Layers: Miscellaneous image layers that may be extracted from the originating CAD
system that provide supplementary details for either printed circuit board fabrication or printed
circuit board assembly processes and testing.

Analysis: Any of the CAD data can have Design for Manufacturing processes run against it.
The results of these are referenced in the Anal ysi s element.

5.3 Content: StepListRef

St epLi st Ref references the names of St eps used in the description of the Printed Circuit
Assembly (PCA) itself. In manufacturing, this basic St ep is often step and repeated (nested)
inside a larger step (called array, or sub-panel). This array step can be further nested into
another step (called a production panel). The Ecad element always contains at least one
St ep, but may contain several, some basic ones and others nesting previous steps.

The StepsLi st Ref element, as it appears in the Cont ent s schema, references the job
St epLi st names and thus the St eps that are included in the 61182-2 file. All the graphical
data of a 61182-2 job are located inside Steps that can be nested inside each other
(PCB/Sub Panel/Panel, etc.). Steps are referenced in the Content schema
(St epslLi st Ref ) as a qual i fi edName that relates to the details in the Ecad schema.

Table 22 — Content — StepListRef

*+ SteplListRef
qualifiedMameType

Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
StepListRef qualifiedName A list of the names of the existing steps contained within the 1-1
Type file. This feature is a method of checking completeness in file
transfer.

5.4 Content: LayerDescRef

Layer s, as the name implies, are sheets of two-dimensional data that, when laid on top of
each other, create the Printed Circuit Assembly (unpopulated PCB and components). The
Layer element appears in the 61182-2 file as a sub-element of the Layer Desc element.
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The Layer DescRef element, as it appears in the Cont ent s schema, references a job’s
Layer Desc names included in the 61182-2 file. See Table 23

Table 23 — Content — LayerDescRef

* | ayerDescRef
qualifiediameType

Attribute/
Element Name

Attribute/
Element Type

Occur-
rence

Description

LayerDescRef qualifiedName A list of the names of the existing layer descriptions contained 1-1
Type within the file. This feature is a method of checking
completeness in file transfer.
5.5 Content: BomRef

The BOM section describes the Bill of Materials for the board. A bill of materials is a list of all
the different components, materials, mechanical parts, or programmable software used in the
electronic product. Components are arranged by the OEMDesi gnNumber or an alternate;
materials for board fabrication or component attachment are arranged by their appropriate
identifier. Each part number has a list of attributes and is accompanied by a list of the various
specific uses or locations on the electronic product, each with its unique name.

Each BomRef element, as it appears in the Contents schema, references one of the
potentially many Bom categories and the number of items included in each category in the
61182-2 file. See Table 24.

Table 24 — Content — BomRef

* BomRef %
qualifiedMameTvpe
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
BomRef qualifiedNameTy | A list of BOM items that are arranged by the category 0-n
pe description contained as an attribute of each Bomltem, i.e.,
ELECTRICAL | PROGRAMMABLE | MECHANICAL |
MATERIAL.
This feature identifies the specific number of Bomltems as
well as the category to which they pertain, and is a method of
checking completeness in file transfer.
5.6 Content: AviRef

The Avl section describes the Approved Vendor Lists for the materials used to fabricate the
board and the assembly. The BOM (bill of material) lists include all the different components
to be used on the board, arranged by their appropriate part number, and material used to
fabricate the board arranged by the part number of the material. There are also BOMs for the
material used that are consumed by the fabrication and assembly processes. Each BOM has
a corresponding list of approved vendors if the customer wishes to restrict the components
and materials used for the electronic assembly to a specific supplier(s). There shall be only
one Avl section in a 61182-2 file. It shall provide the names of each of the approved
suppliers and shall correlate them with the BOM that contains the material/component
descriptions.

The Avl is used by the customer, the fabricator and the assembler to coordinate the
relationship with the bills of materials described in the 61182-2 file. See Table 25.
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Table 25 — Content — AviIRef

* AviRef %
qualifiedMameTvpe
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
AvIRef qualifiedName A reference to the single Approved Vendor List for all the 0-1
Type suppliers identified and the total number in the 61182-2 file.
This feature is a method of checking completeness in file
transfer.
5.7 Content: DictionaryStandard

The Di cti onar ySt andar d is intended to provide lookup information on predefined Standard
Primitives. The Di cti onar ySt andar d is maintained as part of a substitution group schema.
The intent is to have graphic descriptions available that are identified by their characteristics
and a specific name (id). They may be reused throughout the file as appropriate. The name
(id) of a StandardPrimtive must be unique within the Di cti onarySt andard. See
Table 26.

Table 26 — Content —DictionaryStandard

® ynits
unitsTyvpe

®id %
qualifiedMameTvpe

* DictionaryStandard z_| * EntryStandard | * StandardPrimitive

&y

Dictionarystandard Type Entrystandard Twpe
Attribute/ Attribute/ Description Occur-
Element Name Element Type rence
DictionaryStandard | Dictionary An element that contains substitution group information using 0-1
StandardType | predefined descriptions of standard primitives identified by the
61182-2 standard and described by the user for reuse in the
file.
units unitsType An enumerated string that may be one of the following: 1-1
MILLIMETER | MICRON | INCH.
EntryStandard EntryStandard | An element that establishes the individual characteristic 0-n
Type associated with a StandardPrimitive substitution shape that
has been identified by the user of the 61182-2 file.
Id qualifiedName | The unique qualified name description assigned as an id for 1-1
Type any St andardPri m ti ve for XML Schema substitution.
StandardPrimitive ABSTRACT Any standard primitive that is part of the substitution group 1-n
that permits the substitution of the St andar dShape element.

The organization of the Di ctionaryStandard is accomplished in accordance with the
substitution group description criteria. The St andar dPri mi ti ve description may be any of
sixteen standard shapes according to the specific characteristics identified in the following
paragraphs. The St andar dPri m ti veRef function is used in the body of the 61182-2 file
when a specific StandardPrinmtive has been predefined, assigned a name, and the
unique “id” is referenced in the file. This feature permits the use of either a predefined
St andar dPri m tive, or defining the details of a St andar dPri m ti ve within the file. The
description in the file must contain all the features of a particular primitive shape under the
rules of the particular shape definition.
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