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INTERNATIONAL ELECTROTECHNICAL COMMISSION

CONSUMER TERMINAL FUNCTION FOR ACCESS
TO IPTV AND OPEN INTERNET MULTIMEDIA SERVICES -

Part 6: Procedural application environment

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62766-6 has been prepared by IEC technical committee 100:
Audio, video and multimedia systems and equipment.

The text of this International Standard is based on the following documents:

CbhV Report on voting
100/2550/CDV 100/2664/RVC

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.
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A list of all parts in the IEC 62766 series, published under the general title Consumer terminal
function for access to IPTV and open internet multimedia services, can be found on the IEC
website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

The IEC 62766 series is based on a series of specifications that was originally developed by
the OPEN IPTV FORUM (OIPF). They specify the user-to-network interface (UNI) for
consumer terminals to access IPTV and open internet multimedia services over managed or
non-managed networks as defined by OIPF.

Documents

Document Sharing Hub

Full document details: BS IEC 62766-6:2017


http://www.avadocuments.com/doc/bs-iec-62766-6-2017
http://www.avadocuments.com/doc/bs-iec-62766-6-2017

-8- IEC 62766-6:2017 © IEC 2017

CONSUMER TERMINAL FUNCTION FOR ACCESS
TO IPTV AND OPEN INTERNET MULTIMEDIA SERVICES -

Part 6: Procedural application environment

1 Scope

This part of IEC 62766 specifies the procedural application environment (PAE) component of
the OIPF terminal function (OITF). It also defines the UNI reference point UNIS-12 of the
OIPF functional architecture summarised in Annex B of IEC 62766-1:2017.

The PAE is an application environment for IPTV services based on Java!. Like other
specifications such as OCAP, ACAP and Blu-ray?2, which are, or include, GEM terminal
specifications, this document follows the structure of ETSI TS 102 728.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 62766-1:2017, Open IPTV Forum (OIPF) consumer terminal function and network
interfaces for access to IPTV and open Internet multimedia services — Part 1: General

IEC 62766-2-1, Open IPTV Forum (OIPF) consumer terminal function and network interfaces
for access to IPTV and open Internet multimedia services — Part 2-1: Media Formats

IEC 62766-2-2, Open IPTV Forum (OIPF) consumer terminal function and network interfaces
for access to IPTV and open Internet multimedia services — Part 2-1: HTTP Adaptive
Streaming

IEC 62766-3:2016, Open IPTV Forum (OIPF) consumer terminal function and network
interfaces for access to IPTV and open Internet multimedia services — Part 3: Content
Metadata

IEC 62766-4-1:2017, Open IPTV Forum (OIPF) consumer terminal function and network
interfaces for access to IPTV and open Internet multimedia services — Part 4-2: Protocols

IEC 62766-5-1:2017, Open IPTV Forum (OIPF) consumer terminal function and network
interfaces for access to IPTV and open Internet multimedia services — Part 5-1: Declarative
Application Environment

ISO/IEC 14496-18, Information technology — Coding of audio-visual objects — Part 18: Font
compression and streaming

1 Javaspript _is_a programming language that has been standardised by ECMA as ECMAScript® and as
SO/IEC 16262

2 Blu-ray is a trademark owned by the Blu-ray Disc Association. This information is given for the convenience of
users of this document and does not constitute an endorsement by IEC of the product named. Equivalent
products may be used if they can be shown to lead to the same results.
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ETSI 468, Digital Video Broadcasting (DVB),; Specification for Service Information (SI)
in DVB systems

ETSI TS 101 211 v1.9.1, Digital Video Broadcasting (DVB); Guidelines on implementation and
usage of Service Information (Sl)

ETSI TS 101 600 V1.1.1 (2012-05), Digital Video Broadcasting (DVB);, GEM Profile for Plano-
Stereoscopic 3DTV

ETSI TS 102 727 V1.1.1 (2010-01), Digital Video Broadcasting (DVB); Multimedia Home
Platform (MHP) Specification 1.2.2

ETSI TS 102 728 V1.2.1 (2011-09), Digital Video Broadcasting (DVB); Globally Executable
MHP (GEM) Specification 1.3 (including OTT and hybrid broadcast/broadband)

ETSI TS 102 539 V.1.1.1, Digital Video Broadcasting (DVB); Carriage of Broadband Content
Guide (BCG) information over Internet Protocol (IP)

ETSI TS 102 809, Digital Video Broadcasting (DVB); Signalling and carriage of interactive
applications and services in Hybrid broadcast/broadband environments

ETSI, TS 102 816 V1.1.1, Digital Video Broadcasting (DVB); Personal Video Recorder
(PVR)/Personal Data Recorder (PDR) Extension to the Multimedia Home Platform

ETSI TS 102 817 V1.1.1, Digital Video Broadcasting (DVB),; Digital Recording Extension to
Globally Executable Multimedia Home Platform (GEM)

3GPP TS 26.234, Transparent end-to-end Packet-switched Streaming Service (PSS)
Protocols and codecs (Release 9)

DAVIC 1.4.1, Specification part 9, Information Representation
Available from
http://docbox.etsi.org/Reference/DAVIC/DAVIC%201.4.1%20Specification%20part%209.pdf

DVB, Blue Book A127, Application Gateway and Media Server Fragment
Available from
http://www.mhp.org/specs/a127.application_gateway and_media_server_fragment.pdf

Java Community Process, Java Specification Request JSR-217, Personal Basis Profile (PBP)
1.1 (or later)
The latest release of JSR 217 is available at http://www.jcp.org/en/jsr/detail?id=217

Java Community Process, Java Specification Request JSR-218, Connected Device
Configuration (CDC) 1.1 (or later)
The latest release of JSR 218 is available at http://www.jcp.org/en/jsr/detail?id=218

Java Community Process, Java Specification Request JSR-219, Foundation Profile (FP) 1.1
(or later)
The latest release of JSR 219 is available at http://www.jcp.org/en/jsr/detail?id=219

Java Community Process, Java Specification Request JSR-927, Java TV, Version 1.1.1 (or
later)
The latest release of JSR 927 is available at http://www.jcp.org/en/jsr/detail?id=927

Java Community Process, JAR File Specification, part of Java SDK 1.4.2 specification, 1999
Available from http://java.sun.com/j2se/1.4.2/docs/guide/jar/jar.html
Pl ) guigenar Documents
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CableLabs, OpenCable Application Platform (OCAP) Version 1.1.2, September 2009,
Available from https://apps.cablelabs.com/specification/opencable-application-platform-ocap/

3 Terms, definitions and abbreviated terms
No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp
3.1 Abbreviated terms

For the purposes of this document the abbreviated terms given in IEC 62766-1:2017 as well
as the following apply.

DSMCC Digital Storage Media Command and Control

FP Foundation Profile

GEM Globally Extecutable MHP

HAS HTTP Adaptive Streaming
JSSE Java Secure Sockets Extension
MHP Multimedia Home Platform
MPD Media Presentation Description
PBP Personal Basis Profile

4 General considerations and conventions

4.1 Overview

Subclause 4.2 covers general considerations and conventions, in particular the relationship
with DVB-GEM.

Clause 5 explains the relationship between DVB-GEM and the PAE platform, the basic
architecture and positioning of the procedural application environment in the OIPF landscape.

Clause 6 includes details on the supported transport protocols by cross-referencing the OIPF
protocols specification IEC 62766-4-1.

Clause 7 defines static and streaming media formats for the representation of images, sound,
videos, colours and fonts by cross-referencing the OIPF media formats specification
IEC 62766-2-1.

Clause 8 is intentionally void.

Clauses 9 and 10 describe the application model for Java applications for the PAE and
application signalling.

Clause 11 describes features of the Java platform, such as class loading behaviour, event
model and specifies all APIs that are contained in the platform.
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Clause 12 deals with security aspects of the platform such as the security framework for
applications, application authentication, secure network connections and certificate
management.

Clause 13 deals with the graphics reference model.
Clause 14 deals with system integration aspects.

Clause 15 defines which parts of the specification are mandatory or optional for the 3 different
device types addressed by this volume.

Clause 16 deals with PVR functionalities.
Clause 17 defines the minimum terminal capabilities.
Clause 18 deals with HTTP Adaptive Streaming support.

The annexes contain API definitions at class and method level and clarifications of referenced
specifications.

4.2 Relation between DVB-GEM and PAE definitions
4.2.1 General

The GEM/MHP notion of "broadcast application" should be interpreted as meaning
applications that are bound to a specific scheduled content service or a content-on-demand
item.

Unbound applications are persistent applications that are not tied to any service.

The GEM term "interaction channel" is the network connection channel of the OIPF
architecture summarised in Annex B of IEC 62766-1:2017.

4.2.2 DVB-GEM Compliance

All mandatory requirements for the GEM IPTV target shall be supported by the PAE.

The following optional parts of the GEM IPTV target shall be supported by the PAE:

e OpenType;

e internet access applications;

e stored applications, stored services and corresponding APIs;
e unbound applications and corresponding APIs;

e content referencing for IPTV;

e service discover and selection for IPTV.

The following optional part of the GEM IPTV target shall be supported by the PAE under
specific circumstances:

e TV-Anytime content referencing and metadata.
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The following optional parts of the GEM IPTV target may be supported by this document:

o file storage API;

e Smart Card API (JSR177);
e providers ;

e privileged applications.

Where a service provider is specifying a device including the PAE, the service provider may
choose to require these optional features.

The following optional parts of the GEM IPTV target should not be supported by the PAE:

e DVB-HTML;
e the MHP functional equivalent called application authentication;

e section filtering APl (org.davic.mpeg.sections), tuning API, basic MPEG concepts and
common error reporting;

e MPEG 2 video drips and corresponding APIs;

e MPEG 2 I-frames and corresponding APlIs;

e credentials;

e certificate revocation mechanism of ETSI TS 102 727;

e root certificate management mechanism defined in ETSI TS 102 727;

o externally authorized applications.
4.2.3 Functional equivalents

The functional equivalents to GEM-IPTV are listed in Table 6.

The main concepts are as follows:
e DVB Service Discovery and Selection and Broadband Content Guide are used for Sl.
e Applications are distributed in JAR files, using HTTP for unicast and FLUTE for multicast.

NOTE FLUTE is conceptually different from DSMCC object carousel and cannot be considered a functional
equivalent.

e Application authentication is based on the signing capabilities for JAR files.
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5 Architecture and deployment options

5.1 Architecture

A TV Meta TV . TV
PP pecifig data exten || Media || exten ul . "Core"
App. Lifecycle E EE Data | |tormat| Metadatal | gions|! APIS || sions|| APls | Security || java )
Mgmt APls ccess | 85CESS | Loacifid | APl _ = ] APls APls Vi?t\l/JZI
APIs - APls APIs APls - GEM || javax. || Ggm java.awt - - Machi
- Java TV R - i parts of media from JSSE cDC achine
GEM or parts of javaTV part of PBP
PBP &M java.io EM java TV P
Platform Platform Platform
File System Pz Media Platform Platform Multi-threading
Libraries incl. Metadata Presentation Graphics SSL/TLS Networking
local file system Library / Library / Library / Libraries -
FLUTE Libraries Briver Driver Lelmrs

IEC
Figure 1 — PAE architecture block diagram

Figure 1 shows a number of the key components of the architecture and indicates their origin
— GEM, JavaTV, PBP or components of PBP (JSSE, CDC or FP). Below is a short summary of
each component ordered from left to right of Figure 1.

e App. Mgmt APIs: these enable one application to obtain lists of other applications and
start or stop other them.

e App. Lifecycle APIs: these are the first APIs to be called by the implementation when
starting an application.

e TV specific data access APIs: these provide access to data in ways which are specific to
TV environments.

e Data access APIls: these provide generic access to data — files, sockets, streams, etc.

e Metadata format specific APIs: these provide access to the details of metadata in a format
dependent way.

e Metadata APIs: these provide access to metadata and are independent of any specific
metadata format.

e TV extensions: these provide control over A/V media in ways which are specific to TV
environments.

e Media APIs: these provide access to and control over A/V media.

e TV extensions: these provide Ul features specific to TV environments.
e Ul APIs: these provide the basic Ul capabilities.

e Security APIs: these provide the basic security capabilities.

e Core Java APIs: these provide the basic capabilities of the Java language.
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e Java virtual machine: this provides the basic Java capabilities of the environment.
5.2 Deployment options

5.2.1 Combined IG-AG-OITF STB and OITF TV (“headed configuration”)

Managed

WAN
Gateway

_ | ——

‘- w HN-INT-AG m—

OITFl .l'Filllll

— — 1IG - AG -

— — — — — — OITF STB
DLNA device

Legacy TV

IEC
Figure 2 — Combined IG-AG-OITF STB and OITF TV (“headed configuration”)

This deployment as shown in Figure 2 supports both managed and unmanaged services, with
DAE and PAE applications, presented on an OITF TV and a legacy TV. The following devices
are deployed:

e A WAN Gateway.

e Combined IG, AG and OITF STB: a set top box including IG, AG and OITF functionality
that exposes HNI-INI-AG to other OITFs in the residential network. It connects to the
legacy TV using some non-OIPF specified mechanism, such as HDMI.

e OITF TV: this is a TV containing an OITF.
Optionally, the 1G-AG-OITF STB or the OITF TV may act as a DLNA DMS to make OIPF

services available to DLNA devices. They may also act as a DLNA DMP to access content
from other DLNA devices on the home network.
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5.2.2 Combined AG-IG with multiple OITFs (“headless configuration”)
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Figure 3 — Combined AG-IG with multiple OITFs (“headless configuration”)

This deployment as shown in Figure 3 supports both managed and unmanaged services, with
DAE and PAE applications, presented on an OITF TV and a legacy TV. The following devices
are deployed:

e A WAN Gateway.

e Combined AG-IG device: a device including both IG and AG functionality that exposes
HNI-INI-AG to OITFs in the residential network.

e OITF STB: a set-top box containing an OITF. It connects to the legacy TV using some
non-OIPF specified mechanism, such as HDMI or SCART.

e OITF TV: a TV containing an OITF.
Optionally, the OITF STB or the OITF TV may act as a DLNA DMS to make OIPF services

available to DLNA devices. They may also act as a DLNA DMP to access content from other
DLNA devices on the home network.
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5.2.3 AG-IG, OITF-IG, multiple OITFs
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Figure 4 — AG-IG, OITF-IG, multiple OITFs

This deployment as shown in Figure 4 supports managed and unmanaged services, and DAE
and PAE applications. The following devices are deployed:

e A WAN Gateway.

e Combined AG-IG device: a device including both IG and AG functionality that exposes
HNI-INI-AG to OITFs in the residential network.

e OITF STB: a set-top box containing an OITF. It connects to the legacy TV using some
non-OIF specified mechanism, such as HDMI.

e |G-OITF STB: a set-top box containing both an IG and an OITF.
e OITF TV: a TV containing an OITF.

In this deployment, there are multiple IGs. Only one IG can be active in the residential
network at any point in time. The ISIM application shall always be in the AG-1G in this case.

5.2.4 Combined OITF-AG TV and IG-WAN Gateway (“headed configuration”)

_/ Managed
DLNA device - .

OITF + AG
TV

IG - WAN Gateway

IEC

Figure 5 — Combined OITF-AG TV and IG-WAN Gateway (“headed configuration”)

This deployment as shown in Figure 5 supports managed and unmanaged services, and DAE
and PAE applications. The following devices are deployed:
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e Combined IG-WAN Gateway: a single physical device including an IG and WAN Gateway
functionality.

e Combined AG-OITF TV: a TV including both an OITF and an AG.
Optionally, the OITF-AG TV may act as a DLNA DMS to make OIPF services available to

DLNA devices. It may also act as a DLNA DMP to access content from other DLNA devices
on the home network.

5.3 Remote Ul server

NOTE This subclause is given for information only.

PAE applications may offer a CE-HTML remote Ul to other devices. The org.oipf.uiserver
package allows applications to register as providing a remote Ul. When an application
registers, it provides information about itself in the XML format defined by the CEA-2014-A
remote Ul. The PAE implementation listens for UPnP search requests for the schema
“urn:oipf-org:device:ag:1” as defined in IEC 62766-4-1:2017, 11.3.2. When such a request is
received, the implementation combines the remote Ul information provided by all currently
registered applications and returns it.

6 Protocols

6.1 Broadcast channel protocols

The broadcast channel protocols defined by Clause 6.2 of ETSI TS 102 728 are not included
in the present document.

6.2 Interaction channel protocols

The following protocols shall be supported with the definition in IEC 62766-4-1 superseding
that in ETSI TS 102 728:

e TCP;

e UDP;

o |IP;

e DNS;

e HTTP;
e HTTPS.

6.3 Transport protocols for application loading over the interaction channel

Subclause 6.4.1 of ETSI TS 102 728 need not be supported.

Applications loading over the interaction channel shall be implemented using signed JAR-files
as defined in the JAR file specification.

The FLUTE protocol shall be supported as defined in IEC 62766-4-1.

When the application signalling for an application includes one or more FLUTE transport
protocol descriptors (see Annex AR.2 in ETSI TS 102 728, “Extensions to XML AIT”), the
following shall apply.

e The implementation shall attempt to connect to each specified FLUTE session or sessions
(unless already connected for another application).

e Requests to load files shall be checked against the files available through FLUTE before
fetching them from a unicast network. Documents
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