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INTERNATIONAL ELECTROTECHNICAL COMMISSION

NUCLEAR FACILITIES -
HUMAN FACTORS ENGINEERING -
APPLICATION TO THE DESIGN OF HUMAN-MACHINE INTERFACES

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) IEC draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). IEC takes no position concerning the evidence, validity or applicability of any claimed patent rights in
respect thereof. As of the date of publication of this document, IEC had not received notice of (a) patent(s), which
may be required to implement this document. However, implementers are cautioned that this may not represent
the latest information, which may be obtained from the patent database available at https://patents.iec.ch. IEC
shall not be held responsible for identifying any or all such patent rights.

IEC 63351 has been prepared by subcommittee 45A: Instrumentation, control and electrical
power systems of nuclear facilities, of IEC technical committee 45: Nuclear instrumentation. It
is an International Standard.

The text of this International Standard is based on the following documents:

Draft Report on voting

45A/1530/FDIS 45A/1546/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.
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This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are
described in greater detail at www.iec.ch/publications.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under webstore.iec.ch in the data related to the
specific document. At this date, the document will be

e reconfirmed,

e withdrawn, or

e revised.

IMPORTANT - The "colour inside” logo on the cover page of this document indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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INTRODUCTION

a) Technical background, main issues and organisation of the Standard

The technical background that led to the decision to develop this International Standard is given
in technical report IEC TR 63214.

In brief, IEC TR 63214 recognized that:

e |EC 60964 entitled "Control Room Design" (then at edition 2.0) included a detailed set of
requirements to be applied when designing a control room and a process to implement
Human Factors Engineering;

e The above two topics were mixed and the Human Factors part was incomplete and did not
reflect state-of-the-art knowledge and wording;

e |EC 60964 was also written considering only Human Factors within the scope of the I&C
systems in control room designs. The result was that the document did not take a holistic
approach towards the design of the plant-wide control rooms and human-machine interfaces
(HMI), including e.g. the local control stations located throughout the plant;

e In addition, the IAEA was in the process of developing a Human Factors Guide (now
published as SSG-51) that should also be reflected in the IEC standards.

In view of the above, IEC TR 63214 proposed the development of a dedicated Human Factors
Engineering standard while reducing the scope of IEC 60964 to a pure Control Room Design
standard. This reduction in scope is for a future edition of IEC 60964.

This document focuses on the application of a human factors engineering (HFE) programme to
the design of the human-machine interfaces throughout the lifetime of a nuclear facility,
including consideration of plant modifications.

This document is applicable to nuclear facilities such as: nuclear power plants (NPPs), research
reactors, uranium enrichment and nuclear fuel fabrication facilities, spent fuel storage and
reprocessing facilities.

It is intended that this document be used by operators of NPPs (utilities), and of other facilities
associated with the production of nuclear energy, systems designers, system evaluators and
by licensors.

It is further noted that, whilst existing standards such as those in the ISO 9241 series address
many aspects of the ergonomics of human-system interactions, those standards are judged to
be too detailed, extensive and in constant evolution to adequately guide the HFE programme
requirements within the scope of IEC SC 45A. However, reference is made to ISO 11064 for
certain aspects of the ergonomic design of control centres.

b) Situation of the current Standard in the structure of the IEC SC 45A standard series

The IEC human factors engineering (HFE) standard is on the same level as IEC 60964 and is
the second encompassing document within WG 8. The intention of WG 8 is to update the
standard environment step by step with the goal of linking all HFE related standards to this HFE
standard and linking all control room (CR) and HMI design-related standards to IEC 60964.
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Figure 1 shows the new structure after the update of all WG 8 standards.

Control rooms (CR) Human factors engineering (HFE)

e
IEC 60964 :EfEss:;:)lication B
Control room - Design to the design of HMI
IEC 60965 IEC 62954 IEC 61771 IEC 61839
Supplementary control Requirements for Verification Functional analysis
rooms emergency and validation and assignement
response facilities

Human machine interfaces (HMI)

IEC 60960 IEC 61227
Functional design criteria for Operator controls
SPDS

£~ £~
IEC 62646 IEC 62241
Computer based procedures Alarm functions

and presentation

[~ [~
IEC 61772
Application of VDUs

IEC

Figure 1 — New WG 8 document structure

The documents shown on the left of the figure below the "I[EC 60964" box constitute the existing
set of control room (CR) and HMI design-related standards and those on the right of the figure
below the "IEC 63351" box constitute the HFE related standards.

Due account has to be taken of the relationship between the standards in WG 8 when updating
IEC 60964 and the new HFE standard. New standards covering detailed information about HFE
may follow and be linked to this standard. Other standards currently pointing to IEC 60964 will
in future revisions need to point to both WG 8 high level documents. After the final update this
can be adapted based on the relevant content.

For more details on the structure of the IEC SC 45A standard series, see item d) of this
introduction.
c) Recommendations and limitations regarding the application of the Standard

This standard specifies the basic principles and requirements of an HFE programme for all
stages of the lifecycle of a nuclear facility.

It builds on the guidance provided by state-of-the-art HFE guides, such as IAEA SSG-51. It
covers the minimum requirements for the complete technical scope recognized by such guides
but points to other standards for specific detailed requirements.

To ensure that the standard will continue to be relevant in future years, the emphasis has been
placed on issues of principle, rather than on specific technologies or techniques.

Full document details: BS IEC 63351:2024
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d) Description of the structure of the IEC SC 45A standard series and relationships with
other IEC documents and other bodies documents (IAEA, 1SO)

The IEC SC 45A standard series comprises a consistent set of documents organised in a
hierarchy of four levels. The top-level documents of the IEC SC 45A standard series are
IEC 61513 and IEC 63046, covering respectively general requirements for instrumentation and
control (I&C) systems and general requirements for electrical power systems of NPPs.
IEC 61513 and IEC 63046 adopt an overall system life-cycle framework and constitute, along
with the relevant second-level standards, the nuclear implementation of the basic safety series
IEC 61508.

IEC 61513 and IEC 63046 refer directly to other IEC SC 45A standards for general
requirements for specific topics, such as categorization of functions and classification of
systems, qualification, separation, defence against common cause failure, control room design,
electromagnetic compatibility, human factors engineering, cybersecurity, software and
hardware aspects for programmable digital systems, coordination of safety and security
requirements and management of ageing.

At a third level, IEC SC 45A standards not directly referenced by IEC 61513 or by IEC 63046
are standards related to specific requirements for specific equipment, technical methods, or
activities. Usually, these documents refer to second-level documents for general requirements
and can be used on their own.

A fourth level extending the IEC SC 45A standard series, corresponds to the Technical Reports
which are not normative.

The IEC SC 45A standards series consistently implements and details the safety and security
principles and basic aspects provided in the relevant IAEA safety standards and in the relevant
documents of the IAEA nuclear security series (NSS). In particular this includes the IAEA
requirements SSR-2/1 , establishing safety requirements related to the design of nuclear power
plants (NPPs), the IAEA safety guide SSG-30 dealing with the safety classification of structures,
systems and components in NPPs, the IAEA safety guide SSG-39 dealing with the design of
instrumentation and control systems for NPPs, the IAEA safety guide SSG-34 dealing with the
design of electrical power systems for NPPs, the IAEA safety guide SSG-51 dealing with human
factors engineering in the design of NPPs and the implementing guide NSS42-G for computer
security at nuclear facilities. The safety and security terminology and definitions used by the
SC 45A standards are consistent with those used by the IAEA.

IEC 61513 and IEC 63046 refer to ISO 9001 as well as to IAEA GSR part 2 and IAEA GS-G-3.1
and IAEA GS-G-3.5 for topics related to quality assurance (QA).

At level 2, regarding nuclear security, IEC 62645 is the entry document for the IEC/SC 45A
security standards. It builds upon the valid high-level principles and main concepts of the
generic security standards, in particular ISO/IEC 27001 and ISO/IEC 27002; it adapts them and
completes them to fit the nuclear context and coordinates with the IEC 62443 series. At level 2,
IEC 60964 is the entry document for the IEC/SC 45A control rooms standards, IEC 63351 is the
entry document for the human factors engineering standards and IEC 62342 is the entry
document for the ageing management standards.

NOTE IEC TR 63400 provides a more comprehensive description of the overall structure of the IEC SC 45A
standards series and of its relationship with other standards bodies and standards.
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NUCLEAR FACILITIES -
HUMAN FACTORS ENGINEERING -
APPLICATION TO THE DESIGN OF HUMAN-MACHINE INTERFACES

1 Scope

This document specifies the basic principles and requirements for the application of a human
factors engineering (HFE) programme to the design of the human-machine interfaces (HMI)
throughout the lifetime of a nuclear facility. The focus of this document is on control rooms and
control functions as discussed in the text.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60964:2018, Nuclear power plants — Control rooms — Design

IEC 60965, Nuclear power plants — Control rooms — Supplementary control room for reactor
shutdown without access to the main control room

IEC 61227, Nuclear power plants — Control rooms — Operator controls
IEC 61771, Nuclear power plants — Main control room — Verification and validation of design

IEC 61772, Nuclear power plants — Main control room — Application of visual display units
(VDUs)

IEC 61839, Nuclear power plants — Design of control rooms — Functional analysis and
assignment

IEC 62241, Nuclear power plants — Main control room — Alarm functions and presentation

IEC 62954:2019, Nuclear power plants — Control rooms — Requirements for emergency
response facilities

IEC 63260:2020, Guide for incorporating human reliability analysis into probabilistic risk
assessments for nuclear power generating stations and other nuclear facilities

ISO 11064-1, Ergonomic design of control centres — Part 1: Principles for the design of control
centres

ISO 11064-2 (all parts), Ergonomic design of control centres — Part 2: Principles for the
arrangement of control suites

ISO 11064-3:1999 (all parts), Ergonomic design of control centres — Part 3: Control room layout

ISO 11064-4, Ergonomic design of control centres — Part 4: Layout and dimensions of

workstations
Documents
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ISO 11064-5, Ergonomic design of control centres — Part 5: Displays and controls

ISO 11064-6, Ergonomic design of control centres — Part 6: Environmental requirements for
control centres

ISO 11064-7, Ergonomic design of control centres — Part 7: Principles for the evaluation of
control centres

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

e |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp
3.1  Control locations

3.11

control centre

combination of control rooms, control suites and local control stations which are functionally
related and all on the same site

Note 1 to entry: Depending on the context, the term "control centre” may be applied to a) one or more control rooms,
control suite or local control station, or b) some combination of these, or c) all of these.

Note 2 to entry: For NPPs, in addition to a main control room (as addressed in IEC 60964), the control centre
typically includes a supplementary control room (as addressed in IEC 60965) and a number of on-site emergency
response facilities (as addressed in IEC 62954).

[SOURCE: ISO 11064-3:1999, 3.1, modified — Notes to entry added]

3.1.2

control room

core functional entity, and its associated physical structure, where operators are stationed to
carry out plant operation, including centralized control, monitoring and administrative tasks

[SOURCE: I1SO 11064-3:1999, 3.4, modified — "plant operation, including" inserted, and
"responsibilities" replaced by "tasks"]

3.1.3

control suite

group of functionally related rooms, co-located with the control room and including it, which
houses the supporting functions to the control room, such as related offices, equipment rooms,
rest areas and training rooms

[SOURCE: ISO 11064-3:1999, 3.6]
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3.1.4

human-machine interface

HMI

part of a system through which personnel interact with the system to perform their functions
and tasks

Note 1 to entry: The human-machine interface constitutes the interface between personnel and plant systems,
including procedures, communication systems, displays, alarms and controls.

[SOURCE: IAEA Nuclear Safety and Security Glossary, 2022 (Interim) Edition]

3.1.5

local control station

operator interface that is located near the equipment or system being monitored and/or
controlled

Note 1 to entry: Local control stations typically constitute the operator interface for a set of interrelated components
(with associated indications and controls), whereas local control points typically constitute that for stand-alone
components. Compared to a local control point, more detailed consideration is usually required prior to taking action
at a local control station, the impact being at the system level.

[SOURCE: ISO 11064-3:1999, 3.15, modified — Note to entry added]

3.1.6

local control point

LCP

point located outside the control room where local operators perform maintenance, surveillance
or control activities

Note 1 to entry: A control centre (see 3.1.1) includes local control stations (see 3.1.5), but not local control points.

[SOURCE: IEC 60964:2018, 3.20, modified — "maintenance, surveillance or" and Note to entry
added]

3.2 Function, task and performance

3.21

function

specific purpose or objective to be accomplished, that can be specified or described without
reference to the physical means of achieving it

Note 1 to entry: This equates to a medium level goal, broken down from a high-level safety or operational goal, to
allow an assignment to human or automation, not on the level of a more detailed specific task.

[SOURCE: IEC 61226:2020, 3.10 modified — Note to entry added]

3.2.2

functional analysis

examination of the functional goals of a system with respect to planned staffing, technology,
and other resources, to provide the basis for determining how the function may be assigned
and executed

Note 1 to entry: Functional analysis addresses "what is required to be done".

Note 2 to entry: See also the definition for TA (3.2.6).

3.2.3

performance requirements

qualitative and quantitative requirements specifying performance, which ensure the
achievement of functional goals
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3.24

performance shaping factors

factors that influence human performance; they include factors such as environmental
conditions, human-machine interface design, procedures, training, and supervision

3.2.5
task
action performed by humans for the accomplishment of a functional goal

3.2.6

task analysis

TA

identification, description and evaluation of an operator’s task, in terms of its components, to
specify the detailed human activities involved, and their functional and temporal relationships

Note 1 to entry: TA addresses "how a required task is to be done".

Note 2 to entry: See also the definition for functional analysis (3.2.2).
3.3 Human factors aspects

3.3.1

end point vision

concept for the target control centre and/or HMI to be developed for guiding the planning, HFE
analyses, design and implementation over time to the desired final product

Note 1 to entry: The "end point vision" includes two conceptual aspects, HMI conceptual design and concept of
operations, which are elaborated through the HFE programme.

Note 2 to entry: The "end point vision" is determined at the outset of any project.

3.3.2

human engineering discrepancy

HED

departure from some benchmark of system design suitability for the roles and capabilities of
the human operator

Note 1 to entry: This may include a deviation from a standard or convention of human engineering practice, an
operator preference or need, or an instrument/equipment characteristic that is implicitly or explicitly required for an
operator’s task but is not provided to the operator

Note 2 to entry: In some countries, the term "human factors issue" is used.

3.3.3
human error
discrepancy between the human action taken or omitted, and that intended or required

EXAMPLE Performing an incorrect action; omitting a required action; miscalculation; misreading a value.

[SOURCE: IEC 60050-192:2015, 192-03-14]

3.34

human factors engineering

HFE

application of knowledge and methods to take HF into account in the design of the plant, its
systems, and equipment to ensure optimal performance and safety

3.3.5

human interaction

interrelation between the user and the human-machine interface, specifically, display of plant
status by the human-machine interface and corresponding user action
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3.3.6

important human task

IHT

human task that can have an adverse or positive effect on safety, as determined by safety
analysis

[SOURCE: IAEA Nuclear Safety and Security Glossary, 2022 (Interim) Edition]

3.3.7

situation awareness

dynamic process of perception and comprehension of the plant’s actual condition in order to
support the ability of individuals and teams to predict the future conditions of systems

Note 1 to entry: The degree of situation awareness corresponds to the difference between the understanding of
plant conditions and the actual conditions at any given time.

[SOURCE: IAEA Nuclear Safety and Security Glossary, 2022 (Interim) Edition]

3.3.8

staffing, organisation and qualification analysis

definition and analysis of the operating staff’s roles and the basic requirements in terms of skills
and knowledge which a job demands of the operating staff

3.3.9

style guide

document containing guidelines, tailored so they describe the application of HFE guidance to a
specific design, such as for a specific plant control room

3.4 Operational aspects

3.41

computer-based procedures

CBP

interactive computer application used to present procedural guidance to plant operators and
which may additionally contain dynamic process information including access to operator
controls

Note 1 to entry: Unlike paper-based procedures which are static documents, CBP offer dynamic reading options.
These options allow the operator to "navigate" from one step to others in different enhanced ways, to place
bookmarks, and to use parallel displays.

[SOURCE: IEC 62646:2016, 3.2]

3.4.2

concept of operations

proposed design in terms of how it will be operated to perform its functions, which includes the
various roles of personnel and how they will be organized, managed and supported

Note 1 to entry: It describes how the plant is operated (‘operating philosophy’) and includes aspects such as the
number and composition of operating personnel, their expected characteristics and how they operate the plant under
normal and abnormal conditions.

[SOURCE: IAEA Nuclear Safety and Security Glossary, 2022 (Interim) Edition, modified — “their
expected characteristics” added in Note to entry]
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3.4.3

control room operators

operating staff stationed in the control room, who are responsible for achieving the plant
operational goals by controlling plant through human-machine interfaces and via
communication with local operators

Note 1 to entry: The term "operators" is used in a general sense and, depending on the type of nuclear facility and
associated staffing arrangements, may also include staff who perform a supporting role but are not formally given
the title "operator".

Note 2 to entry: Where the HFE aspect of an operational task involves collaboration between a group of operators,
the term "crew" is sometimes used.

3.4.4

emergency response

performance of actions to mitigate the consequences of an emergency for human life, health,
property and the environment

[SOURCE: IEC 62954:2019, 3.5]

3.4.5
local operators
operating staff that perform tasks outside the control room

Note 1 to entry: The term “field operators” may also be used for these staff.

[SOURCE: IEC 60964:2018, 3.21, modified — Note to entry added]

3.4.6

maintenance staff

plant staff responsible for performing maintenance, testing and calibration activities on plant
systems and equipment

Note 1 to entry: Other named groups may be assigned responsibility for testing and calibration activities.

3.4.7

operating procedures

set of documents specifying operational tasks it is necessary to perform to achieve functional
goals

Note 1 to entry: The set of documents may be paper-based, computer-based or in both forms.

[SOURCE: IEC 60964:2018, 3.22, modified — Note to entry added]

3.4.8
operating staff
plant staff engaged to operate the plant on a shift basis

Note 1 to entry: The operating staff include the control room operators and local operators, but exclude other staff,
who may also work on a shift basis.

3.4.9
operational activities
all activities performed to achieve the purpose for which an authorized facility was constructed

Note 1 to entry: For an NPP, this includes maintenance, refuelling, in-service inspection and other associated
activities.

3.4.10
qualification
<personnel> ability, characteristic, knowledge or experience that makes a person suyitable for a

particular job or activity ocuments
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3.4.11

reference design

design, comparable to the design of the plant that is to be built, that may be used as the basis
for the HFE programme and analysis

3.4.12

training programme

programme which is designed to train the operating staff so that they can acquire the skills and
knowledge necessary for operational activities during all plant states considered in design (i.e.
normal / abnormal operational states and accident conditions)

3.5 Verification and validation

3.5.1
analytical design review
review of a reference design or designs as input to the design process for a new project

3.5.2

dynamic design review

review of a design that is available in either a simulated form or as prototype equipment that
can be interrogated dynamically

3.5.3

integrated design review

review of a design that has sufficient integrated elements to warrant the start of integration
testing

3.5.4

integrated system validation

ISV

evaluation using performance-based tests to determine whether an integrated system design
(e.g., hardware, software, procedures, staffing) meets performance requirements and supports
the plant’s safe operation

3.5.5

static design review

review of a design that is only available on paper or as a mock-up that cannot be interrogated
dynamically

3.5.6

validation

confirmation by examination (by performance based tests) and by means of objective evidence
that the human—machine interface system as a whole, including the user, can successfully
perform its intended functions and meet its goals and objectives in the range of environments
in which it is anticipated to have to operate

[SOURCE: IAEA Specific Safety Guide No. SSG-51, 2019, modified — “(by performance based
tests)” added]

3.5.7

verification

confirmation by examination and by means of objective evidence that the human—-machine
interface system as a whole meets the design specifications and requirements, and provides
the support necessary to accomplish tasks, as intended

[SOURCE: IAEA Specific Safety Guide No. SSG-51, 2019]
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4 Abbreviated terms

CBP
CR
EPRI
HED
HF
HFE
HMI
HRA
HTA
HW
IAEA
IEC
IEEE
IHT
ISO
ISV
1&C
LCP
MCR
NPP
OER
OSA
OSD
PSA
PWR
Pzr
RO
SG
SPDS
SSC
SwW
TA
VDU
V&V
WG

Computer Based Procedures
Control Room

Electric Power Research Institute
Human Engineering Discrepancy
Human Factors

Human Factors Engineering
Human-Machine Interface
Human Reliability Analysis
Hierarchical Task Analysis
Hardware

International Atomic Energy Agency

International Electrotechnical Commission

Institute of Electrical and Electronic Engineers

Important Human Task

International Standardisation Organisation

Integrated System Validation
Instrumentation and Control
Local Control Point

Main Control Room

Nuclear Power Plant

Operating Experience Review
Operating Sequence Analysis
Operating Sequence Diagram
Probabilistic Safety Assessment
Pressurized Water Reactor
Pressurizer

Reactor Operator

Steam Generator

Safety Parameter Display System
Structures, Systems and Components
Software

Task Analyses

Visual Display Unit

Verification and Validation
Working Group

Full document details: BS IEC 63351:2024

- 17 -

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-iec-63351-2024
http://www.avadocuments.com/doc/bs-iec-63351-2024

- 18 — IEC 63351:2024 © IEC 2024

5 Management of human factors engineering programme

5.1 General

For an existing plant, the HFE is to respect the existing philosophy.

The broad engineering environment to which the standard applies is as follows:

e Applicable to projects for all types of nuclear power plants (NPPs) and other facilities
associated with the production of nuclear energy;

e Applicable to new designs of nuclear facilities, evolution of "next generations" of nuclear
facilities and modernization (e.g., modifications, upgrades and replacements of equipment)
of existing nuclear facilities;

e Mainly applicable to HFE aspects that ensure nuclear safety (and security) of the facility;
but should also be applied where lack of HFE input could lead to increased equipment failure
rates and/or human errors potentially having an indirect detrimental impact on the nuclear
safety (and security) of the facility and/or the environment;

NOTE 1 Regarding nuclear security, the HFE application concerns how security measures such as access
control are implemented for the HMI.

e Applicable to all stages of the facility / project lifecycle, (i.e. utility or vendor organisation
specification, design, procurement, manufacture, testing, installation, commissioning,
operation, maintenance, modification, decommissioning);

NOTE 2 Decommissioning is not specifically addressed in this document. However, it is recognized that HFE
has a role to play in ensuring that nuclear facilities can be safely decommissioned. This can be achieved by
applying HFE to the outline plant decommissioning plans at the concept stage and applying HFE to the more
detailed plans prior to their ultimate implementation, based on tailoring the 12 HFE elements (outlined below) to
the different decommissioning phases.

e Applicable to all operational states and postulated accident conditions of the facility, with
due attention to the associated environment and any need to use specialist handling
equipment or wear personal protection equipment in order to perform specific control or
monitoring tasks;

e Applicable to all equipment (and associated operating documentation) by which humans
interface with the nuclear facility and its systems (i.e. control centres, local control points,
emergency response facilities, local alarms and monitoring points, operating procedures,
maintenance procedures, etc.);

NOTE 3 Also applies to any temporary HMIs by which humans interface with the nuclear facility and its systems.

e Applicable to all personnel who are directly involved in the technical activities covered by
the above. It excludes personnel who perform other functions not covered by the above
unless it is judged from operating experience reviews that their actions could lead to an
indirect detrimental impact on the nuclear safety (and security) of the facility and/or the
environment.

NOTE 4 The main emphasis of the HFE programme relates to the "operational" activities.

This document is intended as an HFE document that builds on the guidance provided by state-
of-the-art HFE guides, such as IAEA SSG-51 and IAEA NR-T-2.12. It covers the minimum
requirements for the complete technical scope but points to other standards for specific detailed
requirements.

The technical scope includes the following 12 HFE elements recognized by such guides:

a) HFE programme management — the existence of an appropriately resourced HFE team with
the responsibility, authority, placement within the organisation, and composition to
reasonably assure that the plant design meets the commitment to HFE.

b) Operating experience review (OER) — the identification and analysis of HFE-related
problems and issues in previous designs similar to the current one.
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c) Functional requirements analysis and function allocation — definition of the functions that
shall be carried out to satisfy the plant’s safety goals and the assignment of responsibilities
for those functions (function allocation) to personnel and automation in a way that takes
advantage of human strengths and supports human limitations.

d) Treatment of important human tasks — the identification of important human tasks, through
a combination of probabilistic and deterministic analyses, and consideration of human-error
mechanisms for important human tasks in designing the HFE aspects of the plant.

e) Task analysis (TA) — identification, description and evaluation of the specific tasks needed
to accomplish personnel functions, and the alarms, information, controls and task-support
required to complete those tasks.

f) Staffing, organisation and qualifications — the systematic analysis of the requirements for
the number of personnel, based on the allocation of functions and the various plant states
considered in design, their organisation and their qualifications that includes gaining a
thorough understanding of the task.

g) HMI design - translation of the functional and task requirements into HMI design
requirements, and to the detailed design of alarms, displays, controls, and other aspects of
the HMI from an HFE perspective.

h) Procedure development — ensuring that the procedure development programme
incorporates HFE principles and criteria, along with all other design requirements, to
develop procedures that are technically accurate, comprehensive, explicit, easy to utilize
and validated.

i) Training programme development — ensuring that the training programme development
programme incorporates HFE principles and requirements created during the HFE analyses
e.g., results from staffing and TAs, and HFE V&V results, along with other design
requirements and actual operating experience.

j) Human factors verification and validation — the human-centred systematic evaluation of
design solutions and usability, and their appropriate resolution, at the following 3 stages of
the plant design:

— HMI task support verification;
— HFE design verification, and
— integrated system validation (ISV).
k) HFE during implementation of the design — confirmation that:

— the as-built design conforms to the verified and validated design resulting from the HFE
design process;

— implementation of plant changes considers the effect on personnel performance and
affords necessary support to reasonably assure safe operations.

) Human performance monitoring — the development of a human performance monitoring
programme to:

— ensure that the conclusions drawn from the ISV remain valid with time;

— ensure that no significant safety degradation occurs because of any changes made in
the plant;

— ensure no emerging or previously unidentified conditions or characteristics of the
approved HMI potentially impair human performance.

NOTE 5 The ‘tracking of assumptions and issues’ and the ‘management of HF in the supply chain’ are important
parts of the design process, but are not addressed in any detail within the document.

5.2 Management arrangements

An HFE programme shall be established and the corresponding management implementation
plan shall be documented and followed (see 5.8.3) to ensure the successful integration of
human characteristics and capabilities with the design, commissioning, operation, maintenance,
and decommissioning of the nuclear facility.
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