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National foreword

This British Standard is the UK implementation of
ISO 10243:2010+A1:2011. It supersedes BS ISO 10243:2010 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MTE/12, Tools for pressing and moulding.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard Amendments/corrigenda issued since publication

was published under the
authority of the Standards
Policy and Strategy
Committee on 28 February
2010

Date Comments

31 January 2012 Implementation of ISO amendment 1:2011:

Replacement of two values in Table 5
© The British Standards
Institution 2012

ISBN 978 0 580 74395 5 ——B.o.cuments

Document Sharing Hub

Full document details: BS ISO 10243:2010+A1:2011


http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011

INTERNATIONAL ISO
STANDARD

Second edition
2010-02-01

Tools for pressing — Compression
springs with rectangular section —
Housing dimensions and colour coding

Outillage de presse — Ressorts de compression a section
rectangulaire — Dimensions d'encombrement et code de couleur

=S — Reference number
= — 1ISO 10243:2010(E)

EISO: Documents

=X r— Document Sharinga Hub
_— ©1S0 2070

Full document details: BS ISO 10243:2010+A1:2011


http://dx.doi.org/10.3403/30174225U
http://dx.doi.org/10.3403/30174225U
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011

BS ISO 10243:2010+A1:2011
ISO 10243:2010+A1:2011 (E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

COPYRIGHT PROTECTED DOCUMENT

© 1802010
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office

Case postale 56 ¢ CH-1211 Geneva 20

Tel. +412274901 11

Fax + 4122749 09 47

E-mail copyright@iso.org

Web www.iso.org
Published in Switzerland

Documents

. Document Sharing Hub
1] © ISO 2011

Full document details: BS ISO 10243:2010+A1:2011


http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011

BS ISO 10243:2010+A1:2011
ISO 10243:2010+A1:2011 (E)

Contents Page
0T (=T o iv
1 8 T o - 1
2 Technical SPECIFICAtIONS ........ccceeiriiii e n s e e s e s mnr e e e e e s e e sa s annnnnneees 1
21 L T=Y o = | 1
2.2 Tolerances for free 1ength, Ly ..o 1
2.3 [T 1 0 L= o1 T Ve - 1 3
24 (V1 T=T FTUT 0 TS o] T T = L (- 7
25 ST oY ¢ Vo[- o o 1 T [ - | (=SSR 1
2.6 Extra strong SPring rate.........ccoiiiiimiiinis s 15
3 D 1= 13 = 11 e o 18

Documents

Document Sharing Hub
© IS0 2011 11l

Full document details: BS ISO 10243:2010+A1:2011


http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011

BS ISO 10243:2010+A1:2011
ISO 10243:2010+A1:2011 (E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through I1ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 10243 was prepared by Technical Committee ISO/TC 29, Small tools, Subcommittee SC 8, Tools for
pressing and moulding.

This second edition cancels and replaces the first edition (ISO 10243:1991)), which has been technically

revised.

Documents
. Document Sharing Hub
iv ©1S0 2011

Full document details: BS ISO 10243:2010+A1:2011


http://dx.doi.org/10.3403/30174225U
http://dx.doi.org/10.3403/00268823
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011
http://www.avadocuments.com/doc/bs-iso-10243-2010-a1-2011

BS ISO 10243:2010+A1:2011

INTERNATIONAL STANDARD ISO 10243:2010+A1:2011 (E)

Tools for pressing — Compression springs with rectangular
section — Housing dimensions and colour coding

1 Scope

This International Standard establishes the technical specifications for compression springs made from
rectangular wires.

The parameters set in this International Standard are applicable to springs which are set. This International
Standard does not attempt to specify the quality of the springs themselves, nor all of their dimensions (e.g.
cross-section), their material or their length of life.

The springs are classified into spring rates: light, medium, strong and extra strong. For each spring rate, this
International Standard gives a colour code.

2 Technical specifications

2.1 General

Compression springs in accordance with this International Standard shall comply with the technical
specifications given in Figure 1 and in 2.2 to 2.6.

Lo

‘ /7
e b

)
)
. o

Figure 1 — Compression springs

A

2.2 Tolerances for free length, L,

The tolerances for free length, L, shall comply with the indications of Figure 1 and Table 1.
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Table 1 — Tolerances of free length

Lo

mm

Tolerance

25
32
38
44
51
64
76
89

+1 mm

102
115
127
139
152
178
203
254
305

+1 %
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2.3 Light spring rate
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Compression springs of light spring rate in accordance with this International Standard shall comply with the
technical specifications given in Figure 1 and Table 2.

Compression springs of light spring rate shall be green according to the colour code of this International

Standard.

Table 2 — Technical specifications of compression springs of light spring rate

role diameter Rod diameter Freelength | N e | eflection

P Dy L, 40 %L,

H15 h15 +10 %

mm mm mm N mm
25 10 10,0
32 8,5 12,8
38 6.8 15,2

10 5 44 6 17,6
51 5 20,4
64 43 25,6
6 3,2 30,4
305 1,1 122
25 17,9 10,0
32 16,4 12,8
38 13,6 15,2
44 12,1 17.6

12,5 6,3 51 11,4 20.4
64 9,3 25,6
6 7,1 30,4
89 5,4 35,6
305 1.4 122
25 23,4 10,0
32 22,9 12.8
38 19,3 15,2
44 17,1 17.6

16 8 51 15,7 20,4
64 10,7 25.6
6 10 30,4
89 8,6 35,6
102 7.8 40,8
305 2,5 122
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