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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 10396 was prepared by Technical Committee ISO/TC 146, Air quality, Subcommittee SC 1, Stationary 
source emissions. 

This second edition cancels and replaces the first edition (ISO 10396:1993), which has been technically 
revised. 
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Introduction 

This International Standard describes the use of methodologies for the sampling of stack gases for the 
determination of pollutants by automated measuring systems (AMS). The methodology applies to the 
sampling of oxygen (O2), carbon dioxide (CO2), carbon monoxide (CO), sulfur dioxide (SO2), nitrogen 
monoxide (NO) and nitrogen dioxide (NO2), or the sum of NO and NO2 as nitrogen oxides. 
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1

Stationary source emissions — Sampling for the automated 
determination of gas emission concentrations for permanently-
installed monitoring systems 

1 Scope 

1.1 General 

This International Standard specifies procedures and equipment that will permit, within certain limits, 
representative sampling for the automated determination of gas concentrations of effluent gas streams. The 
application is limited to the determination of oxygen (O2), carbon dioxide (CO2), carbon monoxide (CO), sulfur 
dioxide (SO2), nitrogen monoxide (NO) and nitrogen dioxide (NO2), or the sum of NO and NO2 as nitrogen 
oxides. 

1.2 Limitations 

It is recognized that there are some combustion processes and situations that may limit the applicability of this 
International Standard. Where such conditions exist, caution and competent technical judgment are required, 
especially when dealing with any of the following: 

a) corrosive or highly reactive components such as ammonia, hydrogen chloride and sulfuric acid; 

b) high vacuum, high pressure or high temperature gas streams; 

c) wet flue gases; 

d) fluctuations in velocity, temperature or concentration due to uncontrollable variation in the process; 

e) gas stratification due to the non-mixing of gas streams; 

f) measurements made using environmental control devices; 

g) relatively low levels of gas concentrations. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 10780:1994, Stationary source emissions - Measurement of velocity and volume flowrate of gas 
streams in ducts 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
condensate 
material that is condensed in the sample conditioning equipment 

3.2 
corrosiveness 
tendency of an enclosed gas stream to attack sampling equipment components or other exposed surfaces 
under sampling conditions 

3.3 
mass concentration 
mass of a particular gas per unit volume of dry gas in the enclosed gas stream, unless otherwise stated 

NOTE If expressed by volume concentration, these concentrations could be standardized by using a reference 
excess air level (for example, 3 % oxygen). 

3.4 
highly reactive component 
contaminant in the gas stream that could react to form other chemical components 

3.5 
wet flue gas 
gas stream that is at or below the saturation point and may contain droplets of water 

3.6 
sample integrity 
maintenance of the representativeness of the sample by the elimination of leaks or physical and chemical 
reactions in the sample gas between the sample inlet and the measuring instrument 

3.7 
gas stratification 
gas stream that forms a laminar layer without turbulence or a condition where the concentration at any point 
differs from the average concentration over the cross-section by more than 10 % 

3.8 
in situ sampling system 
non-extractive system that measures the gas concentration directly 

NOTE In situ systems measure either across the stack or duct or at a point within the duct or stack. 

3.9 
calibration gas mixture 
gas of known, reliable and stable composition that may be used to check the response of the AMS and should 
be used for the calibration of the AMS 

4 Principle 

4.1 General 

This International Standard provides guidance for representative sampling of gases in a duct and includes 
both extractive and non-extractive methods. In extractive sampling, these gases are conditioned to remove 
aerosols, particulate matter and other interfering substances before being conveyed to the instruments. In 
non-extractive sampling, the measurements are made in situ; therefore, no sample conditioning other than 
filtering of filterable materials at the probe tip is required. 
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4.2 Extractive sampling 

Extractive sampling includes extraction of the sample, removal of interfering materials and maintenance of a 
representative gas concentration throughout the sampling system for subsequent analysis by appropriate 
instrumentation (see Figure 1). 

4.3 Non-extractive sampling 

Non-extractive sampling does not involve removal of a sample, and sampling is confined to the gas stream in 
the duct (see Figures 2 to 4). 

5 Representative sampling — Factors to be considered 

5.1 Nature of the source 

5.1.1 Important factors 

To ensure the gaseous concentration in the sample gas stream is representative of that in the flue gas, 
several factors shall be considered: 

a) the heterogeneity of the process stream, such as variations in concentration, temperature, or velocity 
across the duct caused by moisture or gas stratification; 

b) gas leakage or air infiltration and continuous gas reactions; 

c) random errors due to the finite nature of the sample and the sampling procedure adopted to obtain a 
representative sample. 

5.1.2 Problem areas in representative sampling 

Obtaining a representative sample may be difficult to achieve for the following reasons: 

a) the operation of the source is not stable; 

b) the concentration level of the gas to be determined is either too low or too high; 

c) the size of the stack or duct is too large; 

d) the configuration of the duct network where samples are to be extracted is convoluted. 

Where there are difficulties due to the nature of the source as noted in 5.1.1, the concentration profile shall be 
established for each operating condition in order to determine the best sampling location. 

Some sources may have more variability in process (i.e. cyclic variation) and, consequently, any time-
dependent measurement may be less representative of the average concentration if a full cycle of variability is 
not sampled. 

5.1.3 Source characteristics 

Before any measurements are carried out, it is necessary to become familiar with the pertinent operating 
characteristics of the process from which emissions are to be sampled and determined. These operating 
characteristics shall include, but are not necessarily limited to, the following: 

a) mode of process operation (cyclic, batch charging, or continuous); 

b) process feed rates and composition; 

c) fuel feed rates and composition; 
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