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National foreword

This British Standard is the UK implementation of ISO 10567:2007. It
supersedes BS 6912-9:1992 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/513/1, Earth moving machinery (International).

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 54268 8
ICS 53.100

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2011.

Amendments issued since publication
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with 1ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 10567 was prepared by Technical Committee ISO/TC 127, Earth-moving machinery, Subcommittee SC 1,
Test methods relating to machine performance.

This second edition cancels and replaces the first edition (ISO 10567:1992), which has been technically

revised.

Documents
. Document Sharing Hub
\% © ISO 2007 — All rights reserved

Full document details: BS ISO 10567:2007


http://dx.doi.org/10.3403/00286394U
http://dx.doi.org/10.3403/00286394
http://www.avadocuments.com/doc/bs-iso-10567-2007
http://www.avadocuments.com/doc/bs-iso-10567-2007

BS ISO 10567:2007
INTERNATIONAL STANDARD ISO 10567:2007(E)

Earth-moving machinery — Hydraulic excavators — Lift capacity

1 Scope

This International Standard provides a uniform method for calculating the lift capacity of hydraulic excavators
and specifies a procedure for verifying the calculations. It is applicable to the limits of both hydraulic lift capacity
and machine-tipping, and establishes the rated lift capacity for hydraulic excavators as defined in ]SO 71385.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

SO 7138, Earth-moving machinery — Hydraulic excavators — Terminology and commercial specifications

S0 9248, Earth-moving machinery — Units for dimensions, performance and capacities, and their
measurement accuracies

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

load

external mass, including the mass of the attached equipment and attachment if applicable, applied at the lift
point

3.2

lift point

LP

(condition 1) location on the bucket or the attachment bracket, as specified by the manufacturer, to which a load
may be attached

See Figure 1 a).
NOTE For attaching the bucket or attachment bracket load, the bucket cylinder need not be fully extended.

3.3

lift point

LP

(condition 2) centreline of the bucket pivot mounting pin on the arm

See Figure 1 b).

3.4

lift-point height

LPH

vertical distance from the ground reference plane (GRP) to the lift point

See Figure 1.
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Figure 1 — Lift point
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