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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary Information

The committee responsible for this document is ISO/TC 108, Mechanical vibration, shock and condition
monitoring, Subcommittee SC 2, Measurement and evaluation of mechanical vibration and shock as applied
to machines, vehicles and structures.

ISO 10816 consists of the following parts, under the general title Mechanical vibration — Evaluation of
machine vibration by measurements on non-rotating parts:

— Part 1: General guidelines

— Part 2: Land-based steam turbines and generators in excess of 50 MW with normal operating speeds of
1500 r/min, 1 800 r/min, 3 000 r/min and 3 600 r/min

— Part 3: Industrial machines with nominal power above 15 kW and nominal speeds between 120 r/min
and 15 000 r/min when measured in situ

— Part 4: Gas turbine sets with fluid-film bearings

— Part 5: Machine sets in hydraulic power generating and pumping plants

— Part 6: Reciprocating machines with power ratings above 100 kW

— Part 7: Rotodynamic pumps for industrial applications, including measurements on rotating shafts
— Part 8: Reciprocating compressor systems

— Part 21: Horizontal axis wind turbines with gearbox

A part 22 on horizontal axis wind turbines without gearbox is planned.
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Introduction

Previous International Standards available for evaluating the vibration of structures and machines
cannot be applied to wind turbines due to the special nature of their construction and operation. The
vibration of the tower and nacelle of a wind turbine caused by the effects of wind, flow disturbances due
to the tower (tower dam effect), the natural vibration of the rotor blades and structure itself (tower and
foundation), and additionally, e.g. sea swell in the case of offshore wind turbines, differs from that of
other industrial structures with respect to the time behaviour and spectra of the vibration.

[SO 10816-1}, dealing with the measurement and evaluation of machine vibration, could be called on for
the components of wind turbines (rotor bearing, gearbox, and generator). It is the basis of a number of
other International Standards, including[[SO 10816-3, for industrial machines of all kinds. Wind turbines

are, however, expressly excluded from the scope of [SO 10816-3,

The criteria laid down in the other parts of ISO 10816 would, in principle, be applicable to wind turbine
components. However, these criteria apply only to vibration generated within the machine set itself, and
thus, affect its components directly. The criteria are also valid for evaluating the vibration emission (i.e.
emission into the environment of a machine set), but they cannot be applied to vibration transmitted
to the machines from external sources (i.e. vibration immission, structure-borne noise). With wind
turbines, these are the effects of vibration of the tower or nacelle which are excited by wind and, in the
case of offshore wind turbines, additionally by sea swell. Due to the extreme flexibility of blades and
tower and the low rotor rotational speeds, it is necessary to include the low-frequency vibration in the
measurement and evaluation.

The necessity to measure and evaluate the low-frequency vibration of the components in response
to periodic and stochastic excitation sources requires modified evaluation quantities in contrast to
and this is complicated by the effects of wind and waves on the wind turbine structure
which leads to high-amplitude, low-frequency vibration.

Due to the great influence of the vibration magnitude of a wind turbine on the stress of all components
and thus on their operational reliability and service life, there is great interest of stakeholders involved
in the manufacture, ownership operation, service, maintenance, and financing of wind turbines in having
a recognized standard which provides criteria and recommendations regarding the measurement and
evaluation of the mechanical vibration of wind turbines and their components. This is the central task
of this part of ISO 10816 and a subsequent part 22 which is planned.

Theaim of this part of ISO 10816 is to standardize measurements, to assistin their evaluation and to make
possible a comparative evaluation of the vibration measured in wind turbines and their components.
In the event of evaluation zone boundaries being exceeded, the results of such measurements should
enable conclusions to be drawn regarding possible threats to the corresponding components of the
wind turbine or to the installation as a whole, but without identifying the corresponding causes in any
detail. If evaluation zone boundaries are not exceeded, the running behaviour can well be normal, but
this does not rule out the possibility of individual instances of damage. Evaluation zone boundary values
are not intended to be used as acceptance values. These need to be agreed on between the manufacturer
and the user.

The working principle of wind turbines covered by this part of ISO 10816 is based on a rotating rotor
with a horizontal rotational axis. The rotor consists of a rotor hub with rotor blades which are either
mounted immovably or which can be turned on their longitudinal axis. The rotor hub is connected
to the drive train of the wind turbine. The mechanical energy is converted into electrical energy by a
generator which is driven via a gearbox or directly. As a rule, these energy conversion components are
accommodated in a machinery housing which is referred to as the nacelle. The nacelle is mounted on
bearings which allow it to rotate on the tower while the tower itself stands on its own foundation.

The rotor blades, and thus the rotor, are exposed not only to asymmetrically incoming air flow, but
also to stochastic wind speed fluctuations. Asymmetric incoming flows are, for example, the result of
wind turbulence, gusts, off-axis flow into the rotor, as well as different wind speeds distributed over
the rotor surface. In addition to aerodynamic loads, the wind turbine is also affected by inertial forces
and by loads resulting from different operating situations. Superimposition of the %S%WQHTE
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on the operating conditions such as power output and rotational speed, taking into consideration the
constructive design of the wind turbine or its individual components, results in alternating loading on
the entire wind turbine with its rotor, drive train, tower and foundation, and thus leads to vibration
excitation at the individual components.

Drive trains consist of assemblies which are different in their type of design and their particular shafts.
Therefore, they can excite vibration which is dependent or independent of rotational speed. Depending
on the manufacturer and design, a different vibratory behaviour is shown by the generators, gearboxes
and clutches, not only as individual assemblies, but also in interaction with, and depending on the type of
wind turbine installation. Depending on the exciter and excitation range, the occurring vibration can, for
example, resultfrom poor alignment and lead to gear-tooth engagement shocks in the gearbox. Furthermore,
resonance vibration can occur in the drive train. For these reasons, it is imperative in all cases to take the
entire wind turbine into consideration, i.e. the drive train with rotor blades, nacelle, and tower.

On account of the great influence which the type of mechanical drive train can have on the vibration
magnitude of all wind turbine components, it is necessary to divide the wind turbines into two groups:

— Group 1: horizontal axis wind turbine installations with generators coupled to the rotor via a gearbox;

— Group 2: horizontal axis wind turbine installations with generators coupled to the rotor without
a gearbox (direct drive).

This part of ISO 10816 applies to group 1 wind turbines. A part 22 for group 2 wind turbines is planned
and a limited amount of measured data is already available.
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