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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 11155-2 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 7, Injection
equipment and filters for use on road vehicles.

This first edition of ]SO 11155-2 cancels and replaces the [SO/TS 11155-2:2002, which has been technically
revised.

ISO 11155 consists of the following parts, under the general title Road vehicles — Air filters for passenger
compartments:

— Part 1: Test for particulate filtration [Technical Specification]

— Part 2: Test for gaseous filtration
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Road vehicles — Air filters for passenger compartments —

Part 2:
Test for gaseous filtration

1 Scope

This part of ISO 11155 specifies a test comprising several methods for measuring the dynamic gas adsorption
of air filters in the passenger compartments of road vehicles. These laboratory test methods are applicable to
air filters that improve air quality by reducing concentrations of gaseous, odorous or hazardous components
from ambient or re-circulated air, or both, in the vehicle cabin. They provide a means of measuring air
pressure loss, as well as gas and vapour removal characteristics.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/TS 11155-1, Road vehicles — Air filters for passenger compartments — Part 1: Test for particulate
filtration

SO 11841-1, Road vehicles and internal combustion engines — Filter vocabulary — Part 1: Definitions of
filters and filter components

SO 11841-2, Road vehicles and internal combustion engines — Filter vocabulary — Part 2: Definitions of
characteristics of filters and their components

3 Terms and definitions

For the purposes of this document, the terms and definitions given in [SO 11841-1 and [SO 11841-2 and the
following apply.

31
test flow rate
volume of air passing through the test duct per unit time

NOTE It is expressed in actual cubic metres per hour.

3.2
pressure loss
difference in static pressure measured upstream and downstream of the filter at a specified flow rate

NOTE It is expressed in pascals.
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3.3
contaminant
unwanted constituent dispersed in air

3.4
concentration
quantity of one constituent dispersed in another

NOTE Contaminant concentrations are generally expressed as mass concentrations, i.e. mass of contaminant in
milligrams per cubic metre of air. However, when the contaminant is measured as a volume fraction, i.e. volume of
contaminant per volume of air (often in parts per million), it is necessary to convert the volume of contaminant into a mass.
Conversion factors are given in Annex D.

3.5
influent air
cleaned air used to dilute contaminants and produce the challenge gas

3.6
challenge gas
homogeneous mixture of influent air and contaminant used to challenge the filter

3.7

challenge gas concentration

ratio of the mass (or volume) of test contaminant per volume of influent air measured under specified
conditions

NOTE Contaminant concentrations are generally expressed as mass concentrations, i.e. mass of contaminant in
milligrams per cubic metre of air. However, when the contaminant is measured as a volume fraction, i.e. volume of
contaminant per volume of air (often in parts per million), it is necessary to convert the volume of contaminant into a mass.
Conversion factors are given in Annex D.

3.8

test contaminant mass

mr

total mass of test contaminant to which the filter is exposed

NOTE It is expressed in milligrams.
3.9

influent concentration

¢y

homogeneous challenge gas concentration measured before (upstream of) the filter

NOTE Contaminant concentrations are generally expressed as mass concentrations, i.e. mass of contaminant in
milligrams per cubic metre of air. However, when the contaminant is measured as a volume fraction, i.e. volume of
contaminant per volume of air (often in parts per million), it is necessary to convert the volume of contaminant into a mass.
Conversion factors are given in Annex D.

3.10

effluent concentration

G

homogeneous challenge gas concentration measured after (downstream of) the filter

NOTE Contaminant concentrations are generally expressed as mass concentrations, i.e. mass of contaminant in
milligrams per cubic metre of air. However, when the contaminant is measured as a volume fraction, i.e. volume of
contaminant per volume of air (often in parts per million), it is necessary to convert the volume of contaminant into a mass.
Conversion factors are given in Annex D.
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