BS I1SO 11209:2012

Ships and marine technology
— Large yachts — Deck crane
and access gangways strength
requirements

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS ISO 11209:2012


http://www.avadocuments.com/doc/bs-iso-11209-2012
http://www.avadocuments.com/doc/bs-iso-11209-2012

BS ISO 11209:2012 BRITISH STANDARD

National foreword
This British Standard is the UK implementation of ISO 11209:2012.

The UK participation in its preparation was entrusted to Technical
Committee SME/32/-/12, Large Yachts.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012
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ICS 47.040

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2012.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 11209 was prepared by Technical Committee ISO/TC 8, Ships and marine technology, Subcommittee
SC 12, Ships and marine technology — Large yachts.
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Ships and marine technology — Large yachts — Deck crane
and access gangways strength requirements

1 Scope

This International Standard specifies requirements for the minimum structural scantling of lifting appliances for
large yachts.

It is applicable to the following lifting appliances:

— cranes;

— access gangways (including side ladders);

— access gangways when used as a lifting appliance.

This International Standard is not applicable to lifting means for life saving appliances, which are covered by
recognized rules and/or international regulations.

This International Standard covers mainly the following aspects:
— service class;

— applied loads;

— design criteria;

— allowable stresses;

— strength check;

— elastic stability check;

— connections.

2 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

21
large yacht
ship with a hull length, Ly, equal to or higher than 24 m, used for sport or pleasure and commercial operations

NOTE For a definition of Ly, see |[SO 8664.

2.2
lifting appliance
means of loading/unloading weights on board, excluding people loads

2.3
access gangway
means of embarking/disembarking people

2.4
life saving appliance
survival craft

EXAMPLE Life boat, rescue boat, inflatable life raft, rigid life raft. Documents
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25
favourable weather condition
steady wind up to Beaufort Force 4

2.6
calm water
sea state with waves up to 0,3 m significant height

27
wave significant height
mean height of the highest one third of the waves

NOTE Wave significant height approximately corresponds to the wave height estimated by an experienced observer.

2.8
jib type crane
crane (either rotating or not) with arm (either hoistable or not)

29
gantry crane
beam or carriage, with lifting device, running on guides

210
light service class
class used to refer to lifting of general equipment and supplies

3 General requirements

3.1 Service class

For the purposes of this International Standard, a light service class shall be considered, and the following load
amplification factor M (service factor) shall be applied:

M=1,05

3.2 Applied loads

3.2.1 General

The following load evaluation takes into account that the lifting appliances are to be operated in favourable
weather conditions and in calm waters.

The following loads shall be considered:

— main loads acting statically on the lifting appliance structure;
— inertia forces due to lifted load vertical movement;

— inertia forces due to lifting appliance movements;

— static loads due to yacht trim and list.

3.2.2 Main loads
The following loads are defined as main loads (see Figure 1):
— Ps: weight (N) of lifting appliance structure;

— Pr: weight (N) of fittings and mechanical parts permanently connected to the lifting appliance;
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