BRITISH STANDARD BS ISO
11345 : 1997
BS 903-A65 :
1998
Rubber —
Assessment of carbon black
dispersion — |
Rapid comparative methods
Documents

Document Sharing Hub

Full document details: BS 1ISO 11345:1997


http://www.avadocuments.com/doc/bs-iso-11345-1997
http://www.avadocuments.com/doc/bs-iso-11345-1997

BS ISO 11345 : 1997

This British Standard, having
been prepared under the
direction of the Sector Board for
Materials and Chemicals, was
published under the authority of
the Standards Board and comes
into effect on 15 March 1998

© BSI 1998

ISBN 0580 29348 3

National foreword

This British Standard reproduces verbatim ISO 11345 : 1997 and implements it as
the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
PRI/22, Physical testing of rubber, which has the responsibility to:

~ aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed;

~ monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled ‘International Standards Correspondence Index’, or by using the
‘Find’ facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii and iii, a blank page, pages 1 to 8, an inside back cover and a back cover
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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. international organizations, governmental and non-
governmental, in liaison with 1SO, also take part in the work. ISO
coliaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote. '

International Standard ISO 11345 was prepared by Technical Committee
ISO/TC 45, Rubber and rubber products, Subcommittee SC 2, Physical
and degradation tests.

Annex A of this International Standard is for information only.

Descriptors: rubber, vulcanized rubber, thermoplastic rubber, carbon black. tests, visual inspection (testing), estimation, dispersion index.
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Introduction

The degree of carbon black dispersion in a rubber compound is important because certain physical
properties, e.g. tensile strength, hysteresis and abrasion resistance, are influenced by dispersion.

This method makes use of the well known fact that in a compound in which the ingredients are well
dispersed, light is reflected from a freshly cut surface revealing a smooth, unblemished texture. The
presence of improperly dispersed ingredients is shown by irregularities which usually take the form of
circular, convex "bumps" or concave pockmarks on the surface, and their presence indicates a less-than-
perfect dispersion of the compounding ingredients. The size and frequency of these irregularities may be
used to judge the degree to which the compound falls short of an optimum dispersion. A set of ten standards
based on size and frequency of these irregularities has been established to which numerical ratings have
been assigned. This scheme provides a means of evaluating dispersion in a rubber compound and assigns
numerical designations to the degrees of dispersion.

This International Standard describes test procedures for assessing the degree of macrodispersion of
carbon black in rubber. The methods are primarily intended to be used as rapid factory controls during
mixing and subsequent processing stages to assure adequate carbon black dispersion. Two test methods
are described:

Method A: Visual microscopic or photographic/microscopic inspection

Method B: Split-field microscopic inspection

Documents

©® BSI 1998 .
Document Sharing Hub

Full document details: BS 1ISO 11345:1997


http://www.avadocuments.com/doc/bs-iso-11345-1997
http://www.avadocuments.com/doc/bs-iso-11345-1997

