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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT), see the following URL: Foreword — Supplementary information.

The committee responsible for this documentis ISO/TC 38, Textiles, Subcommittee SC 23, Fibres and yarns.

This second edition cancels and replaces the firstedition (ISO 1136:1976), which has been technically revised.
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Introduction

When a current of air is passed through a uniformly-arranged mass of fibres packed in a chamber with
perforated ends, the ratio of air flow to differential pressure is uniquely determined by the total surface
area of the fibres, and by various constants. This was predicted from the hydrodynamic equations of
Kozeny and others.

For fibres of circular or near-circular cross-section and constant density, such as non-medullated wool,
the surface area of a given mass of fibres is proportional to the average fibre diameter. This principle
can be utilized to construct apparatus giving an estimate of fibre diameter. Because of its speed and
simplicity, the method is particularly suitable for quality control in mill testing laboratories.

Since the method is indirect, the apparatus is first calibrated from wools of known fibre diameter. For
this purpose, eight reference slivers have been provided (see Annex E).

It has been shown that the estimate of fibre diameter actually given by the permeability method is d
(1+c2), where d is the average fibre diameter (length biased) measured by the projection microscope,
and cis the fractional coefficient of variation. Since ¢ normally lies within comparatively small limits for
unblended slivers, it is usual, however, to calibrate the apparatus directly in terms of d.

The method requires that the fibres be reasonably clean and dispersed in a uniform open state, such as
card slivers or combed slivers. It is thus unsuitable for raw wool unless first scoured and carded. Some
types of wool need special calibrations as described in Annex D.

The preparation of test specimens for measurementis identical with that used for calibration specimens.

This second edition to [[SO 1136 is based on the test method IWTO0-6-98, drawn up by the International
Wool Textile Organization (IWTO).
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