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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 32,
Electrical and electronic components and general system aspects.

This second edition cancels and replaces the first edition (ISO 11452-9:2012), which has been
technically revised.

The main changes are as follows:

— change of the frequency range from 26 MHz - 5,85 GHz to 142 MHz - 6 GHz;
— suppression of test methodology with commercial transmitters;

— use of modulation from ISO 11452-1;

— modifications of ground plane dimensions;

— introduction of additional artificial networks (HV-AN, AMN, AAN) for DUT powered by a shielded
power system;

— addition of test set-up descriptions and figures for HV power supply system;

— addition of wording for DUT, connector and harness testing;

— additionofnewAnnexAwithdescriptionoftestmethodologyfornetpowercharacterizationprocedure;
— addition in Annex C of microwave broadband dipole antenna and HF broadband sleeve antenna;

— addition of Annex F on broadband noise source with arbitrary waveform generator.

Alist of all parts in the ISO 11452 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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BSISO 11452-9:2021

INTERNATIONAL STANDARD 1ISO 11452-9:2021

Road vehicles — Component test methods for
electrical disturbances from narrowband radiated
electromagnetic energy —

Part 9:
Portable transmitters

1 Scope

This document specifies test methods and procedures for testing electromagnetic immunity of
electronic components for passenger cars and commercial vehicles to portable transmitters in close
proximity, regardless of the propulsion system (e.g. spark-ignition engine, diesel engine, electric
motor). The device under test (DUT), together with the wiring harness (prototype or standard test
harness), is subjected to an electromagnetic disturbance generated by portable transmitters inside an
absorber-lined shielded enclosure, with peripheral devices either inside or outside the enclosure. The
electromagnetic disturbances considered are limited to continuous narrowband electromagnetic fields.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 11452-1, Road vehicles — Component test methods for electrical disturbances from narrowband
radiated electromagnetic energy — Part 1: General principles and terminology

Guidelines for limiting exposure to time-varying electric, magnetic, and electromagnetic fields (up
to 300 GHz). International Commission on Non-lonizing Radiation Protection (ICNIRP)

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 11452-1 and the following apply.

ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

reference position

geometrical centre of the radiation pattern of the antenna, which is determined by the manufacturer
based on near field measurement

4 Test conditions

The applicable frequency range of the test method is 142 MHz to 6 GHz.
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The user of this document shall specify the test severity level or levels over the frequency bands. The
test severity level shall take into account:

— typical portable transmitter characteristics (frequency bands, power level and modulation), and
— the characteristics of the antenna(s) used for this test.

The user shall specify the test severity level(s) over the frequency range. Suggested test levels are
included in Annex D.

Standard test conditions are given in ISO 11452-1 for the following:

— testtemperature;

— supply voltage;

— dwell time;

— test signal quality;

— frequency steps;

— modulation.

NOTE Alternate modulations, if required, can be found in Annex B. Users of this document are advised
that Annex B is for information only and cannot be considered as an exhaustive description of various portable
transmitters available in all countries.

5 Testlocation

The test shall be performed in an absorber lined shielded enclosure (ALSE).

6 Testinstrumentation

6.1 General

The field-generating device shall be simulated portable transmitters, with a broadband amplifier
connected to a transmit antenna.

Test personnel shall be protected in accordance with ICNIRP Guidelines.

NOTE National or other regulations can apply.
6.2 Simulated portable transmitters

6.2.1 General

The following equipment is used:

— ground plane;

— radio frequency (RF) generator with internal or external modulation capability;
— power amplifier;

— power measuring instrumentation to measure the forward and reverse power;
— dual directional coupler;

— low loss coaxial cables;

Documents

Document Sharing Hub
2 © IS0 2021 - All rights reserved

Full document details: BS ISO 11452-9:2021


https://doi.org/10.3403/BSISO11452
http://www.avadocuments.com/doc/bs-iso-11452-9-2021
http://www.avadocuments.com/doc/bs-iso-11452-9-2021

BSISO 11452-9:2021
ISO 11452-9:2021

— vector network analyser (VNA);
— transmit antenna;

— artificial networks (AN), and/or high voltage artificial networks (HV-AN), and/or artificial mains
networks (AMN), and/or asymmetric artificial networks (AAN).

Figure 1 illustrates the basic setup for the RF generation equipment. Testing is based on a required
net power (P na) applied to the test antenna. The net power level is derived from the forward power (P
rM) measured at the directional coupler, which is remotely connected to the transmit antenna via low
loss coaxial cable. Requirements on directional coupler, cable and power sensors are listed in 6.2.2 to
6.2.4. The procedures delineated in Annex A shall be used determine the required forward power to
achieve the net power levels listed in Annex A or within the test plan. Although not required, it is highly
recommended to use a single directional coupler to cover the entire frequency band.

Py Pyy
1 H 2 ——4 3 b —
[ 1 5
4] [+
Pem Pru
Key
1 RF signal generator PpM  measured forward power at the directional coupler
2 RF amplifier Prm  measured reverse power at the directional coupler
3 dual directional coupler Pna  net power delivered to antenna
4 power sensor or measurement receiver
5 lowloss coaxial cable with transmission loss
6 transmit antenna

Figure 1 — RF generation equipment setup

6.2.2 Dual directional coupler

The coupler shall exhibit the following characteristics:
— coupling factor: >20 dB (40 dB recommended),

— mainline port VSWR: <1,3,

— coupling port VSWR: <1,5,

— mainline transmission loss: <0,5 dB,

— directivity: >18 dB.

Selection of coupling factor (20 - 40 dB) shall be compatible with the sensitivity of the measurement
equipment used to measure forward and reflected power (see 6.2.3 for details).

6.2.3 Power monitoring

Either power sensors or a spectrum analyser (or measurement receiver) shall be used for measurement
of the forward and reflected power at the dual directional coupler.

When power sensors are used to measure forward and reflected power:

— CW or AM ssignal shall be measured either with an average or peak power sensor (peak conservation
may be applied for AM per [SO 11452-1); Documents
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— pulsed power modulation shall be measured with a peak envelope power sensor;
— power sensors should be connected directly to the coupler ports;
— power sensors shall exhibit a VSWR <1,2 and a measurement accuracy <0,5 dB.

When a spectrum analyser (or measurement receiver) is used to measure forward and reflected power,
it shall exhibit the same VSWR and measurement accuracy as required for power sensors.

When the sensors or a spectrum analyser (or measurement receiver) are connected to the coupler via
coaxial cables, the cable’s transmission loss shall be taken into account during characterization. See
Annex A for details.

6.2.4 Low loss coaxial cable

The 50 () coaxial cable assembly (including all adaptors, switches, etc.) connecting the dual directional
coupler to the transmit antenna shall exhibit a VSWR <1,1 and transmission loss <4 dB. Verification
shall be performed in accordance with Annex A.

6.2.5 Vector network analyser (VNA)
The VNA shall exhibit the following characteristics:
— frequency range: 142 MHz - 6 GHz,
— frequency step: specified by the manufacturer (logarithmic step recommended),
— dynamic range: >60 dB (IF bandwidth <3 kHz),
— return loss: >32 dB,
— transmission loss accuracy: <0,1 dB,
— power level: 0 dBm (recommended value),
— minimum averaging factor (optional),
— minimum number of points: 401 (with logarithmic sweep),
— IF bandwidth: selected to meet return and transmission loss requirements (typically 1 kHz),
— VNA calibration kit to facilitate TOSM (through, open, short, matched) measurements:
— termination through: return loss >35 dB,
— termination short/open: deviation in nominal phase <2°,
— termination match: return loss >40 dB,

— it is recommended to use the same connector type to match that of the interconnecting cable
assembly and transmit antenna (avoid using adaptors).

6.2.6 Transmit antenna

The transmit antenna shall be a passive antenna. For accurate exposure during testing, the following
commercially available antennas are listed in Table 1.

Details associated with each antenna are found in Annex C. Only one type of antenna is required for the
frequency range being tested.

Testing requires near field excitation of the DUT and its attached harness. To facilitate this, the transmit
antennas listed in Table 1 have specific reference positions where the magnitude of the electric and
magnetic fields are at a maximum, dependent on the test frequency. To ensure testing i3goefplyents
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executed, the reference positions shall be clearly defined by the antenna manufacturer for each
transmitting antenna (see Annex C for guidance).

Table 1 — Transmit antenna types

Antenna description Frequency coverage
Folded dipole antennas 142 MHz - 246 MHz
Sleeve antennas 380 MHz - 460 MHz a
Broadband dipole antenna 360 MHz - 2 700 MHz
Broadband sleeve antenna 700 MHz - 3 200 MHz
Microwave broadband dipole antenna 2000 MHz - 6 000 MHz
HF broadband sleeve antenna 2400 MHz - 6 000 MHz
a  Requires antenna tuning for selected test frequencies (see Annex C).

6.2.7 Stimulation and monitoring of the DUT

The DUT shall be operated in accordance with the test plan by actuators which have a minimum effect
on the electromagnetic characteristics, for example, plastic blocks on the pushbuttons, pneumatic
actuators with plastic tubes.

Connections to equipment monitoring electromagnetic interference reactions of the DUT may be
accomplished by using fibre-optics or high-resistance leads. Other types of leads may be used but
require extreme care to minimize interactions. The orientation, length and location of such leads shall
be carefully documented to ensure repeatability of test results.

CAUTION — Any electrical connection of monitoring equipment to the DUT could cause
malfunctions of the DUT. Extreme care shall be taken to avoid such an effect.

7 Testset-up

7.1 Ground plane
The ground plane shall be made of 0,5 mm thick (minimum) copper, brass or galvanized steel.

The minimum width of the ground plane shall be 1 000 mm, or the width of the entire underneath
of the test setup [DUT and associated equipment (e.g. harness including supply lines, load simulator
located on the test bench and AN(s)), excluding battery and/or power supply] plus 200 mm, whichever
is the larger.

The minimum length of the ground plane shall be 2 000 mm, or the length of the entire underneath
of the test setup [DUT and associated equipment (e.g. harness including supply lines, load simulator
located on the test bench and AN(s)), excluding battery and/or power supply] plus 200 mm, whichever
is the larger.

The height of the ground plane (test bench) shall be (900 £ 100) mm above the floor.

The ground plane shall be bonded to the shielded enclosure such that the DC resistance shall not exceed
2,5 mQ. The distance from the edge of the ground strap to the edge of the next strap shall not be greater
than 300 mm. The maximum length to width ratio for the ground straps shall be 7:1.

7.2 LV power supply system

Figures 2 and 3 show the test bench setup when using only a LV power supply system.

Each DUT power supply lead shall be connected to the power supply through an artificial network (AN).
Documents
Document Sharingé—lub

© IS0 2021 - All rights reserved

Full document details: BS ISO 11452-9:2021


http://www.avadocuments.com/doc/bs-iso-11452-9-2021
http://www.avadocuments.com/doc/bs-iso-11452-9-2021

BSISO 11452-9:2021
ISO 11452-9:2021

Power shall be applied to the DUT viaa 5 uH/50 Q0 AN. Whether two ANs or only one is required depends
on the intended DUT installation in the vehicle:

— forremotely grounded DUTs (vehicle power return line longer than 200 mm), two ANs are required,
one AN for the positive supply line and the other AN for the power return line (see Annex E);

— for locally grounded DUTs (vehicle power return line 200 mm or shorter), only one AN is required,
for the positive supply (see Annex E).

The AN(s) shall be mounted directly on the ground plane. AN cases shall be bonded to the ground plane.

The power supply return shall be connected to the ground plane, between the power supply
and the AN(s).

The measuring port of each AN shall be terminated with a 50 ( load.

7.3 HV power supply system
Figures 4 to 7 show the test bench setup when using an HV power supply system.

Each DUT power supply lead shall be connected to the power supply through an HV AN (for DUT with
DC HV supply) and/or AMN (for DUT with AC supply).

— DC HV supply shall be applied to the DUT viaa 5 uH/50 Q HV AN (see ISO 11452-1:2015, Annex B for
the schematic).

— AC supply shall be applied to the DUT via a 50 pH/50 Q AMN (see ISO 11452-1:2015, Annex B for
the schematic).

The HV AN(s) shall be mounted directly on the ground plane. The case or cases of the HV AN(s) shall be
bonded to the ground plane.

The measuring port of each HV AN(s) shall be terminated with a 50 () load.

The vehicle HV battery should be used; otherwise, the external HV power supply shall be connected via
feed-through-filtering.

Shielded supply lines for the positive HV DC terminal line (HV+), the negative HV DC terminal line (HV-
) and three phase HV AC lines may be separate coaxial cables or in a common shield depending on the
connector system used.

The shielded harnesses used for this test shall be representative of the vehicle application in terms of
cable construction and connector termination as defined in the test plan.

For the charger, the AMN(s) shall be mounted on the test facility floor ground plane. The case or cases
of the AMN(s) shall be bonded to the test facility floor ground plane. The charger PE (protective earth)
line shall be bounded to the test set-up ground plane and to the AMN(s) PE connection.

The measuring port of each HV AN(s) / AMN(s) shall be terminated with a 50 Q load.

7.4 Location of the DUT

For LV power supply system, unless otherwise specified, the DUT shall be placed on non-conductive
material of low relative permittivity (dielectric constant) (¢ < 1,4) at least 50 mm above the ground
plane. The height shall be selected to assure that no portion of the transmit antenna is any closer than
50 mm to the ground plane. The DUT height selected shall be documented in the test plan.

The case of the DUT shall not be grounded to the ground plane unless it is intended to simulate the
actual vehicle configuration.

For HV power supply system, unless otherwise specified, the DUT shall be placed directly on the ground
plane with the DUT case bonded to the ground plane either directly or via defined impedanBocuments
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The DUT shall be located at least 100 mm from the edge of the ground plane.

7.5 Location of the test harness

For LV power supply system, the total length of the test harness between the DUT and the load simulator
(or the RF boundary) shall be (1 700 +300/0) mm. The part of the test harness parallel to the front edge
of the ground plane shall be at least 1 400 mm.

For HV power supply system, unless otherwise specified in the test plan (e.g. use of original vehicle
harnesses), the total length of harnesses shall be as follows:

— (1700 +308 ) mm for the LV lines and the length of the LV test harness parallel to the front of the
ground plane shall be atleast 1 400 mm;

— (1700 +308 ) mm for the HV lines and the length of the HV test harness parallel to the front of the
ground plane shall be atleast 1 400 mm;

— (1700 +308 ) mm for the AC lines and the length of the AC test harness parallel to the front of the
ground plane shall be at least 1 400 mm and

— lessthan 1 000 mm for the three phase lines between DUT and electric motor(s).

If the HV test harness is over 2 000 mm, the HV test harness length should be defined in the test plan
and described in the test report.

The wiring type (e.g. single wires, twisted wire pairs) is defined by the actual system application and
requirement.

The test harness shall be placed on non-conductive material of low relative permittivity (dielectric
constant) (¢ < 1,4) at (50 £ 5) mm above the ground plane.

The LV test harness shall be located at least 200 mm from the edge of the ground plane. The long
segment of the shielded HV power harness, if present, shall be located at 100710
the LV harness.

8 mm  from

For an inverter/charger device, the setup in Figures 6 and 7 are examples of further HV and LV load
simulators and supplies attached to the DUT, e.g. for testing an on-board charger and its communication

links. The distance between the AC power lines and the closest harness (LV or HV) shall be 100+108 mm .

7.6 Location of the load simulator

Unless otherwise specified in the test plan, the load simulator (designed to simulate typical loading as
in the vehicle) shall be placed directly on the ground plane. If the load simulator has a metallic case, this
case shall be bonded to the ground plane.

Alternatively, the load simulator may be located adjacent to the ground plane (with the case of the load
simulator bonded to the ground plane) or outside of the test chamber, provided the test harness from
the DUT passes through an RF boundary bonded to the ground plane. The layout of the test harness
that is connected to the load simulator shall be defined in the test plan and recorded in the test report.

When the load simulator is located on the ground plane, the DC power supply lines of the load simulator
shall be connected through the AN(s).

7.7 Location of the simulated portable transmitter equipment.

The interconnection between the directional coupler and the transmit antenna is a critical factor in
minimizing error in the net power delivered to the antenna.
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There are two alternative configurations.

— Configurationl locates the RF signal generation equipment, dual directional coupler and power
monitoring equipment outside of the ALSE. In this configuration, the coupler and coaxial cable are
connected via a single bulkhead connector.

— Configuration 2 locates the RF signal generation equipment, dual direction coupler and power
monitoring equipment inside the ALSE. In this configuration, the coaxial cable connects directly to
coupler. Use of this configuration requires powering of the equipment internal to the test chamber.
Also, sufficient separation between the equipment and the transmit antenna should be considered
to avoid possible functional issues due to RF fields produced.

In both cases, a single low loss coaxial cable serves as the interconnection between the dual directional
coupler and the antenna. Use of in-line connectors and/or adaptors should be avoided wherever possible
to reduce error due to the accumulated impedance mismatch introduced by use of these devices. The
impedance mismatch directly affects the net power.

Examples of test set-ups are shown in Figures 2 and 3 (for LV power supply system in configurations 1
and 2) and in Figures 4 to 7 (for HV power supply system in configurations 1 and 2).
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1 DUT (grounded locally if required in test plan) 10
2 LV testharness 11
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connection according to 6)

power supply (location optional) 13
artificial network (AN) 14
ground plane (bonded to shielded enclosure) 15
low relative permittivity support (er < 1,4) 16
50 Q load 17
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Figure 2 — Example of LV power supply system test setup (configuration 1)
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Figure 3 — Example of LV power supply system test setup (configuration 2)
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10 stimulation and 20 mechanical connection (e.g.
monitoring system non-conductive)

Figure 4 — Example of HV power supply system test setup for DUTs with electric motor
attached to the bench (configuration 1)
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(optional) (see ISO 11452-1)
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and ground connection transmitter antenna
according to 7.6)
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support (er < 1,4)
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Documents

] Document SharinﬁHub
© IS0 2021 - All rights reserved

Full document details: BS ISO 11452-9:2021


https://doi.org/10.3403/BSISO11452
http://www.avadocuments.com/doc/bs-iso-11452-9-2021
http://www.avadocuments.com/doc/bs-iso-11452-9-2021

BS1SO 11452-9:2021
ISO 11452-9:2021

10 stimulation and 20 mechanical connection (e.g.
monitoring system non-conductive)

Figure 5 — Example of HV power supply system test setup for DUTs with electric motor
attached to the bench (configuration 2)
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Figure 6 — Example of HV power supply system test setup for DUTs with inverter/charger
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in test plan)
2 LV test harness 12 impedance matching network 22 AC power main
(optional) (see ISO 11452-1)
3 load simulator (placement 13 HV AN 23 power line filter
and ground connection
according to 7.6)
4  power supply (location optional) 14 HV supply lines 24 simulated portable
transmitter antenna
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coaxial cable (50 Q)
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Figure 7 — Example of HV power supply system test setup for DUTs with inverter/charger
device (configuration 2) Documents
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8 Test procedure

8.1 General

The general arrangement of the disturbance source and connecting harnesses represents a standardized
test condition. Any deviations from this document shall be agreed upon prior to testing.

The DUT load simulator shall be designed to simulate typical loading as in the vehicle. The DUT shall
be tested under the most significant conditions, e.g. in stand-by mode and in a mode by which all the
actuators can be excited. These operating conditions shall be clearly defined in the test plan to ensure
supplier and customer perform identical tests.

8.2 Testplan

Prior to performing the tests, a test plan shall be generated which includes:
— testset-up,

— frequency range,

— DUT mode of operation,

— DUT acceptance criteria,

— test severity levels,

— DUT monitoring conditions,

— DUT exposure methodology,

— simulated portable transmitter antenna,

— antenna positions for coupling to DUT and/or harness,

— DUT surfaces to be tested and associated DUT positioning,
— testreport content, and

— any special instructions and changes from the standard test.
8.3 Test procedure

8.3.1 General

CAUTION — Hazardous voltages and fields can exist within the test area. Ensure that all
requirements for limiting the exposure of humans to RF energy and high voltage are met.

Testing is performed using either of two methods for coupling to the DUT and attached wiring
harnesses. In both methods, the adjustment of the required net power delivered to the transmit antenna
shall be performed via adjustment of the forward power derived from the characterization procedure
in Annex A. Typical net power values are provided in Annex B.

Testing is based on a specified net power (P na) applied to the transmit antenna. The net power level
is derived from the forward power (P rm) measured at the dual directional coupler, which is remotely
connected to the transmit antenna via low loss coaxial cable.

The measured reflected power (P rM) serves as a means to monitor the stability of the test setup
between characterizations. Although not required, it is recommended to use a single directional coupler
to cover the entire frequency band.
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The characterization procedure described in Annex A does not need to be performed prior to each DUT
test. However, it should be done periodically or if any component of the transmission path (directional
coupler, cables, adaptors, antenna) is replaced or modified (e.g. repaired).

8.3.2 DUT test

The test on the DUT shall be performed at the various positions indicated in the test plan (example of
antenna positioning for coupling to the DUT/connector and/or harness are defined in 8.3.3. and 8.3.4).

The test on the DUT shall be performed with a forward power within (0/ +0,5) dB from the forward
power level recorded during the determination of the net power (test level setting).

For amplitude modulation (AM) and pulse modulation (PM) signals, the test on the DUT shall be
performed with power level adjustment, in order to fulfil the peak conservation principle given in
ISO 11452-1.

Positioning of the antenna can be done manually using a handling support or automatically using a
suitable robot assisted system.

If manual positioning of the antenna is required while the RF power is switched on, then care shall
be taken, according to ICNIRP Guidelines, to minimize the exposure of the operator to the generated
field. It is recommended that a minimum distance of 0,5 m from the operator to the simulated portable
transmitter be maintained in order to limit operator influence.

NOTE National or other regulations can apply.

Perform the test at frequencies within the designed bandwidth of the test antenna — at least at the
lower and upper band edges, at middle frequency.

Continue testing until all frequency bands, modulations, polarizations and simulated portable
transmitter locations specified in the test plan are completed.

Testing is performed using either of two methods for coupling to the DUT and/or attached
wiring harnesses.

8.3.2.1 Testmethod 1

The surfaces of the DUT, including connectors, are partitioned into square cells, the size of which
is dependent on the selected transmit antenna as listed in Table 2. The reference position(s) of
the unpowered antenna is positioned in the centre of the selected cell 50 mm above the DUT and
connector/harness surface. At each test frequency, the corresponding net power is applied to the
transmit antenna while monitoring the DUT function. Dwell time at each test frequency shall be 2 s
or longer depending on the DUT function. Testing is repeated for each cell and antenna placement (see
8.3.2.3). Figure 9 illustrates use of this method for testing the DUT.

Any portion of the transmit antenna shall be at least at a 50 mm distance from the ground plane

Table 2 — Cell size requirements for transmit antennas (test method 1)

Antenna type Cell size “d” [mm]
Broadband dipole antenna 100
Broadband sleeve antenna 50

Sleeve antennas 50

Folded dipole antenna 100
Microwave broadband dipole antenna 50
HF broadband sleeve antenna 50

An example of DUT and DUT connector partitioning is shown in Figure 8.
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Figure 8 — Example of DUT and DUT connector cells
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Figure 9 — DUT testing using method 1

8.3.2.2 Test method 2

At each specified test frequency, apply the corresponding net power to the transmit antenna. While

holding the transmit antenna 50 mm from the DUT, including connectors, slowly scan the antenna
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across the DUT surfaces while monitoring the DUT function. Figure 10 illustrates use of this method for
testing the DUT.

Scan rate, which is dependent on DUT function, shall be defined in the test plan. Scanning is performed
without any change in the forward power level. When using this approach care should be taken to
minimize the exposure of the operator to the generated field. It is recommended that a minimum
distance of 500 mm from the operator to the transmit antenna be maintained in order to limit
interaction between the operator and the antenna.

Any portion of the transmit antenna shall be at least at a 50 mm distance from the ground plane.

Dimensions in millimetres

/- 2 - L

Key
1 DUT
2 transmit antenna

Figure 10 — DUT testing using method 2

8.3.3 Antenna positioning for coupling to the DUT/connectors

Testing of the DUT, including connectors, requires specific positioning of the transmit antenna
relative to the DUT/connector surfaces. Positioning is dependent on the transmit antenna reference
position(s) selected.

8.3.3.1 Testing with broadband dipole antenna

When using test method 1 from 8.3.2.1, all surfaces of the DUT (including connectors), which are to
be tested, shall be partitioned into square cells of (100 x 100) mm per Table 2. Cell locations shall
be documented in the test plan. The antenna radiation element (see Annex C) shall be placed and
maintained at a distance of 50 mm above the centre of each cell (see Figure 10). Each cell is exposed
to both the centre and outer elements of the antenna in two orthogonal orientations (four exposures
in total). This is necessary because the antenna’s E and H field patterns are dependent on the test
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frequency. Placement of the antenna is illustrated in Figure 11. Specific positioning shall conform the
reference position(s) of the antenna (see 6.2.6 for details).

a) Place the antenna parallel with the DUT/connectors aligned with the centre of the first cell. Expose
the DUT to the stress levels provided in the test plan. See Figure 11, position 1.

b) Repeat step a) with the antenna rotated 90°. See Figure 11, position 2.

c) Align the antenna with the centre of the next cell and repeat steps a) and b) until all the cells have
been exposed to two the orthogonal orientations of the antenna.

d) Move the antenna back to the first cell. Align the antenna element in the centre of the test cell (edges
of the element aligned with the centre of the cell) and expose the DUT to the stress levels given in
the test plan. See Figure 11, position 3.

e) Repeatstep d) with the antenna rotated 90°. See Figure 11, position 4.

f) Align the antenna with the centre of the next cell and repeat steps d) and e) until all the cells have
been exposed to the two orthogonal orientations of the antenna.

When testing DUTs and connectors with multiple cells, adjacent test cells may also be exposed to
elements of the antenna. Under these conditions, overall test time may be reduced. This approach, if
adopted, shall be documented in the test plan and test report.

Dimensions in millimetres
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Figure 11 — Method 1 testing with broadband dipole antenna

When using test method 2 from 8.3.2.2, for each surface of the DUT/connectors, place the antenna with
its centre at a distance of 50 mm from the DUT’s surface (see Figure 10). The axis of the broadband
dipole antenna shall be parallel to the surface of the DUT. Specific details regarding DUT surfaces for
scanning along with maximum scan rate shall be defined in the test plan. Two orthogonal polarizations
of the antenna shall be used when scanning the surface of the DUT, similar to that used in test method
1(8.3.2.1).
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