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National foreword

This British Standard is the UK implementation of ISO 11486:2006+A1:2012.
It supersedes BS ISO 11486:2006, which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
AUE/14, Motor cycles and mopeds.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 11484 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 22,
Motorcycles.

This second edition cancels and replaces the first edition (ISO 11486:1993), which has been technically
revised.
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Introduction

While 1ISO 11486:1993 gave only a running resistance setting method by coastdown method for the purpose
of fuel consumption measurement, this edition of has been prepared with the aim of establishing
the general setting method that is usable for both exhaust emission testing and fuel consumption testing
covering high-speed range driving.

In addition to the coastdown method, the table method is introduced in this edition of . In the
coastdown method, the running resistance of each motorcycle is measured individually on the road, and the
measured running resistance is reproduced on a chassis dynamometer. The table method is a simple setting
method, where the running resistance value of the motorcycle is determined only with its equivalent inertia
mass.

When this International Standard is applied to the exhaust emission test or the fuel consumption test, it is
essential to follow the requirements specified in those test methods.
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Motorcycles — Methods for setting running resistance on a
chassis dynamometer

1 Scope

This International Standard specifies the measurement method for determining the motorcycle running
resistance on the road, and two methods of setting the chassis dynamometer with the motorcycle running
resistance. It is applicable to motorcycles as defined in ISO 3833.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3833, Road vehicles — Types — Terms and definitions

SO 7117, Motorcycles — Measurement of maximum speed

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

running resistance

F

total force resistant to a running motorcycle which, when measured by the coastdown method, includes the
friction forces in the drive-train

3.2
reference speed

Yo
motorcycle speed at which the running resistance of the motorcycle is calculated and then used for setting the
chassis dynamometer

3.3

specified speed

v

motorcycle speed at which the running resistance on the road is measured to determine the running
resistance curve

3.4
motorcycle kerb mass

my
motorcycle dry mass to which is added the mass of the following:

— fuel: tank filled at least to 90 % of the capacity specified by the manufacturer;
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— oils and coolant: filled as specified by the manufacturer;

— auxiliary equipment usually supplied by the manufacturer in addition to that necessary for normal
operation [tool-kit, carrier(s), windscreen(s), protective equipment, etc.]

3.5

motorcycle reference mass

m

4 Symbols

For the purposes of this document, the symbols in Table 1 apply.

Table 1 — Symbols

re
kerb mass of the motorcycle increased by a uniform figure of 75 kg, which represents the mass of a rider

Symbol Definition Unit
a The coefficient of polygonal function —
b The coefficient of polygonal function —
¢ The coefficient of polygonal function —
art The rolling resistance force of front wheel N
bt The coefficient of aerodynamic N/(km/h)?
dt The relative air density under test conditions —
dy The standard ambient relative air density —
F The running resistance force N
Fg The set running resistance force on the chassis dynamometer N
Fe(vo) The set running resistance force at the reference speed on the chassis dynamometer N
Fe(w) The set running resistance force at the specified speed on the chassis dynamometer N
Ff The total friction loss N
Fi(vo) The total friction loss at the reference speed N
F The running resistance force N
Fi(vo) The running resistance force at the reference speed N
Fpau The braking force of the power absorbing unit N
Fpau(vj) | The braking force of the power absorbing unit at the specified speed N
Fpau(vo) | The braking force of the power absorbing unit at the reference speed N
Fr The running resistance force obtained from the running resistance table N
F The target running resistance force N
F*J- The target running resistance force at the specified speed N
F*(vo) The target running resistance force at the reference speed on the chassis dynamometer N
F*(vi) The target running resistance force at the specified speed on the chassis dynamometer N
fo The rolling resistance N
f*o The corrected rolling resistance in the standard ambient conditions N
fo The coefficient of aerodynamic drag N/(km/h)2
i The corrected coefficient of aerodynamic drag in the standard ambient conditions N/(km/h)2
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