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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 59, Buildings and civil engineering works,
Subcommittee SC 8, sealants.

This second edition cancels and replaces the first edition (ISO 11617:2014), which has been
technically revised.

The main changes are as follows:
— this document has been updated and restructured for easier access to the relevant information.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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INTERNATIONAL STANDARD 1SO 11617:2022

Building and civil engineering sealants — Determination
of changes in cohesion and appearance of elastic
weatherproofing sealants after exposure of statically cured
specimens to artificial weathering and mechanical cycling

1 Scope

This document specifies laboratory exposure procedures for determining the effects of cyclic movement
and artificial weathering on cured, elastic weatherproofing joint sealants (one- or multi-component).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IS0 4892-1:2016, Plastics — Methods of exposure to laboratory light sources — Part 1: General guidance

1SO 4892-2:2013, Plastics — Methods of exposure to laboratory light sources — Part 2: Xenon-arc lamps

IS0 4892-3:2016, Plastics — Methods of exposure to laboratory light sources — Part 3: Fluorescent UV lamps

ISO 4892-4:2013, Plastics — Methods of exposure to laboratory light sources — Part 4: Open-flame
carbon-arc lamps

ISO 6927, Building and civil engineering sealants — Vocabulary
CIE 085-1989, Solar spectral irradiance

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 6927 apply.
ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Principle

Test specimens are prepared in which the sealant to be tested adheres to two parallel support surfaces
(substrates). The specimens are conditioned statically (no movement) in a controlled climate. The
conditioned specimens (in their extended/compressed state) are exposed to repetitive degradation
cycles of artificial weathering (light, heat and moisture) and cyclic movement under controlled
environmental conditions. Within each cycle, weathering is carried out for six weeks in an artificial
weathering machine. After completion of each degradation cycle (each lasting six weeks), the specimens
(in their extended/compressed state) are visually examined for changes in appearance, cohesion and
adhesion of the sealant beads. The rating for quantity, width and depth of cohesive cracks for a specific
extension/compression value achieved along the length of the specimen as well as the depth, length and
range of any very significant loss of cohesion or adhesion (defined as > 3 mm crack depth) is determined;
and the general condition of the sealant is reported. The weathering and mechanical cycling exposure
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and the examination for failures constitute a degradation cycle; and the degradation cycle is repeated 3
times (default value) or repeated as often as desired to achieve a certain exposure.

5 Apparatus

5.1 Support

Anodized aluminium support (as shown in Figure 1) for the preparation of test specimens,
consisting of two pivoting, L-shaped anodized aluminium support elements of 2 mm thickness
riveted onto an anodized aluminium base-plate of 2 mm thickness such that a cavity of dimensions
120 mm x 20 mm x 18 mm (length x width x height) is formed.

Riveting of the support elements on the base-plate shall be such that they can be turned freely with
minimal friction on the pivot (fulcrum). The base plate holds five (5) equally spaced holes of 5 mm
diameter (for improved ventilation of the back face of the sealant such as to ensure better cure or
drying of the sealant) and two 3 mm holes for fixation of the specimen (see Figure 1 and Annex A). For
the specification of the anodized aluminium, refer to ISO 13640. All surfaces of the anodized aluminium
support to be later in contact with the sealant should be cleaned according to the sealant manufacturer’s
recommendation.

Achieving optimum adhesion on the support substrate is important in order to obtain reproducible
ratings for surface and bulk degradation (cracking, crazing, cohesive failure, etc.) that is induced or
influenced by mechanical cycling. Even a partial loss of adhesion causes a section of the test specimen
to be exposed to no or a lower degree of mechanical cycling than intended for a given movement
amplitude of the sealant and invalidate the results obtained for this movement exposure (as assessed
along the extended leg of the test specimen). Currently, no cleaning procedure and cleaning agent(s)
have been identified that provide optimum adhesion on the support substrate for all sealant products.
Therefore, no cleaning procedure is specified in this document. If the manufacturer does not provide
a recommendation for the cleaning procedure, the following method is suggested for consideration by
the experimenter. Clean all surfaces of the anodized aluminium support to be later in contact with the
sealant with high purity acetone (purity, by gas chromatography: 998 g/kg) as follows:

a) saturate a clean, lint-free paper tissue or cloth with the solvent;

b) clean the substrate with the solvent-saturated cloth or tissue by wiping a minimum of three times
so that visible contamination cannot be observed;

c) wipe the substrate with solvent-saturated cloth or tissue and immediately afterwards dry wipe the
substrate surface thoroughly using a dry, clean, lint-free paper tissue or cloth before the solvent
completely evaporates.

Repeat step c) at least once. In each wipe of the substrate surface during step c), a new, uncontaminated
cloth or tissue should be used. For severely contaminated substrates, additional pre-cleaning steps may
be required.

If other support materials are to be used, they should be characterised and described in the test report.
If other support dimensions are used, they should be described in the test report.

5.2 Spacers

Spacers for the preparation of the specimens, of dimensions 20 mm x 18 mm x 10 mm, with anti-
adherent surface (see Figure 1), shall be used. If the spacers are made of material to which the sealant
adheres, their surface shall be made anti-adherent, e.g. by a thin wax coating.

Documents

Document Sharing Hub
2 © IS0 2022 - All rights reserved

Full document details: BS ISO 11617:2022


https://doi.org/10.3403/01984636U
http://www.avadocuments.com/doc/bs-iso-11617-2022
http://www.avadocuments.com/doc/bs-iso-11617-2022

