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This British Standard reproduces verbatim ISO 11929-3:2000 and implements 
it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee 
NCE/2, Radiation protection and measurement, which has the responsibility 
to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international publications referred to 
in this document may be found in the BSI Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Search” 
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 11929-3 was prepared by Technical Committee ISO/TC 85, Nuclear energy,
Subcommittee SC 2, Radiation protection, Working Group WG 17 (formerly WG 2), Radioactivity measurements.

ISO 11929 consists of the following parts, under the general title Determination of the detection limit and decision
threshold for ionizing radiation measurements:

¾ Part 1: Fundamentals and application to counting measurements without the influence of sample treatment

¾ Part 2: Fundamentals and application to counting measurements with the influence of sample treatment

¾ Part 3: Fundamentals and application to counting measurements by high resolution gamma spectrometry,
without the influence of sample treatment

¾ Part 4: Fundamentals and application to measurements by use of linear scale analogue ratemeters, without the
influence of sample treatment

Annex A of this part of ISO 11929 is for information only.
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Introduction

This part of ISO 11929 addresses the field of ionizing radiation measurements in which events (in particular pulses) are
counted by high resolution gamma spectrometry registrating a pulse-heights distribution (acquisition of a multichannel
spectrum), for example on samples. It considers exclusively the random character of radioactive decay and of pulse
counting and ignores all other influences (e.g. arising from sample treatment, weighing, enrichment or the instability of
the test setup). It assumes that the distance of neighbouring peaks of gamma lines is not smaller than four times the full
width half maximum (FWHM) of gamma line and that the background near to gamma line is nearly a straight line.
Otherwise ISO 11929-1 or ISO 11929-2 should be used.

It is also assumed that the duration of measurement is smaller in relation to the half-life of the radionuclides involved
and that the instrument dead-time losses are negligible. Wherever activities or specific activities are to be determined, it
is assumed that the factors for the conversion of pulse rates into activities or specific activities (calibration factor) have
been determined to such an accuracy that the influence of their uncertainty of measurement can be ignored.

So far the ISO/TC 85/WG 2 has had meetings in Berlin on 1989-06-06, in Geneva on 1990-01-24, in Berlin on 1990-
06-11, in Cadarache on 1991-04-15, in Petten (the Netherlands) on 1992-04-27/29, in Rome on 1993-04-19/20, in
Orlando on 1994-10-10/11 and in Albuquerque on 1996-02-16. The draft proposal has been approved for FDIS in
Vienna on 1997-07-07/08.

This part of ISO 11929 was prepared in parallel with other International Standards prepared by WG2 (now WG 17):
ISO 11932:1996, Activity measurements of solid materials considered for recycling, re-use or disposal as non-
radioactive waste, and ISO 11929-1, ISO 11929-2 and ISO 11929-4, and is, consequently, complementary to these
documents.

The other parts of ISO 11929 deal with counting measurements which take sample treatment into consideration
analogue pulse-rate measurements, and specific problems which occur when this part of ISO 11929 is applied (e.g. in
the case of integral measurements or continuous monitoring of activity flows).
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