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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
MCE/12, Plain bearings, upon which the following bodies were represented:

Association of Bronze and Brass Founders
British Plastics Federation

Copper Development Association

Institution of Diesel and Gas Turbine Engineers
Institution of Mechanical Engineers

Society of Motor Manufacturers and Traders Ltd.

This British Standard, having
been prepared under the
direction of the Engineering

Sector Board, was published Amendments issued since publication
under the authority of the

Standards Board and comes into ~ Amd. No. Date Text affected
effect on

15 September 1995
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National foreword

This British Standard reproduces verbatim ISO 12128 : 1995 and implements it as the
UK national standard.

This British Standard is published under the direction of the Engineering Sector Board
whose Technical Committee MCE/12 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international committee any enquiries on
interpretation, or proposals for change, and keep UK interests informed;

— monitor related international and European developments and promulgate them
in the UK.

NOTE. International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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INTERNATIONAL ISO
STANDARD 12128

First edition
1995-04-01

Plain bearings — Lubrication holes,
grooves and pockets — Dimensions, types,
designation and their application to
bearing bushes

Paliers lisses — Trous, rainures et poches de graissage — Dimensions,
types, désignation et leurs applications dans les bagues
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