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National foreword

This British Standard is the UK implementation of ISO 12152:2012.

The UK participation in its preparation was entrusted to Technical
Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be
obtained on request to its secretary.

Energy Institute, under the brand of IP, publishes and sells all Parts of BS 
2000, and all BS EN petroleum test methods that would be Part of BS 
2000, both in its annual publication “Standard methods for analysis 
and testing of petroleum and related products and British Standard 
2000 Parts” and individually.

Further information is available from:

Energy Institute, 61 New Cavendish Street, London W1G 7AR.

Tel: 020 7467 7100. Fax: 020 7255 1472.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 68298 8

ICS 75.100

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 August 2012.

Amendments issued since publication
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 12152 was prepared by Technical Committee ISO/TC 28, Petroleum products and lubricants.
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Introduction

Excessive formation of foam by a lubricant in service may affect the gearbox service negatively. The reason 
for foaming might be poor antifoaming and air release properties of the lubricant and/or contamination of 
the lubricant in service. In order to study the foaming properties of lubricants during the formulation work, 
numerous laboratory glassware tests, e.g. the test procedure used for gear oils that is described in ISO 6247, 
have been developed. As the foam formation during this test is different to the foam formation in a real gear 
drive, the demand for a standardized foam test, using test conditions close to those seen in a gear drive, 
has been increasing. The requirements for lubricants for gearboxes in wind turbines have finally led to this 
International Standard.

It has been assumed by the compilers of this test method that anyone using the method will be either fully trained 
and familiar with all normal engineering and laboratory practice, or under the direct supervision of such a person.

It is the responsibility of the operator to ensure that all local legislative requirements are met.
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