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National foreword

This British Standard reproduces verbatim ISO 12222:2000 and implements it
as the UK national standard. It supersedes BS ISO 12222:1999 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical Commaittee
CPW/36, Cinematography, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to i1, a blank page, pages 1 to 20, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

This British Standard, having
been prepared under the
direction of the Consumer
Products and Services Sector Amendments issued since publication
Committee, was published
under the authority of the

Standards Committee and Amd. No. Date Comments
comes into effect on
15 January 2001 15018 10 March 2004 Correction to Clause 5.2.6
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through 1SO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard |SO 12223 was prepared by Technical Committee ISO/TC 36, Cinematography.

This third edition cancels and replaces the second edition (SO 12222:1998), subclauses 3.1, clause 4, 5.1.1, 5.4.5,
5.4.6,5.4.7,6.1.3.3 b), 6.1.3.3 d), 6.4.7, 6.4.8 and 7.3, Figures 3, 6 and 8, and Tables 1, 4 and 5 of which have
been technically revised. Subclause 5.4.8 was added.

Documents

Document Sharing Hub
iii

Full document details: BS ISO 12222:2000


http://dx.doi.org/10.3403/00971421U
http://dx.doi.org/10.3403/01552476
http://www.avadocuments.com/doc/bs-iso-12222-2000
http://www.avadocuments.com/doc/bs-iso-12222-2000

Documents

Document Sharing Hub

Full document details: BS ISO 12222:2000


http://www.avadocuments.com/doc/bs-iso-12222-2000
http://www.avadocuments.com/doc/bs-iso-12222-2000

BS ISO 12222:2000

Cinematography — Manufacturer-printed, latent image
identification on 16 mm, 35 mm and 65 mm motion-picture film —
Specifications and dimensions

1 Scope

1.1 This International Standard specifies the position and dimensions of machine-readable identification
numbers on 16 mm, 35 mm and 65 mm motion-picture film. These numbers are intended to be a machine-readable
version of the latent image key number. This International Standard also specifies the encoding format to be used
for these machine-readable numbers, as well as the area scanned and the spectral characteristics of the scanner.

1.2 This International Standard also specifies the position, dimensions and content of human-readable
identification (key) numbers for use on 16 mm, 35 mm and 65 mm motion-picture films intended for original
photography or intermediate printing which also include the machine-readable key number described in 1.1.

NOTE These numbers normally are exposed onto the film at the time of manufacture.

1.3 This International Standard further specifies an area that may be used for optional manufacturer-specific film-
type identification information.

1.4 This International Standard also specifies an area on the film which is not to be exposed by the film
manufacturer, thus leaving it available for customer data recording.

1.5 Finally, this International Standard specifies an optional frame line index mark for 35 mm and 65 mm film.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

SO 69:1998, Cinematography — 16 mm motion-picture and magnetic film — Cutting and perforating dimensions.

S0 491:1995, Cinematography — 35 mm motion-picture film and magnetic film — Cutting and perforating
dimensions.

SO 3023:1995, Cinematography — 65 mm and 70 mm unexposed motion-picture film — Cutting and perforating
dimensions.

ANSI/AIM BC4-1995, Uniform Symbology Specification — Code 128.
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3 Terms and definitions
For the purposes of this International Standard, the following terms and definitions apply.

3.1

key number

edge number

footage number

identification number that is printed with ink or exposed onto the film at the time of manufacture

NOTE The numbers are placed at regular intervals, typically every 20 perforations for 16 mm film, 64 perforations for
35 mm film and 120 perforations for 65 mm film. For the purposes of this International Standard, the key numbers are latent-
image exposed.

3.2

bar edge

(bar code) that point where the transmittance is halfway between the maximum transmittance of the adjacent space
and the minimum transmittance of the adjacent bar

3.3
scan transmittance profile
(bar code) record of the transmittance measured as a function of distance along the entire bar code symbol

3.4

symbol contrast

SC

(bar code) difference between the largest transmittance (Tyax) and smallest transmittance (Tin) in @ scan
transmittance profile

35

minimum edge contrast

ECmin

(bar code) minimum difference between a space transmittance (Ts) and the adjoining bar transmittance (Ty)

3.6

modulation

MOD

(bar code) ratio of minimum edge contrast (ECn,in) to symbol contrast (SC)

4 General format

The general format of the latent-image identification information shall be as shown in Figure 1 for 16 mm film,
Figure 2 for 35 mm film, and Figures 3a) and 3b) for 65 mm film.

No latent information shall be placed along the upper edge of the film, as shown in Figures 1, 2 and 3. This area is
reserved for data recording at the time of photography.

This identification information is intended to be exposed onto film cut and perforated in accordance with |SO 64,
ISO 491 or |SO 3023
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Figure 1 — General format on 16 mm film

5 Human-readable key numbers

5.1 Human-readable key number specifications applicable to 16 mm, 35 mm and 65 mm film

5.1.1 General

An incrementing, human-readable key number shall be printed onto the film at the time of manufacture. The film
shall be supplied to the user with the lowest humber at the outside of the roll unless the sales format of the unit
shown states differently. The human-readable key number shall consist of two alphabetic characters and
10 numerical characters. For 16 mm film, this alphanumeric code shall be separated into three groups of four
characters, as shown in Figure 1. For 35 mm and 65 mm film, this alphanumeric code shall be separated into
groups of two alphabetic characters and two, four and four digits, separated by spaces, as shown in Figures 2, 3a)
and 3b).

5.1.2 Alphabetic characters

The first two alphabetic characters of the key number identify the manufacturer and film type. The character set
used shall be the normal upper-case letters A through Z.

The first alphabetic character shall identify the film manufacturer, according to Table 1. Other letters are reserved

for future assignment by ISO/TC 36. The second character shall be a film-type identifier. The character is chosen at
the discretion of the film manufacturer.

Table 1 — Manufacturer alphabetic codes

Manufacturer Code
Agfa-Gevaert N.V. A
Eastman Kodak Company E K
Fuji Photo Film Company F
[Iford Limited I
Other or nondesignated (as assigned or blank)
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