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National foreword

This British Standard is the UK implementation of ISO 12261:2016.
It supersedes BS A 313:1997 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee ACE/12, Aerospace fasteners and fastening systems.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2016.
Published by BSI Standards Limited 2016

ISBN 978 0 580 86453 7

ICS 49.030.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 29 February 2016.
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Aerospace — Screws, pan head, 
internal offset cruciform ribbed or 
unribbed drive, pitch diameter shank, 
long length MJ threads, metallic 
material, coated or uncoated, strength 
classes less than or equal to 1 100 
MPa — Dimensions
Aéronautique et espace — Vis à tête cylindrique, à empreinte 
cruciforme déportée, avec ou sans saillies antidérapantes, à tige de 
diamètre égal au diamètre sur flancs et filetage MJ long, en matériau 
métallique, revêtues ou non revêtues, des classes de résistance 
inférieures ou égales à 1 100 MPa — Dimensions

INTERNATIONAL 
STANDARD

ISO
12261

Second edition
2016-02-15

Reference number
ISO 12261:2016(E)

Full document details: BS ISO 12261:2016

http://dx.doi.org/10.3403/00979256U
http://dx.doi.org/10.3403/00979256U
http://www.avadocuments.com/doc/bs-iso-12261-2016
http://www.avadocuments.com/doc/bs-iso-12261-2016


BS ISO 12261:2016

﻿

ISO 12261:2016(E)
﻿

ii� © ISO 2016 – All rights reserved

COPYRIGHT PROTECTED DOCUMENT

©  ISO 2016, Published in Switzerland
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form 
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior 
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of 
the requester.

ISO copyright office
Ch. de Blandonnet 8 • CP 401
CH-1214 Vernier, Geneva, Switzerland
Tel. +41 22 749 01 11
Fax +41 22 749 09 47
copyright@iso.org
www.iso.org

Full document details: BS ISO 12261:2016

http://www.avadocuments.com/doc/bs-iso-12261-2016
http://www.avadocuments.com/doc/bs-iso-12261-2016

