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National foreword

This British Standard is the UK implementation of ISO 12635:2008. It
supersedes [BS ISO 12635:1996 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PAI/43, Graphic technology.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under

the authority of the
Standards Policy and Date Comments
Strategy Committee on 30
November 2009.
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This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 12634 was prepared by Technical Committee ISO/TC 130, Graphic technology.

This second edition cancels and replaces the first edition (ISO 12635:1996). It has been extensively revised in
all sections; requirements for perforations and designations have been deleted.
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Introduction

This International Standard stipulates dimensional properties of printing plates for offset printing. While not all
present plate dimensions will conform to this International Standard, the specifications for dimensions serve
as an effort to reduce the multitude of possible formats to a reasonable level that simplifies manufacture and
communications between plate, platesetter and press manufacturers, and the printer.

In this revision, the requirements for perforations and designations have been deleted. According to recent
developments in dimensions of printing plates, especially within the thickness dimension, new thickness
categories have been implemented. Due to the increasing adoption of CtP, additional attributes have been
introduced to be applied to plates with these new devices.
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