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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 12789-2 was prepared by Technical Committee ISO/TC 85, Nuclear energy, Subcommittee SC 2, 
Radiation protection. 

ISO 12789 consists of the following parts, under the general title Reference radiation fields — Simulated 
workplace neutron fields: 

⎯ Part 1: Characteristics and methods of production 

⎯ Part 2: Calibration fundamentals related to the basic quantities 
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Introduction 

Neutron fields commonly encountered in radiation workplaces are, in most cases, quite different from routinely 
used calibration fields produced using standard radionuclide sources in low-scatter calibration facilities. The 
dose equivalent response of personal neutron dosemeters and neutron area survey meters depends upon the 
energy distributions of the neutron fields in which they are used, and, in the case of personal dosemeters in 
particular, the angle of incidence of the neutrons. Calibrations of such devices in reference neutron fields as 
described in ISO 8529 (all parts) do not thus provide appropriate calibration factors in most cases. For this 
reason, several laboratories have developed simulated workplace neutron fields that are intended to simulate 
the characteristics of particular types of fields in which it is necessary to make personal dosemeter and area 
survey instrument measurements. These provide facilities in which the performance of these devices in 
workplace fields can be investigate, and that, in some circumstances, can act as calibration facilities. Because 
workplace neutron fields depend upon the physical structure of each workplace, this part of ISO 12789 has 
been written to specify the methods of producing and characterizing simulated workplace neutron fields rather 
than standardizing reference fields as is the philosophy in the companion standard, ISO 8529 (all parts). 

This part of ISO 12789 is closely related to ISO 12789-1, which describes the facilities and methods currently 
used to produce simulated workplace neutron radiation fields. These fields have been constructed specifically 
to moderate source neutrons and include neutrons scattered from the surrounding structure and equipment for 
the simulation of workplace environments. This part of ISO 12789 describes the methods used to determine 
conventional values of the operational quantities characterizing the realistic workplace neutron fields. 

The operational quantities used in this part of ISO 12789 are ambient dose equivalent, H*(10), and personal 
dose equivalent, Hp(10). For reference radiation fields, it is recommended to determine their conventional 
values from the neutron fluence or fluence rate as a function of neutron energy and, for the case of Hp(10), the 
direction using the conversion coefficients listed in Annex A. In some cases, the use of conversion coefficients 
is not feasible for determining Hp(10), necessitating its direct calculation. 

At present, no simple methods exist to provide traceability of the operational quantities from a national 
standards institute to the simulated workplace neutron fields. The process of determining operational 
quantities from fluence described in this part of ISO 12789 introduces additional uncertainty. 

This part of ISO 12789 incorporates accepted methods for determining the uncertainty associated with the 
values of the operational quantities and gives new information regarding the uncertainty associated with the 
inference of energy distributions of neutron fluence using accepted unfolding techniques. The uncertainties in 
determining Hp(10) using information from the direction distribution of the neutron fluence can be large but, at 
present, the quantification of the uncertainty from this source is not addressed. 
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