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National foreword

This British Standard reproduces verbatim ISO 12917-2:2002 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted by Technical Committee
PT1/12, Petroleum measurement and sampling, to Subcommittee PT1/12/1,
Static and dynamic petroleum measurement, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the ISO title page,
pages i1 to iv, pages 1 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.
The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International

Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 12917 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 12917-4 was prepared by Technical Committee ISO/TC 28, Petroleum products and lubricants, Subcommittee
SC 3, Static petroleum measurement.

ISO 12917 consists of the following parts, under the general title Petroleum and liquid petroleum products —
Calibration of horizontal cylindrical tanks:

— Part 1: Manual methods
— Part 2: Internal electro-optical distance-ranging method

Annex A forms a normative part of this part of ISO 12917. Annex B is for information only.
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Petroleum and liquid petroleum products — Calibration of
horizontal cylindrical tanks —

Part 2:
Internal electro-optical distance-ranging method

1 Scope

This part of 1ISO 12917 specifies a method for the calibration of horizontal cylindrical tanks having diameters
greater than 2 m by means of internal measurements using an electro-optical distance-ranging instrument, and for
the subsequent compilation of tank-capacity tables.

This method is known as the internal electro-optical distance-ranging (EODR) method.

This part of ISO 12917 is applicable to tanks inclined by up to 10 % from the horizontal, provided a correction is
applied for the measured tilt.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 12917. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 12917 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 1998 (all parts), Petroleum industry — Terminology

ISO 7507-1:1993, Petroleum and liquid petroleum products — Calibration of vertical cylindrical tanks — Part 1:
Strapping method

ISO 7507-4:1995, Petroleum and liquid petroleum products — Calibration of vertical cylindrical tanks — Part 4:
Internal electro-optical distance-ranging method

ISO 12917-1:2002, Petroleum and liquid petroleum products — Calibration of horizontal cylindrical tanks — Part 1:
Manual methods

IEC 60079-10:1995, Electrical apparatus for explosive gas atmospheres — Part 10: Classification of hazardous
areas

IEC 60825-1:1994, Safety of laser products — Part 1: Equipment classification, requirements and user’s guide

Documents
Document Sharing Htjb

Full document details: BS ISO 12917-2:2002


http://dx.doi.org/10.3403/BSISO12917
http://dx.doi.org/10.3403/00321371
http://dx.doi.org/10.3403/00637358
http://dx.doi.org/10.3403/02667727
http://dx.doi.org/10.3403/00919408
http://www.avadocuments.com/doc/bs-iso-12917-2-2002
http://www.avadocuments.com/doc/bs-iso-12917-2-2002

