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National foreword

This British Standard is the UK implementation of
[SO 13105-2:2014+A1:2017. It supersedes BS ISO 13105-2:2014, which
is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/513, Construction equipment and plant and site safety.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2018
Published by BSI Standards Limited 2018

ISBN 978 0 580 96326 1
ICS 91.220; 13.110

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2014.

Amendments/corrigenda issued since publication

Date Text affected

28 February 2018  Implementation of ISO amendment A1:2017: Clause
A.5 amended.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO's adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 195, Building construction machinery and
equipment, Subcommittee SC 1, Machinery and equipment for concrete work.

ISO 13105 consists of the following parts, under the general title Building construction machinery and
equipment — Machinery for concrete surface floating and finishing:

— Part 1: Terms and commercial specifications

— Part 2: Safety requirements and verification
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Introduction

This part of ISO 13105 is a type-C standard as stated in ISO 12100.

This part of ISO 13105 is of relevance, in particular, for the following stakeholder groups representing
the market players with regard to machinery safety:

— machine manufacturers (small, medium, and large enterprises);
— health and safety bodies (regulators, accident prevention organisations, market surveillance, etc.).

Others can be affected by the level of machinery safety achieved with the means of this part of ISO 13105
by the above-mentioned stakeholder groups:

— machine users/employers (small, medium, and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);
— service providers, e.g. for maintenance (small, medium, and large enterprises);

— consumers (in the case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting
process of this part of ISO 13105.

The machinery concerned and the extent to which hazards, hazardous situations, or hazardous events
are covered are indicated in the Scope of this part of ISO 13105.

When requirements of this type-C standard are different from those which are stated in type-A or
type-B standards, the requirements of this type-C standard take precedence over the requirements of
the other standards for machines that have been designed and built according to the requirements of
this type-C standard.

ISO 13105 deals with machinery designed for smoothing and finishing concrete on construction sites.
These machines are commonly referred to as “power trowels.”
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