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The UK participation in its preparation was entrusted to Technical
Committee PRI/22, Testing and analysis of rubber.
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This British Standard was published under the authority of the
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO’s adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 45, Rubber and rubber products,
Subcommittee SC 2, Testing and analysis.

This sixth edition cancels and replaces the fifth edition ([SO 132:2011]), of which it constitutes a minor
revision to update normative references in Clause 2 and improve the title and the key for Figure 1.
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Introduction

Repeated bending or flexing of a rubber causes cracks to develop in that part of the surface where
tension stress is set up during flexing or, if this part of the surface contains a crack, causes this crack to
extend in a direction perpendicular to the stress. Certain soft vulcanizates, for instance those prepared
from styrene-butadiene rubber, show marked resistance to crack initiation, but it is possible for these
vulcanizates to have a low resistance to growth (propagation) of cracks. It is important, therefore, to
measure both the resistance to crack initiation by flexing and the resistance to crack propagation.

The method is suitable for rubbers that have reasonably stable stress-strain properties, at least after
a period of cycling, and do not show undue stress softening or set, or highly viscous behaviour. The
results obtained for some thermoplastic rubbers should be treated with caution if the elongation at
yield is below, or close to, the maximum strain imposed during the test.
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