BRITISH STANDARD BS ISO
13232-4:2005

Motorcycles — Test and
analysis procedures for
research evaluation of
rider crash protective

devices fitted to
motorcycles —

Part 4: Variables to be measured,
instrumentation and measurement
procedures

ICS 43.140

-l
5l

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

msTvETTTSTAS reTITY=T
British Standards

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

National foreword

This British Standard reproduces verbatim ISO 13232-4:2005 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
AUE/14, Motorcycles and mopeds, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages 11 to vii, a blank page, pages 1 to 87 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

This British Standard was
published under the authority Amd. No. Date Comments
of the Standards Policy and
Strategy Committee
on 26 January 2006

© BSI 26 January 2006

ISBN 0 580 47612 X

Documents

Document Sharing Hub

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

Full document details: BS ISO 13232-4:2005

BS ISO 13232-4:2005

INTERNATIONAL ISO
STANDARD 13232-4

Second edition
2005-12-15

Motorcycles — Test and analysis
procedures for research evaluation of
rider crash protective devices fitted to
motorcycles —

Part 4:

Variables to be measured,
instrumentation and measurement
procedures

Motocycles — Méthodes d'essai et d'analyse de I'évaluation par la
recherche des dispositifs, montés sur les motocycles, visant a la
protection des motocyclistes contre les collisions —

Partie 4: Variables a mesurer, instrumentation et méthodes de mesure

——— Reference number
= — ISO 13232-4:2005(E)

IS0 Documents

==X 7 — Document Sharing Hub


http://dx.doi.org/10.3403/30134665U
http://dx.doi.org/10.3403/30134665U
http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

Documents

. Document Sharing Hub
ii

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

Contents Page
0 T o o Vi
L)oo LU T o) o vii
1 1S oo o - SR 1
2 LAV Lo T 0B LAY = =Y =T = Lo =Y PR 1
3 Definitions, symbols, and abbreviations.............iicccc e —————— 2
4 =T T LT =Y 3 ToT 3 3
41 Electronically recorded variables ..........cccciiiiiiiimi s 3
4.2 Mechanically recorded variables ............ccccciimiiiiiiccccecrir s sssssr e e s ssssne e e e s e s snnnn e e e s s n s s nmnnnneeennan 5
4.3 Photographic targets to be digitized ... ———————————————— 5
4.4 EST=Y 4 EoTeY g o X o3 o= A o o L= SO EPPOE 7
4.5 Internal data acquisition and recording system specifications..........cccceccccmrriicemrnsccerns e 15
4.6 High speed photography ... 18
4.7 Still PhotOGraphy ..o —————— 19
5 Measurement MEtROMAS.........ccciiiii i ————— 21
5.1 Pre-test measurements related to data reduction...........cccccviiinriin s ———— 21
5.2 [ T 1= T = o [T 1 ' o S 21
5.3 307 o Lo o2 4 Lo 11 4T 4 -3 R 28
54 Frangible bone continuity SENSOIS ... 32
6 [ Lo T2 44 L= o e 1 o 32
Annex A (normative) Digitizing the helmet centroid Point .........cccciiiii e 35
Annex B (normative) High speed photography field of view requirements..........ccccooiiiiiiiciiiinicccccceeeeee 36
Annex C (normative) Computer code for calculation of head linear and angular accelerations...................... 38
Annex D (informative) Rationale for ]SO 13232-4...........ccooriioirerireerrerrrssmre e ssssre e sssssr e s ssssmr e s s s sssr e e ssssmsessnssnsessesnns 63
Figures
Figure 1a — Nine accelerometer block with accelerometer mounting locations and orientations.............c..cccceeenee. 8
Figure 1b — Nine accelerometer block with accelerometer mounting locations and orientations.............cc.cccceeenee. 9
Figure 2 — Nine accelerometer block MOUNING DASE........ccoiiuiiiiiiiiii s 10
Figure 3 — Chest potentiometer iINStallation ..............c.eeiiiiiiii e 13
Figure 4 — Frangible bone strain gauge l0CatioNS ... i e e e e e e 14
Figure 5 — Frangible bone break continuity sensor end-to-end wire pattern ... 16
Figure 6 — F, strain gauge calibration..................coo 23
Figure 7 — M,  and My strain gauge Calibration ......... ..o 23
Figure 8 — M, strain gauge calibration ..............ccooiiiiiiiii 24
Documents

Document Sharingiili-iub

Full document details: BS ISO 13232-4:2005


http://dx.doi.org/10.3403/30134665U
http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

Figure 9a — OV contact point determination for OV front, front corner, rear, or rear corner contact with MC front or
(== g oTo] ] 7= 1] A PP PP OUPPPP P 30

Figure 9b — OV contact point determination for OV side CONtaCT.............coiiiiiiiiiiiiie e 31
Figure 9c — OV contact point determination, OV front or rear contact with MC side contact (positive ycp shown)..33
Figure 10 — Frangible bone continuity SENSOI CIFCUIL ...........uuuuiiiiii e e e e e e e e aaeeas 34

Figure D.1 — Rotational chest pot and string pot time history responses to impact when mounted in the Hybrid Il

(o] 1= ST PP RO O RP O PPPRPPPPRPRPN 67
Figure D.2 — Force/deflection properties of example Cables............c.oooiiiiiiiiiii e 68
Figure D.3 — Simulated effect of one cable catching, on dummy head trajectory ...........coccoveiiiiiiii e, 69
Figure D.4 — Simulated effect of one cable catching, on dummy upper torso trajectory ...........cccoceeeeiiveeeicieee e 69
Figure D.5 — Simulated effect of one cable catching, on dummy lower torso trajectory..........cccocceeiiiiiieniien e, 70
Figure D.6 — Simulated effect of one cable catching, on dummy head VelOCity ...........ccoeoviiieiiiiiiieiee e 70
Figure D.7 — Simulated effect of one cable catching, on dummy head acceleration................cccoeeeciiiiiiiiie i, 71
Figure D.8 — Simulated effect of 12 cables catching, on dummy head trajectory............cccoccviviiiieeiiiiiiiiiieeee e, 71
Figure D.9 — Simulated effect of 12 cables catching, on dummy upper torso trajectory ...........cccoeecvvveieieeeeeiccnnnee, 72
Figure D.10 — Simulated effect of 12 cables catching, on dummy lower torso trajectory ...........ccoccviiiiiiiiine e 72
Figure D.11 — Simulated effect of 12 cables catching, on dummy head VeloCity ..........cccoooieiiiiiiiiie e 73
Figure D.12 — Simulated effect of 12 cables catching, on dummy head acceleration.............ccoccoeeeiiiieiiiiee e 73
Figure D.13 — Full-scale impact test time history of the motorcycle at the approximate centre of gravity................ 75

Figure D.14 — Sample sled test time history of the motorcycle along the longitudinal centre of gravity, rearward of

oY T = o=t Y= ] = ORI 75
Figure D.15a — Helmet centroid normalized forward velocity versus displacement ............cccccooiiiiiiiiieee e 78
Figure D.15b — Helmet centroid normalized forward velocity versus displacement ...........ccccccooiiieiiiiiiee e 79
Figure D.15¢c — Helmet centroid normalized forward velocity versus displacement ............cccccoeiiiiiiiiiiiie e 80
Figure D.15d — Helmet centroid normalized forward velocity versus displacement ............cccccccoovviiiiieiieee e, 81
Tables
Table 1 — OpPOSING VENICIE TAIGELS ..........veiiiieiiie et e e e e e e e e e e e e e e e e e b e e e e e ee e e s e annrenneeeaeas 6
Table 2 — Frangible leg bone strain gauge SpecifiCations...............oooiiiiiiiiiiiiiii e 11
Table 3 — A to D specifications for digital SYSIEMS..........coiiiiiiiiiie e 17
Table 4 — Full-SCale reCOrAING FANGES. ... ..iieiiiiiie ettt e et e e e ab et e e e s ae et e e s anbeeesanteeeeeannteeeeannseeas 18
Table 5 — Required cameras and SPECIfiCatiONS ..........ooiuiiiiiiiiii e e e e e 20

Documents

v Document Sharing Hub

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

Table 6 — Still photograph minimum focal lengths and field of view Widths..............ccccoi 21
Table 7 — Motorcyclist anthropometric impact dummy frequency response Classes..........cccoccveveiiieeeiiciiee i 22
Table 8 — Calibration data for femur Strain QAUGES ........c.ueiiiiiiiiie e sbae e e e araeea e 25
Table 9 — Calibration data for upper tibia Strain QAUGES ........c.uiiiiiiiiie e 25
Table 10 — Calibration data for lower tibia Strain QAUGES............ooiiiiiiiiii e 26
Table B.1 — Photographic specifications for seven impact configurations.............ccccceeeeieiiiiiiiiicc e 37
Table D.1 — Normalized forward velocity of helmet centroid crossing the AA' plane...........ccoceiii e 76
Table D.2 — Normalized resultant velocity of helmet centroid crossing the AA' plane.............cccooiiieiiiiiiiiieee. 77

Documents

Document Sharing \I/-iub

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting a vote.

SO 13232-4 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 22, Motorcycles.

This second edition cancels and replaces the first version (ISO 13232-4:1996), which has been technically revised.

ISO 13232 consists of the following parts, under the general title Motorcycles — Test and analysis procedures for
research evaluation of rider crash protective devices fitted to motorcycles:

— Part 1: Definitions, symbols and general considerations

— Part 2: Definition of impact conditions in relation to accident data

— Part 3: Motorcyclist anthropometric impact dummy

— Part 4: Variables to be measured, instrumentation and measurement procedures

— Part 5: Injury indices and risk/benefit analysis

— Part 6: Full-scale impact-test procedures

— Part 7: Standardized procedures for performing computer simulations of motorcycle impact tests

— Part 8: Documentation and reports

Documents

vi Document Sharing Hub

Full document details: BS ISO 13232-4:2005


http://dx.doi.org/10.3403/30134665U
http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

Introduction

ISO 13232 has been prepared on the basis of existing technology. Its purpose is to define common research
methods and a means for making an overall evaluation of the effect that devices which are fitted to motorcycles
and intended for the crash protection of riders, have on injuries, when assessed over a range of impact conditions
which are based on accident data.

It is intended that all of the methods and recommendations contained in ISO 13232 should be used in all basic
feasibility research. However, researchers should also consider variations in the specified conditions (for example,
rider size) when evaluating the overall feasibility of any protective device. In addition, researchers may wish to vary
or extend elements of the methodology in order to research issues which are of particular interest to them. In all
such cases which go beyond the basic research, if reference is to be made to ISO 13232, a clear explanation of
how the used procedures differ from the basic methodology should be provided.

ISO 13232 was prepared by ISO/TC 22/SC 22 at the request of the United Nations Economic Commission for
Europe Group for Road Vehicle General Safety (UN/ECE/TRANS/SCI/WP29/GRSG), based on original working
documents submitted by the International Motorcycle Manufacturers Association (IMMA), and comprising eight
interrelated parts.

This revision of 1ISO 13232 incorporates extensive technical amendments throughout all the parts, resulting from
extensive experience with the standard and the development of improved research methods.

In order to apply ISO 13232 properly, it is strongly recommended that all eight parts be used together, particularly if
the results are to be published.
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Motorcycles — Test and analysis procedures for research
evaluation of rider crash protective devices fitted to
motorcycles —

Part 4:
Variables to be measured, instrumentation and measurement

procedures

1 Scope
This part of ISO 13232 specifies requirements for the:

— repeatability and reproducibility of the dynamic measurement procedures for the motorcycle, the opposing
vehicle, and the dummy; and

— dummy instrumentation.

ISO 13232 specifies the minimum requirements for research into the feasibility of protective devices fitted to
motorcycles, which are intended to protect the rider in the event of a collision.

ISO 13232 is applicable to impact tests involving:

— two-wheeled motorcycles;

— the specified type of opposing vehicle;

— either a stationary and a moving vehicle or two moving vehicles;

— for any moving vehicle, a steady speed and straight-line motion immediately prior to impact;
— one helmeted dummy in a normal seating position on an upright motorcycle;

— the measurement of the potential for specified types of injury by body region;

— evaluation of the results of paired impact tests (i.e. comparisons between motorcycles fitted and not fitted with
the proposed devices).

ISO 13232 does not apply to testing for regulatory or legislative purposes.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

SO 13232-1|, Motorcycles — Test and analysis procedures for research evaluation of rider crash protective devices
fitted to motorcycles — Part 1: Definitions, symbols and general considerations
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SO 13232-3, Motorcycles — Test and analysis procedures for research evaluation of rider crash protective devices
fitted to motorcycles — Part 3: Motorcyclist anthropometric impact dummy

SO 13232-4, Motorcycles — Test and analysis procedures for research evaluation of rider crash protective devices
fitted to motorcycles — Part 6: Full-scale impact test procedures

SO 13232-7, Motorcycles — Test and analysis procedures for research evaluation of rider crash protective devices
fitted to motorcycles — Part 7: Standardized procedures for performing computer simulations of motorcycle impact tests

SO 13232-8§, Motorcycles — Test and analysis procedures for research evaluation of rider crash protective devices
fitted to motorcycles — Part 8: Documentation and reports

SO 64871, Road vehicles — Measurement techniques in impact tests — Instrumentation

SAE 1733, Sign convention for vehicle crash testing, Warrendale, Pennsylvania, USA

3 Definitions, symbols, and abbreviations

The following terms are defined in ]SO 13232-1|. For the purposes of this part of ISO 13232, those definitions apply.
Additional definitions which could apply to this part of ISO 13232 are also listed in [SO 13232-1}:

— aim point;

— Dblur;

— cursor;

— detachable external cables;
— digitizing surface;

— film analysis frame;

— frame width;

— helmet centroid point;
— high speed photography;
— leading edge;

— magnification;

— motion analyser grid;

— oblique camera;

— off axis;

— output signal voltage;

— overall accuracy of the film analysis;
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— primary axis;
— signal gain;
— trailing edge;

— visual resolution.

4 Requirements
4.1 Electronically recorded variables

4.1.1 Required

The variables listed below shall be recorded in all full-scale impact tests from at least 0,100 s before first MC/OV
contact until at least 3,000 s after first MC/OV contact, using the sensors described in 4.4.1:

a) first MC/OV contact occurrence;
b) head (nine linear accelerations):

1) bottom centre acceleration in three axes (a4, ay, a7),
2) top centre acceleration in two axes (a3, ag),

3) bottom left acceleration in two axes (as, ag),

4) bottom right acceleration in two axes (a,, ag);

c) chest:

1) sternum upper left displacement (/,;),
2) sternum upper right displacement (/,z),
3) sternum lower left displacement (/;;),
4) sternum lower right displacement (/).

d) upper neck

1) upper neck antero - posterior shear force (£ ,),
2) upper neck lateral shear force (Fy)n),

3) upper neck tension/compression forces (£ ,),
4) upper neck lateral bending moment (M, ,),

5) upper neck flexion/extension moment (¥, ,),

6) upper neck torsional moment (M ,,).
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4111 Additionally required for leg protective device evaluation
a) left and right upper femur:

1) axial force (F, ,r),
2) lateral bending moment (M, , ),
3) antero-posterior bending moment (M, ,z);

b) left and right upper tibia:

1) lateral bending moment (M, 1),
2) antero-posterior bending moment (M, 7).

4.1.2 Not recommended

The variables listed below should not be recorded because of motorcyclist anthropometric impact dummy biofidelity
limitations:

— chest accelerations;

— pelvic accelerations.

4.1.3 Permissible
In addition to the required variables listed in 4.1.1, the variables listed below may be recorded:
a) lumbar spine:

1) antero-posterior shear force () ),

2) lateral shear force (F), ),

3) axial force (F,)),

4) lateral bending moment (M, ),

5) antero-posterior bending moment (My,l),
6) torsional moment (M, ));

b) left and right upper femur:

1) axial force (F,,x),

2) lateral bending moment (M, ),

3) antero-posterior bending moment (MWF),
4) torsional moment (M, ,r);

c) left and right lower femur:

Documents

4 Document Sharing Hub

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

BS ISO 13232-4:2005

1) axial force (F ),
2) lateral bending moment (M, ),
3) antero-posterior bending moment (M, ),
4) torsional moment (M, r);
d) left and right upper tibia:
1) lateral bending moment (M, 1),
2) antero-posterior bending moment (My,uT)’
3) torsional moment (M, ,7);
e) left and right lower tibia:
1) axial force (F,7),
2) lateral bending moment (M, ;7),
3) antero-posterior bending moment (M, ;7).
f) left and right femur and tibia: frangible bone continuity sensor
4.2 Mechanically recorded variables

The variables listed below shall be recorded in all full-scale impact tests using the sensors described in 4.4.2 and
the procedures described in 5.2.3:

— abdomen maximum residual penetration (p ,,,..);

— left and right femur fracture occurrence;
— left and right knee varus valgus dislocation occurrence;
— left and right knee torsional dislocation occurrence;

— left and right tibia fracture occurrence.

4.3 Photographic targets to be digitized
The targets listed below shall be digitized at first MC/OV contact, unless otherwise stated.

The high speed photographic data shall be analysed using a motion analyser for which the ratio of the overall
accuracy to the magnification is 0,007 or less’).

1) A list describing one or more example products which meet these requirements is maintained by the ISO Central
Secretariat and the Secretariat of ISO/TC 22/SC 22. The list is maintained for the convenience of users of ISO 13232 and does
not constitute an endorsement by ISO of the products listed. Alternative products may be used if they can be shown to lead to
the same results.
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4.3.1 Helmet centroid point

The following helmet centroid point variables shall be determined for the time frame and using the procedures
defined in 5.2.4 and Annex A:

— inertial longitudinal position (x;,);
— inertial lateral position (y;);

— inertial vertical position (z,).

4.3.2 Motorcycle
Motorcycle targets which shall be digitized include the following:

— upper and lower targets on the top to bottom centre line, visible from the rear view, or front view if only the front
camera is used,;

— front and rear targets on the front to rear centre line, visible from the MC top view;

— main frame front and rear reference, visible from the MC side view, from at least 10 film analysis frames before
first MC/QV contact until at least first MC/OV contact.

4.3.3 Opposing vehicle

The opposing vehicle targets which shall be digitized and their locations are given in Table 1.

Table 1 — Opposing vehicle targets

Target Locations

Bonnet centre line 100 mm rearward from the bonnet leading edge
100 mm forward from the bonnet trailing edge
Roof centre line 100 mm rearward from the roof leading edge
100 mm forward from the roof trailing edge

Boot lid centre line 100 mm forward from the boot lid trailing edge
100 mm rearward from the boot lid leading edge

Body side reference? | Visible from OV side view camera

@  From at least 10 film analysis frames before first MC/OV contact until at least first MC/OV
contact.

4.3.4 Ground

At least two targets shall be fixed on the ground and shall be visible in each camera prior to and at first MC/OV
contact. They shall be at least 2 m apart. The z locations of all target centres shall be equal. At least one of the
ground fixed targets shall be visible and undisturbed in each camera from at least 10 film analysis frames before
first MC/QV contact until at least first MC/OV contact. Multiple targets should be used to increase the likelihood that
at least one is visible and undisturbed during the entire film analysis sequence.
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4.3.4.1 MC side view and MC top view

The ground fixed targets which are visible in the MC side view and MC top view cameras shall be aligned such that
a line connecting the targets is parallel to the pre-impact centre line or path of the MC.

4.3.4.2 MC rear or MC front view
The ground fixed targets which are visible in the MC rear view or MC front view camera shall be aligned such that a
line connecting the targets is perpendicular to the pre-impact centre line of the MC. A third ground fixed target shall

be visible and be aligned such that it is at least 1 m above and along the z inertial axis of either of the other two
ground fixed targets.

4.3.43 OV side view

The ground fixed targets which are visible in the OV side view camera shall be aligned such that a line connecting
them is parallel to the pre-impact centre line or path of the OV.

4.3.5 Dummy

The dummy joint target locations, as defined in 5.3.6 of |SO 13232-g, shall be digitized in the film frame
immediately preceding first MC/OV contact, according to 5.3.5 of this part of ISO 13232.

If the test data are to be used for simulation comparison, according to 4.5.4 of |[SO 13232-7], then these target
locations shall also be digitized according to the procedures defined in 5.2.4 of this part of ISO 13232.

4.4 Sensor specifications

441 Electrical

4411 Head accelerometers

The head linear accelerations listed in 4.1.1 shall be measured using Endevco accelerometers, model 7264-20002),
mounted using an accelerometer block3) as shown in Figure 1a and 1b. The mounting block shall be attached to

the Hybrid 1l head using a mounting base3) as shown in Figure 2.

4.41.2 Upper neck load cell

The neck variables listed in 4.1.1 shall be measured using a Denton load cell, model 17164).

2) Accelerometer model 7264-2000 is a product supplied by Endevco Corp, San Juan Capistrano, California, USA. This
information is given for the convenience of users of ISO 13232 and does not constitute an endorsement by ISO of the
product named. Alternative products may be used if they can be shown to lead to the same results.

3) A list describing one or more example products which meet these requirements is maintained by the ISO Central
Secretariat and the Secretariat of ISO/TC 22/SC 22. The list is maintained for the convenience of users of ISO 13232 and
does not constitute an endorsement by ISO of the products listed. Alternative products may be used if they can be shown to
lead to the same results.

4) Load cell model 1716 is a product supplied by Robert A. Denton, Inc., Rochester Hills, Michigan, USA. This information is
given for the convenience of users of ISO 13232 and does not constitute an endorsement by ISO of the product named.
Alternative products may be used if they can be shown to lead to the same results.

Documents
Document Sharing}-lub

Full document details: BS ISO 13232-4:2005


http://dx.doi.org/10.3403/30134663U
http://dx.doi.org/10.3403/30134662U
http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

2005

/

L&' L

Document Sharing Hub

Documents

Zo0—Z—£00 a1-1908 = @
‘ON SNIMRED WINNIAMTS
7 40 L 133HE IHEIMIA ST @ F. STTINT g = + (5 z L
boMUNYNB RN Fpor 030 miEmiiotte Yoo doy
HA2018 HILIWOHITID0Y = X L gloufils aapeBau sonposd plnoys uoppis@oon ¥ poay SAlHS0d (g
ANIN BE—¥0-+& 014 0T FX 0ad 51818W018|F000 anyEIsalozeld QO0Z—FO7s SPUSS 0vhepud
1441 AwL Bl—hieSy Elvd oL Fi 030 10} pai0bI|pUl 84D E&XD @Al}SUSS JO uoljpoo| puc ssjoy Buijunow cg
AN F SHOILOWHA supuoz dioys puc selpe B 4De4g ¥
i UMOLS 30U 2D s3|2y pepbelyl uspply |y ¢
EL L], mm_.uzqmm_._o,._. AlouoBoypo Jedo ond pEieoo) adn ‘aunpd Jsd ‘sexp aanisuss |y 07
118 IMwHD bz ATIE SIHD BAUSUSE 5 I818LU0IS|B300 ER0US] & ‘L
INAFET Wi N SHOIENIMIO
153101
TEEF
5B (=
[2's%) L&' L
e e
FLL !
[4= _ g m ¢ Yo
K3 L A
7 AT LG 7
_ [ _
o INha s L T & N R
oL [“] I FL | FL & 2F'LL L _ FL I
, :
k M — 4 L - 1'g
& ..u\r _ _ @ _ & O — _ |¥Vnz ’W

aBng

/
-

", S8ll|d 7|
deag |4

4KN 0g-0 dog

RN
" g

L i
"

F.
i

d3d 81 -5i—+6
a3 Ho=F0—tE
ar B0—BL—EE
BN GE-|1—58
"ddv L]

PUDRUBYE D5

MOWFI0N3Y 370H ¥ A3

MOILFI0T3 370H + % £ 2 ') A3d

HI1dI42530

[ TLTETET S

Miivdd3d

— ot

— o

L

BS ISO 13232-4

Figure 1a — Nine accelerometer block with accelerometer mounting locations and orientations

Full document details: BS ISO 13232-4:2005


http://www.avadocuments.com/doc/bs-iso-13232-4-2005
http://www.avadocuments.com/doc/bs-iso-13232-4-2005

2005

BS ISO 13232-4

CO0—Z—L00 - 1909 So= .@v Bo:Bpoeln iy
DN DHIKiTHd WM H sipuble sajeod sonpoid pinoys UoRDIs@o0D IOpDEY sajs0d [/
¢ 40 T 133Hs RLLEE &b Fo STIENT map aajoedziad U umoys jou EIDjRQ 9
MOOTE HOIAWOHIT0DY I SN N FHxx "2ad siajalaisancn aaEslczsd ODOTD—#OD SOLSS Ooaapul
ANIN E—+i—¥6  0Nd oo i 53D 404 PEIDIIPUL SUD ESXD BANSUSS 4o uoppoc| puc sajoy Bupgunop g
14 F—LL—-§2 AT oL ¥ "oan slautoo dicys puo ss8ps |0 oyoaug ¥
UsOUS JoU 8JD S3|0Y pepoaly} uspply |y ©
W/N F SNalDvH Aiewoboype pede g'of papaa) sup Csunid Jad ‘sexDp Sapsuss v T
G E] ] SIINYHTI0L \m SIXD SASURS 3 ISISLU0MSR000 S310US0 & L
L1123 INFHD bos T3 Mals LWojjeg IEETH
H NI W N SHAENIMIg
REE
SO0MNE 04} WLE'S T
saprjedd wd pun GO
ajay Yapa wosuid amap aeye
L] 2|pos Buol .2/l X mm\_ i sseid G
malh BA10edEIS e ) L or'se o
“tle )
SLLE
s
L/
deep Z'GL
84080 Z'Fle
™ | iyl
N | — <o'Be
P e SEE0
aLiEs, \ 55y
A\ ) 1 ar)
6L 0Y A7
[y secoid g
| | —— deap |'¢
or'sE - - @\\ AW oa-0 dol
a g @4 v9'G
CFLL . ) : oy
9]
LE°L
g g L
= T [n]
68'8
d3d | LL-G0—+E O4?ONYLS 0S| OL NOISHINOD | F S0°G|
oa BE—FO—+E MNZUYIOTEY 370H + A3 £ LB L+
e BO—E0—26 H#rd3d Z Ah,m..wv
‘SN aE—Ll—58 HAYDI0T3Y T10H + % & 2 'L A3y L -
‘dedd eIk ) MNOILIY2530 act) EGEY

Figure 1b — Nine accelerometer block with accelerometer mounting locations and orientations
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4.4.1.3 Chest potentiometers

The chest displacements listed in 4.1.1 shall be measured using Space Age Control string potentiometers, models
160-321VL and 160-321VR5), mounted as shown in Figure 36).

Alternative mounting configurations for the chest potentiometers may be used as long as the cable positions shown

in Figure 3 are maintained. For example the lower right hand spooling potentiometer shown in Figure 3 could be
replaced by a left hand spooling unit mounted below the cable location.

441.4 Lumbar load cell

The lumbar spine forces and moments listed in 4.1.3 shall be measured using a Denton load cell, model 17087) for
six axes or model 18917) for three axes.

4.4.1.5 Upper femur load cells

The upper femur forces and moments listed in 4.1.1.2 and 4.1.3 shall be measured using Denton load cells, model
26937).

4.4.1.6 Frangible leg bone strain gauges
The strain gauges used to measure the lower femur and upper and lower tibia forces and moments listed in 4.1.1.2

and 4.1.3 shall conform to the specifications listed in Table 2. They shall be mounted on the bones at the locations
shown in Figure 4.

Table 2 — Frangible leg bone strain gauge specifications

Parameter Specification
Configuration Half or full bridge
Resistance 350 ohms
Excitation 205V-0,06Vto250V+0,05V
Maximum cross axis sensitivity 5%
Gauge factor 2

Each frangible bone strain gauged variable recorded in each full-scale test shall be calibrated according to 5.2.2.

NOTE Frangible bone strain gauges which have been properly mounted and calibrated can provide useful additional
information in crash tests regarding the general magnitude, direction and timing of bone forces, prior to or in the absence of
bone fracture. However, because they are exposed to damage from various sources, and because of possible installation
variations, they might not be reliable in all cases, in particular for the time period during and after a bone fractures. In addition,

5) String potentiometer models 160-321VL and 160-321VR are products supplied by Space Age Controls, Inc., Paimdale,
California, USA. This information is given for the convenience of users of ISO 13232 and does not constitute an
endorsement by ISO of the product named. Alternative products may be used if they can be shown to lead to the same
results.

6) A list describing one or more example products which meet these requirements is maintained by the ISO Central
Secretariat and the Secretariat of ISO/TC 22/SC 22. The list is maintained for the convenience of users of ISO 13232 and
does not constitute an endorsement by ISO of the products listed. Alternative products may be used if they can be shown to
lead to the same results.

7) Load cell models 1708, 1891, and 2693 are products supplied by Robert A. Denton, Inc., Rochester Hills, Michigan, USA.
This information is given for the convenience of users of ISO 13232 and does not constitute an endorsement by ISO of the
product named. Alternative products may be used if they can be shown to lead to the same results.
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like load cells, they sense force in only one location, whereas the force components elsewhere in the bone can be much larger.
For these and other reasons, they are not considered appropriate for injury evaluation or frangible bone conformity of production
tests.
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4.41.7 Frangible bone continuity sensor

The frangible bone continuity sensor used to monitor frangible bone breakage shall be mounted on all four bones
as shown in Figure 5, using the procedure described in 5.4.

4.4.2 Mechanical

All mechanical sensors shall conform to the specifications given in . The sensors shall include:
— an abdominal foam insert;

— frangible femur and tibia bones;

— knee compliance elements;

— knee shear pins.

4.5 Internal data acquisition and recording system specifications?®)

There should be no external cables attached to the dummy, except during the pre-crash phase, detachable cables
to supply power to the internal data acquisition system and the MC/OV contact sensor. A maximum force of 5N
shall be required to detach the cables.

4.5.1 Not recommended external cables

Non-detachable external cables should not be used, but if used, each cable shall have a mass not greater than 1/3
kg and a length not shorter than 12 m. The total mass of all of the cables, between the dummy and the point of
attachment to the MC, shall not exceed 4 kg. The cables shall be arranged so that each is unrestrained. They shall
not be attached to the MC, the dummy, or any other cable, except at the cable extremities. The cables shall be
attached to the dummy by means of a connector attached to the rear portion of the pelvis.

4.5.2 Data acquisition
The data acquisition system shall be capable of recording a minimum of 32 channels, at a minimum bandwidth of

2.5 kHz for analog recording or a minimum sampling rate of 10 kHz for digital recording. The following system
specifications shall apply.

4.5.2.1 Sensor excitation

The load cells and accelerometers shall have a 10,0 V + 0,2 V excitation. The potentiometers and strain gauges
shall have an excitation of 2,00 V - 0,05 V to 2,50 V + 0,05 V.

4.5.2.2 Anti alias filtering for digital systems

All analog data channels shall be filtered before digitizing such that the data is attenuated by at least 40 dB above a
frequency of 7 kHz.

8) A list describing one or more example products which meet these requirements is maintained by the ISO Central
Secretariat and the Secretariat of ISO/TC 22/SC 22. The list is maintained for the convenience of users of ISO 13232 and
does not constitute an endorsement by ISO of the products listed. Alternative products may be used if they can be shown to
lead to the same results.
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Figure 5 — Frangible bone break continuity sensor end-to-end wire pattern
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4.5.2.3 Analog to digital conversion specifications for digital systems

The analog to digital conversion specifications shall be as given in Table 3.

Table 3 — A to D specifications for digital systems

Parameter

Specification

Minimum number of channels
Minimum sampling rate
Maximum inter-channel slew
Minimum number of bits

Gain sensitivity to temperature

32

10 000 per s per channel

12,5x 106 s

8

+ 2% over the range of 0° C to 70° C

4.5.2.4 Storage capacity

The minimum recording time capacity shall be 3,1 s.

4.5.2.5 Mechanical specifications for the internal data acquisition system

The system shall be dimensioned to fit inside the thoracic spine box and/or the modified sit/stand pelvis, described
in ISO 13232-3. The upper torso and lower torso component masses and centres of gravity shall be as specified in
SO 13232-3

. The system shall remain operational in all axes when subjected to a 60 g peak and 0,011 s duration

haversine pulse.

4.5.2.6  Scaling of variables

For each recorded variable, the recorder channel gain shall be adjusted such that the minimum recording range
corresponds to the value given in Table 4. The actual recording range may exceed that shown in Table 4 if the
actual recorder resolution including noise (i.e., 10 bits) will result in the same or better signal resolution than that
resulting from an 8 bit recorder and the minimum recording range shown in Table 4.
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Table 4 — Full-scale recording ranges

Body region Injury assessment variable | Range
Head aq, ay, ay +£400g
as, dg
as, dg
ag, a8
Upper neck FowEyn +15kN
F,, + 30 kN
M., +700 N-m
M,, + 1000 N-m
M, + 700 N'm
Chest L Lig £ 60 mm
l
Lumbar Fou Fyy £ 5kN
spine F, + 10 kN
M, M, + 500 N-m
M, + 250 N-m
Upper femur | F, ¢ + 12 kN
M, e My, up + 600 N-m
M, ,r +400 N-m
Lower femur | F,p + 12 kN
M, o M, i + 500 N-m
M, + 300 N-m
Upper tibia M, p M, r +400 N-m
M, ,r +200 N-m
Lower tibia Fr + 40 kN
M, i My, ir +400 N-m

4.6 High speed photography

4.6.1 Camera specifications

The cameras, lenses, camera locations, lines of sight, and aim points shall be the same for all tests in a paired

comparison.

The following shall be documented for each camera:
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— the camera X, y, z locations relative to the targetted OV contact point, as defined in Figure 1 of |[SO 13232-2,
as _expected at first MC/OV contact, projected to ground level and using the axis conventions defined in
SO 13232-8, A.6.5.1;

— the lens focal length;

— the approximate centre point of the field of view.

4.6.2 Required cameras

All cameras used for trajectory and velocity analysis shall have a 100 Hz minimum internal timing light visible in the
field of view at all times.

The cameras shall have open shutter duration times which limit the blur of the dummy helmet to a maximum of
0,020 mm, at pre-impact velocity. For example, the required maximum open shutter duration time for a film image
width of 10 mm, object width of 5 000 mm, and velocity of 15 000 mm/s is 0,00067 s.

The required cameras and their specifications shall be as given in Table 5. The recommended fields of view and
minimum focal lengths shall be as defined in Table B.1 of Annex B. If high speed photographic cameras are used,

they should use 16 mm film. Larger film formats may be used, in which case the minimum focal lengths listed in
Table B.1 shall be increased by the ratio of the larger film format to 16 mm.

4.6.3 Recommended cameras

The following cameras should be used to provide additional observation capabilities:
— MC oblique view (field of view as appropriate);

— MC front view, if applicable (see Table 5 for field of view);

— QV front or rear view (5 m wide field of view);

— OV side view (8 m wide field of view);

— MC side view, if MC front or rear is used for motion analysis for impact condition 143 (field of view as
appropriate).

The fields of view for these cameras should be such that the dummy head is visible in the frame from at least
0,100 s before to 0,500 s after first MC/OV contact. A wider field of view may be used to evaluate overall dynamics
of the impact sequence.

4.7 Still photography

Photographs or other high-resolution image recordings for use in dummy position verification shall be taken after
the MC has been placed in its launch position and within 0,100 s before first MC/OV contact.

If a still photographic camera is used, the film size shall be at least 35 mm. The shutter speed setting shall be 1/500
s or faster. The minimum focal lengths and fields of view for 35 mm film shall be as given in Table 6. Larger film
formats may be used, in which case the minimum focal lengths listed in Table 6 shall be increased by the ratio of
the larger film format to 35 mm.
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Table 5 — Required cameras and specifications
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