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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 13253 was prepared by Technical Committee ISO/TC 86, Refrigeration and air-conditioning, 
Subcommittee SC 6, Testing and rating of air-conditioners and heat pumps. 

This second edition cancels and replaces the first edition (ISO 13253:1995), which has been technically 
revised. 
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Ducted air-conditioners and air-to-air heat pumps — Testing 
and rating for performance 

1 Scope 

This International Standard specifies the standard conditions for capacity and efficiency ratings of ducted, 
air-cooled air-conditioners and ducted air-to-air heat pumps. This International Standard is applicable to the 
test methods for determining the capacity and efficiency ratings. Residential, commercial, and industrial 
single-package and split-system air-conditioners and heat pumps are included. The equipment (taken to mean 
ducted air-conditioners and/or ducted heat pumps) shall be factory-made and electrically driven, and shall use 
mechanical compression. 

This International Standard is applicable to equipment utilizing one or more refrigeration systems, one outdoor 
unit and one or more indoor units controlled by a single thermostat/controller. This International Standard is 
applicable to equipment utilizing single-, multiple- and variable-capacity components. 

This International Standard is not applicable to the rating and testing of the following:  

a) water-source heat pumps or water-cooled air-conditioners; 

b) multi-split-system air-conditioners and air-to-air heat pumps (see ISO 15042 for testing of such 
equipment); 

c) mobile (windowless) units having a condenser exhaust duct; 

d) individual assemblies not constituting a complete refrigeration system; 

e) equipment using the absorption refrigeration cycle; 

f) non-ducted equipment (see ISO 5151 for testing of such equipment). 

This International Standard does not cover the determination of seasonal efficiencies that can be required in 
some countries because they provide a better indication of efficiency under actual operating conditions. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO/IEC Guide 98-3, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in 
measurement (GUM:1995) 

ISO 817, Refrigerants — Designation and safety classification 

ISO 5151, Non-ducted air conditioners and heat pumps — Testing and rating for performance 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
ducted air-conditioner 
encased assembly or assemblies designed primarily to provide ducted delivery of conditioned air to an 
enclosed space, room or zone (conditioned space) 

NOTE It can be either single-package or split-system and comprises a primary source of refrigeration for cooling and 
dehumidification. It can also include means for heating other than a heat pump, as well as means for circulating, cleaning, 
humidifying, ventilating or exhausting air. Such equipment can be provided in more than one assembly; the separated 
assemblies (split-systems) of which are intended to be used together. 

3.2 
ducted heat pump 
encased assembly or assemblies designed primarily to provide ducted delivery of conditioned air to an 
enclosed space, room or zone (conditioned space), including a prime source of refrigeration for heating 

NOTE It can be constructed to remove heat from the conditioned space and discharge it to a heat sink if cooling and 
dehumidification are desired from the same equipment. It can also include means for circulating, cleaning, humidifying, 
ventilating or exhausting air. Such equipment can be provided in more than one assembly; the separated assemblies 
(split-systems) of which are intended to be used together. 

3.3 
standard air 
dry air at 20,0 °C and at a standard barometric pressure of 101,325 kPa, having a mass density of 
1 204 kg/m3 

3.4 
total cooling capacity 
amount of sensible and latent heat that the equipment can remove from the conditioned space in a defined 
interval of time 

NOTE Total cooling capacity is expressed in units of watts. 

3.5 
heating capacity 
amount of heat that the equipment can add to the conditioned space (but not including supplementary heat) in 
a defined interval of time 

NOTE Heating capacity is expressed in units of watts. 

3.6 
latent cooling capacity 
room dehumidifying capacity 
amount of latent heat that the equipment can remove from the conditioned space in a defined interval of time 

NOTE Latent cooling capacity and room dehumidifying capacity are expressed in units of watts. 

3.7 
sensible cooling capacity 
amount of sensible heat that the equipment can remove from the conditioned space in a defined interval of 
time 

NOTE Sensible cooling capacity is expressed in units of watts. 
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3.8 
sensible heat ratio 
SHR 
ratio of the sensible cooling capacity to the total cooling capacity 

3.9 
rated voltage 
voltage shown on the nameplate of the equipment 

3.10 
rated frequency 
frequency shown on the nameplate of the equipment 

3.11 
energy efficiency ratio 
EER 
ratio of the total cooling capacity to the effective power input to the device at any given set of rating conditions 

NOTE Where the EER is stated without an indication of units, it is understood that it is derived from watts/watts. 

3.12 
coefficient of performance 
COP 
ratio of the heating capacity to the effective power input to the device at any given set of rating conditions 

NOTE Where the COP is stated without an indication of units, it is understood that it is derived from watts/watts. 

3.13 
total power input 
Pt 
average electrical power input to the equipment as measured during the test 

NOTE Total power input is expressed in units of watts. 

3.14 
effective power input 
PE 
average electrical power input to the equipment, obtained from 

⎯ the power input for operation of the compressor(s), 

⎯ the power input to electric heating devices used only for defrosting, 

⎯ the power input to all control and safety devices of the equipment, and 

⎯ the power input for operation of all fans, whether provided with the equipment or not 

NOTE Effective power input is expressed in units of watts. 

3.15 
full-load operation 
operation with the equipment and controls configured for the maximum continuous duty refrigeration capacity 
specified by the manufacturer and allowed by the unit controls 

NOTE Unless otherwise regulated by the automatic controls of the equipment, all indoor units and compressors are 
functioning during full-load operations. 
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4 Symbols 

Symbol Description Unit 

Al coefficient, heat leakage J/s⋅°C 

An nozzle area m2 

α pressure ratio — 

Cd nozzle discharge coefficient — 

co concentration of oil — 

cpa specific heat of moist air J/kg⋅°C 

cpa1 specific heat of moist air entering the indoor side J/kg⋅°C 

cpa2 specific heat of moist air leaving the indoor side J/kg⋅°C 

cpw specific heat of water J/kg⋅°C 

De equivalent diameter mm 

Dn nozzle throat diameter mm 

Di diameter of circular ducts, inlet mm 

Do diameter of circular ducts, outlet mm 

Dt outside diameter of refrigerant tube mm 

ha1 specific enthalpy of air entering the indoor side J/kg of dry air 

ha2 specific enthalpy of air leaving the indoor side J/kg of dry air 

ha3 specific enthalpy of air entering the outdoor side J/kg of dry air 

ha4 specific enthalpy of air leaving the outdoor side J/kg of dry air 

hf1 specific enthalpy of refrigerant liquid entering the expansion device J/kg 

hf2 specific enthalpy of refrigerant liquid leaving the condenser J/kg 

hg1 specific enthalpy of refrigerant vapour entering the compressor J/kg 

hg2 specific enthalpy of refrigerant vapour leaving the condenser J/kg 

hk2 specific enthalpy of fluid leaving the calorimeter evaporator J/kg 

hr1 specific enthalpy of refrigerant entering the indoor side J/kg 

hr2 specific enthalpy of refrigerant leaving the indoor side J/kg 

hw1 specific enthalpy of water or steam supplied to the indoor-side compartment J/kg 

hw2 specific enthalpy of condensed moisture leaving the indoor-side compartment J/kg 

hw3 specific enthalpy of condensate removed by the air-treating coil in the outdoor-
side compartment of the reconditioning equipment 

J/kg 

hw4 specific enthalpy of the water supplied to the outdoor-side compartment J/kg 

hw5 specific enthalpy of the condensed water (in the case of test condition high) and 
the frost, respectively (in the case of test conditions low or extra-low) in the test 
unit 

J/kg 

K1 latent heat of vaporization of water (2 500,4 J/g at 0 °C) J/g 

Ld length of duct m 

Lm length to external static pressure measuring point m 
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Symbol Description Unit 

ln natural logarithm — 

m1 mass of cylinder and bleeder assembly, empty g 

m3 mass of cylinder and bleeder assembly, with sample g 

m5 mass of cylinder and bleeder assembly, with oil from sample g 

ηfan,i estimated indoor fan static efficiency — 

ηmot,i estimated indoor motor efficiency — 

pa barometric pressure kPa 

pc compartment equalization pressure kPa 

pe external static pressure (ESP) kPa 

pisc internal static pressure drop of the indoor coil cabinet assembly measured from 
the cooling capacity test 

Pa 

pm measured external static pressure kPa 

pn pressure at the nozzle throat kPa abs 

pv velocity pressure at nozzle throat or static pressure difference across the nozzle Pa 

Re Reynolds number — 

φci heat removed from the indoor-side compartment W 

φc heat removed by the cooling coil in the outdoor-side compartment W 

φlp heat leakage into the indoor-side compartment through the partition separating 
the indoor side from the outdoor side 

W 

φli heat leakage into the indoor-side compartment through walls, floor and ceiling W 

φlo heat leakage out of the outdoor-side compartment through walls, floor and ceiling W 

φL line heat loss in interconnecting tubing W 

φe heat input to the calorimeter evaporator W 

φsc sensible cooling capacity W 

φsci sensible cooling capacity (indoor-side data) W 

φd latent cooling capacity (dehumidifying) W 

φhi heating capacity (indoor-side compartment) W 

φho heating capacity (outdoor-side compartment) W 

φlci latent cooling capacity (indoor-side data) W 

φtci total cooling capacity (indoor-side data) W 

φtco total cooling capacity (outdoor-side data) W 

φthi total heating capacity (indoor-side data) W 

φtho total heating capacity (outdoor-side data) W 

Pfan estimated fan power to circulate indoor air W 

Pi power input, indoor-side data W 

∑ Pic other power input to the indoor-side compartment (e.g. illumination, electrical and 
thermal power input to the compensating device, heat balance of the 
humidification device) 

W 
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Symbol Description Unit 

∑ Poc sum of all total power input to the outdoor-side compartment, not including power 
to the equipment under test 

W 

PE effective power input to the equipment W 

PK power input to the compressor W 

Pt total power input to the equipment W 

qm air mass flow rate kg/s 

qr refrigerant flow rate kg/s 

qro refrigerant and oil mixture flow rate kg/s 

qV air volume flow rate m3/s 

qV,i indoor air volume flow rate m3/s 

qV,o measured outdoor air volume flow rate m3/s 

qw condenser water flow rate kg/s 

qwc rate at which water vapour is condensed by the equipment g/s 

qm,w water mass flow supplied to the outside compartment for maintaining the test 
conditions 

kg/s 

ta temperature, ambient °C 

ta1 temperature of air entering the indoor side, dry bulb °C 

ta2 temperature of air leaving the indoor side, dry bulb °C 

ta3 temperature of air entering the outdoor side, dry bulb °C 

ta4 temperature of air leaving the outdoor side, dry bulb °C 

tc temperature of the surface of the calorimeter condenser °C 

tw1 temperature of water entering the calorimeter °C 

tw2 temperature of water leaving the calorimeter °C 

v kinematic viscosity of air m2/s 

vn velocity of air, at nozzle m/s 

Vn specific volume of dry air portion of mixture at nozzle m3/kg 

V ′n specific volume of air at nozzle m3/kg of 
air-water 

vapour mixture

Wi1 specific humidity of air entering the indoor side kg/kg of dry air

Wi2 specific humidity of air leaving the indoor side kg/kg of dry air

Wn specific humidity at nozzle inlet kg/kg of dry air

Wr water vapour (rate) condensed by the equipment g/s 

Xr mass ratio, refrigerant to refrigerant-oil mixture — 

Y expansion factor — 
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5 Airflow 

5.1 General 

The airflow rate shall be specified by the manufacturer. This flow rate shall be for full-load cooling and be 
expressed in terms of standard air conditions with the compressor or compressors not operating. 

Pfan is the estimated fan power required to circulate indoor air, in watts. 

5.2 Indoor airflow setting 

The airflow rate setting shall be made when only the fan is operating, at an ambient temperature between 
20 °C to 30 °C and relative humidity between 30 % and 70 %. The airflow settings of the units shall be in 
accordance with Annex A. 

The rated airflow rate given by the manufacturer shall be set and the resulting external static pressure (ESP), 
pe measured. The measured ESP shall be not less than the ESP for rating, defined in Table 1. If the unit has 
an adjustable speed, it shall be adjusted to the lowest speed that provides the ESP for rating or greater. 

5.3 ESP for rating 

5.3.1 If the rated ESP specified by the manufacturer is greater than or equal to the minimum value given in 
Table 1, the specified rated ESP is used as the ESP for rating. 

5.3.2 If the rated ESP specified by the manufacturer is less than the minimum value given in Table 1, and 
greater than or equal to 80 % of the maximum ESP, the specified rated ESP is used as the ESP for rating. 
The maximum ESP may either be specified by the manufacturer or be identified from fan curves provided by 
the manufacturer. 

5.3.3 If the rated ESP specified by the manufacturer is less than the minimum value given in Table 1, and 
less than 80 % of the maximum ESP, the value of Table 1 or 80 % of the maximum ESP, whichever is less, is 
used as the ESP for rating. 

5.3.4 If the rated ESP is not specified by the manufacturer, the value of Table 1 or 80 % of the maximum 
ESP, whichever is less, is used as the ESP for rating. 

5.3.5 The process of selecting the ESP for rating is shown in Figure 1. 

5.3.6 In the case that the determined ESP for rating is less than 25 Pa, the unit can be considered as a 
non-ducted unit and be tested in accordance with ISO 5151. 
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Figure 1 — Flowchart of selecting the ESP for rating 

Full document details: BS ISO 13253:2011

http://www.avadocuments.com/doc/bs-iso-13253-2011
http://www.avadocuments.com/doc/bs-iso-13253-2011


BS ISO 13253:2011
ISO 13253:2011(E) 

© ISO 2011 – All rights reserved 9
 

Table 1 — Pressure requirement for comfort air-conditioners 

Standard capacity  
ratings 

kW 

Minimum external static 
pressurea 

Pa 

0 < Q < 8 25 

8 ≤ Q < 12 37 

12 ≤ Q < 20 50 

20 ≤ Q < 30 62 

30 ≤ Q < 45 75 

45 ≤ Q < 82 100 

82 ≤ Q < 117 125 

117 ≤ Q < 147 150 

Q > 147 175 
a For equipment tested without an air filter installed, the minimum ESP, pe, shall 
be increased by 10 Pa. 

 

5.4 Outdoor airflow 

If the outdoor airflow is adjustable, all tests shall be conducted at the outdoor-side air quantity or fan control 
setting that is specified by the manufacturer. Where the fan is non-adjustable, all tests shall be conducted at 
the outdoor-side air volume flow rate inherent in the equipment when operated with the following in place: all 
of the resistance elements associated with inlets, louvers, and any ductwork and attachments considered by 
the manufacturer as normal installation practice. Once established, the outdoor-side air circuit of the 
equipment shall remain unchanged throughout all tests prescribed in this International Standard, except to 
adjust for any change caused by the attachment of the airflow measuring device when using the outdoor air 
enthalpy test method (see H.2.1). 

5.5 Unit supplied without indoor fan 

If no fan is supplied with the unit (i.e. coil only units), the requirements in Annex A and the supplemental 
requirements given in Annex M also apply. 

6 Cooling tests 

6.1 Cooling capacity tests 

6.1.1 General conditions 

6.1.1.1 All equipment within the scope of this International Standard shall have the cooling capacities and 
energy efficiency ratios (EERs) determined in accordance with the provisions of this International Standard 
and rated at the cooling test conditions specified in Table 2. All tests shall be carried out in accordance with 
the requirements of Annex B and the test methods specified in Clause 8. All tests shall be conducted with the 
equipment functioning at full-load operation, as defined in 3.15. The electrical input values used for rating 
purposes shall be measured during the cooling capacity test. 

6.1.1.2 If the manufacturer of equipment having a variable-speed compressor does not provide 
information on the full-load frequency and how to achieve it during a cooling capacity test, the equipment shall 
be operated with its thermostat or controller set to its minimum allowable temperature setting. 
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6.1.2 Temperature conditions 

6.1.2.1 The temperature conditions specified in Table 2 (columns T1, T2 and T3) shall be considered 
standard rating conditions for the determination of cooling capacity. For equipment intended for space cooling, 
testing shall be conducted at one or more of the standard rating conditions specified in Table 2. 

Table 2 — Cooling capacity rating conditions 

Standard rating conditions 
Parameter 

T1 T2 T3 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

27 °C 

19 °C 

 

21 °C 

15 °C 

 

29 °C 

19 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulba 

 

35 °C 

24 °C 

 

27 °C 

19 °C 

 

46 °C 

24 °C 

Test frequencyb Rated frequency 

Test voltage See Table 3 

NOTE 

T1 = Standard cooling capacity rating conditions for moderate climates. 

T2 = Standard cooling capacity rating conditions for cool climates. 

T3 = Standard cooling capacity rating conditions for hot climates. 

a The wet-bulb temperature condition shall be required only when testing air-cooled condensers that evaporate the condensate. 

b Equipment with dual-rated frequencies shall be tested at each frequency. 

 

6.1.2.2 Equipment manufactured for use only in a moderate climate similar to that specified in Table 2, 
Column T1, shall have ratings determined by tests conducted at T1 conditions and shall be designated 
type T1 equipment. 

6.1.2.3 Equipment manufactured for use only in a cool climate similar to that specified in Table 2, 
Column T2, shall have ratings determined by tests conducted at T2 conditions and shall be designated 
type T2 equipment. 

6.1.2.4 Equipment manufactured for use only in a hot climate similar to that specified in Table 2, 
Column T3, shall have ratings determined by tests conducted at T3 conditions and shall be designated 
type T3 equipment. 

6.1.2.5 Equipment manufactured for use in more than one of the climates defined in Table 2 shall have 
marked on the nameplate the designated type (T1, T2 and/or T3). The corresponding ratings shall be 
determined by the standard rating conditions specified in Table 2. 
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Table 3 — Voltages for capacity and performance tests 
(except the maximum cooling and the maximum heating performance tests) 

Rated (nameplate) voltagesa 

V 

Test voltageb   

V 

90 to 109 

110 to 127 

180 to 207 

208 to 253 

254 to 341 

342 to 420 

421 to 506 

507 to 633 

100 

115 

200 

230 

265 

400 

460 

575 

a For equipment with dual-rated voltages such as 115/230 and 220/440, the test voltages would be 115 V and 230 V in the first 
example, and 220 V and 440 V in the second example. For equipment with an extended voltage range, such as 110-120 V or 
220-240 V, the test voltage would be 115 V or 230 V, respectively. Where the extended voltage range spans two or more of the rated 
voltage ranges, the mean of the rated voltages shall be used to determine the test voltage from the table. 

EXAMPLE For equipment with an extended voltage range of 200-220 V, the test voltage would be 230 V, based on the mean 
voltage of 210 V. 

b The voltages in this table are for capacity and performance tests other than the maximum cooling and the maximum heating
performance tests. 

 

6.1.3 Test conditions 

6.1.3.1 Preconditions 

The test room reconditioning apparatus and the equipment under test shall be operated until equilibrium 
conditions, as required by 8.3, are attained. Equilibrium conditions shall be maintained for not less than 1 h 
before capacity test data are recorded. 

6.1.3.2 Duration of test 

The data shall be recorded at equal intervals as required by 8.3.3. The recording of the data shall continue for 
at least a 30-min period during which the tolerances specified in 8.3 shall be met. 

6.2 Maximum cooling performance test 

6.2.1 General conditions 

The test shall be conducted with the equipment functioning at full-load operation, as defined in 3.15. The test 
voltages in Table 4 shall be maintained at the specified percentages under running conditions. In addition, the 
test voltage shall be adjusted so that it is not less than 86 % of the rated voltage at the moment of restarting 
the equipment after the shutdown required by 6.2.4.2. The determination of cooling capacity and electrical 
power input is not required for this performance test. 

6.2.2 Temperature conditions 

Tests shall be carried out under the conditions given in Columns T1, T2 or T3 of Table 4, based on the 
intended use, as determined in 6.1.2. For equipment rated for use under more than one set of operating 
conditions, the most stringent set of the intended operating conditions shall be applied for test purposes. 
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Table 4 — Maximum cooling performance test conditions 

Standard rating conditions 
Parameter 

T1 T2 T3 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

32 °C 

23 °C 

 

27 °C 

19 °C 

 

32 °C 

23 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulba 

 

43 °C 

26 °C 

 

35 °C 

24 °C 

 

52 °C 

31 °C 

Test frequencyb Rated frequency 

Test voltage a) 90 % and 110 % of rated voltage with a 
single nameplate voltage rating. 

b) 90 % of the lower rated voltage and 110 % 
of the higher rated voltage for equipment 
with a dual or extended nameplate voltage. 

a The wet-bulb temperature condition shall be required only when testing air-cooled condensers that evaporate the condensate. 

b Equipment with dual-rated frequencies shall be tested at each frequency. 

 

6.2.3 Airflow conditions 

The maximum cooling performance test shall be conducted with an indoor-side fan speed setting as 
determined in 5.2. 

6.2.4 Test conditions 

6.2.4.1 Preconditions 

The controls of the equipment shall be set for maximum cooling and, if provided, all ventilating air dampers 
and exhaust air dampers shall be closed. 

6.2.4.2 Duration of test 

The equipment shall be operated continuously for 1 h after the specified air temperatures in Table 4 have 
been established in accordance with tolerance in Table 13. Thereafter, all power to the equipment shall be cut 
off for 3 min and then restored. The operation of the equipment may be restarted either automatically or 
through the use of a remote controller or similar device. The test shall continue for 60 min after the equipment 
restarts. 

6.2.5 Performance requirements 

6.2.5.1 Air-conditioners and heat pumps shall meet the following requirements when operating under the 
conditions specified in Table 4: 

a) during one entire test, the equipment shall operate without any indication of damage; 

b) the motors of the equipment shall operate continuously for the first hour of the test without tripping the 
motor-overload protective devices, and 

c) After the interruption of power, the equipment shall resume operation within 30 min and run continuously 
for 1 h except as specified in 6.2.5.2 and 6.2.5.3 
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6.2.5.2 A protective device may trip only during the first 5 min of operation after the shutdown period of 
3 min. During the remainder of that 1 h test period, no protective device shall trip. The equipment shall be 
permitted to start and stop under the control of an automatic limit device, if provided. 

6.2.5.3 For those models so designed that resumption of operation does not occur after the initial trip 
within the first 5 min, the equipment may remain out of operation for not longer than 30 min. It shall then 
operate continuously for 1 h. 

6.3 Minimum cooling performance test 

6.3.1 General conditions 

The test and operating conditions specified in Table 5 shall be used when conducting the minimum cooling 
performance test. The test shall be conducted with the equipment functioning at full-load operation, as defined 
in 3.15, except as required in 6.3.3. The determination of cooling capacity and electrical power input is not 
required for this performance test. 

6.3.2 Temperature conditions 

Tests shall be carried out under the temperature conditions established in Table 5. 

6.3.3 Airflow conditions 

The controls, fan speeds, dampers and grilles of the equipment shall be set to maximize the tendency for frost 
or ice to form on the evaporator, provided such settings are not contrary to the manufacturer's operating 
instructions. The test apparatus shall remain in the configuration established in 5.2 and in Annex A. 

6.3.4 Test conditions 

6.3.4.1 Preconditions 

The equipment shall be started and operated until the operating conditions have stabilized according to 
Tables 5 and 13. 

6.3.4.2 Duration of test 

After the operating conditions given in Table 5 have stabilized, in accordance with the test tolerance in 
Table 13, the equipment shall be operated for a period of 4 h. The equipment shall be permitted to stop and 
start under the control of an automatic limit device, if provided. 
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Table 5 — Minimum cooling performance test conditions 

Standard test conditions 
Parameter 

T1 and T3 T2 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

21 °C 

15 °C 

 

21 °C 

15 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulba 

 

21 °C 

— 

 

10 °C 

— 

Test frequencyb Rated frequency 

Test voltage See Table 3 
a The wet-bulb temperature condition shall be required only when testing air-cooled condensers that evaporate the condensate. 
b Equipment with dual-rated frequencies shall be tested at each frequency. 

 

6.3.5 Performance requirements 

6.3.5.1 The equipment shall operate under the conditions specified without any indication of damage. 

6.3.5.2 At the end of the 4-h test, any accumulation of frost or ice on the indoor coil shall not cover more 
than 50 % of the indoor-side face area of the coil or reduce the airflow rate by more than 25 % of the initial 
airflow rate. If the equipment does not allow visual observation of the indoor coil and if the indoor air volume 
rate is not measured, then the requirements of 6.3.5.3 shall be met. 

6.3.5.3 During the 4-h test period, the midpoint temperature of every indoor coil circuit or the refrigerant 
suction pressure shall be measured at equal intervals that span 1 min or less. The measurement(s) carried 
out 10 min after beginning the 4-h test shall be defined as the initial value(s). If the suction pressure is 
measured, it shall be used to calculate the saturated suction temperature. 

a) If the compressor(s) do not cycle OFF on automatic controls during the test, and 

if coil circuit temperature(s) are measured, the temperature(s) shall not remain more than 2 °C below the 
corresponding initial value for each circuit for more than twenty consecutive minutes, or  

if suction pressure is measured, the saturated suction temperature shall not remain more than 2 °C below 
the initial value for more than twenty consecutive minutes. 

b) If the compressor(s) cycle ON/OFF on automatic controls during the test, and 

if coil circuit temperature(s) are measured, the individual circuit temperature(s) measured 10 min after the 
beginning of any ON cycle during the test shall not be more than 2 °C below the corresponding initial 
circuit temperature(s), or 

if suction pressure is measured, the saturated suction temperature measured 10 min after the beginning 
of any ON cycle during the test shall not be more than 2 °C below the initial saturated suction 
temperature. 

If the indoor fan is stopped by the automatic controls during the test, the airflow through the indoor coil shall 
be reduced to zero. 
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6.4 Condensate control and enclosure sweat performance test 

6.4.1 General conditions 

The conditions which shall be used during the condensate control and enclosure sweat test are given in 
Table 6. The test shall be conducted with the equipment functioning at full-load operation, as defined in 3.15, 
except as required in 6.4.3. The determination of cooling capacity and electrical power input is not required for 
this performance test. 

6.4.2 Temperature conditions 

The temperature conditions which shall be used during this test are given in Table 6. 

6.4.3 Airflow conditions 

The controls, fans, dampers and grilles of the equipment shall be set to produce the maximum tendency to 
sweat, provided such settings are not contrary to the manufacturer's operating instructions. 

6.4.4 Test conditions 

6.4.4.1 Preconditions 

After establishment of the specified temperature conditions, the equipment shall be started with its condensate 
collection pan filled to the overflowing point, and the equipment shall be run until the condensate flow has 
become uniform. 

6.4.4.2 Duration of test 

The equipment shall be operated for a period of 4 h. 

6.4.5 Performance requirements 

6.4.5.1 When operating under the test conditions specified in Table 6, no condensed water shall drip, run 
or blow from the equipment. 

6.4.5.2 Equipment which rejects condensate to the condenser air shall dispose of all condensate and 
there shall be no dripping or blowing-off of water from the equipment such that the building or surroundings 
become wet. 

Table 6 — Condensate control test conditions 

Parameter Standard test conditions 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

27 °C 

24 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulba 

 

27 °C 

24 °C 

Test frequencyb Rated frequency 

Test voltage See Table 3 
a The wet-bulb temperature condition shall be required only when testing air-cooled condensers that evaporate the condensate. 
b Equipment with dual-rated frequencies shall be tested at each frequency. 
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7 Heating tests 

7.1 Heating capacity tests 

7.1.1 General conditions 

7.1.1.1 For all heating capacity tests, the requirements specified in Annex B shall apply. Testing shall be 
conducted using the method(s) and instrumentation that meet the requirements of 8.1 and 8.2. 

7.1.1.2 Selectable resistive elements used for heating indoor air shall be prevented from operating during 
all heating capacity tests, except those used only during a defrost cycle. 

7.1.1.3 The test set-up shall include instrumentation to allow measurement of the temperature change 
across the indoor coil. If using the indoor air enthalpy method, the same dry-bulb temperature sensors as 
used to measure capacity may be used. If using the calorimeter test method, the temperature change shall be 
determined using the sensors specified in Annex C. 

7.1.1.4 Standard rating conditions for heating capacity tests are specified in Table 7. 

7.1.1.5 All Clause 7 heating capacity tests shall be conducted with the heat pump functioning at full-load 
operation, as defined in 3.15. 

7.1.1.6 The manufacturer shall specify, for inverter-controlled compressors, the specific frequency that is 
needed to give full-load operation. The heat pump shall be maintained at this frequency for all heating 
capacity tests. If the manufacturer of a heat pump having a variable-speed compressor fails to provide 
information on the full-load operating frequency and how to achieve it during heating capacity tests, then the 
heat pump shall be operated with its thermostat or controller set to its maximum allowable temperature setting. 

Table 7 — Heating capacity rating conditions 

Standard rating conditions 
Parameter 

H1a H2a H3a 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb (maximum) 

 

20 °C 

15 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

7 °C 

6 °C 

 

2 °C 

1 °C 

 

−7 °C 

−8 °C 

Test frequencyb Rated frequency 

Test voltage See Table 3 

a If a defrosting cycle occurs during the H1, H2 or H3 heating capacity tests, testing under these conditions shall be accomplished 
using either the calorimeter or the indoor air enthalpy method (see Annexes D and E). 

b Equipment with dual-rated frequencies shall be tested at each frequency. 

 

7.1.2 Temperature conditions 

7.1.2.1 Three different outdoor-side temperature conditions, designated as H1, H2, and H3, are specified 
in Table 7. 

7.1.2.2 The Table 7 temperature conditions for the air entering the indoor side of the equipment shall be 
used for all heating capacity tests. 
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7.1.2.3 All heat pumps shall be rated based on testing at the H1 temperature conditions. Heating capacity 
tests shall also be conducted at the H2 and/or H3 temperature conditions if the manufacturer rates the 
equipment for operation at one or both of these temperature conditions. 

7.1.2.4 If the heat pump is rated for operation at two frequencies or, in some cases, if the equipment has 
a dual-rated voltage, then more than one heating capacity test shall be conducted at each applicable 
outdoor-side temperature condition. Table 7 (and Table 3) shall be used to determine if additional heating 
capacity tests are required. 

7.1.3 Airflow conditions 

7.1.3.1 General conditions 

7.1.3.1.1 Measurement of the indoor-side air volume rate is required in all cases, regardless of whether the 
calorimeter test method or the indoor air enthalpy test method is used to provide the primary measurement of 
heating capacity. 

7.1.3.1.2 Airflow measurements shall be made in accordance with the provisions specified in Annex C, as 
appropriate, as well as the provisions established in the other appropriate annexes of this International 
Standard. 

NOTE All airflow rates are expressed in units of m3/s of standard air. In the heating capacity calculations described in 
Annex E, the indoor-side airflow rate is expressed in units of m3/s of the air-water vapour mixture. 

7.1.3.1.3 When tests are conducted at settings other than those prescribed in 7.1.3.1.1 and 7.1.3.1.2, these 
alternative settings shall be noted together with the heating capacity ratings. 

7.1.3.2 Requirements when testing heat pumps that provide both cooling and heating 

7.1.3.2.1 Equipment settings, on both the indoor and the outdoor sides, shall be the same as those 
established during the cooling capacity tests. The heating capacity tests shall be conducted at the outdoor-
side airflow rate that is inherent with the outdoor-side air circuit, with the exception of any adjustments allowed 
if using the outdoor air enthalpy test method (see Annex H). 

7.1.3.2.2 Heating capacity tests shall be conducted with the same setting of the damper or exhaust fan as 
for the cooling capacity test. If cooling capacity tests are conducted for more than one climatic condition (T1, 
T2, T3), with different flow rates, then the setting giving the highest flow rate shall be used to conduct the 
heating capacity tests. 

7.1.3.3 Requirements when testing heating-only heat pumps 

7.1.3.3.1 On the outdoor-side of the heat pump, all resistance elements associated with inlets, louvers, and 
any ductwork and attachments considered by the manufacturer as normal installation practice shall be 
installed. If the outdoor airflow is adjustable, all tests shall be conducted at the outdoor-side fan control setting 
that is specified by the manufacturer. Once established, the outdoor-side air circuit of the equipment shall 
remain unchanged throughout all tests prescribed in this International Standard, except to adjust for any 
change caused by the attachment of the airflow measuring device when using the outdoor air enthalpy test 
method (see Annex H). 

7.1.3.3.2 On the indoor-side of the heat pump, damper positions, fan speeds, etc. shall be set in 
accordance with the manufacturer's published installation instructions that are provided with the equipment. In 
the absence of such installation instructions, damper positions, fan speeds, etc. shall be set to provide the 
maximum heating capacity when testing at the H1 temperature conditions. 

7.1.3.3.3 The heat pump set-up used for the H1 test shall be used during the H2 and/or H3 tests, if 
conducted. There is no minimum required ESP, pe, when testing at the H2 and H3 test conditions. 
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7.1.4 Defrost operation 

7.1.4.1 Overriding of automatic defrost controls shall be prohibited. The controls may only be overridden 
when manually initiating a defrost cycle during preconditioning. 

7.1.4.2 Any defrost cycle, whether automatically or manually initiated, that occurs while preparing for or 
conducting a heating capacity test shall always be automatically terminated by the heat pump defrost controls. 

7.1.4.3 If the heat pump turns the indoor fan off during the defrost cycle, airflow through the indoor coil 
shall cease. 

7.1.5 Test procedure — General 

7.1.5.1 The test procedure consists of three periods: a preconditioning period, an equilibrium period, and 
a data collection period. The duration of the data collection period differs depending upon whether the heat 
pump's operation is steady-state or transient. In the case of transient operation, in addition, the data collection 
period specified when using the indoor air enthalpy method (see 7.1.11.5) is different to the data collection 
period required if using the calorimeter method (see 7.1.11.6).  

7.1.5.2 Annex N represents pictorially most of the different test sequences that are possible when 
conducting a heating capacity test. 

7.1.6 Preconditioning period 

7.1.6.1 The test room preconditioning apparatus and the heat pump under test shall be operated until the 
test tolerances specified in 8.3 are attained for at least 10 min. 

7.1.6.2 A defrost cycle may end a preconditioning period. If a defrost cycle does end a preconditioning 
period, the heat pump shall operate in the heating mode for at least 10 min after defrost termination, prior to 
beginning the equilibrium period. 

7.1.6.3 It is recommended that the preconditioning period end with an automatic or manually induced 
defrost cycle when testing at the H2 and H3 temperature conditions.  

7.1.7 Equilibrium period 

7.1.7.1 The equilibrium period immediately follows the preconditioning period. 

7.1.7.2 A complete equilibrium period is 1 h in duration. 

7.1.7.3 Except as specified in 7.1.11.3, the heat pump shall operate while meeting the test tolerances 
in 8.3. 

7.1.8 Data collection period 

7.1.8.1 The data collection period immediately follows the equilibrium period. 

7.1.8.2 Data shall be collected as specified in 8.1 for the chosen test method(s). If using the calorimeter 
method, heating capacity shall be calculated as specified in Annex D. If using the indoor air enthalpy method, 
the heating capacity shall be calculated as specified in Annex E. For cases where one of the confirmative test 
methods from 8.1.3 is used, heating capacity shall be calculated as specified in the appropriate annex. 

7.1.8.3 An integrating electrical power (watt-hour) meter or measuring system shall be used for 
measuring the electrical energy supplied to the equipment. During defrost cycles and for the first 10 min 
following a defrost termination, the meter or measuring system shall have a sampling rate of at least 
every 10 s. 
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7.1.8.4 Except as specified in 7.1.8.3 and 7.1.8.5, data shall be sampled at equal intervals that span 30 s 
or less. 

7.1.8.5 During defrost cycles, plus the first 10 min following defrost termination, certain data used in 
evaluating the integrated heating capacity of the heat pump shall be sampled at equal intervals that span 10 s 
or less. When using the indoor air enthalpy method, these more frequently sampled data include the change 
in indoor-side dry-bulb temperature. When using the calorimeter method, these more frequently sampled data 
include all measurements required to determine the indoor-side capacity. 

7.1.8.6 For heat pumps that automatically cycle off the indoor fan during a defrost, the contribution of the 
net heating delivered and/or the change in indoor-side dry-bulb temperature shall be assigned the value of 
zero when the indoor fan is off, if using the indoor air enthalpy method. If using the calorimeter test method, 
the integration of capacity shall continue while the indoor fan is off. 

7.1.8.7 For both the indoor air enthalpy and the calorimeter test methods, the difference between the dry-
bulb temperature of the air leaving and entering the indoor coil shall be measured. For each 5-min interval 
during the data collection period, an average temperature difference shall be calculated, ( )it τ∆ . The average 
temperature difference for the first 5 min of the data collection period, ( )0it τ∆ = , shall be saved for the 
purpose of calculating the change, ∆T, expressed as a percentage, as given in Equation (1): 

( 0) ( )

( 0)
% 100i i

i

t t
t

t
τ τ

τ

=

=

⎛ ⎞∆ − ∆
⎜ ⎟∆ = ×
⎜ ⎟∆⎝ ⎠

 (1) 

7.1.9 Test procedure when a defrost cycle (whether automatically or manually initiated) ends the 
preconditioning period 

7.1.9.1 If the quantity %∆t exceeds 2,5 % during the first 35 min of the data collection period, the heating 
capacity test shall be designated a transient test (see 7.1.11). Likewise, if the heat pump initiates a defrost 
cycle during the equilibrium period or during the first 35 min of the data collection period, the heating capacity 
test shall be designated a transient test. 

7.1.9.2 If the conditions specified in 7.1.9.1 do not occur and the test tolerances given in 8.3 are satisfied 
during both the equilibrium period and the first 35 min of the data collection period, then the heat capacity test 
shall be designated a steady-state test. Steady-state tests shall be terminated after 35 min of data collection. 

7.1.10 Test procedure when a defrost cycle does not end the preconditioning period 

7.1.10.1 If the heat pump initiates a defrost cycle during the equilibrium period or during the first 35 min of 
the data collection period, the heating capacity test shall be restarted as specified in 7.1.10.3. 

7.1.10.2 If the quantity %∆t exceeds 2,5 % at any time during the first 35 min of the data collection period, 
the heating capacity test shall be restarted as specified in 7.1.10.3. Prior to the restart, a defrost cycle shall 
occur. This defrost cycle may be manually initiated or delayed until the heat pump initiates an automatic 
defrost. 

7.1.10.3 If either 7.1.10.1 or 7.1.10.2 apply, then the restart shall begin 10 min after the defrost cycle 
terminates with a new, hour-long equilibrium period. This second attempt shall follow the requirements of 7.1.7 
and 7.1.8, and the test procedure of 7.1.9. 

7.1.10.4 If the conditions specified in 7.1.10.1 or 7.1.10.2 do not occur and the test tolerances given in 8.3 
are satisfied during both the equilibrium period and the first 35 min of the data collection period, then the 
heating capacity test shall be designated a steady-state test. Steady-state tests shall be terminated after at 
least 35 min of data collection. 
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7.1.11 Test procedure for transient tests 

7.1.11.1 When, in accordance with 7.1.9.1, a heating capacity test is designated a transient test, the 
adjustments specified in 7.1.11.2 to 7.1.11.6 shall apply. 

7.1.11.2 The outdoor air enthalpy test method shall not be used and its associated outdoor-side 
measurement apparatus shall be disconnected from the heat pump. In all cases, the normal outdoor-side 
airflow of the heat pump shall not be disturbed. Use of other confirming test methods is not required. 

7.1.11.3 To constitute a valid transient heating capacity test, the test tolerances specified in Table 8 shall 
be achieved during both the equilibrium period and the data collection period. As noted in Table 8, the test 
tolerances are specified for two sub-intervals. Interval H consists of data collected during each heating interval, 
with the exception of the first 10 min after defrost termination. Interval D consists of data collected during each 
defrost cycle plus the first 10 min of the subsequent heating interval. 

7.1.11.4 The test tolerance parameters in Table 8 shall be determined throughout the equilibrium and data 
collection periods. All data collected during each interval, H or D, shall be used to evaluate compliance with 
the Table 8 test tolerances. Data from two or more H intervals or two or more D intervals shall not be 
combined and then used in evaluating Table 8 compliance. Compliance shall be based on evaluating data 
from each interval separately. 

7.1.11.5 If using the indoor air enthalpy method, the data collection period shall be continued until 3 h have 
elapsed or until the heat pump completes three complete cycles during the period, whichever occurs first. If at 
an elapsed time of 3 h, the heat pump is conducting a defrost cycle, the cycle shall be completed before 
terminating the collection of data. A complete cycle consists of a heating period and a defrost period, from 
defrost termination to defrost termination. 

7.1.11.6 If using the calorimeter method, the data collection period shall be continued until 6 h have 
elapsed or until the heat pump completes six complete cycles during the period, whichever occurs first. If at an 
elapsed time of 6 h, the heat pump is conducting a defrost cycle, the cycle shall be completed before 
terminating the collection of data. A complete cycle consists of a heating period and a defrost period, from 
defrost termination to defrost termination. 

NOTE Consecutive cycles are repeated with similar frost and defrost intervals before data is selected for use in 
calculating the integrated capacity and power. 

7.1.11.7 Because of the confirming test method requirement of 8.1.3, the outdoor air enthalpy test 
apparatus may have to be disconnected from the heat pump, as specified in 7.1.11.2, during a heating 
capacity test. If removal during a test is required, the changeover interval shall not be counted as part of the 
elapsed time of the equilibrium or data collection periods. The changeover interval shall be defined as starting 
at the instant the heating capacity test is designated a transient test and ending when the test tolerances from 
Table 8 are first re-established after the outdoor air enthalpy apparatus is disconnected from the heat pump. 

Full document details: BS ISO 13253:2011

http://www.avadocuments.com/doc/bs-iso-13253-2011
http://www.avadocuments.com/doc/bs-iso-13253-2011


BS ISO 13253:2011
ISO 13253:2011(E) 

© ISO 2011 – All rights reserved 21
 

Table 8 — Variations allowed in heating capacity tests when using the transient (T) test procedure 

Variation of arithmetical mean 
values from specified test 

conditions 

Variation of individual 
readings from specified test 

conditions Reading 

Interval Ha Interval Db Interval Ha Interval Db 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

±0,6 °C 

— 

 

±1,5 °C 

— 

 

±1,0 °C 

— 

 

±2,5 °C 

— 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

±0,6 °C 

±0,3 °C 

 

±1,5 °C 

±1,0 °C 

 

±1,0 °C 

±0,6 °C 

 

±5,0 °C 

— 

Voltage — — ±2 % ±2 % 

External resistance to airflow — — ±5 Pa — 
a Applies when the heat pump is in the heating mode, except for the first 10 min after termination of a defrost cycle. 
b Applies during a defrost cycle and during the first 10 min after the termination of a defrost cycle when the heat pump is operating 
in the heating mode. 

 

7.1.12 Heating capacity test results 

7.1.12.1 The electrical energy supplied to the heat pump during the test shall be recorded, along with the 
corresponding elapsed time, at the termination of each defrost cycle during the data collection period, if 
applicable, and at the termination of the data collection period. 

7.1.12.2 Average heating capacity and average electrical power input shall be calculated in accordance 
with 9.1.4. For transient tests, the quantities shall be calculated using data from the total number of complete 
cycles that are achieved before the data collection period is terminated. In the event that a complete cycle 
does not occur during the data collection period of a transient test, the entire data set shall be used for the 
calculations (see 9.1.4.2). 

7.2 Maximum heating performance test 

7.2.1 General conditions 

The conditions given in Table 9 shall be used during the maximum heating performance test. The test shall be 
conducted with the equipment functioning at full-load operation, as defined in 3.15. The test voltages in 
Table 9 shall be maintained at the specified percentages under running conditions. The determination of 
heating capacity and electrical power input is not required for this performance test. 

7.2.2 Temperature conditions 

The temperature conditions given in Table 9 shall be used during these tests. 

7.2.3 Airflow conditions 

The maximum heating performance test shall be conducted with an indoor-side fan speed setting as 
determined in 5.2 and Annex A. 
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7.2.4 Test conditions 

7.2.4.1 Preconditions 

The controls of the equipment shall be set for maximum heating. All ventilating air dampers and exhaust air 
dampers, if provided, shall be closed. 

Table 9 — Maximum heating performance test conditions 

Parameter Standard test conditions 

Temperature of air entering the indoor side: 

⎯ dry-bulb 

 

27 °C 

Temperature of air entering the outdoor side: 

⎯ dry-bulb 

⎯ wet-bulb 

 

24 °C 

18 °C 

Test frequencya Rated frequency 

Test voltage a) 90 % and 110 % of rated voltage for equipment with a 
single nameplate voltage rating 

b) 90 % of the lower rated voltage and 110 % of the 
higher rated voltage for equipment with a dual or 
extended nameplate voltage 

a Equipment with dual-rated frequencies shall be tested at each frequency. 

 

7.2.4.2 Duration of test 

The equipment shall be operated for 1 h after the specified air temperatures have been attained from Table 9 
and Table 13. The equipment shall be permitted to stop and start under the control of an automatic limit 
device, if provided. 

7.2.5 Performance requirements 

The equipment shall operate under the conditions specified in Table 9 and 7.2.4.2, without indication of 
damage. 

7.3 Minimum heating performance test 

7.3.1 General conditions 

The conditions given in Table 10 shall be used for this test. The test shall be conducted with the equipment 
functioning at full-load operation, as defined in 3.15. The voltage shall be maintained at the specified value 
under running conditions. The determination of heating capacity and electrical power input is not required for 
this performance test. 

7.3.2 Temperature conditions 

The temperature conditions of this test shall be as given in Table 10. 

7.3.3 Airflow conditions 

The minimum heating test shall be conducted using the indoor-side airflow rate as determined in 5.2 and 
Annex A. 
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