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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 13564-1| was prepared by Technical Committee ISO/TC 110, Industrial trucks, Subcommittee SC 2,
Safety of powered industrial trucks.

ISO 13564 consists of the following parts, under the general title Powered industrial trucks — Test methods
for verification of visibility:

— Part 1: Sit-on and stand-on operator trucks and variable-reach trucks up to and including 10 t capacity

Variable-reach container-handling trucks with greater than 10 t capacity are to form the subject of a future
part 3.

Documents

) Document Sharing Hub
v © 1SO 2012 — All rights reserved

Full document details: BS ISO 13564-1:2012


http://dx.doi.org/10.3403/30109269U
http://www.avadocuments.com/doc/bs-iso-13564-1-2012
http://www.avadocuments.com/doc/bs-iso-13564-1-2012

BS ISO 13564-1:2012
INTERNATIONAL STANDARD ISO 13564-1:2012(E)

Powered industrial trucks — Test methods for verification of
visibility —

Part 1:
Sit-on and stand-on operator trucks and variable-reach trucks
up to and including 10 t capacity

1 Scope

This part of ISO 13564 specifies the requirements and test procedures for all-round visibility of self-propelled
industrial trucks with a rated capacity up to and including 10 000 kg, and industrial variable-reach trucks with
a rated capacity up to and including 10 000 kg, with a sit-on or stand-on operator, without load, and equipped
with fork arms or load platform as defined in ISO 5053.

It is not applicable to

— low-lift straddle carriers (as defined in ISO 5053:1987, 3.1.3.2.3),

— high-lift straddle carriers (as defined in ISO 5053:1987, 3.1.3.1.11),

— trucks with an elevating operator position, when the operating position is elevated,

— trucks with a rated capacity greater than 10 000 kg,

— rough-terrain variable-reach trucks,

— container-handling trucks,

— side loaders.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3691-1:2011|, Industrial trucks — Safety requirements and verification — Part 1: Self-propelled industrial
trucks, other than driverless trucks, variable-reach trucks and burden-carrier trucks

ISO 5053:1987, Powered industrial trucks — Terminology
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5053 and the following apply.

31

industrial variable-reach truck

industrial truck equipped with longitudinal articulating or telescopic and elevating boom(s) (swivelling
horizontally by no more than +5°), not including rough-terrain variable-reach trucks

3.2

truck profile

contour which is determined by the largest rectangular width and length parallel to the longitudinal axis of the
truck, including the front vertical surface of the fork arms

NOTE The blades of the fork arms are not taken into account.
3.3

seat index point

SIP

point on the central vertical plane of the seat
NOTE Adapted from |SO 5353:1994, definition 3.1.

34

standing index point

STIP

perpendicular projection of the mid-axis of the standing operator in the normal operating position

NOTE For determination of the STIP, see Figure 4.

3.5

adjusted standing index point

ASTIP

adjusted STIP located relative to the STIP, as provided in 6.1.3, to simulate body movement of the operator
during truck operation

3.6
forward direction
forward direction of travel, dependent on the type of truck and according to J]SO 3691-1:2011], Annex A.

3.7
manoeuvring
motion of an industrial truck at slow speed and for short distances

NOTE Manoeuvring can include movements such as operation in narrow aisles, when turning, passing objects close
by, load pick-up and put-down, approaching and retreating from loads, and other operations not included when travelling.

3.8
travelling
movement of the truck over relatively long distances and open areas up to the maximum speed

3.9

lighting equipment

system of lights that represents the range of positions of the operator's eyes, including head and body
movement

See Figures 2 and 3.
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3.10

test body

body that simulates an obstacle, e.g. a person in stooped position, and with which the visibility conditions are
evaluated

See Figure 5.

3.11
test screen
surface with which the visibility conditions while travelling forward are evaluated

3.12

normal operating position

position in which the operator is able to control all functions for driving and load handling as defined by the
manufacturer

3.13

test path

path marked on the floor around the industrial truck to be tested and on which the test body is moved for the
visibility measurement tests

See Figures 6, 7 and 8.
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Figure 1 — Top view of test path

3.14
illuminated area
surface on the test body or test screen which is illuminated by at least one light of the lighting equipment

3.15
dark shadow
surface on the test body or test screen which is not illuminated by any light of the lighting equipment

NOTE When checking for dark shadows on the test body or test screen, the shadow cast by an object, e.g. clipboard
or hand, can help to identify dark shadow areas.

3.16
direct visibility
illumination of the test body and test screen without the use of auxiliary equipment
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