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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment,
as well as information about ISO’s adherence to the World Trade Organization (WTO) principles in the
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is [SO/TC 8, Ships and marine technology, Subcommittee
SC 6, Navigation and ship operations.

This second edition cancels and replaces the first edition (ISO 13643-5:2013), of which it constitutes a
minor revision with the following changes:

— the numbering has been changed;
— in Figure 1, key 2 has been changed from “boat dynamically unstable” to “boat dynamically stable”;
— in Figure 1, key 5 has been changed from “dynamically unstable” to “dynamically stable”.

Alist of all parts in the ISO 13643 series can be found on the ISO website.
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Ships and marine technology — Manoeuvring of ships —

Part 5:
Submarine specials

1 Scope

This document defines symbols and terms and provides guidelines for the conduct of tests to give
evidence about the manoeuvring ability in the vertical plane of submarines and models. It is intended to
be read in conjunction with [SO 13643-1|.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 13643-1:2017, Ships and marine technology — Manoeuvring of ships — Part 1: General concepts,
quantities and test conditions

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— ISO Online browsing platform: available at http://www.iso.or

3.1

meander test

manoeuvring test to establish a submarine’s manoeuvring characteristics and to verify the submarine’s
dynamic stability in the vertical plane

3.2

vertical overshoot test

manoeuvring test to determine the effectiveness of the stern planes when initiating and terminating
changes of depth

3.3

neutral level flight test

manoeuvring test to determine the trim angle and the hydroplane angles at which the submarine
maintains a constant dived depth at any given speed during submerged operation

Note 1 to entry: Neutral level flight is obtained
— for submarines with retracted bow planes by using a definite trim angle and a definite angle of stern planes, and

— for submarines with non-retractable bow planes, by using definite angles of the bow and stern planes for
arbitrary trim angles (preferably 0s = 0°).
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3.4

critical speed test

manoeuvring test to determine the speed at which the effect of the hydroplanes is reversed during
submerged operation

4 Test-related physical quantities

Test-related physical quantities are according to Table 1; general quantities and concepts are according
to [SO 13643-1|

Table 1 — Test-related physical quantities

Cc- . Concept
Symbol SI unit — -
code Term Definition or explanation
ai — rad m2s-22a |Coefficient For regression approximation
az — m2s-2 Coefficient For regression approximation
b1 — rad m2s-2a |Coefficient For regression approximation
by — m2 s2 Coefficient For regression approximation
e | con [ 1 [oampimgrae [Ratlobetween damping convtent w2/t and el
c1 — rad m2s-2a |Coefficient For regression approximation
dq — rad m2s-2a |Coefficient For regression approximation
Fy FVC N Vertical force —
MA MAX — Main axis (See [SO 13643-1))
Mt MYT Nm Trim moment —
T TIP S Period of oscillation apsgir(;(;eo g;&fﬁ:ﬁ?&i;sfigi]t fon,
To TIPO S Period of oscillation |Period of the undamped oscillation

For meander test:

Times to achieve the trim amplitudes,
ta TIA s Response time 0aii=1,2,3, ..

For vertical overshoot test:

Time to change trim angle by AGg

Time from putting the stern planes into the oppo-

t Tic s Overshoot time site direction until reaching maximum trim angle
Time from putting the stern planes into the
tt TIT S Levelling-off time opposite direction until reaching maximum
depth change
. 3 Time elapsed before the envelope of time-
b TI05 S Time to half-value dependent trim variation has decreased by half
Ver VCR ms-1b Critical speed Speed at which the effect of the hydroplanes is
reversed
Vi VF ms-1b Final speed Speed at the end of test (run)
Vo V0 ms-1b Initial speed (See SO 13643-1))
o For neutral level flight and vertical overshoot test:
. -1b
Voi Vol ms Initial speed For individual runs of the test
Vom VOM ms-1b Mean test speed —

Vertical coordinate in the earth-fixed axis
20 Z0 m Dived depth system of the origin of the submarine (see
ISO 13643-1:2017, Table 2) at any given time

a  For angles, the unit ° (degree) may be used.

b The unit kn, common in navigation, may be used. [ PP .
|~ A A A" 1 1| \;nts
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Table 1 (continued)
- Concept
Symbol cc SI unit _p_ - -
code Term Definition or explanation
Z00 700 m Initial dived depth At the commencement of the test (run)
20F DZDTF ms-1b Rate of depth change |When constant trim angle, 8f, has been reached
Response depth Change of depth relative to zog when trim angle is
AzoE DZOE m change changed by Afg
Final change of Under steady final conditions, only defined for a
AzoF DZOF m dived depth dynamically stable boat
Levelling-off depth . .
Azom DZOM m change Maximum change of depth, relative to zog + Azog
Relative to dsp; if necessary, an equivalent stern
Adsi DANSI rada Test stern plane angle | plane angle shall be given, e.g. for submarines with
X-planes: ¥4 (Adai1 + ASai2 + Abai3 + Abaia).
For meander test:
Ok - Os0
Specified change of trim angle relative to 0sg at
which the stern planes are returned to their initial
settings &
A DTETPE rada E)fecute change of g ' S0
trim angle For vertical overshoot test:
O - Oso
Specified change of trim angle relative to Osg at
which the stern planes are applied in the opposite
direction (Js;)
6B ANB rada Bow plane angle (See [SO 13643-1))
For meander, vertical overshoot, and critical speed
Initial bow plane tests:
angle Bow plane angle at the commencement of the test
6B0 ANBO rada (valid for neutral level flight)
Bow plane angle for .
neutral level flight Result of neutral level flight test
s ANS rada Stern plane angle (See [SO 13643-1))
Angle of stabilising . . . o
Ssx ANSX rada fin or of the fixed Relative to the horlz_ontal plane in MA, positive
when leading edge tilts upwards
post of a stern plane
Angle of stabilising
fin or of the fixed
Ssx0 ANSX0 rada post of a stern plane, o
for neutral level flight
Relative to dsp; if necessary, an equivalent stern
Osi ANSI rada Test stern plane angle|plane angle shall be given, e.g. for submarines with
X-planes: Y (6A11 + 6A12 + 6Ai3 + 6Ai4)-
For meander, vertical overshoot and critical speed
Initial stern plane tests:
angle Stern plane angle at the commencement of the test
(valid for neutral level flight)
850 ANSO rada -
Result of neutral level flight test:
Stern plane angle for |If necessary, an equivalent stern plane angle shall
neutral level flight be given, e.g. for submarines with X-planes:
Ya (601 + 6402 + 6A03 + 6A04).
a  For angles, the unit ° (degree) may be used.
b The unit kn, common in navigation, may be used.
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