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National foreword

This British Standard is the UK implementation of ISO 13909-6:2001.
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PT1/16, Solid mineral fuels.
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request to its secretary.

This publication does not purport to include all the necessary provisions of a
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 13909 may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard |SO 13909- was prepared by Technical Committee ISO/TC 27, Solid mineral fuels,
Subcommittee SC 4, Sampling.

ISO 13909 cancels and replaces ISO 9411-1:1994, Solid mineral fuels — Mechanical sampling from moving streams
— Part 1: Coal and ISO 9411-2:1993, Solid mineral fuels — Mechanical sampling from moving streams — Part 2:
Coke, of which it constitutes a technical revision. It also supersedes the methods of mechanical sampling of coal and
coke given in ISO 1988:1975, Hard coal — Sampling and ISO 2309:1980, Coke — Sampling.

ISO 13909 consists of the following parts, under the general title Hard coal and coke — Mechanical sampling:

— Part 1: General introduction

— Part 2: Coal — Sampling from moving streams

— Part 3: Coal — Sampling from stationary lots

— Part 4: Coal — Preparation of test samples

— Part 5: Coke — Sampling from moving streams

— Part 6: Coke — Preparation of test samples

— Part 7: Methods for determining the precision of sampling, sample preparation and testing

— Part 8: Methods of testing for bias
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Introduction

The objective of sample preparation is to prepare one or more test samples from the primary increments for
subsequent analysis. The requisite mass and particle size of the test sample depend on the test to be carried out.

The process of sample preparation may involve constitution of samples, reduction, division, mixing and drying or all
or a combination of these.

Primary increments may be prepared individually as test samples or combined to constitute samples either as taken
or after having been prepared by reduction and/or division. Samples may either be prepared individually as test
samples or combined on a weighted basis to constitute a further sample.

On-line sampling and sample-preparation systems can be usefully implemented when dealing with a coke or cokes
which are known to be free from handling problems, but only when this will not result in loss of moisture,
contamination by the sampling equipment or size degradation of physical samples.
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Hard coal and coke — Mechanical sampling —

Part 6:
Coke — Preparation of test samples

1 Scope

This part of ISO 13909 describes the preparation of samples of coke from the combination of primary increments to
the preparation of samples for specific tests.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 13909. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 13909 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated references,
the latest edition of the normative document referred to applies. Members of ISO and IEC maintain registers of
currently valid International Standards.

ISO 579:1999, Coke — Determination of total moisture.

ISO 687:1974, Coke — Determination of moisture in the analysis sample.

ISO 13909-1:2001|, Hard coal and coke — Mechanical sampling — Part 1: General introduction.

ISO 13909-5:2001|, Hard coal and coke — Mechanical sampling — Part 5: Coke — Sampling from moving streams.

ISO 13909-7:2001|, Hard coal and coke — Mechanical sampling — Part 7: Methods for determining the precision of
sampling, sample preparation and testing.

ISO 13909-8:2001|, Hard coal and coke — Mechanical sampling — Part 8: Methods of testing for bias.

3 Terms and definitions

For the purposes of this part of ISO 13909, the terms and definitions given in [SO 13909-1| apply.
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4 Precision of sample preparation

From the equations given in |[SO 13909-7, the estimated absolute value of the precision of the result obtained for the
lot at the 95 % confidence level, P, for continuous sampling is given by:

UL
P =2 M (1)
m

where
14 is the primary increment variance;
n is the number of increments in the sample;

Vet is the variance of preparation and testing for both off-line and on-line systems;
m is the number of sub-lots.

The procedures given in this part of ISO 13909 are designed to achieve levels of Vpr of 0,05 or less for moisture
tests. Better levels may be expected for other chemical characteristics.

For some preparation schemes, however, practical restrictions may prevent the preparation and testing variance
being as low as this. Under these circumstances, the user will have to decide whether to achieve the desired overall
precision by improving the preparation scheme or by dividing the lot into a greater number of sub-lots.

The errors occurring in the various stages of preparation and analysis, expressed in terms of variance, may be
checked by the methods given in ]SO 13909-7.

5 Constitution of a sample

5.1 Introduction
Examples of the constitution of samples are shown in Figure 1.
Primary increments shall be taken in accordance with the procedures specified in [SO 13909-5.

Individual increments are usually combined to form a sample. A single sample may be constituted by combination of
increments taken from a complete sub-lot or by combining increments taken from individual parts of a sub-lot. Under
some circumstances, e.g. size analysis or bias testing, the sample consists of a single increment which is prepared
and tested.

Samples may also be prepared by the combination of other samples.

The procedures for increment combination (5.2) may vary according to whether the primary increments were taken
using a time-basis (5.2.1) or a mass-basis (5.2.2) sampling scheme.

5.2 Combination of increments

5.2.1 Time-basis sampling

The mass of the primary increments shall be proportional to the flow rate at the time of sampling. The primary
increments may be combined into a sample, either directly as taken or after having been prepared individually to an
appropriate stage by fixed-ratio division (see clause 6).
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Figure 1 — Examples of the constitution of samples

5.2.2 Mass-basis sampling

If the primary increments are of almost uniform mass (see note), they may be combined into a sample, either directly
as taken or after having been prepared individually to an appropriate stage by fixed-ratio division (see clause 6).

NOTE Almost uniform mass has been achieved if the coefficient of variation of the increment masses is less than 20 % and there
is no_significant correlation between the flow rate at the time of taking the increment and the mass of the increment (see
SO 13909-5).

If the primary increments are not of almost uniform mass, they may only be combined into samples after having been
divided individually by fixed-mass division (see clause 6).

5.3 Combination of samples

When combining samples, the mass of the individual samples shall be directly proportional to the mass of the coke
from which they were taken in order to obtain a weighted mean of the quality characteristic for the sub-lot. Prior to
combination, division shall be by fixed-ratio (see clause 6).
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