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National foreword

This British Standard is the UK implementation of
[SO 13953:2001+A1:2020. It supersedes BS ISO 13953:2001, which
is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to ISO text carry
the number of the ISO amendment. For example, text altered by ISO
amendment 1 is indicated by @ R

The UK participation in its preparation was entrusted to Technical
Committee PRI/88/4, Test Methods - Plastic Piping.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020

ISBN 978 0 539 06929 7
ICS 23.040.20; 23.040.60

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2001.

Amendments/corrigenda issued since publication

Date Text affected

30 April 2020 Implementation of ISO amendment 1:2020
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Polyethylene (PE) pipes and fittings —
Determination of the tensile strength
and failure mode of test pieces from a
butt-fused joint

Tubes et raccords en polyéthylene (PE) — Détermination de la

résistance en traction et du mode de rupture d'éprouvettes prélevées
dans des assemblages par soudage bout a bout
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