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National foreword

This British Standard reproduces verbatim ISO 14617-8:2002 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
TDW/4, Technical product specification, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to v, a blank page, pages 1 to 23 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

This British Standard was
published under the authority Amd. No. Date Comments
of the Standards Policy and
Strategy Committee

on 31 August 2004
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 14617 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 14617-8 was prepared by Technical Committee ISO/TC 10, Technical product documentation, Subcommittee
SC 10, Process plant documentation and tpd-symbols.

ISO 14617 consists of the following parts, under the general title Graphical symbols for diagrams:
— Part 1: General information and indexes

— Part 2: Symbols having general application

— Part 3: Connections and related devices

— Part 4: Actuators and related devices

— Part 5: Measurement and control devices

— Part 6: Measurement and control functions

— Part 7: Basic mechanical components

— Part 8: Valves and dampers

— Part 9: Pumps, compressors and fans

— Part 10: Fluid power converters

— Part 11: Devices for heat transfer and heat engines

— Part 12: Devices for separating, purification and mixing
— Part 15: Installation diagrams and network maps

Other parts are under preparation.

This corrected version of ISO 14617-8:2002 incorporates the correction of the drawing in Application example
X2165.

Documents

v Document Sharing Hub

Full document details: BS ISO 14617-8:2002


http://dx.doi.org/10.3403/03103784U
http://www.avadocuments.com/doc/bs-iso-14617-8-2002
http://www.avadocuments.com/doc/bs-iso-14617-8-2002

BS ISO 14617-8:2002

Introduction

The purpose of ISO 14617 in its final form is the creation of a library of harmonized graphical symbols for diagrams
used in technical applications. This work has been, and will be, performed in close cooperation between ISO and
IEC. The ultimate result is intended to be published as a standard common to ISO and IEC, which their technical
committees responsible for specific application fields can use in preparing International Standards and manuals.
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Graphical symbols for diagrams —

Part 8:
Valves and dampers

1 Scope

This part of ISO 14617 specifies graphical symbols for valves and dampers in diagrams, including symbols for
general-purpose valves, those used in fluid power systems and hygienic valves used in the food and
pharmaceutical industries.

For the fundamental rules of creation and application of graphical symbols in diagrams, see |ISO 81714-1|.

For an overview of ISO 14617, information on the creation and use of registration numbers for identifying graphical

symbols used in diagrams, rules for the presentation and application of these symbols, and examples of their use
and application, see |SO 14617-1

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 14617. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 14617 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 14617-1:2002, Graphical symbols for diagrams — Part 1: General information and indexes

ISO 14617-2:2002, Graphical symbols for diagrams — Part 2: Symbols having general application

ISO 14617-4:2002, Graphical symbols for diagrams — Part 4: Actuators and related devices

ISO 81714-1:1999, Design of graphical symbols for use in the technical documentation of products — Part 1: Basic
rules

3 Terms and definitions
For the purposes of this part of ISO 14617, the following terms and definitions apply.

NOTE The list has been restricted to terms whose meaning is not obvious and which have not been defined elsewhere in
an International Standard, or which have been defined in various ways in different standards. In preparing these definitions, ISO
and IEC standards on terminology have been consulted; see the references in parentheses. However, most of the definitions in
those standards were prepared by different technical committees within a restricted scope. This means that many terms so
defined have to be given more general or neutral definitions when applied in the context of graphical symbols.
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3.1

safety valve

valve which automatically, without the assistance of any energy other than that of the fluid concerned, discharges a
certified quantity of the fluid so as to prevent a predetermined safe pressure being exceeded, and which is
designed to reclose and prevent the further flow of fluid after normal pressure conditions of service have been
restored

iSO 4126-1]

3.2

vacuum valve

valve which automatically and without the assistance of any energy other than that of the gas concerned, admits
gas to a pipeline or tank in order to prevent a predetermined safe underpressure being exceeded

3.3
control valve
power-operated valve in an industrial-process control system for changing the flow rate of the process fluid

IEC 60050-351]

3.4
restrictor
device which restricts the flow of a fluid thereby creating a pressure drop

ISO 5599

3.5
restrictor valve
valve in which the inlet and outlet ports are interconnected through a restricted passageway

NOTE In a fixed restrictor valve, the cross-sectional area cannot be altered; in an adjustable restrictor valve, the cross-
sectional area can be adjusted.

3.6
release valve
valve through which non-desired air or steam in a pipe system may be released

3.7

pressure-reducing valve

pressure regulator

valve in which, with varying inlet pressure or outlet flow, the outlet pressure remains substantially constant, but in
which the inlet pressure remains higher than the selected outlet pressure

3.8
pressure-relief valve
valve which limits maximum pressure by exhausting fluid when the required pressure is reached

3.9
exhaust valve
valve in which the outlet is automatically opened to exhaust when the air pressure falls at the inlet
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