BSISO 15080:2001+A1:2019

=

BSI Standards Publication

Nuclear facilities — Ventilation
penetrations for shielded enclosures

°
bSl o Documents

Document Sharing Hub

Full document details: BS 1ISO 15080:2001+A1:2019


http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019
http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019

BS ISO 15080:2001+A1:2019 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
ISO 15080:2001+A1:20109.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to ISO text carry
the number of the ISO amendment. For example, text altered by ISO
amendment 1 is indicated by @ R

The UK participation in its preparation was entrusted to Technical
Committee NCE/2, Radiation protection and measurement.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 539 01284 2
ICS 27.120.20; 13.280

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2019.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 15080:2001+A1:2019


http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019
http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019

Full document details: BS ISO 15080:2001+A1:2019

BS IS0 15080:2001+A1:2019

INTERNATIONAL ISO
STANDARD 15080

First edition
2001-09-15

AMENDMENT 1
2019-05

Nuclear facilities — Ventilation
penetrations for shielded enclosures

Installations nucléaires — Traversées de ventilation pour
enceintes blindées

Reference number

— T — ISO 15080:2001(E)

ISO Documents
N Document Sharing Hub
e © IS0 2001


http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019
http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019

BS IS0 15080:2001+A1:2019
ISO 15080:2001+A1:2019(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2001, Published in Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401
CH-1214 Vernier, Geneva, Switzerland
Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org
Wwww.iso.org
Documents
.. Document Sharing Hub
11 © ISO 2001 - All rights reserved

Full document details: BS ISO 15080:2001+A1:2019


http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019
http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019

BS IS0 15080:2001+A1:2019
1SO 15080:2001+A1:2019

Contents Page
FFOT@WOTM ........oooccceesse 8525585858585 iv
IIMETOUICEIONL. ..ottt 885 v
1 S0P ... 1
2 INOTTNATIVE TEECI@INCE ...t 1
3 Terms and AeFIMITIOIIS ... 1
4 Design of ventilation penetrations
4.1 General princCiples ...
4.2 Conventional ventilation penetrations
4.3 Cast iron NelixX tECRNMIGUE ...
4.3.1  General CONSIAETATIONS. ...
4.3.2  Characteristics
4.3.3  Design of the heliX SYSTEMS ...
4.3.4  Principles of iNStallation ...

Annex A (normative) Specifications for the design of cast iron helixes

Annex B (informative) Rules for the definition of castiron helixes.................es
Annex C (informative) Examples of design of conventional penetrations.............cns 20
BIDLEOZTAPIY . ...t 22

Documents

] Document Sharin%Hub
© IS0 2001 - All rights reserved 1

Full document details: BS ISO 15080:2001+A1:2019


http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019
http://www.avadocuments.com/doc/bs-iso-15080-2001-a1-2019

BS ISO 15080:2001+A1:2019
IS0 15080:2001+A1:2019

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member
bodies for voting. Publication as an International Standard requires approval by at least 75 % of the
member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the
subject of patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 15080 was prepared by Technical Committee ISO/TC 85, Nuclear energy,
Subcommittee SC 2, Radiation protection.

Annex A forms an integral part of this International Standard. Annexes B and C are for information only.
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Introduction

This International Standard provides guidance and recommendations for the design, mounting and
assembly of static penetration systems used for ventilation purposes in shielded enclosures. It gives
general requirements on the material to be used, the construction of the different types of penetrations
which can be used, the way of mounting and assembling and, finally, standard dimensions for some
typical equipment.
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INTERNATIONAL STANDARD ISO 15080:2001+A1:2019

Nuclear facilities — Ventilation penetrations for
shielded enclosures

1 Scope

This International Standard specifies the requirements for the construction and the installation
of radiobiological shielding devices used as ventilation passages through shielded enclosures with
concrete or leaded walls to protect against gamma radiation.

This International Standard applies to all shielded containment enclosures used for handling radioactive
products or material emitting penetrating radiation (gamma or neutrons) in such quantities and of
such emission rate that these products must be handled remotely behind a shielding wall. Typically, the
enclosures considered cover all types of nuclear fuel cycle installations: reprocessing plants, hot activity
laboratories, plutonium solution handling facilities, shielded cells, waste storage installations, etc.

It could eventually be applied to particle accelerators, primary containment of research reactors, fusion
research reactors, radiographic installations, neutron generators, etc.

However, pressurized vessels, sealed sources, transport packaging for radioactive materials, as well as
enclosures, primary circuits and vessels of nuclear power plants have been deliberately excluded from
the scope of this International Standard.

This International Standard specifies general and detailed principles which shall be respected when
designing ventilation penetrations for shielded enclosures. These specifications can be divided more
generally into two categories of guidance, which apply to the two following systems of ventilation
penetrations for shielded enclosures already in use:

— the first corresponding to the most important conventional systems used worldwide, and

— the second corresponding to an alternative method, called the “cast iron helix technique”.

2 Normative reference

The following normative document contains provisions which, through reference in this text,
constitute provisions of this International Standard. For dated references, subsequent amendments
to, or revisions of, any of these publications do not apply. However, parties to agreements based on
this International Standard are encouraged to investigate the possibility of applying the most recent
edition of the normative document indicated below. For undated references, the latest edition of the
normative document referred to applies. Members of ISO and IEC maintain registers of currently valid
International Standards.

Text deleted

3 Terms and definitions

For the purposes of this International Standard, the following terms and definitions apply.
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containment enclosure

enclosure designed to prevent leakage of products contained in the internal environment under
consideration into the external environment, or the penetration of substances of the external
environment into the internal environment, or both simultaneously

Note 1 to entry: This is a generic term to designate all kinds of enclosures, including glove boxes, or cells of
different dimensions used for handling or storing radioactive materials by means of handling devices.

3.2

shielded enclosure

containment enclosed by an additional shielding wall intended to provide complementary shielding
against penetrating radiation

Note 1 to entry: This additional shielding wall can be integral with, mounted on, or independent of the
containment enclosure wall. The choice and thickness of the protection material depend on the type of radiation
(beta, gamma or neutron) and the type of handling required.

3.3

static service penetration

(for a shielded enclosure)

device used in a containment enclosure wall for the introduction or the extraction of fluids such as air,
water, gas, water vapour, or the transmission of energy

34

ventilation penetration

(for a shielded enclosure)

device installed on a ventilation network and mounted on a shielded enclosure wall, intended to ensure
the shielding continuity of the enclosure wall and the required passage of the air or gas through this
enclosure wall

4 Design of ventilation penetrations

4.1 General principles

The general and detailed design principles for ventilation penetrations for shielded enclosures, specified
in this International Standard, can be divided more generally into two categories of guidance, which
apply to the two following systems of ventilation penetrations for shielded enclosures already in use:

— thefirstcorresponding to the mostimportant conventional systems, which are used worldwide, and
— the second corresponding to an alternative method, which is called the “cast iron helix technique”.

Ventilation penetrations for shielded enclosures shall be designed to maintain the quality of the
containment and the efficiency of the shielding of the shielded enclosure, in order to protect the
operators against ionizing radiation and radioactive contamination.

The quality of the containment shall be particularly good where the level of internal radioactive
contamination of the shielded enclosure is high. In this last case, the junction between the wall
penetrations and the inner line of the shielded enclosure shall be leaktight.

Static penetrations shall be carried out in order to reproduce the shielding efficiency ensured by the
structure of the shielded enclosure. When a local lessening of the shielding is unavoidable, additional
shielding shall be placed on the radiation leakage line, inside, outside or directly included in the
enclosure wall.

This additional shielding shall ensure that the cross-section of the shielding efficiency of the
wall penetration taken in all directions provides the same level of shielding in units of mass as the
shielding wall.
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