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BS ISO 15562:1998

National foreword

This British Standard reproduces verbatim ISO 15562:1998 and implements it as the
UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
NCE/2, Health physics instrumentation, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii and iii, a blank page, pages 1 to 6, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Engineering Amd. No. Date Comments

Sector Committee, was published
under the authority of the

Standards Committee and comes
into effect on 15 September 1999
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Pratique de la dosimétrie electrons et Bremsstrahlung dans les installations
de traitement des produits alimentaires irradiés
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BS ISO 15562:1998

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard 1SO 15562 was prepared by the American Society for Testing and Materials (ASTM)
Subcommittee E10.01 (as E 1431-91) and was adopted, under a special “fast-track procedure”, by Technical
Committee ISO/TC 85, Nuclear energy, in parallel with its approval by the ISO member bodies.

A new ISO/TC 85 Working Group WG 3, High-level dosimetry for radiation processing, was formed to review the
voting comments from the ISO “Fast-track procedure” and to maintain these standards. The USA holds the
convenership of this working group.

International Standard 1ISO 15562 is one of 20 standards developed and published by ASTM. The 20 fast-tracked
standards and their associated ASTM designations are listed below:

ISO Designation ASTM Designation Title

15554 E 1204-93 Practice for dosimetry in gamma irradiation facilities for food
processing

15555 E 1205-93 Practice for use of a ceric-cerous sulfate dosimetry system

15556 E 1261-94 Guide for selection and calibration of dosimetry systems for
radiation processing

15557 E 1275-93 Practice for use of a radiochromic film dosimetry system

15558 E 1276-96 Practice for use of a polymethylmethacrylate dosimetry system

15559 E 1310-94 Practice for use of a radiochromic optical waveguide dosimetry
system

15560 E 1400-95a Practice for characterization and performance of a high-dose
radiation dosimetry calibration laboratory

15561 E 1401-96 Practice for use of a dichromate dosimetry system
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Practice for dosimetry in electron and bremsstrahlung irradiation
facilities for food processing

Practice for use of the ethanol-chlorobenzene dosimetry system
Guide for use of radiation-sensitive indicators

Practice for use of a radiochromic liquid dosimetry system
Practice for use of the alanine-EPR dosimetry system

Practice for dosimetry in an X-ray (bremsstrahlung) facility for
radiation processing

Practice for use of calorimetric dosimetry systems for electron
beam dose measurements and dosimeter calibrations

Practice for dosimetry in an electron-beam facility for radiation
processing at energies between 300 keV and 25 MeV

Practice for use of cellulose acetate dosimetry system

Practice for dosimetry in a gamma irradiation facility for radiation
processing

Guide for estimating uncertainties in dosimetry for radiation
processing

Practice for dosimetry in an electron-beam facility for radiation
processing at energies between 80 keV and 300 keV
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