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National foreword

This British Standard reproduces verbatim ISO 15573:1998 and implements it
as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
NCE/2, Health physics instrumentation, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the ISO title page, pages ii to iv, pages 1 to 10 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments
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INTERNATIONAL ISO
STANDARD 15573

First edition
1998-12-15

Practice for dosimetry in an electron-beam
facility for radiation processing at energies
between 80 keV and 300 keV

Pratique de la dosimétrie de faisceaux d'électrons pour irradiations a des
énergies comprises entre 80 keV et 300 keV
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Appendix X1 (Nonmandatory information) Method for measuring
surface area rate coefficient (K), dose depth, and dose uniformity

Figure 1 — Depth Dose Curves (0.5 mil Ti Window, 0.5 in. Air Gap)

Figure X1.1 — Depth Dose Curve 300 kV (2.5 cm Air Gap, 13 um
Titanium Foil Window)

Figure X1.2 — Electron Beam Width Dose Uniformity
Table 1 — Calculated K Values at the Product Surface

Table X1.1 — Example of Depth Dose Distribution at 300 kV
(Air Gap 2.5 cm, 13 um Titanium Foil Window)
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