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National foreword

This British Standard is the UK implementation of [SO 15664:2025. It
supersedes BS ISO 15664:2001, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EH/1/4, Machinery noise.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
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reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025
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ICS 17.140.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 43, Acoustics, Subcommittee SC 1, Noise.

This second edition cancels and replaces the first edition (ISO 15664:2001), which has been technically
revised.

The main changes are as follows:

— The scope of this document has been updated to reflect that requirements for suppliers of noise-emitting
equipment have been defined.

— Supplementary specification to this document as defined in S-717 by the Joint Industry Programme 33
(JIP33) of the International Association of Oil and Gas Producers (I0GP) has been added in a new annex
(see Annex A).

— The equipment noise data sheet (see Annex E) has been updated.

— A recommended area noise limit has been included to be used where area noise limits are not defined
elsewhere.

— Clause 6 has been updated to reflect changes in acoustic engineering work practises and the use of
computational noise modelling tools.

— Annex C from the first edition was deleted and replaced by a new Annex C.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Achieving acceptable environmental and occupational noise conditions requires procedures for the noise
control design of open plants. This is a common challenge in oil refineries, chemical plants, gas plants,
onshore and offshore oil and gas production facilities, unenclosed powerplants, steelworks, gravel washing
plants, cement plants, concrete batch plants, sawmills and other continuous, batch or intermittent operation
plants located in the open.

The users of this document should be familiar with the type of plant involved and have sufficient technical
expertise and experience in industrial plant noise control design. This document is intended to be flexible
to suit the nature and location of the plant being designed, and the technical abilities of the parties involved.

Itis specifically intended that the end-user and the contractor agree on the nature and extent of the work to
be done, the reporting on the work, and which party carries out what work.

This document is not intended specifically to be a contract document, except for Annex A which is considered
suitable for procurement specifications of individual equipment.

Alist of standards related to this document is given in the Bibliography.
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Acoustics — Noise control design procedures for open plant

1 Scope

This document defines the procedures for noise control of primarily open plants and the requirements on
equipment suppliers for reporting and testing of noise.

It is applicable to the following:

— specification of procedures for noise control during engineering of a new plant and modification/
extension of existing plants (construction and commissioning noise procedures are outside the scope of
this document);

”» o«

— definition of responsibilities of parties involved, viz. “end-user”, “engineering contractor” and “equipment
supplier”;

— description of general procedures to arrive at noise requirements for individual equipment, based on
overall noise requirements for the plant.

Input to purchase specifications is presented in Annex A.

A schematic flowchart, reviewing the noise control process, is presented in Annex B and a summary of action
items is presented in Annex C.

An example of an equipment noise data sheet is presented in Annex E.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ANSI S12.12, Method for the determination of sound power levels of noise sources using sound intensity

ISO 1996-2:2017, Acoustics — Description, measurement and assessment of environmental noise — Part 2:
Determination of sound pressure levels

ISO 3741, Acoustics — Determination of sound power levels and sound energy levels of noise sources using sound
pressure — Precision methods for reverberation test rooms

SO 3743 (all parts), Acoustics — Determination of sound power levels and sound energy levels of noise sources
using sound pressure — Engineering methods for small, movable sources in reverberant fields

ISO 3744, Acoustics — Determination of sound power levels and sound energy levels of noise sources using sound
pressure — Engineering methods for an essentially free field over a reflecting plane

[SO 3745, Acoustics — Determination of sound power levels and sound energy levels of noise sources using sound
pressure — Precision methods for anechoic rooms and hemi-anechoic rooms

[SO 3746, Acoustics — Determination of sound power levels and sound energy levels of noise sources using sound
pressure — Survey method using an enveloping measurement surface over a reflecting plane

ISO 3747, Acoustics — Determination of sound power levels and sound energy levels of noise sources using sound
pressure — Engineering/survey methods for use in situ in a reverberant environment

ISO 3864, Safety colours and safety signs
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ISO/TS 7849-2, Acoustics — Determination of airborne sound power levels emitted by machinery using vibration
measurement — Part 2: Engineering method including determination of the adequate radiation factor

S0 9614 (all parts), Acoustics — Determination of sound power levels of noise sources using sound intensity

ISO/TS 20065, Acoustics — Objective method for assessing the audibility of tones in noise — Engineering method

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

[SO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1 General terms

3.1.1

end-user

party which initiates the project and ultimately owns or operates the plant, or pays for its design and
construction

Note 1 to entry: The end-user will generally specify the technical objectives and/or requirements.

3.1.2

contractor

party which carries out all or part of the design, engineering, procurement, construction and commissioning
for the project

3.1.3

manufacturer

supplier

party which manufactures or supplies equipment and services to perform the duties specified by the
contractor (3.1.2)

3.1.4

work area

any position not less than 1 m from equipment surfaces accessible to personnel, and any position where a
worker's ear may be exposed to noise in the normal course of duty

Note 1 to entry: The work area also includes any platform, walkway or ladder.

3.1.5
project specification
document defining the scope of a project

Note 1 to entry: It can contain descriptions of the process, project management, responsibilities and engineering
requirements. These include safety and environmental requirements.

3.1.6

regulatory authorities

local, regional, national, or other authorities that specify and enforce criteria for environmental and
occupational health noise

3.2 Terms specific to noise

3.21
noise limit
noise levels not to be exceeded and given as a sound power level, sound pressure level, or noise exposure level
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3.2.11
regulatory noise limits
noise limits set by regulatory authorities (3.1.6)

3.2.1.3

contractual noise limits

noise limits set by the end-user (3.1.1) as part of a legal contract between the end-user (3.1.1) and the
contractor (3.1.2), considering regulatory noise limits (3.2.1.1) and company requirements

3.2.14

area noise limits

noise limits set by the end-user (3.1.1) or contractor (3.1.2) for a work area (3.1.4) given as A-weighted
equivalent continuous sound pressure level

3.2.1.5

equipment noise limits

noise limits set by an end-user (3.1.1) or contractor (3.1.2) for a manufacturer/supplier (3.1.3) for an individual
equipment item

3.2.2
tonal noise
noise which is dominated by one or several clearly distinguishable tone(s)

Note 1 to entry: See ISO 1996-2 and ISO/TS 20065.

3.2.3
impulsive noise
sound characterized by brief bursts of sound pressure

Note 1 to entry: The duration of a single impulsive sound is usually less than 1 s. See ISO 1996-1 and ISO/PAS 1996-3.

3.24
fluctuating noise
noise whose level varies continuously and to an appreciable extent during the period of observation

[SOURCE: ISO 12001:1996, 3.19.1., modified — reference to figure deleted.]

3.2.5

intermittent noise

noise whose level abruptly drops to the level of the ambient noise several times during the period of
observation. The time during which the level remains at a constant value clearly above that of the ambient”.

[SOURCE: ISO 12001:2009, 3.19.2, modified — adjusted, so that only levels above the ambient are defined as
intermittent noise.]

3.2.6

noise emission

airborne sound radiated by a well-defined noise source, such as a machine, equipment, part of a plant, or an
entire plant

Note 1 to entry: See ISO 12001 and ISO 11690-1.

3.2.7
noise immission
total amount of noise from all contributing sources at a given receiver position

Note 1 to entry: See ISO 11690-1.
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3.2.8
noise exposure
all noises that arrive, over a specific time period, T, at a person’s ear in the actual situation

Note 1 to entry: See ISO 11690-1; for the purposes of this document, this term is also used for specific positions in the
environment.

[SOURCE: ISO 11690-1:2020, 3.3.2., modified — “of a person” deleted, reference to figures deleted.]

3.29

equivalent continuous sound pressure level

Lp,eqT

ten times the logarithm to the base 10 of the ratio of the time-average of the square sound pressure, p, during
a stated time interval of duration T (starting at t; and ending at t;,), to the square of a reference value, p;,

expressed in decibels

t
lj p? (t)dt
T/t
Po

Lyr=L dB

where the reference value, pg is 20 uPa

Note 1 to entry: Because of practical limitations of the measuring instruments, p2 is always understood to denote the

square of a frequency-weighted, frequency-band-limited or time-weighted sound pressure. If specific frequency and
time weightings as specified in [EC 61672-1 and/or specific frequency bands are applied, this should be indicated by
appropriate subscripts, e.g. Lp,AF denotes the A-weighted sound pressure level with time weighting F.

Note 2 to entry: This definition is technically in accordance with ISO 80000-8:2007, 8-22.
[SOURCE: ISO/TR 25417:2007, 2.3]

3.2.10
sound pressure level

Ly

quantity given by:

p2
L, =101g=R5 4B
2
bo
where ppys is the root-mean-square sound pressure in the time domain and p, is the reference value of
sound pressure

[SOURCE: [SO 80000-8:2020, 8-14]

3.2.11

sound power level
Ly

quantity given by:

P
Ly =101g-" dB
B

where P,, is the magnitude of the time-averaged sound power and £, is the reference value of sound power 1 pW

[SOURCE: [SO 80000-8:2020, 8-15]
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