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National foreword

This British Standard reproduces verbatim ISO 15886-3:2004 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
AGE/30, Irrigation and drainage equipment, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages 1i to 1v, pages 1 to 15 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

This British Standard was
published under the authority Amd. No. Date Comments
of the Standards Policy and
Strategy Committee on

19 November 2004

© BSI 19 November 2004
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 15886-3 was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture and
forestry, Subcommittee SC 18, Irrigation and drainage equipment and systems.

ISO 15886 consists of the following parts, under the general title Agricultural irrigation equipment —
Sprinklers:

— Part 1: Definition of terms and classification
— Part 3: Characterization of distribution and test methods

Design and operational requirements and test methods for durability are to form the subjects of future parts 2
and 4.
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Agricultural irrigation equipment — Sprinklers —

Part 3:
Characterization of distribution and test methods

IMPORTANT — For any given sprinkler, a wide range of nozzle configurations, operating conditions
and adjustments generates at least a theoretical need for a correspondingly large number of tests.
Testing agencies and manufacturers may use interpolation techniques to reduce the number of actual
test runs, provided accuracy standards are met.

1 Scope

This part of ISO 15886 specifies the conditions and methods used for testing and characterizing the water
distribution patterns of sprinklers intended for agricultural irrigation. It deals both with indoor and outdoor,
radial and full grid tests and is organized to deal first with conditions common to all the tests and then with
those unique to indoor and outdoor testing, respectively.

The term sprinkler is used here in a broad, generic sense, as defined in 1ISO 15886-1, with the intent of
covering the wide variety of products classified in 1ISO 15886-1. The specific performance measurements
addressed in this part of 1ISO 15886 include distribution uniformity, wetted radius and water jet trajectory
height: it is applicable to all irrigation sprinkler classifications for which uniformity of application, wetted radius
and water jet trajectory height evaluation are required for the design objectives, as defined by the
manufacturer. It does not address the specific performance testing required for sprinklers intended for frost
protection use under freezing conditions, nor does it address the topic of drop spectrum measurement and
characterization and the related questions of soil compaction, spray drift, evaporative losses, etc. It is not
applicable to moving systems or sprinklers with a radius of throw of less than 1,0 m.

In order to use this part of ISO 15886 to evaluate irrigation coverage, all sprinklers must be identical and
arranged in a fixed repeating geometric pattern.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 15886-1, Agricultural irrigation equipment — Sprinklers — Part 1: Definition of terms and classification

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 15886-1 and the following apply.
31

ambient temperature
temperature of the air surrounding a sprinkler test site
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