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National foreword

This British Standard reproduces verbatim ISO 15995:2006 and implements it 
as the UK national standard. 

The UK participation in its preparation was entrusted to Technical Committee 
PVE/19, LPG containers and their associated fittings, which has the 
responsibility to: 

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international publications referred to 
in this document may be found in the BSI Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Search” 
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page, 
pages ii to v, a blank page, pages 1 to 22, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 15995 was prepared by Technical Committee ISO/TC 58, Gas cylinders, Subcommittee SC 2, Cylinder 
fittings. 
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v

Introduction 

This International Standard calls for the use of substances and procedures that can be injurious to health if 
adequate precautions are not taken. It refers only to technical suitability and does not absolve the user from 
legal obligations relating to health and safety at any stage. 

It has been assumed in the drafting of this International Standard that execution of its provisions is entrusted 
to appropriately qualified and experienced people. 
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1

Gas cylinders — Specifications and testing of LPG cylinder 
valves — Manually operated 

1 Scope 

This International Standard specifies the requirements for design, specification and type testing of dedicated 
LPG manually operated cylinder valves specifically for use with transportable refillable LPG cylinders from 
0,5 l up to 150 l water capacity. It includes references to associated equipment for vapour or liquid service. 

NOTE Annex C gives the recommendations for production testing and inspection. 

This International Standard does not apply to fixed automotive installations. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 10920, Gas cylinders — 25E taper thread for connection of valves to gas cylinders — Specification

ISO 11114-1, Transportable gas cylinders — Compatibility of cylinder and valve materials with gas 
contents — Part 1: Metallic materials

ISO 11114-2, Transportable gas cylinders — Compatibility of cylinder and valve materials with gas 
contents — Part 2: Non-metallic materials

ISO 11116-1, Gas cylinders — 17E taper thread for connection of valves to gas cylinders — Part 1: 
Specifications

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1
liquefied petroleum gas 
LPG 
mixture of predominantly butane or propane with traces of other hydrocarbon gases classified in accordance 
with UN number 1965, hydrocarbon gas mixture, liquefied, or NOS or UN number 1075, petroleum gases, 
liquefied 

NOTE In some countries, UN number 1011 and UN number 1978 may also be used to designate LPG. 

3.2
cylinder valve 
valve designed for use in one or more of the following applications: liquid filling, liquid service, vapour service 
or liquid level indication 
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3.3
external tightness 
resistance to leakage through the valve body to or from the atmosphere, when the valve is open 

3.4
internal tightness 
resistance to leakage across the valve seat, or other internal sealing components when the valve is closed 

3.5
eduction tube 
tube fitted to the valve to allow withdrawal of liquid LPG with the cylinder in its normal operating position 

3.6
fixed liquid level gauge 
control device, such as a dip tube in combination with a vent valve to verify that the predetermined maximum 
liquid level in a cylinder has been reached or surpassed 

3.7
liquid level indicator 
control device, such as a float gauge, permitting the gauging of the liquid level in the cylinder 

3.8
valve body 
major valve component including valve stem and/or valve outlet and, where applicable, the provision for other 
optional components 

3.9
excess flow device (flow limiter) 
device designed to close or partially close when the flow of liquid or vapour passing through it exceeds a 
predetermined value and to re-open when the pressure differential across the valve has been restored below 
a certain value 

3.10
non-return valve 
valve designed to close automatically to restrict reverse flow 

3.11
vapour/liquid dual valve 
valve designed to allow vapour and liquid withdrawal from a cylinder in its normal operating position 

3.12
sealing element 
element used to obtain internal leak tightness 

3.13
valve stem 
section of the valve body, which connects to the cylinder 

3.14
valve outlet 
section of the valve body to which a regulator or connector can be fitted for vapour or liquid withdrawal 

NOTE The valve outlet is also normally used for filling the cylinder. 

3.15
type test 
test or series of tests conducted to prove that the design meets the requirements of this International Standard 
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