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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 17, Steel, Subcommittee SC 4, Heat treatable and
alloy steels.

This second edition cancels and replaces the first edition (ISO 16143-3:2005), which has been technically
revised.

ISO 16143 consists of the following parts, under the general title Stainless steels for general purposes:
— Part 1: Corrosion-resistant flat products
— Part 2: Corrosion-resistant semi-finished products, bars, rods and sections

— Part 3: Wire
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Stainless steels for general purposes —

Part 3:
Wire

1 Scope

This partofISO 16143 specifiesrequirements for stainless steel wire for common use for which no product
standard exists. It includes round, flat, and shaped wire (such as square, hexagonal, or rectangular
wire), made of the most commonly used types of stainless steels for general corrosion resistance and
high-temperature service. The wire can be supplied in coils or in straightened and cut lengths.

NOTE Steel wire made of corrosion-resistant stainless steel is manufactured from steels mentioned in
SO 16143-2, and steel wire intended for high-temperature purposes is manufactured from steels mentioned in
SO 4955.

In addition to this partof ISO 16143, the general technical delivery requirements of [SO 404jare applicable.
Excluded from this part of ISO 16143 are

— wire for cold heading,

— welding wire, and

— any wire for which a specific product standard exists.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 404, Steel and steel products — General technical delivery requirements

ISO 4955, Heat-resistant steels

[SO 6892-1:2009, Metallic materials — Tensile testing — Part 1: Method of test at room temperature
IS0 6929:2013, Steel products — Vocabulary
[SO 10474, Steel and steel products — Inspection documents

[SO 14284, Steel and iron — Sampling and preparation of samples for the determination of chemical
composition

S0 15510, Stainless steels — Chemical composition

SO 16143-2, Stainless steels for general purposes — Part 2: Corrosion-resistant semi-finished products,
bars, rods and sections

ISO/TS 4949, Steel names based on letter symbols
ISO/TR 9769, Steel and iron — Review of available methods of analysis
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 6929 and the following apply.

3.1
stainless steel
steel with at least 10,5 % Cr and maximum 1,2 % C

3.2

wire

cold-worked product generally of constant cross section throughout its length, the dimensions of the
section being very small compared with the length

Note 1 to entry: The cold working is accomplished by drawing rod through a reducing die or by passing under
pressure between driven rolls and recoiling the drawn product. The cross section is generally circular, sometimes
oval, rectangular, square, hexagonal, octagonal, or another shape (other than strip).

[SOURCE: ISO 6929:2013, modified]

4 Designation

For the steel grades covered by this part of [ISO 16143, the steel names as given in the tables are allocated
in accordance with ISO/TS 4949.

For the steel grades covered by this part of ISO 16143, the steel numbers as given in the tables are
allocated in accordance with [SO 15510,

5 Information to be supplied by the purchaser

The purchaser shall clearly state, at the time of ordering, the following information:
— the desired quantity;

— the term “wire” or “straightened and cut wire”;

— the diameter or, for non-round wire, the characteristic dimension;

— for round wire, the tolerances in accordance with Table 5, (N) for normal tolerances and (R) for
restricted tolerances; for non-round wire, the desired tolerances on dimensions;

— the type of material (steel);
— the number of this part of ISO 16143, i.e. [SO 16143-3;

— the steel name or steel number of the steel grade and the standard manufacturing condition of the
wire (see 6.2);

— if applicable, the tensile-strength level in accordance with Table 4 (for hard-drawn wire);

— any further optional test agreed between the manufacturer and purchaser at the time of enquiry
and order [see 8.2.3 b)];

— the type of coiling;
— the type of inspection document and its designation in accordance with [SO 10474 (see 8.2.1).

EXAMPLE1 2 t round stainless steel wire of 2,00 mm diameter with normal tolerances (N) in accordance
with Table 5 of [SO 16143-3 made of a steel grade with name X20Cr13 and number 4021-420-00-I, as specified in
[so 16143-iI standard manufacturing condition +4, in coils of about 500 kg, inspection document 3.1 as specified
in[SO 10474, is designated as follows:
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2 twire 2,00 N

IS0 16143-3 - X20Cr13+A in coils of about 500 kg
SO 10474 - 3.1

or

2 twire 2,00 N

SO 16143-3- 4021-420-00-I +A in coils of about 500 kg
SO 10474 - 3.1

EXAMPLE 2 5 t round stainless steel wire of 3,00 mm diameter with restricted tolerances (R) in_accordance

with Table 5 of [SO 16143-3 made of a steel grade with name X6CrNi18-12 and number, as specified in [SO 16143-3,

hard drawn with a tensile strength 1 600 MPa to 1 900 MPa, on spools of about 300 kg, inspection document 3.1 as

specified in [SO 10474, is designated as follows:

5 twire 3,00 R
IS0 16143-3 - X6CrNi18-12 +C1600 on spools of about 300 kg
[S0 10474 -3.1

or

5 twire 3,00 R
IS0 16143-3 - 4304-305-00-1 +C1600 on spools of about 300 kg
[so 1047@ -31

6 Manufacturing conditions

6.1 General

If not stated otherwise, the manufacturing procedure is at the discretion of the manufacturer.

6.2 Treatment conditions
The wire shall be specified in one of the following conditions, depending on the structure:

— Condition +A: The wire is annealed as the final heat treatment. Note that this material might be
slightly deformed by straightening, cold work, size control, or finish. This will result in a slight
increase of the tensile strength.

— Condition +AT: The wire is solution annealed as the final heat treatment. Note that this material
might be slightly deformed by straightening, cold work, size control, or finish. This will result in a
slight increase of the tensile strength.

— Condition +C: The wire is hard drawn as the last operation, in order to achieve higher strength.

6.3 Surface finish

If not specified otherwise, the surface finish of the wire is one of the following, depending on previous
processing steps.

6.3.1 Cold drawn

This is the natural finish resulting from the drawing to final size, generally with cold-drawing lubricant
left on. The finish will be duller for dry-drawn wire or shinier for wire that is wet drawn. Fine sizes are
commonly wet drawn, whereas coarser sizes are commonly dry drawn. Special bright finishes, lubricant
removal, etc. required for special end-use shall be negotiated with the manufacturer.
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