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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 33, Refractories.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Preparation of silicon carbide and similar materials for 
analysis by ISO 12677 X-ray fluorescence (XRF) — Fused 
cast-bead method

1	 Scope

This document specifies requirements for the preparation of fused beads for the chemical analysis of 
silicon carbide containing samples using X-ray fluorescence (XRF). The test methods described in this 
document are for silicon carbide and silicon carbide materials; however, the principles described can be 
applied to other reduced materials such as boron carbide, boron nitride, ferroalloys, sialons and silicon 
nitride using the modifications given in Annex A.

Fused cast beads of the samples prepared in accordance with this document are analysed in accordance 
with ISO 12677.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO  12677:2011, Chemical analysis of refractory products by X-ray fluorescence (XRF)  — Fused 
cast-bead method

ISO  21068‑1, Chemical analysis of silicon-carbide-containing raw materials and refractory products  — 
Part 1: General information and sample preparation

ISO  21068‑2, Chemical analysis of silicon-carbide-containing raw materials and refractory products  — 
Part 2: Determination of loss on ignition, total carbon, free carbon and silicon carbide, total and free silica 
and total and free silicon

ISO  8656‑1, Refractory products  — Sampling of raw materials and unshaped products  — Part  1: 
Sampling scheme

3	 Terms and definitions

No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://www.iso.org/obp

—	 IEC Electropedia: available at http://www.electropedia.org/

4	 General considerations

Silicon carbides and non-oxide materials in general pose special problems in preparation and analysis.

These materials act exothermically on fusion and can easily react with the platinum alloy fusion dishes 
that are used to contain the reaction. In order to prevent this occurring, either some way of keeping the 
reaction from the dishes (using two fluxes, one to produce a protective layer and the other to react with 
the sample) or a different type of flux altogether is required. Sometimes a catalyst such as V2O5 might 
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be required in order to speed up the reaction. This can either be added to the flux or, in order to fit on to 
calibrations set up under ISO 12677, be substituted for part of the sample.

If the V2O5 is substituted for part of the sample in an existing calibration, additional calibration 
standards are required to extend the V2O5 calibration and to establish more accurate line interference 
corrections and α-corrections of V2O5 on other components.

Since silicon carbide samples oxidize and so gain mass on fusion, steps shall be taken to modify the 
amount of sample used in order to maintain the flux/reacted sample that is given for that flux chosen 
from ISO 12677. Otherwise mass absorption corrections are not valid.

As there is no analytical total to cross check the validity of the analysis, samples shall be prepared in 
duplicate at least. This may be done sequentially as the information gained in the first fusion can be 
used to modify the mass of sample used in the second fusion. If the results for the two fusions do not 
match, a further sample shall be prepared.

The samples may contain a range of non-oxide materials, so an XRD analysis (EN  12698‑1 and 
EN 12698‑2) is advisable and the data used in conjunction with the XRF analysis. Alternatively, methods 
in ISO 21068‑2 and ISO 21068‑3 can be applied.

Loss on ignition (LOI) is a complex process for these materials as it is usually very difficult to be certain 
of the chemical reactions taking place. It is possible that part of the sample might be oxidized during the 
ignition, causing difficulties in interpreting the results. The use of thermogravimetric analysis (TGA) 
or programmable furnaces might be required if the sample is new to the laboratory and no routine 
procedure has been set up.

As a different flux or split fluxes are used compared to ISO 12677, it is critical to make up blank samples 
to check for differences in impurities in the flux and also to check sensitivities (calibration slopes) for 
major constituents (usually SiO2 and/or Al2O3) for the modified system.

The fusion procedure is designed to both oxidize and fuse the sample and produce a bead that can be 
analysed in accordance with ISO 12677.

5	 Choice of preparation procedures

Three different fusion procedures are given in 10.1, 10.2 and 10.3, each with its own advantages and 
disadvantages.

Method 1 (see 10.1) has the advantage of speed. However, its disadvantage would be the loss of 
reproducibility due to high dilutions and a greater mass absorption of the flux. Also it is not possible to 
determine Na or K because of their presence in the oxidizing agents and Al because of partial overlap of 
Al Kα by Br Lα from the Br in the LiBr releasing agent. Another problem is that the matrix varies with 
silicon carbide (SiC) content, so alpha corrections can be variable.

Method 2 (see 10.2) has the advantage of a high sample-to-flux ratio and a low mass absorption of the 
flux, and the only elements in the flux are Li, B and O. Its disadvantage is that it can be quite slow for 
samples with high SiC content, although this is less of a problem for other materials like sialon. The 
speed of fusion can be accelerated by adding V2O5 to the flux, but this means that the dilution and mass 
absorption of the flux is increased. Clearly, V2O5 cannot then be analysed. V2O5 is known to affect the 
hot strength of silicon carbides.

Method 3 (see 10.3) has many of the advantages of Method 2. It has the disadvantages of higher dilution 
and can take up to 30 h, although this can be conducted in the absence of an operator. Additional cost of 
the oxygen to aid the process is minimal.

6	 Reagents

The reagents shall be in accordance with ISO 12677 together with the following:
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6.1	 Lithium tetraborate (Li2B4O7) flux grade (see ISO  12677:2011, 8.1). This requires an LOI to 
be determined to allow for loss during the fusion process. This gives a factor to correct the mass of un-
ignited lithium tetraborate to allow for LOI. Alternatively, the flux can be pre-ignited for at least 4 h at a 
temperature of 650 °C to 700 °C and then stored in a desiccator.

6.2	 KNO3, analytical grade.

6.3	 NaNO3, analytical grade.

6.4	 LiBr, analytical grade.

6.5	 500 g/l LiI solution, weigh 25 g of LiI into a 100 ml beaker. Add 20 ml of water to dissolve it, and 
then transfer it to a 50 ml volumetric flask to dilute to the mark with water. The solution is stored in 
plastic bottles.

6.6	 Li2CO3, flux grade. Either dried at 220 °C or carry out a loss on drying to apply a correction factor.

6.7	 V2O5, 99,5 % minimum.

6.8	 Oxygen (O2), 99,99 % or 99,5 %.

7	 Apparatus

The apparatus shall be in accordance with ISO 12677 together with the following:

7.1	 Laboratory furnace, for pre-oxidizing samples, capable of holding a temperature of (950 ± 50) °C.

7.2	 Fusion unit or laboratory furnace, capable of the formation of borate-based beads with high 
homogeneity.

NOTE	 Several fusion units are commercially available.

7.3	 Ceramic crucible, alumina or porcelain.

8	 Sample

Sampling shall be carried out in accordance with ISO 8656‑1. Grinding shall be according to ISO 21068‑1.

9	 Loss on ignition (and/or drying)

9.1	 Loss on drying (LOD)

Loss on drying shall be conducted in accordance with ISO 12677 at (110 ± 5) °C.

9.2	 Loss on ignition (LOI)

The objective of LOI is to combust any carbon without decomposing the silicon carbide. However, 
different silicon carbides react differently. Increasing temperatures for LOI can be applied until the 
sample gains, rather than loses, mass. The LOI at the temperature before this gain occurs can then be 
reported as the LOI.

DTA-TGA may be used to determine the best LOI temperature for an individual sample.
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