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National foreword

This British Standard reproduces verbatim ISO 16269-6:2005 and implements
it as the UK national standard. It supersedes BS 2846-3:1975 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical Commaittee
SS/2, Statistical interpretation of data, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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pages 1ii to vi, pages 1 to 30, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

This British Standard was
published under the authority Amd. No. Date Comments
of the Standards Policy and
Strategy Committee on

11 May 2005

© BSI 11 May 2005

n
ISBN 0 580 45945 4 PDoeeuments

Document Sharing Hub

Full document details: BS ISO 16269-6:2005


http://www.avadocuments.com/doc/bs-iso-16269-6-2005
http://www.avadocuments.com/doc/bs-iso-16269-6-2005

BS ISO 16269-6:2005

INTERNATIONAL ISO
STANDARD 16269-6

First edition
2005-04-01
Statistical interpretation of data —
Part 6:
Determination of statistical tolerance
intervals

Interprétation statistique des données —

Partie 6: Détermination des intervalles statistiques de tolérance

Reference number

—7 \— Do cemerts

EEISO__; Document Sharing Hub

Full document details: BS ISO 16269-6:2005


http://www.avadocuments.com/doc/bs-iso-16269-6-2005
http://www.avadocuments.com/doc/bs-iso-16269-6-2005

BS ISO 16269-6:2005

Documents

. Document Sharing Hub

Full document details: BS ISO 16269-6:2005


http://www.avadocuments.com/doc/bs-iso-16269-6-2005
http://www.avadocuments.com/doc/bs-iso-16269-6-2005

BS ISO 16269-6:2005

Contents Page
o] =NV o O iv
e Yo 11T o2 oY o P v
1 T o -SSP 1
2 NOIrMALiVe FEfEIENCES .....coieieeeeee e e e e e e s e e e e e e nn e e ee s e e e e e s nneenennneeensnnnenannn 1
3 Terms, definitions and SYMDOIS ...........iiiiii e mnn e e e e nn e e s 1
31 Terms and defiNitioNS .......ooc i 1
3.2 R0 L1 o e =3 PSSR 2
4 L Yo o T 3
41 Normal population with known variance and KNOWN mMean.........c.ccooiieieeiiimirinen e 3
4.2 Normal population with known variance and UnkNOWN mMean ...........cccccciermiiriirnncccccssmeere e 3
4.3 Normal population with unknown variance and UNKNOWN Mean..........cccccceeiiriiiiiccscssmmeeee e 3
4.4 Any continuous distribution of uUnknown type ........ccccoiiiriiiin e ————— 3
5 L T 1 1] o 1= 3
5.1 D T | O 3
5.2 Example 1: One-sided statistical tolerance interval under known variance..........ccccccccerrrriiicccnnnes 4
5.3 Example 2: Two-sided statistical tolerance interval under known variance ..........cccccceiiiiiiiicinnnes 4
54 Example 3: One-sided statistical tolerance interval under unknown variance.........ccccccceeveccccnnnes 5
5.5 Example 4: Two-sided statistical tolerance interval under unknown variance...........ccccceeciiiinnes 6
5.6 Example 5: Distribution-free statistical tolerance interval for continuous distribution................ 6
Annex A (informative) Forms for tolerance intervals...........ccccccirimiiiicccsieeerenn s cssr e sssns e e s s snns 8
Annex B (normative) One-sided statistical tolerance limit factors, k4(n; p; 1 — @), for known o............... 14
Annex C (normative) Two-sided statistical tolerance limit factors, k,(n; p; 1 — a), for known o............... 17
Annex D (normative) One-sided statistical tolerance limit factors, k5(n; p; 1 — @), for unknown o........... 20
Annex E (normative) Two-sided statistical tolerance limit factors, i4(n; p; 1 — «), for unknown o........... 23
Annex F (normative) One-sided distribution-free statistical tolerance intervals.............ccoccrirriinriiiinennn. 26
Annex G (normative) Two-sided distribution-free statistical tolerance intervals............ccccoviriiniiinennn. 27
Annex H (informative) Construction of a distribution-free statistical tolerance interval for any type
Lo s T3 1 T < T LT 28
Annex | (informative) Computation of factors for two-sided parametric statistical tolerance
L =T Y 1N 29
[ =1 0] [0 o T ] 47/ 30
Documents

Document Sharing Hub
lii

Full document details: BS ISO 16269-6:2005


http://www.avadocuments.com/doc/bs-iso-16269-6-2005
http://www.avadocuments.com/doc/bs-iso-16269-6-2005

BS ISO 16269-6:2005

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 16269-6 was prepared by Technical Committee ISO/TC 69, Applications of statistical methods.

This first edition of ISO 16269-6 cancels and replaces ISO 3207:1975, which has been technically revised.
ISO 16269 consists of the following parts, under the general title Statistical interpretation of data:

— Part 6: Determination of statistical tolerance intervals

— Part 7: Median — Estimation and confidence intervals

— Part 8: Determination of prediction intervals
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Introduction

A statistical tolerance interval is an estimated interval, based on a sample, which can be asserted with
confidence 1 — ¢, for example 95 %, to contain at least a specified proportion p of the items in the population.
The limits of a statistical tolerance interval are called statistical tolerance limits. The confidence level 1 — «is
the probability that a statistical tolerance interval constructed in the prescribed manner will contain at least a
proportion p of the population. Conversely, the probability that this interval will contain less than the proportion
p of the population is a. This part of ISO 16269 describes both one-sided and two-sided statistical tolerance
intervals; a one-sided interval is constructed with an upper or a lower limit while a two-sided interval is
constructed with both an upper and a lower limit.

Tolerance intervals are functions of the observations of the sample, i.e. statistics, and they will generally take
different values for different samples. It is necessary that the observations be independent for the procedures
provided in this part of ISO 16269 to be valid.

Two types of tolerance interval are provided in this part of ISO 16269, parametric and distribution-free. The
parametric approach is based on the assumption that the characteristic being studied in the population has a
normal distribution; hence the confidence that the calculated statistical tolerance interval contains at least a
proportion p of the population can only be taken to be 1 — « if the normality assumption is true. For normally
distributed characteristics, the statistical tolerance interval is determined using one of the Forms A, B, C or D
given in Annex A.

Parametric methods for distributions other than the normal are not considered in this part of ISO 16269. If
departure from normality is suspected in the population, distribution-free statistical tolerance intervals may be
constructed. The procedure for the determination of a statistical tolerance interval for any continuous
distribution is provided in Forms E and F of Annex A.

The tolerance limits discussed in this part of ISO 16269 can be used to compare the natural capability of a
process with one or two given specification limits, either an upper one U or a lower one L or both in statistical
process management. An indication of this is the fact that these tolerance limits have also been called natural
process limits. See 1ISO 3534-2:1993, 3.2.4, and the general remarks in ISO 3207 which will be cancelled and
replaced by this part of ISO 16269.

Above the upper specification limit U there is the upper fraction nonconforming p; (ISO 3534-2:—, 3.2.5.5 and
3.3.1.4) and below the lower specification limit L there is the lower fraction nonconforming p; (ISO 3534-2:—,
3.2.5.6 and 3.3.1.5). The sum p;;+ p; = pris called the total fraction nonconforming. (ISO 3534-2:—, 3.2.5.7).
Between the specification limits U and L there is the fraction conforming 1 — p-

In statistical process management the limits U and L are fixed in advance and the fractions p;, p; and p; are
either calculated, if the distribution is assumed to be known, or otherwise estimated. There are many
applications of statistical tolerance intervals, although the above shows an example to a quality control
problemh\(/)\]/ider applications and more statistical intervals are introduced in many textbooks such as Hahn and
Meeker L11V1.

In contrast, for the tolerance intervals considered in this part of ISO 16269, the confidence level for the interval
estimator and the proportion of the distribution within the interval (corresponding to the fraction conforming
mentioned above) are fixed in advance, and the limits are estimated. These limits may be compared with U
and L. Hence the appropriateness of the given specification limits U and L can be compared with the actual
properties of the process. The one-sided tolerance intervals are used when only either the upper specification
limit U or the lower specification limit L is relevant, while the two-sided intervals are used when both the upper
and the lower specification limits are considered simultaneously.

The terminology with regard to these different limits and intervals has been confusing as the “specification
limits” were earlier also called “tolerance limits” (see the terminology standard ISO 3534-2:1993, 1.4.3, where
both these terms as well as the term “limiting values” were all used as synonyms for this concept). In the latest
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revision of ISO 3534-2:—, only the term specification limits have been kept for this concept. Furthermore, the
Guide for the expression of uncertainty in measurement 5 uses the term “coverage factor” defined as a
“numerical factor used as a multiplier of the combined standard uncertainty in order to obtain an expanded
uncertainty”. This use of “coverage” differs from the use of the term in this part of ISO 16269.
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Statistical interpretation of data —

Part 6:
Determination of statistical tolerance intervals

1 Scope

This part of 1ISO 16269 describes procedures for establishing tolerance intervals that include at least a
specified proportion of the population with a specified confidence level. Both one-sided and two-sided
statistical tolerance intervals are provided, a one-sided interval having either an upper or a lower limit while a
two-sided interval has both upper and lower limits. Two methods are provided, a parametric method for the
case where the characteristic being studied has a normal distribution and a distribution-free method for the
case where nothing is known about the distribution except that it is continuous.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3534-1, Statistics — Vocabulary and symbols — Part 1: Probability and general statistical terms

ISO 3534-2:—1), Statistics — Vocabulary and symbols — Part 2: Applied statistics

3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definition given in ISO 3534-1, ISO 3534-2 and the following
apply.

3141

statistical tolerance interval

interval determined from a random sample in such a way that one may have a specified level of confidence
that the interval covers at least a specified proportion of the sampled population

NOTE The confidence level in this context is the long-run proportion of intervals constructed in this manner that will
include at least the specified proportion of the sampled population.

3.1.2
statistical tolerance limit
statistic representing an end point of a statistical tolerance interval

NOTE Statistical tolerance intervals can be either one-sided, in which case they have either an upper or a lower
statistical tolerance limit, or two-sided, in which case they have both.

1) To be published. (Revision of ISO 3534-2:1993)
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3.1.3
coverage
proportion of items in a population lying within a statistical tolerance interval

NOTE This concept is not to be confused with the concept coverage factor used in the Guide for the expression of
uncertainty in measurement (GUM ) [®],

314

normal population
normally distributed population

3.2 Symbols
For the purposes of this part of ISO 16269, the following symbols apply.
i suffix of an observation

kq(n; p; 1 — o) factor used to determine x; or x;, when the value of o is known for one-sided tolerance
interval

ko (n; p; 1 — @) factor used to determine x; and x; when the value of o is known for two-sided tolerance
interval

k3 (n; p; 1 — ) factor used to determine x; or x;; when the value of o is unknown for one-sided tolerance
interval

ky (n; p; 1 — ) factor used to determine x; and x; when the value of ois unknown for two-sided tolerance

interval
n number of observations in the sample
p minimum proportion of the population claimed to be lying in the statistical tolerance interval
) p-fractile of the standard normal distribution
x; ith observed value (i =1,2,...,n)
Xmax maximum value of the observed values: x,;,,, = max {x4, xo, ..., x,,}
Xmin minimum value of the observed values: x,;, = min {x4, xp, ..., x,}
Xy lower limit of the statistical tolerance interval
Xy upper limit of the statistical tolerance interval
1 n
X sample mean, )?:—Zx,-
4
2
n 5 n
- }’IZ X; - le‘
L 1 —\2 i=1 i=1
s sample standard deviation; s = x;—x) =
P \/n—1l;( ! ) n(n—1)
1-« confidence level for the claim that the proportion of the population lying within the tolerance
interval is greater than or equal to the specified level p
u population mean
o population standard deviation
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4 Procedures

4.1 Normal population with known variance and known mean

When the values of the mean, x, and the variance, o2, of a normally distributed population are known, the
distribution of the characteristic under investigation is fully determined. There is exactly a proportion p of the
population:

a) totherightofx; = u— u,x o(one-sided interval);

b) tothe left of x;;= u+ u , x o (one-sided interval);

c) betweenx; =u— upy py2x candxy=pu+ un, 2% o(two-sided interval).
NOTE As such statements are known to be true, they are made with 100 % confidence.

In the above equations, u , is p-fractile of the standard normal distribution. Numerical values of u , may be
read from the bottom line of the Tables B.1 to B.6 and Tables C.1 to C.6.

4.2 Normal population with known variance and unknown mean

Forms A and B, given in Annex A, are applicable to the case where the variance of the normal population is
known while the mean is unknown. Form A applies to the one-sided case, while Form B applies to the
two-sided case.

4.3 Normal population with unknown variance and unknown mean

Forms C and D, given in Annex A, are applicable to the case where both the mean and the variance of the
normal population are unknown. Form C applies to the one-sided case, while Form D applies to the two-sided
case.

4.4 Any continuous distribution of unknown type

If the characteristic under investigation is a continuous variable from a population of unknown form, and if a
sample of n independent random observations of the characteristic has been taken, then a statistical tolerance
interval can be determined from the ranked observations. The procedure given in Forms E and F of Annex A
provide the determination of the coverage or sample size needed for tolerance intervals determined from the
extreme values x,;, Or x,a Of the sample of observations with given confidence level 1 — a.

NOTE Statistical tolerance intervals that do not depend on the shape of the sampled population are called
distribution-free tolerance intervals.

This part of ISO 16269 does not provide procedures for distributions of known type other than the normal
distribution. However, if the distribution is continuous, the distribution-free method may be used. Selected
references to scientific literature that may assist in determining tolerance intervals for other distributions are
also provided at the end of this document.

5 Examples

5.1 Data

Forms A to D, given in Annex A, are illustrated by examples using the numerical values of ISO 2854:1976,
Clause 2, paragraph 1 of the introductory remarks, Table X, yarn 2: 12 measures of the breaking load of
cotton yarn. It should be noted that the number of observations, n = 12, given here for these examples is
considerably lower than the one recommended in 1SO 2602 ['l. The numerical data and calculations in the
different examples are expressed in centi-newtons (see Table 1).
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Table 1 — Data for Examples 1 to 4

Values in centi-newtons

X 228,6 | 232,7 | 238,8 | 317,2 | 315,8 | 275,1 2222 | 236,7 | 224,7 | 251,2 | 2104 | 270,7

These measurements were obtained from a batch of 12,000 bobbins, from one production job, packed in
120 boxes each containing 100 bobbins. Twelve boxes have been drawn at random from the batch and a
bobbin has been drawn at random from each of these boxes. Test pieces of 50 cm length have been cut from
the yarn on these bobbins, at about 5 m distance from the free end. The tests themselves have been carried
out on the central parts of these test pieces. Previous information makes it reasonable to assume that the
breaking loads measured in these conditions have virtually a normal distribution. It is demonstrated in
ISO 2954:1976 that the data do not contradict the assumption of a normal distribution.

These results yield the following:
Sample size: n=12

Sample mean: x =3024,112 = 252,01

5 2
n E X - E X
Sample standard deviation: s = ( ) = /166 772,27 =,/1263,426 3 = 35,545
n (n - 1) 12x11

The formal presentation of the calculations will be given only for Form C in Annex A (one-sided interval,
unknown variance).

5.2 Example 1: One-sided statistical tolerance interval under known variance
Suppose that previously obtained measurements have shown that the dispersion is constant from one batch
to another from the same supplier, and is represented by a standard deviation o =33,150, although the mean
is not constant. A limit x; is required such that it is possible to assert with confidence level 1 — a= 0,95 (95 %)
that at least 0,95 (95 %) of the breaking loads of the items in the batch, when measured under the same
conditions, are above x; .
Table B.4 gives

kq (12; 0,95; 0,95) = 2,120

whence
xp =% —kq(m p;1—a)xo=25201-2120x 33,150 = 181,732

A smaller value of the lower limit x; would be obtained if a larger proportion of the population (for example
p =0,99) and/or a higher confidence level (for example 1 — « = 0,99) were required.

5.3 Example 2: Two-sided statistical tolerance interval under known variance

Under the same conditions as in Example 1, suppose that limits x; and x; are required such that it is
possible to assert with a confidence level 1 — «=0,95 that at least a proportion of p =0,90 (90 %) of the
breaking load of the batch falls between x; and x;; .

Table C.4 gives

ky (12; 0,90; 0,95) = 1,889
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