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National foreword

This British Standard reproduces verbatim ISO 16422:2006 and implements it
as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
PRI1/88/2, Plastic piping for pressure, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to vi, pages 1 to 24, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 16422 was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for the
transport of fluids, Subcommittee SC 2, Plastics pipes and fittings for water supplies.
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Introduction

Molecular orientation of thermoplastics results in improvement of physical and mechanical properties.
Orientation is carried out at temperatures well above the glass transition temperature.

Orientation of PVC-U pipe-material can be induced by different processes.

One is the off-line process, where the thick-walled extruded tube is conditioned in a tubular mould at the
desired temperature, and in which means are designed to activate the orientation process in the
circumferential and axial directions.

A second option is the in-line process, where the thick-walled tube, directly after the extrusion process, is
conditioned in-line at the orientation temperature, and in which means are incorporated to activate the
orientation process in the circumferential and axial directions.

After the orientation process, the pipe is cooled down quickly to ambient temperature. The structure of this
oriented pipe is stable up to the glass transition temperature (= 75 °C), above which the material will have a
rubber phase where the pipe will shrink back to its original dimensions after extrusion.

The orientation of the molecules creates a laminar structure in the material of the pipe wall. This structure
gives the ability to withstand brittle failure emanating from minor flaws in the material matrix or from scratches
at the surface of the pipe wall. PVC-O can therefore be considered as highly resistant to notches and no
testing is needed. Because of the morphology of oriented PVC-U pipe-material, there is no risk of long-line
rapid crack propagation.

Improved hoop strength and improved resistance to impact also result.
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Pipes and joints made of oriented unplasticized poly(vinyl
chloride) (PVC-O) for the conveyance of water under
pressure — Specifications

1 Scope

This International Standard specifies the general aspects of pipes and joints made of oriented unplasticized
poly(vinyl chloride) (PVC-O), for piping systems intended to be used underground or above-ground where not
exposed to direct sunlight, for water mains and services, pressurized sewer systems and irrigation systems.

The piping system according to this International Standard is intended for the conveyance of cold water under
pressure, for drinking water and for general purposes up to and including 45 °C, and especially in those
applications where special performance requirements are needed, such as impact loads and pressure
fluctuations, up to pressure ratings of 25 bars™).

Joints constructed of other materials shall meet their own relevant standards in addition to the fitness-for-
purpose requirements of this International Standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3:1973, Preferred numbers — Series of preferred numbers

ISO 161-1, Thermoplastics pipes for the conveyance of fluids — Nominal outside diameters and nominal
pressures — Part 1: Metric series

ISO 1167-1:2006, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination
of the resistance to internal pressure — Part 1: General method

ISO 1628-2, Plastics — Determination of the viscosity of polymers in dilute solution using capillary
viscometers — Part 2: Poly(vinyl chloride) resins

ISO 2045, Single sockets for unplasticized poly(vinyl chloride) (PVC-U) and chlorinated poly(vinyl chloride)
(PVC-C) pressure pipes with elastic sealing ring type joints — Minimum depths of engagement

ISO 2507-1, Thermoplastics pipes and fittings — Vicat softening temperature — Part 1: General test method
ISO 2507-2, Thermoplastics pipes and fittings — Vicat softening temperature — Part 2: Test conditions for
unplasticized poly(vinyl chloride) (PVC-U) or chlorinated poly(vinyl chloride) (PVC-C) pipes and fittings and for
high impact resistance poly(vinyl chloride) (PVC-HI) pipes

ISO 2531, Ductile iron pipes, fittings, accessories and their joints for water or gas applications

1) 1bar=0,1 MPa =10°Pa; 1 MPa = 1 N/mm?
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ISO 3126, Plastics piping systems — Plastics components — Determination of dimensions
ISO 3127, Thermoplastics pipes — Determination of resistance to external blows — Round-the-clock method
ISO 4065, Thermoplastics pipes — Universal wall thickness table

ISO 4422-2:1996, Pipes and fittings made of unplasticized poly(vinyl chloride) (PVC-U) for water supply —
Specifications — Part 2: Pipes (with or without integral sockets)

ISO 4633, Rubber seals — Joint rings for water supply, drainage and sewerage pipelines — Specification for
materials

ISO 6259-2:1997, Thermoplastics pipes — Determination of tensile properties — Part 2: Pipes made of
unplasticized poly(vinyl chloride) (PVC-U), chlorinated poly(vinyl chloride) (PVC-C) and high-impact poly(vinyl
chloride) (PVC-HI)

ISO 7686, Plastics pipes and fittings — Determination of opacity

ISO 9080:2003, Plastics piping and ducting systems — Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation

ISO 9969, Thermoplastics pipes — Determination of ring stiffness

ISO 11922-1:1997, Thermoplastics pipes for the conveyance of fluids — Dimensions and tolerances — Part 1:
Metric series

ISO 12162, Thermoplastics materials for pipes and fittings for pressure applications — Classification and
designation — Overall service (design) coefficient

ISO 13783, Plastics piping systems — Unplasticized poly(vinyl chloride) (PVC-U) end-load-bearing double-
socket joints — Test method for leaktightness and strength while subjected to bending and internal pressure

ISO 13844, Plastics piping systems — Elastomeric-sealing-ring-type socket joints of unplasticized poly(vinyl
chloride) (PVC-U) for use with PVC-U pipes — Test method for leaktightness under negative pressure

ISO 13845, Plastics piping systems — Elastomeric-sealing-ring-type socket joints for use with unplasticized
poly(vinyl chloride) (PVC-U) pipes — Test method for leaktightness under internal pressure and with angular
deflection

ISO 13846, Plastics piping systems — End-load-bearing and non-end-load-bearing assemblies and joints for
thermoplastics pressure piping — Test method for long-term leaktightness under internal water pressure

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply

31

nominal outside diameter

dn

numerical designation of size which is common to all components in a thermoplastics piping system other than
flanges and components designated by thread size

NOTE 1 It is a convenient round number for reference purposes.

NOTE 2 For pipe conforming to ISO 161-1, the nominal outside diameter, expressed in millimetres, is the minimum

mean outside diameter dg, -
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3.2
nominal wall thickness

€n

specified wall thickness, in millimetres

NOTE Itis identical to the specified minimum wall thickness at any point e, ;..
3.3

nominal pressure

PN

alphanumeric designation related to the mechanical characteristics of the components of a piping system and
used for reference purposes

3.4
hydrostatic pressure

4
internal pressure applied to a piping system

3.5

working pressure

maximum pressure which a piping system can sustain in continuous use under given service conditions
without pressure surge

NOTE For thermoplastics piping systems, the value of the nominal pressure is equal to the working pressure at a
temperature of 20 °C, expressed in bar.

3.6

hydrostatic stress

o

stress, expressed in megapascals, induced in the wall of a pipe when it is subjected to internal water pressure

NOTE 1 It is calculated using the following approximate equation:

(dn - en )
20¢,

where
p s the applied internal pressure, in bar;

d

, is the nominal outside diameter of the pipe, in millimetres;

e, isthe nominal wall thickness, in millimetres.

NOTE 2  If cand p are given in the same units, the denominator becomes 2¢,

3.7
long-term hydrostatic strength for 50 years at 20 °C

OLTHS
quantity with the unit of stress, i.e. MPa, which can be considered to be a property of the material under
consideration

NOTE It represents the 97,5 % lower confidence limit for the long-term hydrostatic strength and equals the predicted
average strength at a temperature of 20 °C and for a time of 50 years with internal water pressure.
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