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National foreword
This British Standard is the UK implementation of ISO 16540:2015.

The UK participation in its preparation was entrusted to Technical
Committee ISE/NFE/8, Corrosion of metals and alloys.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015.
Published by BSI Standards Limited 2015
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ICS 77.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2015.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 156, Corrosion of metals and alloys.

This International Standard is based on a draft NACE International standard on Four-Point Bend Testing
of Materials for Oil and Gas applications. NACE International grants the right to ISO to reproduce
material extracted from that document.
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Introduction

This International Standard has been prepared as a sub-set of [SO 7539 which consists of the following
parts, under the general title Corrosion of metals and alloys — Stress corrosion testing:

— Part 1: General guidance on testing procedures

— Part 2: Preparation and use of bent-beam specimens

— Part 3: Preparation and use of U-bend specimens

— Part4: Preparation and use of uniaxially loaded tension specimens

— Part 5: Preparation and use of C-ring specimens

— Parté6: Preparation and use of precracked specimens for tests under constantload or constantdisplacement
— Part 7: Method for slow strain rate testing

— Part 8: Preparation and use of specimens to evaluate weldments

— Part 9: Preparation and use of pre-cracked specimens for tests under rising load or rising displacement
— Part 10: Reverse U-bend method

— Part 11: Guidelines for testing the resistance of metals and alloys to hydrogen embrittlement and
hydrogen-assisted cracking
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Corrosion of metals and alloys — Methodology for
determining the resistance of metals to stress corrosion
cracking using the four-point bend method

1 Scope

This International Standard provides guidelines for the use of four-point bend testing to evaluate the
resistance of metals including carbon steel, low alloy steels, and corrosion resistant alloys (CRAs) to
stress corrosion cracking. The method gives guidance on testing of both parent plate and welds and
includes procedures for metals that have no distinct yield point in their stress-strain behaviour as
well as metals with a distinct yield point. The emphasis in this International Standard is on the generic
methodology of the four-point bend test. Service application will be varied and the relevant industry
standard is to be consulted where appropriate.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 8407 Corrosion of metals and alloys — Removal of corrosion products from corrosion test specimens

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

corrosion resistant alloy

CRA

alloy designed to be resistant to general and localized corrosion in environments that are corrosive
to carbon steel

3.2

heat affected zone

HAZ

portion of the base metal that is not melted during brazing, cutting, or welding, but whose
microstructure and properties are altered by the heat of these processes

3.3

soft zone cracking

SZC

form of sulphide stress cracking that may occur when a steel contains a local “soft zone” of low yield
strength material and is exposed under stress to environments containing H,S

Note 1 to entry: Under service loads, soft zones may yield and accumulate plastic strain locally increasing the
susceptibility to cracking of an otherwise cracking resistant material. Such soft zones are typically associated
with welds in carbon steels.

4 Principle

The four-point bend test is a constant displacement test that is performed by supporting a beam
specimen on two loading rollers (bearing cylinders) and applying a load through two other loading
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