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National foreword

This British Standard reproduces verbatim ISO 16589-5:2001 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
MCE/11, Fluid seals and their housings, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international committee any enquiries on
the interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

This British Standard, having

been prepared under the S £
direction of the Engineering ummary ol pages

Sector Policy and Strategy This document comprises a front cover, an inside front cover, the ISO title page,

Committee, was published pages ii to v, a blank page, pages 1 to 18, an inside back cover and a back cover.
under the authority of the . . . . ..
Standards Policy and Strategy ~ Lhe BSI copyright date displayed in this document indicates when the

Committee on 21 March 2002 document was last issued.

Amendments issued since publication

Amd. No. Date Comments

© BSI 21 March 2002

ISBN 0 580 39243 0 Documents

Document Sharing Hub

Full document details: BS ISO 16589-5:2001


http://www.avadocuments.com/doc/bs-iso-16589-5-2001
http://www.avadocuments.com/doc/bs-iso-16589-5-2001

INTERNATIONAL ISO
STANDARD 16589-5

First edition
2001-12-15

Rotary shaft lip-type seals incorporating
thermoplastic sealing elements —

Part 5:
Identification of visual imperfections

Bagues d'étanchéité a lévres pour arbres tournants incorporant des

éléments d'étanchéité thermoplastiques —

Partie 5: Identification des imperfections visuelles

—_— Reference number
= — ISO 16589-5:2001(E)

NS = Documents

Document Sharing Hub

Full document details: BS ISO 16589-5:2001


http://www.avadocuments.com/doc/bs-iso-16589-5-2001
http://www.avadocuments.com/doc/bs-iso-16589-5-2001

ISO 16589-5:2001(E)

Documents

i Document Sharing Hub

Full document details: BS ISO 16589-5:2001


http://www.avadocuments.com/doc/bs-iso-16589-5-2001
http://www.avadocuments.com/doc/bs-iso-16589-5-2001

ISO 16589-5:2001(E)

Contents Page
o =V o RO iv
0 o T 0T 1 e o \%
1 £ o o o - PSPPSR 1
2 Lo 4B LAY L= = =1 =Y Lo 1
3 LI 0 14 = L T e L=t T T oo L= 1
4 (O D E=T = Vo =1 g 13 T odi T 4 0] o Y=Y o 1= 1 o T o 1= PSSR 1
4.1 Definition of sealing lip CONtact @rea........cccccvi i e e e e nmnnes 1
4.2 BN/ T2 LI T8 0] o XY o =2 o o 1= PSPPSR 1
4.3 Visual imperfections on seals with additional components ... 2
5 Identification statement (Reference to this part of ISO 16589) ...cceiiiiiiciiiiiiei s 2
=TT o 1o - o 2 18

Documents

Document Sharing H”L||b

Full document details: BS ISO 16589-5:2001


http://www.avadocuments.com/doc/bs-iso-16589-5-2001
http://www.avadocuments.com/doc/bs-iso-16589-5-2001

ISO 16589-5:2001(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.
The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International

Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 16589 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 16589-5 was prepared by Technical Committee ISO/TC 131, Fluid power systems, Subcommittee SC 7,
Sealing devices.

ISO 16589 consists of the following parts, under the general title Rotary shaft lip-type seals incorporating
thermoplastic sealing elements:

— Part 1: Nominal dimensions and tolerances
— Part 2: Vocabulary

— Part 3: Storage, handling and installation
— Part 4: Performance test procedures

— Part 5: Identification of visual imperfections
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ISO 16589-5:2001(E)

Introduction

Rotary shaft lip-type seals are used to retain fluid in equipment where the differential pressure is relatively low.
Typically, the shaft rotates and the housing is stationary, although in some applications the shaft is stationary and
the housing rotates.

Dynamic sealing is normally the result of a designed interference fit between the shaft and a flexible element
incorporated in the seal.

Similarly, a designed interference fit between the outside diameter of the seal and the diameter of the housing bore
retains the seal and prevents static leakage.

Careful storage, handling and proper installation of all seals are necessary to avoid hazards, both prior to and
during installation, which would adversely affect service life.
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INTERNATIONAL STANDARD ISO 16589-5:2001(E)

Rotary shaft lip-type seals incorporating thermoplastic sealing
elements —

Part 5:
Identification of visual imperfections

1 Scope

ISO 16589 describes seals utilizing sealing elements manufactured from suitably formulated compounds, based on
thermoplastic materials, such as polytetrafluoroethylene (PTFE).

NOTE ISO 16589 is complementary to ISO 6194 which covers elastomeric seals.
This part of ISO 16589 defines and classifies typical surface imperfections that could impair the function of the

seals, and is intended as a convenience for purchasers and manufacturers in their discussions about the
importance of these imperfections in different applications.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 16589. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 16589 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 5598:1985, Fluid power systems and components — Vocabulary

ISO 16589-2:2001, Rotary shaft lip-type seals incorporating thermoplastic sealing elements — Part 2: VVocabulary
3 Terms and definitions

For the purposes of this part of ISO 16589, the terms and definitions given in ISO 5598 and ISO 16589-2 apply.
4 Characteristic imperfections

4.1 Definition of sealing lip contact area

See Figure 1.

4.2 Typical imperfections

Some typical imperfections are shown in Figures 2 to 19 and listed in Tables 1 and 2.

Documents
Document Sharing Fub

Full document details: BS ISO 16589-5:2001


http://www.avadocuments.com/doc/bs-iso-16589-5-2001
http://www.avadocuments.com/doc/bs-iso-16589-5-2001

