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National foreword
This British Standard reproduces verbatim ISO 16609:2004 and implements it 
as the UK national standard. It supersedes BS ISO 8730:1990, BS 7102-1:1989, 
BS 7102-2:1989 and BS EN ISO 9807:1997, which are withdrawn.

The UK participation in its preparation was entrusted to Technical Committee 
IST/12, Banking, securities and other financial services, which has the 
responsibility to: 

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international publications referred to 
in this document may be found in the BSI Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Search” 
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page, 
pages ii to v, a blank page, pages 1 to 29 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 16609 was prepared by Technical Committee ISO/TC 68, Banking, securities and other financial services,
Subcommittee SC 6, Retail financial services.

This first edition of ISO 16609 cancels and replaces ISO 8730:1990, ISO 8731-1:1987, ISO 8731-2:1992 and 
ISO 9807:1991, of which it constitutes a technical revision. 
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Introduction 

A MAC (message authentication code) is a data field used to verify the authenticity of a message, generated 
by the sender of the message and transmitted together with it. The MAC enables an intended recipient to 
detect if the message has been altered and, if so, whether such an alteration arises by accident or with intent 
to defraud. 

This International Standard has been prepared so that institutions involved in banking activities wishing to 
implement message authentication can do so in a secure manner and in a way that facilitates interoperability 
between separate implementations. 

The requirements of this International Standard are compatible with those in the editions of ISO 8730 and 
ISO 9807 it replaces.  
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Banking — Requirements for message authentication using 
symmetric techniques 

1 Scope 

This International Standard specifies procedures, independent of the transmission process, for protecting the 
integrity of transmitted banking messages and for verifying that a message has originated from an authorized 
source. It also specifies a method by which block ciphers can be approved for use in the authentication of 
banking messages. In addition, because of the necessity for both members in a communicating pair to use the 
same means for data representation, it defines some methods for data representation. A list of block ciphers 
approved for the calculation of a message authentication code (MAC), as well as the method to be used to 
approve additional block ciphers, is also provided. The authentication methods it defines are applicable to 
messages formatted and transmitted both as coded character sets and as binary data. 

This International Standard is designed for use with symmetric algorithms where both sender and receiver use 
the same key. It does not specify methods for establishing the shared key, nor does it provide for 
encipherment for the protection of messages against unauthorized disclosure. Its application will not protect 
the user against internal fraud by sender or receiver, or forgery of a MAC by the receiver.  

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 7746:1998, Banking — Telex formats for inter-bank messages

ISO 8583:1993, Financial transaction card originated messages — Interchange message specifications

ISO 8601:2000, Data elements and interchange formats — Information interchange — Representation of 
dates and times

ISO 8732:1988, Banking — Key management (wholesale)

ISO/IEC 9797-1:1999, Information technology — Security techniques — Message Authentication Codes 
(MACs) — Part 1: Mechanisms using a block cipher

ISO/IEC 9797-2:2002, Information technology — Security techniques — Message Authentication Codes 
(MACs) — Part 2: Mechanisms using a hash-function

ISO/IEC 10116:1997, Information technology — Security techniques — Modes of operation for an n-bit block 
cipher

ISO/IEC 10118-3:1998, Information technology — Security techniques — Hash-functions — Part 3: Dedicated 
hash-functions

ISO 11568-1:1994, Banking — Key management (retail) — Part 1: Introduction to key management
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ISO 11568-2:1994, Banking — Key management (retail) — Part 2: Key management techniques for 
symmetric ciphers

ISO 11568-3:1994, Banking — Key management (retail) — Part 3: Key life cycle for symmetric ciphers

ISO 13491 (all parts) Banking — Secure cryptographic devices (retail)

ANSI X3.92:1981, American National Standard for Information Systems — Data encryption algorithm

ANSI X9.52:1998, American National Standard for Financial Services — Triple data encryption algorithm, 
modes of operation

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1
algorithm 
specified mathematical process for computation or set of rules which, if followed, will give a prescribed result 

3.2
authentication 
process used between a sender and a receiver to ensure data integrity and provide data origin authentication 

3.3
authentication algorithm 
algorithm used, together with an authentication key and one or more authentication elements, for 
authentication 

3.4
authentication element 
message element that is to be protected by authentication 

3.5
authentication key 
cryptographic key used for authentication 

3.6
beneficiary [party] 
ultimate party (can be more than one) to be credited or paid as a result of a transfer 

3.7
block cipher 
algorithm for computing a function which maps a fixed length string of bits and a secret key to another string of 
bits with the same fixed length 

3.8
bias 
condition where, during the generation of random or pseudo-random numbers, the occurrence of some 
numbers is more likely than others 

3.9
cryptoperiod 
defined period of time during which a specific cryptographic key is authorized for use, or during which time the 
cryptographic keys in a given system may remain in effect 
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3.10
cryptanalysis 
art and science of breaking ciphertext 

3.11
data integrity 
property defining data that has not been altered or destroyed in an unauthorized manner 

3.12
date MAC computed 
DMC 
date on which the sender computed the message authentication code (MAC) 

NOTE The DMC can be used to synchronize the authentication process through selection of the proper key. 

3.13
data origin authentication 
corroboration that the source of data received is as claimed 

3.14
decipherment 
decryption 
reversal of a corresponding encipherment 

3.15
delimiter
group of characters used to delineate the beginning and end of a data field or fields 

3.16
encipherment 
encryption 
(reversible) transformation of data by a cryptographic algorithm to produce ciphertext (i.e. to hide the 
information content of the data) 

3.17
hexadecimal digit 
single character in the range 0 to 9, A to F (upper case), representing a four-bit string 

3.18
identifier for authentication key  
IDA 
field that identifies the key to be used in authenticating the message  

3.19
message authentication code 
MAC 
string of bits that is the output of a MAC algorithm 

3.20
MAC algorithm 
cryptographic check function
algorithm for computing a function, which maps strings of bits and a secret key to fixed length strings of bits  

NOTE 1 It must satisfy the following two properties: 

for any key and any input string, the function can be computed efficiently; 
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for any fixed key, and given no prior knowledge of the key, it is computationally infeasible to compute the function 
value on any new input string, even given knowledge of the set of input strings and corresponding function values, 
where the value of the ith input string may have been chosen after observing the value of the first i to 1 function 
values. 

NOTE 2 Computational feasibility depends on the user’s specific security requirements and environment. 

3.21
message element 
contiguous group of characters designated for a specific purpose 

3.22
message identifier 
MID 
systems trace audit number (superseded) 
field used uniquely to identify a financial message or transaction (e.g. sending bank’s transaction reference) 
within a given context (e.g. DMC). 

NOTE In ISO 8583, the MID was referred to as the systems trace audit number (STAN), which it supersedes. 

3.23
message text 
information conveyed or transmitted between sender and receiver, excluding header and trailer information 
used for transmission purposes  

3.24
nonce 
number used once 

3.25
receiver 
party intended to receive the message 

3.26
sender 
party responsible for, and authorized to, send a message 

3.27
value date 
date on which funds are to be at the disposal of the beneficiary 

4 Protection 

IMPORTANT — Integrity protection applies only to the selected authentication elements. Other parts 
of the message can be subject to undetected alterations. It is important that users ensure the integrity 
of the presentation of the data.  

4.1 Protection of authentication keys 

Authentication keys are secret cryptographic keys that have been previously established by the sender and 
receiver and which are used by the authentication algorithm. Such keys shall be deterministically or pseudo-
randomly generated (see Annex F and Annex G). Any key used for authentication shall be protected against 
disclosure to unauthorized parties. Use of the authentication keys shall be restricted to the sending and 
receiving parties (or their authorized agents) and only used for authentication. Keys shall be managed in 
accordance with ISO 11568 or ISO 8732.  

Authentication keys can best be protected if the MAC is computed by a secure cryptographic device, the keys 
are in plaintext only within such a device and the device is compliant with ISO 13491. 
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