
Full document 
BRITISH STANDARD
 BS ISO 
16673:2007
Road vehicles — 
Ergonomic aspects of 
transport information 
and control systems — 
Occlusion method to 
assess visual demand 
due to the use of  
in-vehicle systems
ICS 13.180; 43.040.15
���������	�
����
����������������������������������������������	�����


details: BS ISO 16673:2007

http://www.avadocuments.com/doc/bs-iso-16673-2007
http://www.avadocuments.com/doc/bs-iso-16673-2007


BS ISO 16673:2007

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee  
on 31 May 2007

© BSI 2007
ISBN 978 0 580 50693 2
ull document details: BS ISO 16673
National foreword

This British Standard was published by BSI. It is the UK implementation of 
ISO 16673:2007.
The UK participation in its preparation was entrusted to Technical Committee 
AUE/12, Safety related to occupants.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations. 
Amendments issued since publication

Amd. No. Date Comments
:2007

http://www.avadocuments.com/doc/bs-iso-16673-2007
http://www.avadocuments.com/doc/bs-iso-16673-2007


 

  

 

Reference number
ISO 16673:2007(E)

 

 

 

INTERNATIONAL 
STANDARD 

ISO
16673

First edition
2007-04-01

Road vehicles — Ergonomic aspects of 
transport information and control 
systems — Occlusion method to assess 
visual demand due to the use of in-
vehicle systems 

Véhicules routiers — Aspects ergonomiques des systèmes 
d'information et de contrôle du transport — Méthode par occlusion pour 
évaluer la distraction visuelle due à l'utilisation des systèmes 
embarqués 

 

BS ISO 16673:2007

Full document details: BS ISO 16673:2007

http://dx.doi.org/10.3403/30116564U
http://dx.doi.org/10.3403/30116564U
http://www.avadocuments.com/doc/bs-iso-16673-2007
http://www.avadocuments.com/doc/bs-iso-16673-2007


ii  
 

Full document details: BS ISO 16673:2007

http://www.avadocuments.com/doc/bs-iso-16673-2007
http://www.avadocuments.com/doc/bs-iso-16673-2007


 iii

Contents Page 

Foreword............................................................................................................................................................ iv 
Introduction ........................................................................................................................................................ v 
1 Scope ..................................................................................................................................................... 1 
2 Terms and definitions........................................................................................................................... 1 
3 Measurement procedures .................................................................................................................... 4 
3.1 Set-up..................................................................................................................................................... 4 
3.2 Vision and occlusion intervals ............................................................................................................ 5 
3.3 Task timing ............................................................................................................................................ 5 
3.4 Exclusion of trials ................................................................................................................................. 6 
4 Assessing visual demand.................................................................................................................... 6 
4.1 Selection of tasks ................................................................................................................................. 6 
4.2 Participants ........................................................................................................................................... 6 
4.3 Training.................................................................................................................................................. 7 
4.4 Test trials ............................................................................................................................................... 7 
4.5 Experimental plan ................................................................................................................................. 7 
4.6 Calculation of visual demand metrics ................................................................................................ 8 
Annex A (informative)  System response delay ............................................................................................. 12 
Bibliography ..................................................................................................................................................... 15 
 

BS ISO 16673:2007

Full document details: BS ISO 16673:2007

http://www.avadocuments.com/doc/bs-iso-16673-2007
http://www.avadocuments.com/doc/bs-iso-16673-2007


iv  
 

Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 16673 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 13, 
Ergonomics applicable to road vehicles. 
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Introduction 

A wide range of information and communication devices and advanced driver assistance systems are being 
introduced into motor vehicles. These include navigation aids, emergency messaging systems and wireless 
communication including email and internet access, which are all accessible to the driver of a motor vehicle. 
Many of these features have associated visual information that can potentially both inform and distract. To 
help ensure that the use of such devices and features that are meant to be used by the driver while driving do 
not result in excessive visual demand, a consistent, verifiable and repeatable method to determine the visual 
demand imposed by such in-vehicle systems is needed. 

Developing precise mathematical predictions of the risk of a crash due to driver distraction from using a 
particular driver interface is difficult. However, it can be reasonably stated that if drivers are not looking at the 
road (e.g. looking inside the vehicle to operate a control or read a display), then the probability for a crash is 
increased [1]. 

This International Standard is not intended to preclude direct measurement of eye glances as a method to 
assess visual demand. Direct measurement of eye glances is always desirable. However, direct 
measurements of eyes-off-the-road times, i.e. glance time measurements, are typically difficult and very costly 
to measure. The occlusion method estimates visual demand, including resumability, of a task using a means 
for intermittent viewing of the in-vehicle system. Evaluation by occlusion identifies driver interfaces that are 
likely to take the driver’s eyes away from the road for excessively long durations. Additional data collected 
without occlusion can be combined with occlusion data to calculate R, a measure believed to identify whether 
or not tasks can be easily resumed after the driver interrupts the task to look back at the road. This procedure 
does not require extensive resources and can be applied if a functioning prototype of the driver interface 
exists. 
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