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National foreword

This British Standard is the UK implementation of ISO 16714:2008. 

The UK participation in its preparation was entrusted to Technical
Committee B/513/1, Earth moving machinery (International). 

A list of organizations represented on this committee can be 
obtained on request to its secretary.

This publication does not purport to include all the necessary 
provisions of a contract. Users are responsible for its correct 
application.
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Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 30 June 2011.
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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee has
been established has the right to be represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 16714 was prepared by Technical Committee ISO/TC 127, Earth-moving machinery, Subcommittee
SC 3, Machine characteristics, electrical and electronic systems, operation and maintenance. 
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Introduction 

End-of-life machines contribute to the total volume of waste to be treated. As part of the machine life cycle, it 
is essential that recovery issues be taken into consideration during the design phase to ensure
environmentally sound treatment. 

Today, recycling has to be taken into account in addition to safety, emissions and fuel consumption when
designing a machine. Consequently, there is need for an indicator to evaluate the ability and potential of new 
machines to be recovered/recycled. 

The method for calculating recyclability and recoverability rates specified by this International Standard 
(similar to the one specified in ISO 22628:2002 for road vehicles) is based on four main stages inspired by the 
treatment of end-of-life machines. Recyclability/recoverability rates depend on the design and material 
properties of new machines and on the consideration of proven technologies — those technologies which 
have been successfully tested, at least on a laboratory scale, in this context. 

The calculation method of this International Standard cannot in detail reflect the real process that will be
applied to the machine at the end of its life. 
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