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National foreword
This British Standard is the UK implementation of ISO 16900-3:2012.

The UK participation in its preparation was entrusted to Technical
Committee PH/4, Respiratory protection.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2013. Published by BSI Standards
Limited 2013
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2013.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

[SO 16900-3 was prepared by Technical Committee ISO/TC 94, Personal safety — Protective clothing and
equipment, Subcommittee SC 15, Respiratory protective devices.

ISO 16900 consists of the following parts, under the general title Respiratory protective devices —
Methods of test and test equipment:

— Part 1: Determination of inward leakage

— Part 2: Determination of breathing resistance

— Part 3: Determination of particle filter penetration

— Part4: Determination of gas filter capacity and migration, desorption and carbon monoxide dynamic testing
— Part 11: Determination of field of vision

The following parts are under preparation:

— Part 5: Breathing machine/metabolic simulator/RPD headforms/torso, tools and transfer standards
— Part 8: Measurement of RPD air flow rates

— Part 10: Resistance to ignition, flame, radiant heat and heat

— Part 12: Determination of volume averaged work of breathing and peak respiratory pressures
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Introduction

This part of ISO 16900 is intended as a supplement to the respiratory protective devices (RPD)
performance standard ISO 17420 (all parts). Test methods are specified for complete devices or parts of
devices that are intended to comply with ISO 17420. If deviations from the test method given in this part
of ISO 16900 are necessary, these deviations will be specified in ISO 17420.
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