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National foreword
This British Standard is the UK implementation of ISO 17299-2:2014.

The UK participation in its preparation was entrusted to Technical
Committee TCI/80, Chemical testing of textiles.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015. Published by BSI Standards
Limited 2015

ISBN 978 0 580 76086 0
ICS 59.080.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2015.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 38, Textiles.

ISO 17299 consists of the following parts, under the general title Textiles — Determination of deodorant
property:

— Part 1: General principle

— Part 2: Detector tube method

— Part 3: Gas chromatography method
— Part 4: Condensation sampling analysis

— Part 5: Metal-oxide semiconductor sensors method

Documents

. Document Sharing Hub
v © ISO 2014 - All rights reserved

Full document details: BS ISO 17299-2:2014


http://www.iso.org/directives
http://www.iso.org/patents
http://www.iso.org/iso/home/standards_development/resources-for-technical-work/foreword.htm
http://www.avadocuments.com/doc/bs-iso-17299-2-2014
http://www.avadocuments.com/doc/bs-iso-17299-2-2014

BS ISO 17299-2:2014
IS0 17299-2:2014(E)

Introduction

This part of ISO 17299 describes a method using a detector tube as a concentration measuring device.
The detector tube is a well-known odour sensor used for measurement of environmental odour
chemical concentration in the field. The detector tube is made for each specific chemical and could be
used for concentration measurement for a targeted chemical in gases. Detector tubes could be available
commercially. This is a very simple and inexpensive testing method if the detector tubes can be obtained.
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